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1. Introduction 
There has been discussions on UE capability and coordination for LTE-NR tight interworking. It may be a good time to also look into UE capability in standalone NR case as well. 
One scenario where LTE had issues was that at the time of RRC Connection Request message whereby eNB was not aware of UE capabilities and redirection procedure was static in nature. There may be a chance to improve it in NR
2. Discussion

A mobile network operator may be operating multiple RATs by the time NR is deployed. For example, an EU based operator might be managing and operating LTE, UMTS, GERAN, and WLAN network along with NR. In addition, network may support features like network slicing and software based network functions which will allow to handle different applications differently in the networks. 
Another aspect to consider is the evolution of devices e.g. devices may support either NR and LTE or a combination of other RATs as well. Even though, interworking of NR will be specified with LTE only but other RATs will not simply disappear and e.g. could still be candidates for redirection. Also, operator may have service dependent deployments

Considering above it may be a good time to consider if there is a need to improve the information provided by the UE at the time of connection establishment. LTE had a limited size of msg3 which was linked to coverage of the cell and there was no scope of adding any non-critical extensions. However, some improvement was done as part of C-IOT optimisations in order to allow a slightly bigger size of msg3.
It can be argued that IDLE state in NR is not yet agreed but this does not imply that UE will never send an RRC Connection Request message (at least power ON or detach/attach is applicable)
Proposal: RAN2 to study the design of RRC Connection Request message considering redirection procedure in the light of multi RAT and multi service-aware networks deployment in NR.
3. Conclusion
In this contribution we discuss possible enhancement to RRC Connection Request and propose RAN2 to discuss and agree:

Proposal: RAN2 to study the design of RRC Connection Request message considering redirection procedure in the light of multi RAT and multi service-aware networks deployment in NR.
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