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[bookmark: _Toc455340225]4.3	Parameters independent of the field ue-Category and ue-CategoryDL / ue-CategoryUL
4.3.19	MAC parameters
4.3.19.1	longDRX-Command-r12
This field defines whether the UE supports Long DRX Command MAC Control Element as specified in TS 36.321 [4]. It is mandatory for UEs of this release of the specification.
4.3.19.2	logicalChannelSR-ProhibitTimer-r12
This field defines whether the UE supports the logicalChannelSR-ProhibitTimer as specified in TS 36.321 [4]. It is mandatory for UEs of any ue-Category-NB to support this feature.
4.3.19.3	extendedMAC-LengthField-r13
This field defines whether the UE supports 16 bit length of MAC L field as specified in TS 36.321 [4].
4.3.19.4	extendedLongDRX-r13
This field defines whether the UE supports the longDRX-Cycle values of 5120 and 10240 subframes as specified in TS 36.321 [4].
4.3.19.5	shortSPS-Interval-r14
This field defines whether the UE supports uplink SPS intervals that are less than 10ms as specified in TS 36.331 [5], skipping of the Nth grant if it occurs in a downlink subframe or in a subframe including DwPTS as specified in TS 36.321 [4] for UEs supporting TDD, and prioritization of non-adaptive retransmission over new transmission in subframes with configured uplink grant as specified in TS 36.321 [4].
4.3.19.6	pusch-Skipping-r14
This field defines whether the UE supports skipping of PUSCH transmission in subframes with configured/scheduled uplink grant if the UE has no UL data available for transmission as specified in TS 36.321 [4], indicating of positive acknowledgement for SPS initialization and release using the MAC control element as specified in TS 36.321 [4] and skipping of periodic BSR report if the UE has no UL data available for transmission as specified in TS 36.321 [4]. A UE that supports this feature shall also support shortSPS-Interval-r14. 
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