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1. Overall Description: 
RAN2 would like to thank RAN3 for the LS informing that RAN3 takes option 2 and 4 as the working assumption on the support of small and variable MBMS areas in V2X.
·  Option 2: Single TMGI in non-overlapped local MBMS Service Areas

·  Option 4: Different TMGIs to the MBMS Service Areas when there is overlap, in order to be able to transmit different V2X messages in the MBMS Service Areas with overlap.

RAN2 has discussed two options provided by RAN3 and observed the following implications:
·  UE moving across cells should frequently receive USD information including new TMGIs in Option 4 before receive interested MBMS services in new areas.

·  UE moving across cells should frequently transmit a MBMS Interest Indication message including new TMGIs in Option 4.

Based on the implications above, RAN2 would like to provide the following feedback:
·  Option 4 will increase signalling overhead on the radio because UE should frequently receive USD information and transmit a MBMS Interest Indication message.

·  Option 4 will cause more delay in MBMS reception than Option 2 because UE should understand which TMGIs the UE should receive in a new area.
·  Option 4 will increase UE battery consumption because UE should frequently receive USD information and transmit a MBMS Interest Indication message, particularly for pedestrian UEs.

2. Actions:

To RAN WG3 group:
ACTION: 
RAN WG2 kindly requests RAN WG3 to consider the feedback above in their work.
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