
3GPP TSG-RAN WG2 Meeting #95bis
R2-167237
Kaohsiung, 10 - 14 October, 2016
Title:
Draft LS on mobility enhancements for eNB-IoT
Release:
Rel-14
Work Item:
NB_IOTenh-Core
Source:
Huawei [to be RAN2]
To:
RAN3, CT1
Cc:
SA2
Contact Person:


Name:

Chenli
E-mail Address:
ali.hw@huawei.com
Attachments:


1. Overall Description:

RAN2 has discussed the RRC connection re-establishment and data forwarding of NAS PDUs for CP solution to avoid the data loss during RRC_CONNECTED mode mobility.
To support RRC connection re-establishment for NB-IoT CP solution during RRC_CONNECTED mode mobility, UE context retrieval w/o DRB setup from source eNB to target eNB is needed and RAN2 would like to ask RAN3 to feedback in the feasibility.

To provide lossless data transmission in case of RLF using RRC Connection re-establishment during RRC_CONNECTED mode mobility:
· RAN2 would like RAN3 and CT1 to confirm that the DL NAS data transport PDUs can be transmitted by the MME to the new eNB when the MME is notified that the UE has accessed via the new eNB, and whether it is supported by RAN3 and CT1 specifications. 
· RAN2 would like CT1 to confirm that the UL NAS data transport PDUs can be retransmitted by the UE to the new eNB after the RRC connection re-establishment to the new eNB, and whether it is supported by CT1 specifications. 
2. Actions:

To RAN3 and CT1:
Action: RAN2 respectfully asks RAN3 and CT1 to take the above requirement into consideration, and provide feedback on this.
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