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1. Abstract

 This contribution is to propose to make some editorial modifications to the current 25.433 NBAP specification V1.0.2.

2. List of changes

The following editorial modifications are required in order to be consistent with the assumptions in WG3:

· “8.1.8 Radio Link Setup”
· Since identification of UE has been agreed to use both CRNC communication context ID and NodeB communication context ID, the FFS has to be removed

· Since CRNC allocates both DL channelization code and scrambling code to NodeB, the FFS has to be removed

· DCH information has to include both Transport Layer Address and Binding ID

· “8.2.1 Radio Link Addition”
· Since identification of UE has been agreed to use both CRNC communication context ID and NodeB communication context ID, the FFS has to be removed

· “8.2.2 Radio Link Reconfiguration”
· “Radio Link Reconfiguration Commit” message has been added to the figure since the message was missing in figure for successful case

· “8.2.4 Radio Link Deletion”
· Since identification of UE has been agreed to use both CRNC communication context ID and NodeB communication context ID, the FFS has to be removed

· “9.2.3 UE Context ID”
· This parameter has to be removed since this parameter is no longer used

· “9.2.6 UL Channelization Code Number”
· This parameter has to be removed since NodeB implicitly chooses the UL Channelization code number by itself

3. Conclusion

 The modifications listed above shall be reflected to the current NBAP specification.


































































