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8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1, Class 2 and Class 3 EPs:

Table 1: Class 1

Elementary Procedure
Initiating Message
Successful Outcome
Unsuccessful Outcome



Response message
Response message


Iu Release
IU RELEASE COMMAND
IU RELEASE COMPLETE



Relocation Preparation
RELOCATION REQUIRED
RELOCATION COMMAND
RELOCATION PREPARATION FAILURE


Relocation Resource Allocation
RELOCATION REQUEST
RELOCATION REQUEST ACKNOWLEDGE
RELOCATION FAILURE


Relocation Cancel
RELOCATION CANCEL
RELOCATION CANCEL ACKNOWLEDGE



SRNS Context Transfer
SRNS CONTEXT REQUEST
SRNS CONTEXT RESPONSE



Security Mode Control
SECURITY MODE COMMAND
SECURITY MODE COMPLETE
SECURITY MODE REJECT


Data Volume Report
DATA VOLUME REPORT REQUEST
DATA VOLUME REPORT



Cn Information Broadcast
CN INFORMATION BROADCAST REQUEST
CN INFORMATION BROADCAST CONFIRM
CN INFORMATION BROADCAST REJECT


Reset
RESET
RESET ACKNOW-LEDGE



Table 2: Class 2

Elementary Procedure
Message

RAB Release Request
RAB RELEASE REQUEST

Iu Release Request
IU RELEASE REQUEST

Relocation Detect
RELOCATION DETECT

Relocation Complete
RELOCATION COMPLETE

SRNS Data Forwarding Initiation
SRNS DATA FORWARD COMMAND

SRNS Context Forwarding from Source RNC to CN
FORWARD SRNS CONTEXT

SRNS Data Forwarding to Target RNC from CN
FORWARD SRNS CONTEXT

Paging
PAGING

Common ID
COMMON ID

CN Invoke Trace
CN INVOKE TRACE

Location Reporting Control
LOCATION REPORTING CONTROL

Location Report
LOCATION REPORT

Initial UE Message
INITIAL UE MESSAGE

Direct Transfer
DIRECT TRANSFER

Overload Control
OVERLOAD

Error Indication
ERROR INDICATION

RANAP Relocation in RNSAP
RANAP RELOCATION IN RNSAP

Table 3: Class 3

Elementary Procedure
Initiating Message
Respone Message

RAB Assignment
RAB ASSIGNMENT REQUEST
RAB ASSIGNMENT RESPONSE x N (N>=1)

The following applies concerning interaction between Elementary Procedures:

-
The Reset procedure can interact with all EPs.

-
The Iu Release procedure can interact with all EPs except the Reset procedure.

****      New Section     ****

8.28
RANAP Relocation Information in RNSAP

8.28.1
General

The purpose of the RANAP Relocation in RNSAP procedure is to produce the content of RANAP relocation information that is carried to the relocation target RNC by RNSAP via Iur Interface. This procedure is internal to the RNC, and it is only used for creating the RANAP specific transfer syntax from the RANAP information (octets to be given to RNSAP) which is carried in RNSAP as transparent information (OCTET STRING).
8.28.2
Successful Operation

When it becomes necessary during relocation to place RANAP information in RNSAP for transfer to the relocation target via Iur Interface, the RNC shall form a RANAP RELOCATION INFORMATION IN RNSAP message, and give that to the local RNSAP process.

8.28.3
Abnormal Conditions

****      New Section     ****

9.1
Message Contents

NOTE:
The messages have been defined in accordance to the quidelines specified in UMTS 25.921.

For each message there is, a table listing the signalling elements in their order of　appearance in the transmitted message.

All the RANAP messages are listed in the following table:

Table 1: List of RANAP messages.

Message name
Reference

RAB ASSIGNMENT REQUEST
9.1.1

RAB ASSIGNMENT RESPONSE
9.1.2

RAB RELEASE REQUEST
9.1.3

IU RELEASE REQUEST
9.1.4

IU RELEASE COMMAND
9.1.5

IU RELEASE COMPLETE
9.1.6

RELOCATION REQUIRED
9.1.7

RELOCATION REQUEST
9.1.8

RELOCATION REQUEST ACKNOWLEDGE
9.1.9

RELOCATION COMMAND
9.1.10

RELOCATION DETECT
9.1.11

RELOCATION COMPLETE
9.1.12

RELOCATION PREPARATION FAILURE
9.1.13

RELOCATION FAILURE 
9.1.14

RELOCATION CANCEL
9.1.15

RELOCATION CANCEL ACKNOWLEDGE
9.1.16

SRNS CONTEXT REQUEST
9.1.17

SRNS CONTEXT RESPONSE
9.1.18

SRNS DATA FORWARD COMMAND
9.1.19

FORWARD SRNS CONTEXT
9.1.20

PAGING
9.1.21

COMMON ID 
9.1.22

CN INVOKE TRACE
9.1.23

SECURITY MODE COMMAND
9.1.24

SECURITY MODE COMPLETE
9.1.25

SECURITY MODE REJECT
9.1.26

LOCATION REPORTING CONTROL
9.1.27

LOCATION REPORT
9.1.28

DATA VOLUME REPORT REQUEST
9.1.29

DATA VOLUME REPORT
9.1.30

INITIAL UE MESSAGE 
9.1.31

DIRECT TRANSFER
9.1.32

CN INFORMATION BROADCAST REQUEST
9.1.33

CN INFORMATION BROADCAST CONFIRM
9.1.34

CN INFORMATION BROADCAST REJECT
9.1.35

OVERLOAD
9.1.36

RESET
9.1.37

RESET ACKNOWLEDGE
9.1.38

ERROR INDICATION
9.1.39

RANAP RELOCATION INFORMATION IN RNSAP
9.1.40

****      New Section     ****

9.1.40
RANAP RELOCATION INFORMATION IN RNSAP

This message is handled internally within the RNC between the RANAP and RNSAP processes.

Direction: RNC internal

Signalling bearer mode: Not applicable.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M

9.2.1.1


RANAP Relocation Information
M

9.2.4.1


****      Next Modified Section     ****

9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

RANAP-PDU-Descriptions -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM RANAP-CommonDataTypes


Iu-ReleaseCommand,


Iu-ReleaseComplete,


RelocationCommand,


RelocationPreparationFailure,


RelocationRequired,


RelocationRequest,


RelocationRequestAcknowledge,


RelocationFailure,


RelocationCancel,


RelocationCancelAcknowledge,


SRNS-ContextRequest,


SRNS-ContextResponse,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeReject,


DataVolumeReportRequest,


DataVolumeReport,


CN-InformationBroadcastRequest,


CN-InformationBroadcastConfirm,


CN-InformationBroadcastReject,


Reset,


ResetAcknowledge,


RAB-ReleaseRequest,


Iu-ReleaseRequest,


RelocationDetect,


RelocationComplete,


Paging,


CommonID,


CN-InvokeTrace,


LocationReportingControl,


LocationReport,


InitialUE-Message,


DirectTransfer,


Overload,


ErrorIndication,


SRNS-DataForwardCommand,


ForwardSRNS-Context,


RAB-AssignmentRequest,


RAB-AssignmentResponse,


PrivateMessage,


RANAP-RelocationInformationInRNSAP
FROM RANAP-PDU-Contents


id-CN-InformationBroadcast,


id-CN-InvokeTrace,


id-CommonID,


id-DataVolumeReport,


id-DirectTransfer,


id-ErrorIndication,


id-ForwardSRNS-Context,


id-InitialUE-Message,


id-Iu-Release,


id-Iu-ReleaseRequest,


id-LocationReport,


id-LocationReportingControl,


id-OverloadControl,


id-Paging,


id-Private,


id-RAB-Assignment,


id-RAB-ReleaseRequest,

id-RANAP-RelocationInRNSAP,

id-RelocationCancel,


id-RelocationComplete,


id-RelocationDetect,


id-RelocationPreparation,


id-RelocationResourceAllocation,


id-Reset,


id-SRNS-ContextTransfer,


id-SRNS-DataForward,


id-SecurityModeControl

FROM RANAP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

RANAP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&Outcome




OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


[OUTCOME


&Outcome]


CODE



&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

RANAP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


outcome


Outcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

Outcome ::= SEQUENCE {


procedureCode
RANAP-ELEMENTARY-PROCEDURE.&procedureCode
({RANAP-ELEMENTARY-PROCEDURES}),


criticality
RANAP-ELEMENTARY-PROCEDURE.&criticality

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

RANAP-ELEMENTARY-PROCEDURE.&Outcome

({RANAP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

RANAP-ELEMENTARY-PROCEDURES RANAP-ELEMENTARY-PROCEDURE ::= {


RANAP-ELEMENTARY-PROCEDURES-CLASS-1
|


RANAP-ELEMENTARY-PROCEDURES-CLASS-2
|


RANAP-ELEMENTARY-PROCEDURES-CLASS-3
,


...

}

RANAP-ELEMENTARY-PROCEDURES-CLASS-1 RANAP-ELEMENTARY-PROCEDURE ::= {


iu-Release


|


relocationPreparation

|


relocationResourceAllocation
|


relocationCancel

|


sRNS-ContextTransfer

|


securityModeControl

|


dataVolumeReport

|


cN-InformationBroadcast

|


reset



,


...

}

RANAP-ELEMENTARY-PROCEDURES-CLASS-2 RANAP-ELEMENTARY-PROCEDURE ::= {


rAB-ReleaseRequest

|


iu-ReleaseRequest

|


relocationDetect

|


relocationComplete

|


paging



|


commonID


|


cN-InvokeTrace


|


locationReportingControl
|


locationReport


|


initialUE-Message

|


directTransfer


|


overloadControl


|


errorIndication


|


sRNS-DataForward

|


forwardSRNS-Context

|


rANAP-RelocationInRNSAP
,


...

}

RANAP-ELEMENTARY-PROCEDURES-CLASS-3 RANAP-ELEMENTARY-PROCEDURE ::= {


rAB-Assignment


|


privateProcedure

,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

iu-Release RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Iu-ReleaseCommand


SUCCESSFUL OUTCOME
Iu-ReleaseComplete


CODE


id-Iu-Release


CRITICALITY

ignore

}

relocationPreparation RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationRequired


SUCCESSFUL OUTCOME
RelocationCommand


UNSUCCESSFUL OUTCOME
RelocationPreparationFailure


CODE


id-RelocationPreparation


CRITICALITY

ignore

}

relocationResourceAllocation RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationRequest


SUCCESSFUL OUTCOME
RelocationRequestAcknowledge


UNSUCCESSFUL OUTCOME
RelocationFailure


CODE


id-RelocationResourceAllocation


CRITICALITY

ignore

}

relocationCancel RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationCancel


SUCCESSFUL OUTCOME
RelocationCancelAcknowledge


CODE


id-RelocationCancel


CRITICALITY

ignore

}

sRNS-ContextTransfer RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SRNS-ContextRequest


SUCCESSFUL OUTCOME
SRNS-ContextResponse


CODE


id-SRNS-ContextTransfer


CRITICALITY

ignore

}

securityModeControl RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SecurityModeCommand


SUCCESSFUL OUTCOME
SecurityModeComplete


UNSUCCESSFUL OUTCOME
SecurityModeReject


CODE


id-SecurityModeControl


CRITICALITY

ignore

}

dataVolumeReport RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DataVolumeReportRequest


SUCCESSFUL OUTCOME
DataVolumeReport


CODE


id-DataVolumeReport


CRITICALITY

ignore

}

cN-InformationBroadcast RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CN-InformationBroadcastRequest


SUCCESSFUL OUTCOME
CN-InformationBroadcastConfirm


UNSUCCESSFUL OUTCOME
CN-InformationBroadcastReject


CODE


id-CN-InformationBroadcast


CRITICALITY

ignore

}

reset RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Reset


SUCCESSFUL OUTCOME
ResetAcknowledge


CODE


id-Reset


CRITICALITY

ignore

}

rAB-ReleaseRequest RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RAB-ReleaseRequest


CODE


id-RAB-ReleaseRequest


CRITICALITY

ignore

}

iu-ReleaseRequest RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Iu-ReleaseRequest


CODE


id-Iu-ReleaseRequest


CRITICALITY

ignore

}

relocationDetect RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationDetect


CODE


id-RelocationDetect


CRITICALITY

ignore

}

relocationComplete RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RelocationComplete


CODE


id-RelocationComplete


CRITICALITY

ignore

}

paging RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Paging


CODE


id-Paging


CRITICALITY

ignore

}

commonID RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CommonID


CODE


id-CommonID


CRITICALITY

ignore

}

cN-InvokeTrace RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
CN-InvokeTrace


CODE


id-CN-InvokeTrace


CRITICALITY

ignore

}

locationReportingControl RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
LocationReportingControl


CODE


id-LocationReportingControl


CRITICALITY

ignore

}

locationReport RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
LocationReport


CODE


id-LocationReport


CRITICALITY

ignore

}

initialUE-Message RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
InitialUE-Message


CODE


id-InitialUE-Message


CRITICALITY

ignore

}

directTransfer RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
DirectTransfer


CODE


id-DirectTransfer


CRITICALITY

ignore

}

overloadControl RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Overload


CODE


id-OverloadControl


CRITICALITY

ignore

}

errorIndication RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


CODE


id-ErrorIndication


CRITICALITY

ignore

}

sRNS-DataForward RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SRNS-DataForwardCommand


CODE


id-SRNS-DataForward


CRITICALITY

ignore

}

forwardSRNS-Context RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ForwardSRNS-Context


CODE


id-ForwardSRNS-Context


CRITICALITY

ignore

}

rAB-Assignment RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RAB-AssignmentRequest


OUTCOME


RAB-AssignmentResponse


CODE


id-RAB-Assignment


CRITICALITY

ignore

}

privateProcedure RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PrivateMessage


OUTCOME


PrivateMessage


CODE


id-Private


CRITICALITY

ignore

}

rANAP-RelocationInRNSAP RANAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
RANAP-RelocationInformationInRNSAP

CODE


id-RANAP-RelocationInRNSAP

CRITICALITY

ignore

}

END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


DataVolumeReference,


AreaIdentity,


CN-DomainIndicator,


CategorisationParameters,


Cause,


CriticalityDiagnostics,


ChosenEncryptionAlgorithm,


ChosenIntegrityProtectionAlgorithm,


ChosenUP-Version,


ClassmarkInformation2,


ClassmarkInformation3,


DL-GTP-PDU-SequenceNumber,


DL-N-PDU-SequenceNumber,


DataVolumeReportingIndication,


EncryptionInformation,


IntegrityProtectionInformation,


IuTransportAssociation,


L3-Information,


LAI,


NAS-BindingInformation,


NAS-BroadcastInformation,


NAS-PDU,


NonSearchingIndication,


NumberOfSteps,


OMC-ID,


OldBSS-ToNewBSS-Information,


PagingAreaID,


PagingCause,


PermanentNAS-UE-ID,


RAB-ID,


RAB-Parameters,


RAC,


RelocationType,


RequestType,


SAI,


SAPI,


SourceID,


SourceRNC-ToTargetRNC-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TemporaryUE-ID,


TraceReference,


TraceType,


UnsuccessfullyTransmittedDataVolume,


TransportLayerAddress,


TriggerID,


UE-ID,


UL-GTP-PDU-SequenceNumber,


UL-N-PDU-SequenceNumber,


UP-ModeVersions,


UserPlaneMode

FROM RANAP-IEs


PrivateExtensionContainer{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RANAP-PRIVATE-EXTENSION,


RANAP-PROTOCOL-EXTENSION,


RANAP-PROTOCOL-IES,


RANAP-PROTOCOL-IES-PAIR

FROM RANAP-Containers

maxNrOfDTs,

maxNrOfErrors,


maxNrOfPieces,


maxNrOfRABs,


maxNrOfVol,


id-AreaIdentity,


id-CN-BroadcastInformationPiece,


id-CN-BroadcastInformationPieceList,


id-CN-DomainIndicator,


id-Cause,


id-ChosenEncryptionAlgorithm,


id-ChosenIntegrityProtectionAlgorithm,


id-ClassmarkInformation2,


id-ClassmarkInformation3,


id-CriticalityDiagnostics,

id-DirectTransferInformationItem-RANAP-RelocInf,


id-DirectTransferInformationList-RANAP-RelocInf,

id-DL-GTP-PDU-SequenceNumber,


id-EncryptionInformation,


id-IntegrityProtectionInformation,


id-IuTransportAssociation,


id-L3-Information,


id-LAI,


id-NAS-PDU,


id-NonSearchingIndication,


id-NumberOfSteps,


id-OMC-ID,


id-OldBSS-ToNewBSS-Information,


id-PagingAreaID,


id-PagingCause,


id-PermanentNAS-UE-ID,


id-RAB-ContextItem,


id-RAB-ContextList,

id-RAB-ContextItem-RANAP-RelocInf,


id-RAB-ContextList-RANAP-RelocInf,

id-RAB-DataForwardingItem,


id-RAB-DataForwardingItem-SRNS-CtxReq,


id-RAB-DataForwardingList,


id-RAB-DataForwardingList-SRNS-CtxReq,


id-RAB-DataVolumeReportItem,


id-RAB-DataVolumeReportList,


id-RAB-DataVolumeReportRequestItem,


id-RAB-DataVolumeReportRequestList,


id-RAB-FailedItem,


id-RAB-FailedList,


id-RAB-ID,


id-RAB-QueuedItem,


id-RAB-QueuedList,


id-RAB-ReleaseFailedList,


id-RAB-ReleaseItem,


id-RAB-ReleaseList,


id-RAB-ReleasedItem,


id-RAB-ReleasedList,


id-RAB-ReleasedList-IuRelComp,


id-RAB-RelocationReleaseItem,


id-RAB-RelocationReleaseList,


id-RAB-SetupItem-RelocReq,


id-RAB-SetupItem-RelocReqAck,


id-RAB-SetupList-RelocReq,


id-RAB-SetupList-RelocReqAck,


id-RAB-SetupOrModifiedItem,


id-RAB-SetupOrModifiedList,


id-RAB-SetupOrModifyItem,


id-RAB-SetupOrModifyList,


id-RAC,


id-RelocationType,


id-RequestType,


id-SAI,


id-SAPI,


id-SourceID,


id-SourceRNC-ToTargetRNC-TransparentContainer,


id-TargetID,


id-TargetRNC-ToSourceRNC-TransparentContainer,


id-TemporaryUE-ID,


id-TraceReference,


id-TraceType,


id-TransportLayerAddress,


id-TriggerID,


id-UE-ID,


id-UL-GTP-PDU-SequenceNumber

FROM RANAP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

RAB-IE-ContainerList                  { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

RAB-IE-ContainerPairList              { RANAP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfRABs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

CN-BroadcastInfPiece-IE-ContainerList { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfPieces, {IEsSetParam} }

DirectTransfer-IE-ContainerList   { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfDTs,    {IEsSetParam} }

-- **************************************************************

--

-- Iu RELEASE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Iu Release Command

--

-- **************************************************************

Iu-ReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseCommandExtensions} } 



OPTIONAL,


...

}

Iu-ReleaseCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause
 



PRESENCE mandatory
},


...

}

Iu-ReleaseCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Iu Release Complete

--

-- **************************************************************

Iu-ReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseCompleteExtensions} }



OPTIONAL,


...

}

Iu-ReleaseCompleteIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportList

CRITICALITY ignore
TYPE RAB-DataVolumeReportList 


PRESENCE conditional



-- This group is only present if data volume reporting for PS domain is required --







} |


{ ID id-RAB-ReleasedList-IuRelComp

CRITICALITY ignore
TYPE RAB-ReleasedList-IuRelComp


PRESENCE conditional


-- This group is only present for RABs towards the PS domain when the release was initiated by UTRAN --





} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics  


PRESENCE optional 
},


...

}

RAB-DataVolumeReportList 



::= RAB-IE-ContainerList { {RAB-DataVolumeReportItemIEs} }

RAB-DataVolumeReportItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportItem

CRITICALITY ignore
TYPE RAB-DataVolumeReportItem


PRESENCE mandatory
},


...

}

RAB-DataVolumeReportItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-UnsuccessfullyTransmittedDataVolume

DataVolumeList

OPTIONAL


-- This IE is only present if data volume reporting for PS domain is required --,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataVolumeReportItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataVolumeReportItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleasedList-IuRelComp



::= RAB-IE-ContainerList { {RAB-ReleasedItem-IuRelComp-IEs} }

RAB-ReleasedItem-IuRelComp-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ID




CRITICALITY ignore
TYPE RAB-ID




PRESENCE mandatory
} |


{ ID id-DL-GTP-PDU-SequenceNumber

CRITICALITY ignore
TYPE DL-GTP-PDU-SequenceNumber


PRESENCE mandatory
} |


{ ID id-UL-GTP-PDU-SequenceNumber

CRITICALITY ignore
TYPE UL-GTP-PDU-SequenceNumber


PRESENCE mandatory
},


...

}

Iu-ReleaseCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION PREPARATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Required

--

-- **************************************************************

RelocationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequiredIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequiredExtensions} }



OPTIONAL,

        ...

}

RelocationRequiredIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RelocationType



CRITICALITY ignore
TYPE RelocationType 



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SourceID



CRITICALITY ignore
TYPE SourceID
 



PRESENCE mandatory
} |


{ ID id-TargetID



CRITICALITY reject
TYPE TargetID
 



PRESENCE mandatory
} |


{ ID id-ClassmarkInformation2


CRITICALITY ignore
TYPE ClassmarkInformation2


PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} |


{ ID id-ClassmarkInformation3


CRITICALITY ignore
TYPE ClassmarkInformation3


PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer









CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer PRESENCE mandatory
} |


{ ID id-OldBSS-ToNewBSS-Information

CRITICALITY ignore
TYPE OldBSS-ToNewBSS-Information

PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} ,


...

}

RelocationRequiredExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Command

--

-- **************************************************************

RelocationCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCommandExtensions} }



OPTIONAL,


...

}

RelocationCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer









CRITICALITY reject
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE conditional



-- Must be included if applicable and if not sent via other CN --









} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE conditional


-- This IE is only present when the source of an inter system handover is GSM BSS --







} |


{ ID id-RAB-RelocationReleaseList

CRITICALITY ignore
TYPE RAB-RelocationReleaseList 


PRESENCE optional
} |


{ ID id-RAB-DataForwardingList


CRITICALITY ignore
TYPE RAB-DataForwardingList


PRESENCE conditional



-- This group if applicable is only present for RABs towards the PS domain --








} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-RelocationReleaseList 



::= RAB-IE-ContainerList { {RAB-RelocationReleaseItemIEs} }

RAB-RelocationReleaseItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-RelocationReleaseItem

CRITICALITY ignore
TYPE RAB-RelocationReleaseItem


PRESENCE mandatory
},


...

}

RAB-RelocationReleaseItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-RelocationReleaseItem-ExtIEs} }


OPTIONAL,


...

}

RAB-RelocationReleaseItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-DataForwardingList 




::= RAB-IE-ContainerList { {RAB-DataForwardingItemIEs} }

RAB-DataForwardingItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingItem


CRITICALITY ignore
TYPE RAB-DataForwardingItem


PRESENCE mandatory
},


...

}

RAB-DataForwardingItem ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataForwardingItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataForwardingItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Preparation Failure

--

-- **************************************************************

RelocationPreparationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationPreparationFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationPreparationFailureExtensions} }


OPTIONAL,

        ...

}

RelocationPreparationFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RelocationPreparationFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION RESOURCE ALLOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Request

--

-- **************************************************************

RelocationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestExtensions} }



OPTIONAL,


...

}

RelocationRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID 


PRESENCE conditional


-- This IE is only present if available at the sending side --










} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer










CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer
PRESENCE mandatory
} |


{ ID id-RAB-SetupList-RelocReq


CRITICALITY ignore
TYPE RAB-SetupList-RelocReq


PRESENCE mandatory
} |


{ ID id-IntegrityProtectionInformation

CRITICALITY ignore
TYPE IntegrityProtectionInformation 

PRESENCE mandatory
} |


{ ID id-EncryptionInformation


CRITICALITY ignore
TYPE EncryptionInformation 


PRESENCE optional
},


...

}

RAB-SetupList-RelocReq 




::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReq-IEs} }

RAB-SetupItem-RelocReq-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReq


CRITICALITY reject
TYPE RAB-SetupItem-RelocReq


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReq ::= SEQUENCE {


rAB-ID





RAB-ID,


nAS-BindingInformation



NAS-BindingInformation,


rAB-Parameters




RAB-Parameters,


dataVolumeReportingIndication


DataVolumeReportingIndication 
OPTIONAL


-- This IE is only present if available at the sending side --,


userPlaneInformation



UserPlaneInformation,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReq-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReq-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

UserPlaneInformation ::= SEQUENCE {


userPlaneMode




UserPlaneMode,


uP-ModeVersions




UP-ModeVersions,


iE-Extensions




ProtocolExtensionContainer { {UserPlaneInformation-ExtIEs} }


OPTIONAL,


...

}

UserPlaneInformation-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Request Acknowledge

--

-- **************************************************************

RelocationRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestAcknowledgeExtensions} }


OPTIONAL,


...

}

RelocationRequestAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer








CRITICALITY ignore
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE conditional


-- Must be included if applicapble and if not sent via the other CN --









} |


{ ID id-RAB-SetupList-RelocReqAck

CRITICALITY ignore
TYPE RAB-SetupList-RelocReqAck


PRESENCE conditional


-- This Group is only present for RABs towards the PS domain --










} |


{ ID id-RAB-FailedList



CRITICALITY ignore
TYPE RAB-FailedList



PRESENCE conditional


-- This group must be present at least when tno other group is present, i.e. at least one group must be present --



} |


{ ID id-ChosenIntegrityProtectionAlgorithm
CRITICALITY ignore
TYPE ChosenIntegrityProtectionAlgorithm

PRESENCE mandatory
} |


{ ID id-ChosenEncryptionAlgorithm

CRITICALITY ignore
TYPE ChosenEncryptionAlgorithm


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-SetupList-RelocReqAck 



::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReqAck-IEs} }

RAB-SetupItem-RelocReqAck-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReqAck

CRITICALITY reject
TYPE RAB-SetupItem-RelocReqAck


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReqAck ::= SEQUENCE {


rAB-ID





RAB-ID,


chosenUP-Version



ChosenUP-Version

OPTIONAL,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReqAck-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReqAck-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-FailedList 





::= RAB-IE-ContainerList { {RAB-FailedItemIEs} }

RAB-FailedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-FailedItem



CRITICALITY ignore
TYPE RAB-FailedItem



PRESENCE mandatory
},


...

}

RAB-FailedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RAB-FailedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-FailedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Failure

--

-- **************************************************************

RelocationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationFailureExtensions} }



OPTIONAL,


...

}

RelocationFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RelocationFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION CANCEL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Cancel

--

-- **************************************************************

RelocationCancel ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCancelIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCancelExtensions} }



OPTIONAL,


...

}

RelocationCancelIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

RelocationCancelExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Cancel Acknowledge

--

-- **************************************************************

RelocationCancelAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCancelAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCancelAcknowledgeExtensions} } 


OPTIONAL,


...

}

RelocationCancelAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RelocationCancelAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SRNS CONTEXT TRANSFER OPEARATION

--

-- **************************************************************

-- **************************************************************

--

-- SRNS Context Request

--

-- **************************************************************

SRNS-ContextRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SRNS-ContextRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {SRNS-ContextRequestExtensions} }



OPTIONAL,


...

}

SRNS-ContextRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingList-SRNS-CtxReq
CRITICALITY ignore
TYPE RAB-DataForwardingList-SRNS-CtxReq

PRESENCE mandatory
},


...

}

RAB-DataForwardingList-SRNS-CtxReq 


::= RAB-IE-ContainerList { {RAB-DataForwardingItem-SRNS-CtxReq-IEs} }

RAB-DataForwardingItem-SRNS-CtxReq-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingItem-SRNS-CtxReq
CRITICALITY ignore
TYPE RAB-DataForwardingItem-SRNS-CtxReq

PRESENCE mandatory
},


...

}

RAB-DataForwardingItem-SRNS-CtxReq ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataForwardingItem-SRNS-CtxReq-ExtIEs} }


OPTIONAL,


...

}

RAB-DataForwardingItem-SRNS-CtxReq-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

SRNS-ContextRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SRNS Context Response

--

-- **************************************************************

SRNS-ContextResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SRNS-ContextResponseIEs} },


protocolExtensions

ProtocolExtensionContainer { {SRNS-ContextResponseExtensions} }



OPTIONAL,


...

}

SRNS-ContextResponseIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-RAB-ContextList



CRITICALITY ignore
TYPE RAB-ContextList



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RAB-ContextList 




::= RAB-IE-ContainerList { {RAB-ContextItemIEs} }

RAB-ContextItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextItem



CRITICALITY ignore
TYPE RAB-ContextItem



PRESENCE mandatory
},


...

}

RAB-ContextItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-GTP-PDU-SequenceNumber


DL-GTP-PDU-SequenceNumber,


ul-GTP-PDU-SequenceNumber


UL-GTP-PDU-SequenceNumber,


dl-N-PDU-SequenceNumber



DL-N-PDU-SequenceNumber,


ul-N-PDU-SequenceNumber



UL-N-PDU-SequenceNumber,


iE-Extensions




ProtocolExtensionContainer { {RAB-ContextItem-ExtIEs} }


OPTIONAL,


...

}

RAB-ContextItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

SRNS-ContextResponseExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SECURITY MODE CONTROL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Security Mode Command

--

-- **************************************************************

SecurityModeCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SecurityModeCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {SecurityModeCommandExtensions} }



OPTIONAL,


...

}

SecurityModeCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-IntegrityProtectionInformation

CRITICALITY ignore
TYPE IntegrityProtectionInformation

PRESENCE mandatory
} |


{ ID id-EncryptionInformation


CRITICALITY ignore
TYPE EncryptionInformation


PRESENCE optional
},


...

}

SecurityModeCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Security Mode Complete

--

-- **************************************************************

SecurityModeComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SecurityModeCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {SecurityModeCompleteExtensions} }



OPTIONAL,


...

}

SecurityModeCompleteIEs RANAP-PROTOCOL-IES ::= {


{ ID id-ChosenIntegrityProtectionAlgorithm
CRITICALITY ignore
TYPE ChosenIntegrityProtectionAlgorithm 
PRESENCE mandatory
} |


{ ID id-ChosenEncryptionAlgorithm

CRITICALITY ignore
TYPE ChosenEncryptionAlgorithm


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

SecurityModeCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Security Mode Reject

--

-- **************************************************************

SecurityModeReject ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SecurityModeRejectIEs} },


protocolExtensions

ProtocolExtensionContainer { {SecurityModeRejectExtensions} }



OPTIONAL,


...

}

SecurityModeRejectIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

SecurityModeRejectExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DATA VOLUME REPORT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Data Volume Report Request

--

-- **************************************************************

DataVolumeReportRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DataVolumeReportRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {DataVolumeReportRequestExtensions} }


OPTIONAL,


...

}

DataVolumeReportRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportRequestList

CRITICALITY ignore
TYPE RAB-DataVolumeReportRequestList

PRESENCE mandatory
},


...

}

RAB-DataVolumeReportRequestList 


::= RAB-IE-ContainerList { {RAB-DataVolumeReportRequestItemIEs} }

RAB-DataVolumeReportRequestItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportRequestItem

CRITICALITY ignore
TYPE RAB-DataVolumeReportRequestItem

PRESENCE mandatory
},


...

}

RAB-DataVolumeReportRequestItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataVolumeReportRequestItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataVolumeReportRequestItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

DataVolumeReportRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Data Volume Report

--

-- **************************************************************

DataVolumeReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DataVolumeReportIEs} },


protocolExtensions

ProtocolExtensionContainer { {DataVolumeReportExtensions} }



OPTIONAL,


...

}

DataVolumeReportIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportList

CRITICALITY ignore
TYPE RAB-DataVolumeReportList


PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

DataVolumeReportExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CN INFORMATION BROADCAST

--

-- **************************************************************

-- **************************************************************

--

-- CN Information Broadcast Request

--

-- **************************************************************

CN-InformationBroadcastRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CN-InformationBroadcastRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {CN-InformationBroadcastRequestExtensions} }

OPTIONAL,


...

}

CN-InformationBroadcastRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-CN-BroadcastInformationPieceList
CRITICALITY ignore
TYPE CN-BroadcastInformationPieceList 

PRESENCE mandatory
},


...

}

CN-BroadcastInformationPieceList 


::= CN-BroadcastInfPiece-IE-ContainerList { {CN-BroadcastInformationPieceIEs} }

CN-BroadcastInformationPieceIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-BroadcastInformationPiece

CRITICALITY ignore
TYPE CN-BroadcastInformationPiece

PRESENCE mandatory
},


...

}

CN-BroadcastInformationPiece ::= SEQUENCE {


nAS-BroadcastInformation


NAS-BroadcastInformation,


areaIdentity




AreaIdentity,


categorisationParameters


CategorisationParameters,


iE-Extensions




ProtocolExtensionContainer { {CN-BroadcastInformationPiece-ExtIEs} }


OPTIONAL,


...

}

CN-BroadcastInformationPiece-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

CN-InformationBroadcastRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CN Information Broadcast Confirm

--

-- **************************************************************

CN-InformationBroadcastConfirm ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CN-InformationBroadcastConfirmIEs} },


protocolExtensions

ProtocolExtensionContainer { {CN-InformationBroadcastConfirmExtensions} }

OPTIONAL,


...

}

CN-InformationBroadcastConfirmIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CN-InformationBroadcastConfirmExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CN Information Broadcast Reject

--

-- **************************************************************

CN-InformationBroadcastReject ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CN-InformationBroadcastRejectIEs} },


protocolExtensions

ProtocolExtensionContainer { {CN-InformationBroadcastRejectExtensions} }

OPTIONAL,


...

}

CN-InformationBroadcastRejectIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

CN-InformationBroadcastRejectExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESET ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Reset

--

-- **************************************************************

Reset ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetIEs} },


protocolExtensions

ProtocolExtensionContainer { {ResetExtensions} }




OPTIONAL,


...

}

ResetIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
},


...

}

ResetExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset Acknowledge

--

-- **************************************************************

ResetAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {ResetAcknowledgeExtensions} }



OPTIONAL,


...

}

ResetAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

ResetAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RAB RELEASE REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- RAB Release Request

--

-- **************************************************************

RAB-ReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RAB-ReleaseRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RAB-ReleaseRequestExtensions} }



OPTIONAL,


...

}

RAB-ReleaseRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleaseList



CRITICALITY ignore
TYPE RAB-ReleaseList



PRESENCE mandatory
},


...

}

RAB-ReleaseList 




::= RAB-IE-ContainerList { {RAB-ReleaseItemIEs} }

RAB-ReleaseItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleaseItem



CRITICALITY ignore
TYPE RAB-ReleaseItem



PRESENCE mandatory
},


...

}

RAB-ReleaseItem ::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RAB-ReleaseItem-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleaseItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleaseRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Iu RELEASE REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Iu Release Request

--

-- **************************************************************

Iu-ReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseRequestExtensions} }



OPTIONAL,


...

}

Iu-ReleaseRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

Iu-ReleaseRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION DETECT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Detect

--

-- **************************************************************

RelocationDetect ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationDetectIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationDetectExtensions} }



OPTIONAL,


...

}

RelocationDetectIEs RANAP-PROTOCOL-IES ::= {


...

}

RelocationDetectExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION COMPLETE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Complete

--

-- **************************************************************

RelocationComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCompleteExtensions} }



OPTIONAL,


...

}

RelocationCompleteIEs RANAP-PROTOCOL-IES ::= {


...

}

RelocationCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PAGING ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {PagingIEs} },


protocolExtensions

ProtocolExtensionContainer { {PagingExtensions} }




OPTIONAL,


...

}

PagingIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-PermanentNAS-UE-ID 


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
} |


{ ID id-TemporaryUE-ID



CRITICALITY ignore
TYPE TemporaryUE-ID



PRESENCE optional
} |


{ ID id-PagingAreaID



CRITICALITY ignore
TYPE PagingAreaID



PRESENCE optional
} |


{ ID id-PagingCause



CRITICALITY ignore
TYPE PagingCause



PRESENCE optional
} |


{ ID id-NonSearchingIndication


CRITICALITY ignore
TYPE NonSearchingIndication


PRESENCE optional
},


...

}

PagingExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON ID ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Common ID

--

-- **************************************************************

CommonID ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CommonID-IEs} },


protocolExtensions

ProtocolExtensionContainer { {CommonIDExtensions} }




OPTIONAL,


...

}

CommonID-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
},


...

}

CommonIDExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CN INVOKE TRACE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- CN Invoke Trace

--

-- **************************************************************

CN-InvokeTrace ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CN-InvokeTraceIEs} },


protocolExtensions

ProtocolExtensionContainer { {CN-InvokeTraceExtensions} }



OPTIONAL,


...

}

CN-InvokeTraceIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TraceType 



CRITICALITY ignore
TYPE TraceType 




PRESENCE mandatory
} |


{ ID id-TraceReference



CRITICALITY ignore
TYPE TraceReference



PRESENCE mandatory
} |


{ ID id-TriggerID



CRITICALITY ignore
TYPE TriggerID




PRESENCE optional
} |


{ ID id-UE-ID




CRITICALITY ignore
TYPE UE-ID




PRESENCE optional
} |


{ ID id-OMC-ID




CRITICALITY ignore
TYPE OMC-ID




PRESENCE optional
},


...

}

CN-InvokeTraceExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- LOCATION REPORTING CONTROL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Location Reporting Control

--

-- **************************************************************

LocationReportingControl ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {LocationReportingControlIEs} },


protocolExtensions

ProtocolExtensionContainer { {LocationReportingControlExtensions} }


OPTIONAL,


...

}

LocationReportingControlIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RequestType 



CRITICALITY ignore
TYPE RequestType 



PRESENCE mandatory
},


...

}

LocationReportingControlExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- LOCATION REPORT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Location Report

--

-- **************************************************************

LocationReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {LocationReportIEs} },


protocolExtensions

ProtocolExtensionContainer { {LocationReportExtensions} }



OPTIONAL,


...

}

LocationReportIEs RANAP-PROTOCOL-IES ::= {


{ ID id-AreaIdentity



CRITICALITY ignore
TYPE AreaIdentity



PRESENCE optional
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE optional
},


...

}

LocationReportExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- INITIAL UE MESSAGE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial UE Message

--

-- **************************************************************

InitialUE-Message ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialUE-MessageIEs} },


protocolExtensions

ProtocolExtensionContainer { {InitialUE-MessageExtensions} }



OPTIONAL,


...

}

InitialUE-MessageIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE mandatory
} |


{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE conditional



-- This IE is only present for RABs towards the PS domain --










} |


{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE mandatory
} |


{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU




PRESENCE mandatory
},


...

}

InitialUE-MessageExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DIRECT TRANSFER ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Direct Transfer

--

-- **************************************************************

DirectTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DirectTransferIEs} },


protocolExtensions

ProtocolExtensionContainer { {DirectTransferExtensions} }



OPTIONAL,


...

}

DirectTransferIEs RANAP-PROTOCOL-IES ::= {


{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU




PRESENCE mandatory
} |


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain -- 








} |


{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain --








} |


{ ID id-SAPI




CRITICALITY ignore
TYPE SAPI




PRESENCE conditional


-- This IE is always used in downlink direction--











},


...

}

DirectTransferExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- OVERLOAD CONTROL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Overload

--

-- **************************************************************

Overload ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {OverloadIEs} },


protocolExtensions

ProtocolExtensionContainer { {OverloadExtensions} }




OPTIONAL,


...

}

OverloadIEs RANAP-PROTOCOL-IES ::= {


{ ID id-NumberOfSteps



CRITICALITY ignore
TYPE NumberOfSteps



PRESENCE optional
},


...

}

OverloadExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Error Indication

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ErrorIndicationIEs} },


protocolExtensions

ProtocolExtensionContainer { {ErrorIndicationExtensions} }



OPTIONAL,


...

}

ErrorIndicationIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE conditional


-- At least either of Cause IE or Criticality IE shall be present --









} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE conditional


-- At least either of Cause IE or Criticality IE shall be present --









} |


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE optional
} |


{ ID id-IuTransportAssociation


CRITICALITY ignore
TYPE IuTransportAssociation


PRESENCE optional
} |


{ ID id-TransportLayerAddress


CRITICALITY ignore
TYPE TransportLayerAddress


PRESENCE optional
},


...

}

ErrorIndicationExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SRNS DATA FORWARD ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SRNS Data Forward Command

--

-- **************************************************************

SRNS-DataForwardCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SRNS-DataForwardCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {SRNS-DataForwardCommandExtensions} }


OPTIONAL,


...

}

SRNS-DataForwardCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingList


CRITICALITY ignore
TYPE RAB-DataForwardingList


PRESENCE conditional


-- This group is only present for RABs towards the PS domain --










},


...

}

SRNS-DataForwardCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- FORWARD SRNS CONTEXT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Forward SRNS Context

--

-- **************************************************************

ForwardSRNS-Context ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ForwardSRNS-ContextIEs} },


protocolExtensions

ProtocolExtensionContainer { {ForwardSRNS-ContextExtensions} }



OPTIONAL,


...

}

ForwardSRNS-ContextIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextList



CRITICALITY ignore
TYPE RAB-ContextList



PRESENCE mandatory
},


...

}

ForwardSRNS-ContextExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RAB ASSIGNMENT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- RAB Assignment Request

--

-- **************************************************************

RAB-AssignmentRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RAB-AssignmentRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RAB-AssignmentRequestExtensions} }


OPTIONAL,


...

}

RAB-AssignmentRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-SetupOrModifyList


CRITICALITY ignore
TYPE RAB-SetupOrModifyList


PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-ReleaseList



CRITICALITY ignore
TYPE RAB-ReleaseList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



},


...

}

RAB-SetupOrModifyList 




::= RAB-IE-ContainerPairList { {RAB-SetupOrModifyItem-IEs} }

RAB-SetupOrModifyItem-IEs RANAP-PROTOCOL-IES-PAIR ::= {


{ ID id-RAB-SetupOrModifyItem


FIRST CRITICALITY  reject
FIRST TYPE  RAB-SetupOrModifyItemFirst


 





SECOND CRITICALITY ignore
SECOND TYPE RAB-SetupOrModifyItemSecond


















PRESENCE mandatory
},


...

}

RAB-SetupOrModifyItemFirst ::= SEQUENCE {


rAB-ID





RAB-ID,


rAB-Parameters




RAB-Parameters,


userPlaneInformation



UserPlaneInformation,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupOrModifyItemFirst-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupOrModifyItemFirst-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-SetupOrModifyItemSecond ::= SEQUENCE {


nAS-BindingInformation



NAS-BindingInformation,


dataVolumeReportingIndication


DataVolumeReportingIndication 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


dl-GTP-PDU-SequenceNumber


DL-GTP-PDU-SequenceNumber 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


ul-GTP-PDU-SequenceNumber


UL-GTP-PDU-SequenceNumber 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


dl-N-PDU-SequenceNumber



DL-N-PDU-SequenceNumber 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


ul-N-PDU-SequenceNumber



UL-N-PDU-SequenceNumber

OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupOrModifyItemSecond-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupOrModifyItemSecond-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-AssignmentRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RAB Assignment Response

--

-- **************************************************************

RAB-AssignmentResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RAB-AssignmentResponseIEs} },


protocolExtensions

ProtocolExtensionContainer { {RAB-AssignmentResponseExtensions} }


OPTIONAL,


...

}

RAB-AssignmentResponseIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-SetupOrModifiedList


CRITICALITY ignore
TYPE RAB-SetupOrModifiedList


PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-ReleasedList


CRITICALITY ignore
TYPE RAB-ReleasedList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-DL-GTP-PDU-SequenceNumber

CRITICALITY ignore
TYPE DL-GTP-PDU-SequenceNumber


PRESENCE conditional


-- This IE is only present for RABs towards the PS domain when the release is UTRAN initiated --





} |


{ ID id-UL-GTP-PDU-SequenceNumber

CRITICALITY ignore
TYPE UL-GTP-PDU-SequenceNumber


PRESENCE conditional


-- This IE is only present for RABs towards the PS domain when the release is UTRAN initiated --





} |


{ ID id-RAB-QueuedList



CRITICALITY ignore
TYPE RAB-QueuedList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-FailedList



CRITICALITY ignore
TYPE RAB-FailedList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-ReleaseFailedList


CRITICALITY ignore
TYPE RAB-ReleaseFailedList


PRESENCE conditional



-- This group must be present at least when no other group is present, ie. at least one group must be present --



},


...

}

RAB-SetupOrModifiedList 



::= RAB-IE-ContainerList { {RAB-SetupOrModifiedItemIEs} }

RAB-SetupOrModifiedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-SetupOrModifiedItem


CRITICALITY ignore
TYPE RAB-SetupOrModifiedItem


PRESENCE mandatory
},


...

}

RAB-SetupOrModifiedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


chosenUP-Version



ChosenUP-Version
OPTIONAL,


transportLayerAddress



TransportLayerAddress
OPTIONAL


-- This IE is only present for RABs towards the PS domain --,


iuTransportAssociation



IuTransportAssociation
OPTIONAL


-- This IE is only present for RABs towards the PS domain --,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupOrModifiedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupOrModifiedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleasedList 




::= RAB-IE-ContainerList { {RAB-ReleasedItemIEs} }

RAB-ReleasedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleasedItem


CRITICALITY ignore
TYPE RAB-ReleasedItem



PRESENCE mandatory
},


...

}

RAB-ReleasedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-dataVolumes




DataVolumeList

OPTIONAL


-- This IE is only present if data volume reporting for PS domain is required --,


iE-Extensions




ProtocolExtensionContainer { {RAB-ReleasedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleasedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

DataVolumeList ::= SEQUENCE (SIZE (1..maxNrOfVol)) OF


SEQUENCE {



dl-UnsuccessfullyTransmittedDataVolume

UnsuccessfullyTransmittedDataVolume,



dataVolumeReference



DataVolumeReference
OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {DataVolumeList-ExtIEs} }


OPTIONAL,



...


}

DataVolumeList-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-QueuedList 





::= RAB-IE-ContainerList { {RAB-QueuedItemIEs} }

RAB-QueuedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-QueuedItem



CRITICALITY ignore
TYPE RAB-QueuedItem



PRESENCE mandatory
},


...

}

RAB-QueuedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-QueuedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-QueuedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleaseFailedList ::= RAB-FailedList

RAB-AssignmentResponseExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE ELEMENTARY PROCEDURE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateExtensions

PrivateExtensionContainer  { {PrivateExtensions} },


...

}

PrivateExtensions RANAP-PRIVATE-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RANAP RELOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

RANAP-RelocationInformationInRNSAP ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RANAP-RelocationInformationInRNSAPIEs} },


protocolExtensions

ProtocolExtensionContainer { {RANAP-RelocationInformationInRNSAPExtensions} }


OPTIONAL,


...

}

RANAP-RelocationInformationInRNSAPIEs RANAP-PROTOCOL-IES ::= {


{ ID id-DirectTransferInformationList-RANAP-RelocInf









CRITICALITY ignore
TYPE DirectTransferInformationList-RANAP-RelocInf



















PRESENCE mandatory
} |


{ ID id-RAB-ContextList-RANAP-RelocInf

CRITICALITY ignore
TYPE RAB-ContextList-RANAP-RelocInf

PRESENCE mandatory
},


...

}

DirectTransferInformationList-RANAP-RelocInf

::= DirectTransfer-IE-ContainerList { {DirectTransferInformationItemIEs-RANAP-RelocInf} }

DirectTransferInformationItemIEs-RANAP-RelocInf RANAP-PROTOCOL-IES ::= {


{ ID id-DirectTransferInformationItem-RANAP-RelocInf








CRITICALITY ignore
TYPE DirectTransferInformationItem-RANAP-RelocInf

















PRESENCE mandatory
},


...

}

DirectTransferInformationItem-RANAP-RelocInf ::= SEQUENCE {


nAS-PDU





NAS-PDU,


sAPI





SAPI,


iE-Extensions




ProtocolExtensionContainer { {RANAP-DirectTransferInformationItem-ExtIEs-RANAP-RelocInf} }


OPTIONAL,


...

}

RANAP-DirectTransferInformationItem-ExtIEs-RANAP-RelocInf RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ContextList-RANAP-RelocInf 



::= RAB-IE-ContainerList { {RAB-ContextItemIEs-RANAP-RelocInf} }

RAB-ContextItemIEs-RANAP-RelocInf RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextItem-RANAP-RelocInf

CRITICALITY ignore
TYPE RAB-ContextItem-RANAP-RelocInf


PRESENCE mandatory
},


...

}

RAB-ContextItem-RANAP-RelocInf ::= SEQUENCE {


nAS-BindingInformation



NAS-BindingInformation,


dl-GTP-PDU-SequenceNumber


DL-GTP-PDU-SequenceNumber,


ul-GTP-PDU-SequenceNumber


UL-GTP-PDU-SequenceNumber,


dl-N-PDU-SequenceNumber



DL-N-PDU-SequenceNumber,


ul-N-PDU-SequenceNumber



UL-N-PDU-SequenceNumber,


iE-Extensions




ProtocolExtensionContainer { {RAB-ContextItem-ExtIEs-RANAP-RelocInf} }


OPTIONAL,


...

}

RAB-ContextItem-ExtIEs-RANAP-RelocInf RANAP-PROTOCOL-EXTENSION ::= {


...

}

RANAP-RelocationInformationInRNSAPExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

END

****      Next Modified Section     ****

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RANAP-Constants -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-RAB-Assignment


INTEGER ::= 0

id-Iu-Release



INTEGER ::= 1

id-RelocationPreparation

INTEGER ::= 2

id-RelocationResourceAllocation

INTEGER ::= 3

id-RelocationCancel


INTEGER ::= 4

id-SRNS-ContextTransfer


INTEGER ::= 5

id-SecurityModeControl


INTEGER ::= 6

id-DataVolumeReport


INTEGER ::= 7

id-CN-InformationBroadcast

INTEGER ::= 8

id-Reset



INTEGER ::= 9

id-RAB-ReleaseRequest


INTEGER ::= 10

id-Iu-ReleaseRequest


INTEGER ::= 11

id-RelocationDetect


INTEGER ::= 12

id-RelocationComplete


INTEGER ::= 13

id-Paging



INTEGER ::= 14

id-CommonID



INTEGER ::= 15

id-CN-InvokeTrace


INTEGER ::= 16

id-LocationReportingControl

INTEGER ::= 17

id-LocationReport


INTEGER ::= 18

id-InitialUE-Message


INTEGER ::= 19

id-DirectTransfer


INTEGER ::= 20

id-OverloadControl


INTEGER ::= 21

id-ErrorIndication


INTEGER ::= 22

id-SRNS-DataForward


INTEGER ::= 23

id-ForwardSRNS-Context


INTEGER ::= 24

id-Private



INTEGER ::= 25
id-RANAP-RelocationInRNSAP


INTEGER ::= 26
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateExtensions 


INTEGER ::= 65535

maxProtocolExtensions 


INTEGER ::= 65535

maxProtocolIEs



INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors



INTEGER ::= 256

maxNrOfPieces



INTEGER ::= 16

maxNrOfRABs



INTEGER ::= 256

maxNrOfVol



INTEGER ::= 2

maxNrOfPoints



INTEGER ::= 15

maxNrOfDTs



INTEGER ::= 15

maxRAB-Subflows



INTEGER ::= 7

maxRAB-SubflowCombination

INTEGER ::= 64

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AreaIdentity 




INTEGER ::= 0

id-CN-BroadcastInformationPiece 


INTEGER ::= 1

id-CN-BroadcastInformationPieceList 


INTEGER ::= 2

id-CN-DomainIndicator 




INTEGER ::= 3

id-Cause 





INTEGER ::= 4

id-ChosenEncryptionAlgorithm 



INTEGER ::= 5

id-ChosenIntegrityProtectionAlgorithm 


INTEGER ::= 6

id-ClassmarkInformation2 



INTEGER ::= 7

id-ClassmarkInformation3 



INTEGER ::= 8

id-CriticalityDiagnostics 



INTEGER ::= 9

id-DL-GTP-PDU-SequenceNumber 



INTEGER ::= 10

id-EncryptionInformation 



INTEGER ::= 11

id-IntegrityProtectionInformation 


INTEGER ::= 12

id-IuTransportAssociation 



INTEGER ::= 13

id-L3-Information 




INTEGER ::= 14

id-LAI 






INTEGER ::= 15

id-NAS-PDU 





INTEGER ::= 16

id-NonSearchingIndication 



INTEGER ::= 17

id-NumberOfSteps 




INTEGER ::= 18

id-OMC-ID 





INTEGER ::= 19

id-OldBSS-ToNewBSS-Information 



INTEGER ::= 20

id-PagingAreaID 




INTEGER ::= 21

id-PagingCause 





INTEGER ::= 22

id-PermanentNAS-UE-ID 




INTEGER ::= 23

id-RAB-ContextItem 




INTEGER ::= 24

id-RAB-ContextList 




INTEGER ::= 25

id-RAB-DataForwardingItem 



INTEGER ::= 26

id-RAB-DataForwardingItem-SRNS-CtxReq 


INTEGER ::= 27

id-RAB-DataForwardingList 



INTEGER ::= 28

id-RAB-DataForwardingList-SRNS-CtxReq 


INTEGER ::= 29

id-RAB-DataVolumeReportItem 



INTEGER ::= 30

id-RAB-DataVolumeReportList 



INTEGER ::= 31

id-RAB-DataVolumeReportRequestItem 


INTEGER ::= 32

id-RAB-DataVolumeReportRequestList 


INTEGER ::= 33

id-RAB-FailedItem 




INTEGER ::= 34

id-RAB-FailedList 




INTEGER ::= 35

id-RAB-ID 





INTEGER ::= 36

id-RAB-QueuedItem 




INTEGER ::= 37

id-RAB-QueuedList 




INTEGER ::= 38

id-RAB-ReleaseFailedList 



INTEGER ::= 39

id-RAB-ReleaseItem 




INTEGER ::= 40

id-RAB-ReleaseList 




INTEGER ::= 41

id-RAB-ReleasedItem 




INTEGER ::= 42

id-RAB-ReleasedList 




INTEGER ::= 43

id-RAB-ReleasedList-IuRelComp 



INTEGER ::= 44

id-RAB-RelocationReleaseItem 



INTEGER ::= 45

id-RAB-RelocationReleaseList 



INTEGER ::= 46

id-RAB-SetupItem-RelocReq 



INTEGER ::= 47

id-RAB-SetupItem-RelocReqAck 



INTEGER ::= 48

id-RAB-SetupList-RelocReq 



INTEGER ::= 49

id-RAB-SetupList-RelocReqAck 



INTEGER ::= 50

id-RAB-SetupOrModifiedItem 



INTEGER ::= 51

id-RAB-SetupOrModifiedList 



INTEGER ::= 52

id-RAB-SetupOrModifyItem 



INTEGER ::= 53

id-RAB-SetupOrModifyList 



INTEGER ::= 54

id-RAC 






INTEGER ::= 55

id-RelocationType 




INTEGER ::= 56

id-RequestType 





INTEGER ::= 57

id-SAI 






INTEGER ::= 58

id-SAPI 





INTEGER ::= 59

id-SourceID 





INTEGER ::= 60

id-SourceRNC-ToTargetRNC-TransparentContainer 

INTEGER ::= 61

id-TargetID 





INTEGER ::= 62

id-TargetRNC-ToSourceRNC-TransparentContainer 

INTEGER ::= 63

id-TemporaryUE-ID 




INTEGER ::= 64

id-TraceReference 




INTEGER ::= 65

id-TraceType 





INTEGER ::= 66

id-TransportLayerAddress 



INTEGER ::= 67

id-TriggerID 





INTEGER ::= 68

id-UE-ID 





INTEGER ::= 69

id-UL-GTP-PDU-SequenceNumber 



INTEGER ::= 70

id-DirectTransferInformationItem-RANAP-RelocInf

INTEGER ::= 71

id-DirectTransferInformationList-RANAP-RelocInf

INTEGER ::= 72

id-RAB-ContextItem-RANAP-RelocInf


INTEGER ::= 73

id-RAB-ContextList-RANAP-RelocInf


INTEGER ::= 74

END
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1)
Open the CR cover sheet with MS Word 97. The lastest version of the CR coversheet can be found at:


ftp://ftp.3gpp.org/information/3gCRF-??.DOC


2)
Fill out all areas that are relevant on the CR cover sheet - only the areas that have yellow shading shall be filled out. See Annex A of these instructions for further detail. 


3)
Open the specification to which you wish to make a change. It is very IMPORTANT  to ensure that you are using the latest version of the specification to make the change. The latest versions of all approved 3G specifications is located at:


for the 3GPP:  ftp://ftp.3gpp.org/specifications/      for SMG: http://docbox.etsi.org/tech-org/document/smg/specs

Do a "save as" using a file name related to the tdoc number (e.g. T3-99123.DOC).

4)
If the formatting looks incorrect (most easily noticed by the fact that there is no space between paragraphs), it may be because you do not have the correct document sheet in your MS Word style directory. All 3GPP specification use the style sheet 3GPP_70.DOT. This can be downloaded from:



ftp://ftp.3gpp.org/information/3gpp_70.dot

5)
Go to the beginning of the heading of the first subclause which you want to change. Press <CTRL><SHIFT><HOME> to select everything before that point and delete it.


6)
Switch to the window in MS word that contains your CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window with the specification to be changed and paste it in.


7)
Between group of changed pages in the CR, insert a section break (insert / break / next page/)


8)
When all the changes have been made (using the "tools / track changes" feature of MS Word 97), the headers and page number need to be corrected other the headers will contain an error message like "error, reference not found". You can fix this by changing to page layout mode (view / page layout) to see the headers. Then, go to the menu item "view / header and footer", select the frame that contains the error message(s) ini the header and delete them (there are normally 2). Do not delete the page number in the middle. On the left side, write the spec name and current version number For example, "3G TS 21.111 version 3.0.0 (1999-04)". Go back to normal view.


9) 
For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc





