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8.23.2.2
UTRAN Originated Direct Transfer
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Figure 1: Direct Transfer, RNC originated.

If a UE – CN signalling message has to be sent from the RNC to the CN without interpretation (e.g. a CC or MM message in response to the previously sent CC or MM message from the CN) the RNC shall send a DIRECT TRANSFER message to the CN including the UE – CN signalling message as a NAS-PDU IE.

If the DIRECT TRANSFER message shall be sent to the PS domain, RNC shall also add the LAI and the RAC IEs, which were the last LAI+RAC indicated to the UE by UTRAN. The RNC shall also add Service Area corresponding to at least one of the cells from which the UE is consuming radio resources.
9.1.32
DIRECT TRANSFER

This message is sent by both the CN and the RNC and is used for carrying NAS information over the Iu interface

Direction: RNC ( CN and CN ( RNC

Signalling bearer mode: Connection oriented.

IE/Group Name
Presence
Range
IE type and reference
Semantics description

Message Type
M

9.2.1.1


NAS-PDU
M

9.2.3.6


LAI
C – ifPS2CN

9.2.3.7


RAC
C – ifPS2CN

9.2.3.8


SAI
C – ifPS2CN

9.2.3.10


SAPI
C – ifDL 

9.2.3.9


Condition
Explanation

IfPS2CN
This IE is only present if the message is directed to the PS domain.

IfDL
This IE is always used in downlink direction.

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Lots of unaffected ASN1 lines not shown

-- **************************************************************

--

-- DIRECT TRANSFER ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Direct Transfer

--

-- **************************************************************

DirectTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DirectTransferIEs} },


protocolExtensions

ProtocolExtensionContainer { {DirectTransferExtensions} }



OPTIONAL,


...

}

DirectTransferIEs RANAP-PROTOCOL-IES ::= {


{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU




PRESENCE mandatory
} |


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain -- 








} |


{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain --








} |

{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE conditional


} |


-- This IE is only present if the message is directed to the PS domain --

{ ID id-SAPI




CRITICALITY ignore
TYPE SAPI




PRESENCE conditional


-- This IE is always used in downlink direction--











},


...

}
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