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8.2.13
Cell Reconfiguration

8.2.13.1
General

This procedure is used to reconfigure a cell in Node B.

8.2.13.2
Successful Operation
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Figure 11: Cell Reconfiguration procedure: Successful Operation

The procedure is initiated with a CELL RECONFIGURATION REQUEST message sent from CRNC to Node B.  Upon Reception, the Node B shall reconfigure the cell according to the parameters given in the message.

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Primary SCH Information IE group the Node B shall reconfigure Primary SCH power in the cell according to Primary SCH Power IE value.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Secondary SCH Information IE group the Node B shall reconfigure Secondary SCH power in the cell according to the Secondary SCH Power IE value.]

[FDD - If the CELL RECONFIGURATION REQUEST message includes the Primary CPICH Information IE group the Node B shall reconfigure Primary CPICH power in the cell according to the Primary CPICH Power IE value. Node B shall adjust all the transmitted power levels relative to the Primary CPICH power according to the new value]

[FDD - If the CELL RECONFIGURATION REQUEST message includes one or more Secondary CPICH Information IE groups the Node B shall reconfigure the power for each Secondary CPICH in the cell according to their Secondary CPICH Power IE value.]

[TDD - If the CELL RECONFIGURATION REQUEST message includes the SCH Information IE group the Node B shall reconfigure SCH power in the cell according to the SCH Power IE value.]
[FDD - If the CELL RECONFIGURATION REQUEST message includes the Primary CCPCH Information IE group the Node B shall reconfigure BCH power in the cell according to the BCH Power IE value.]

[TDD - If the CELL RECONFIGURATION REQUEST message includes the Primary CCPCH Information IE group the Node B shall reconfigure P-CCPCH power in the cell according to the P-CCPCH Power IE value. Node B shall adjust all the transmitted power levels relative to the Primary CPPCH power according to the new value.]

If the CELL RECONFIGURATION REQUEST message includes the Maximum Transmission Power IE the value shall be stored in the Node B and at any instance of time the total maximum output power in the cell shall not be above this value.

[TDD - If the CELL RECONFIGURATION REQUEST message includes the Timeslot Information IE group the Node B shall reconfigure switching-point structure in the cell according to the Timeslot IE value.]

[TDD - If the CELL RECONFIGURATION REQUEST message includes any of the Constant Value  IE’s, the Node B shall use these values when generating the appropriate SIB.]

When the cell is successfully reconfigured the Node B shall store the new Configuration Generation ID IE value and send a CELL RECONFIGURATION RESPONSE message as a response.
9.1.23
CELL SETUP REQUEST
9.1.23.1
FDD Message

IE/Group Name
Presence
Range
IE type and Reference
Semantics description
Criticality
Assigned Criticality

Message discriminator
M



–


Message Type
M



YES
reject

Transaction ID
M



–


Local Cell Id
M



YES
reject

C-Id
M



YES
reject

Configuration Generation Id
M



YES
reject

T Cell
M



YES
reject

UARFCN
M


Corresponds to Nu [TS25.104]
YES
reject

UARFCN
M


Corresponds to Nd [TS25.104]



Maximum transmission power
M



YES
reject

Primary scrambling code
M



YES
reject

Primary SCH Information

1


YES
reject

>Common Physical Channel ID
M



–


>Primary SCH Power
M

DL Power

–


>TSTD Indicator
M



–


Secondary SCH Information

1


YES
reject

>Common Physical Channel ID
M



–


>Secondary SCH power
M

DL Power

–


>TSTD Indicator
M



–


Primary CPICH Information

1


YES
reject

>Common Physical Channel ID
M



–


>Primary CPICH power
M



–


>Transmit Diversity Indicator
M



–


Secondary CPICH Information

0..<maxSCPICHCell>


YES
reject

>Common Physical Channel ID
M



–


>DL Scrambling code
M



–


>FDD DL Channelisation Code Number
M



–


>Secondary CPICH Power
M

DL Power

–


>Transmit Diversity Indicator
M



–


Primary CCPCH Information

1


YES
reject

>Common Physical Channel ID
M



–


>BCH Information

1


–


>>Common Transport Channel ID
M



–


>>BCH Power
M

DL Power

–


>STTD Indicator
M



–


Range bound
Explanation

MaxSCPICHCell
Maximum number of Secondary CPICH that can be defined in a Cell.

9.1.23.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message discriminator
M



–


Message Type
M



YES
reject

Transaction ID
M



–


Local Cell Id
M



YES
reject

C-Id
M



YES
reject

Configuration Generation Id
M



YES
reject

UARFCN
M


Corresponds to Nt [TS25.105]
YES
reject

Cell Parameter ID
M



YES
reject

Maximum Transmission Power
M



YES
reject

Transmission Diversity Applied
M


On DCHs
YES
reject

Sync Case
M



YES
reject

DPCH Constant Value
M

Constant Value

YES
reject

PUSCH Constant Value
M

Constant Value

YES
reject

PRACH Constant Value
M

Constant Value

YES
reject

SCH Information

1


YES
Reject

>Common physical channel ID
M



–


>CHOICE Sync Case







>>Case 1




YES
Reject

>>>Time Slot
M



–


>>Case 2




YES
reject

>>>SCH Time Slot 
M



–


>SCH Power
M

DL Power

–


>TSTD Indicator
M



–


PCCPCH Information

1


YES
reject

>Common physical channel ID
M



–







–


>TDD Physical Channel Offset
M



–


>Repetition Period
M



–


>Repetition Length
M



–


>PCCPCH Power
M



–


>Block STTD Indicator
M



–


Time Slot Configuration

1 .. 15


GLOBAL
reject

>Time Slot
M



–


>Time Slot Status
M



–


>Time Slot Direction
M



–


9.1.24
CELL SETUP RESPONSE
IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message discriminator
M



–


Message Type
M



YES
reject

Transaction ID
M



–


Criticality diagnostics
O



YES
ignore

9.1.25
CELL SETUP FAILURE

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message discriminator
M



–


Message Type
M



YES
reject

Transaction ID
M



–


Cause
M



YES
ignore

Criticality diagnostics
O



YES
ignore

9.1.26
CELL RECONFIGURATION REQUEST
9.1.26.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message discriminator
M



–


Message Type
M



YES
reject

Transaction ID
M



–


C-ID
M



YES
reject

Configuration Generation Id
M



YES
reject

Maximum transmission power
O



YES
reject

Primary SCH Information

0,1


YES
reject

>Common Physical Channel ID
M



–


>Primary SCH power
M

DL Power

–


Secondary SCH Information

0,1


YES
reject

>Common Physical Channel ID
M



–


>Secondary SCH power
M

DL Power

–


Primary CPICH Information

0,1


YES
reject

>Common Physical Channel ID
M



–


>Primary CPICH power
M



–


Secondary CPICH Information

0..<maxSCPICHCell>


YES
reject

>Common Physical Channel ID
M



–


>Secondary CPICH Power
M

DL Power

–


Primary CCPCH Information

0,1


YES
reject

>BCH Information

1


–


>>Common Transport Channel ID
M



–


>>BCH Power
M

DL Power

–


Range bound
Explanation

maxSCPICHCell
Maximum number of Secondary CPICH that can be defined in a Cell.

9.1.26.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message discriminator
M



–


Message Type
M



YES
reject

Transaction ID
M



–


C-Id
M



YES
reject

Configuration Generation ID
M



YES
reject

SCH Information

0,1


YES
reject

>Common Physical Channel ID
M



–


>SCH Power
M

DL Power

–


PCCPCH Information

0,1


YES
reject

>Common Physical Channel ID
M



–


>PCCPCH Power
M



–


Maximum Transmission Power
O



YES
reject

DPCH Constant Value
O

Constant Value

YES
reject

PUSCH Constant Value
O

Constant Value

YES
reject

PRACH Constant Value
O

Constant Value

YES
reject

Time Slot Configuration

1..15


GLOBAL
reject

>Time Slot
M



–


>Time Slot Status
M



–


>Time Slot Direction
M



–


9.2.3.x
Constant Value

The Constant Value is the power margin used by a UE to set the proper uplink power for a DCH, USCH, or a RACH . 
IE/Group Name
Presence
Range
IE type and reference
Semantics description

Constant Value


INTEGER   (-10...10)
Unit dB
Granularity 1 dB.

9.3.3
NBAP PDU Content Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AddorDeleteIndicator,


AICH-TransmissionTiming,

AvailabilityStatus,


BCCH-ModificationTime,

BindingID,


BlockingPriorityIndicator,


BlockSTTD-Indicator,


BurstType,

Cause,

CCTrCH-ID,


CellParameterID,

CFN,


CFNOffset,


ChipOffset,


C-ID,

CommonChannelsCapacityConsumptionLaw,


CommonMeasurementType,


CommonMeasurementValue,

CommonPhysicalChannelID,

CommonTransportChannelID,

CommunicationControlPortID,

CompressedModeMethod,


ConfigurationGenerationID,


ConstantValue,


CriticalityDiagnostics,


CRNC-CommunicationContextID,


DCH-CombinationInd,

DCH-ID,

DedicatedMeasurementObjectType,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,

D-FieldLength,


DiversityControlField,


DiversityMode,

DL-DPCH-SlotFormat,


DL-FrameType,


DL-or-Global-CapacityCredit,

DL-Power,


DL-ScramblingCode,
DPCH-ID,


DSCH-ID,
-- to do


DSCH-TFS,


FDD-DL-ChannelisationCodeNumber,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,

FrameHandlingPriority,


FrameOffset,


GapPeriod,


GapPositionMode,

IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,


IB-Type,

IndicationType,

LimitedPowerIncrease,

Local-Cell-ID,


MaximumDL-PowerCapability,


MaximumTransmissionPower,


MaxNrOfUL-DPDCHs,


MaxPRACH-MidambleShifts,

MeasurementFilterCoefficient,


MeasurementID,

MidambleShift,

MinSpreadingFactor,

MinUL-ChannelisationCodeLength,


MultiplexingPosition,

NodeB-CommunicationContextID,


PagingIndicatorLength,

PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PD,


PDSCH-CodeMapping,

PDSCHSet-ID,

PDSCH-ID,

PICH-Mode,

PowerAdjustmentType,

PowerControlMode,


PowerOffset,


PowerResumeMode,


PRACH-Midamble,

PreambleSignatures,


PreambleThreshold,

PrimaryCPICH-Power,

PrimaryScramblingCode,


PropagationDelay,


SCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,

PUSCH-ID,

QE-Selector,


RACH-SlotFormat,


RACH-SubChannelNumbers,


RepetitionLength,


RepetitionPeriod,


ReportCharacteristics,

ResourceOperationalState,


RL-Set-ID,


RL-ID,

ScaledMaxAdjustmentPeriod,

ScaledMaxAdjustmentStep,

ScramblingCodeChange,


ScramblingCodeWordNumber,

SecondaryCCPCH-SlotFormat,

S-FieldLength,


SFN,

ShutdownTimer,

SIB-DeletionIndicator,


SIB-Originator,


SSDT-Cell-Identity,


SSDT-CellID-Length,


SSDT-Indication,


STTD-Indicator,


SSDT-SupportIndicator,


SyncCase,


T-Cell,

TDD-ChannelisationCode,


TDD-TPC-DownlinkStepSize,


TDD-PhysicalChannelOffset,

TFCI-Coding,

TFCI-Presence,


TFCI-SignallingMode,


TFCS,

TGD,


TGL,

TimeSlot,


TimeSlotDirection,


TimeSlotStatus,


ToAWE,


ToAWS,

TransmissionDiversityApplied,


TransmitDiversityIndicator,

TransportFormatSet,

TransportLayerAddress,


TSTD-Indicator,

UARFCN,

UL-CapacityCredit,


UL-DL-CompressedModeSelection,

UL-DeltaSIR,


UL-DeltaSIR-after,

UL-DPCCH-SlotFormat,


UL-SIR,

UL-FP-Mode,


UL-InterferenceLevel,

UL-ScramblingCode,

USCH-ID
FROM NBAP-IEs


PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


NBAP-PRIVATE-IES,

NBAP-PROTOCOL-IES,


NBAP-PROTOCOL-EXTENSION
FROM NBAP-Containers


id-AICH-InformationItem-AuditRsp,

id-AICH-InformationItem-ResourceStatusInd,

id-AICH-ParametersList-CTCH-ReconfRqstFDD,

id-AllRLItem-DM-Rprt,

id-AllRLItem-DM-Rsp,


id-AllRLItem-Set-DM-Rprt,

id-AllRLItem-Set-DM-Rsp,

id-BCH-InformationItem-AuditRsp,


id-BCH-InformationItem-ResourceStatusInd,

id-BCCH-ModificationTime,


id-BlockingPriorityIndicator,


id-Case1Item-Cell-SetupRqstTDD,


id-Case2Item-Cell-SetupRqstTDD,

id-Cause,

id-CCP-InformationItem-AuditRsp,


id-CCP-InformationList-AuditRsp,

id-CCP-InformationItem-ResourceStatusInd,

id-Cell-InformationItem-AuditRsp,

id-Cell-InformationItem-ResourceStatusInd,

id-Cell-InformationList-AuditRsp,


id-CellItem-CM-Rprt,


id-CellItem-CM-Rqst,


id-CellItem-CM-Rsp,

id-CellParameterID,

id-CFN,


id-C-ID,

id-CombiningItem-RL-AdditionFailureFDD,

id-CombiningItem-RL-AdditionRspFDD,


id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,

id-CombiningItem-RL-SetupRspFDD,

id-CommonMeasurementObjectType-CM-Rprt,

id-CommonMeasurementObjectType-CM-Rqst,

id-CommonMeasurementObjectType-CM-Rsp,


id-CommonMeasurementType,


id-CommonPhysicalChannelID,


id-CommonPhysicalChannelType-CTCH-SetupRqstFDD,

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD,


id-CommonTransportChannelType-CTCH-ReconfRqstTDD,


id-CommonTransportChannelType-CTCH-SetupRsp,


id-CommunicationControlPortID,


id-CM-PatternInformationItem-CompressedModePrep,


id-CM-PatternInformationList-CompressedModePrep,


id-ConfigurationGenerationID,

id-CRNC-CommunicationContextID,


id-CriticalityDiagnostics,

id-DCH-AddListIE-RL-ReconfReady,


id-DCH-AddListIE-RL-ReconfRsp,

id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-InformationList-RL-SetupRqstFDD,

id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationResponseItem-RL-SetupRspTDD,


id-DCH-InformationResponseListIE-RL-SetupRspTDD,

id-DCH-ModifyListIE-RL-ReconfReady,


id-DCH-ModifyListIE-RL-ReconfRsp,

id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DedicatedMeasurementObjectType,


id-DedicatedMeasurementObjectType-DM-Rprt,


id-DedicatedMeasurementObjectType-DM-Rqst,


id-DedicatedMeasurementObjectType-DM-Rsp,


id-DedicatedMeasurementType,

id-DL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-DL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-DL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-DL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-AdditionRqstTDD,


id-DL-DPCH-InformationList-RL-SetupRqstTDD,


id-DL-DPCH-InformationListIE-RL-ReconfPrepTDD,


id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-ReferencePowerInformationItem-DL-PC-Rqst,

id-DLReferencePower,

id-DLReferencePowerList-DL-PC-Rqst,


id-DPCHConstant,


id-DSCH-AddItem-RL-ReconfPrepFDD,

id-DSCH-AddItem-RL-ReconfRqstFDD,

id-DSCH-AddList-RL-ReconfPrepFDD,

id-DSCH-AddList-RL-ReconfRqstFDD,


id-DSCH-DeleteItem-RL-ReconfPrepFDD,

id-DSCH-DeleteItem-RL-ReconfRqstFDD,

id-DSCH-DeleteList-RL-ReconfPrepFDD,


id-DSCH-DeleteList-RL-ReconfRqstFDD,


id-DSCH-ID,


id-DSCH-information-AddList-RL-ReconfPrepTDD,


id-DSCH-Information-AddList-RL-ReconfRqstTDD,


id-DSCH-Information-DeleteList-RL-ReconfPrepTDD,


id-DSCH-Information-DeleteList-RL-ReconfRqstTDD,


id-DSCH-Information-ModifyList-RL-ReconfPrepTDD,


id-DSCH-Information-ModifyList-RL-ReconfRqstTDD,

id-DSCH-InformationResponseListIE-RL-AdditionRspTDD,

id-DSCH-InformationRespListIE-RL-SetupFailureFDD,

id-DSCH-InformationResponseListIE-RL-SetupRspFDD,


id-DSCH-InformationResponseListIE-RL-SetupRspTDD,

id-DSCH-InformationList-RL-SetupRqstFDD,

id-DSCH-InformationList-RL-SetupRqstTDD,


id-DSCH-ModifyItem-RL-ReconfPrepFDD,

id-DSCH-ModifyItem-RL-ReconfRqstFDD,


id-DSCH-ModifyListIE-RL-ReconfReady,

id-DSCH-ModifyListIE-RL-ReconfRsp,


id-DSCH-ModifyList-RL-ReconfPrepFDD,


id-DSCH-ModifyList-RL-ReconfRqstFDD,

id-DSCH-SetupListIE-RL-ReconfReady,


id-DSCH-SetupListIE-RL-ReconfRsp,

id-FACH-InformationItem-AuditRsp,


id-FACH-InformationItem-ResourceStatusInd,

id-FACHItem-CTCH-SetupRsp,

id-FACH-ParametersList-CTCH-ReconfRqstFDD,


id-FACH-ParametersList-CTCH-ReconfRqstTDD,


id-FACH-ParametersListIE-CTCH-SetupRqstFDD,

id-FACH-ParametersListIE-CTCH-SetupRqstTDD,

id-IndicationType-ResourceStatusInd,

id-Local-Cell-ID,


id-Local-Cell-InformationItem-AuditRsp,

id-Local-Cell-InformationItem-ResourceStatusInd,


id-Local-Cell-InformationItem2-ResourceStatusInd,

id-Local-Cell-InformationList-AuditRsp,


id-MaxAdjustmentPeriod,

id-MaxAdjustmentStep,

id-MaximumTransmissionPower,


id-MeasurementFilterCoefficient,


id-MeasurementID,


id-MIB-SIB-InformationList-SystemInfoUpdateRqst,

id-NodeBInformation-AuditRep,


id-No-DeletionItem-SystemInfoUpdate,

id-No-FailureItem-ResourceStatusInd,

id-Non-CombiningItem-RL-AdditionFailureFDD,

id-Non-CombiningItem-RL-AdditionRspFDD,


id-Non-CombiningItem-RL-AdditionRspTDD,

id-NonCombiningOrIENotPrsentItem-RL-SetupFailureFDD,


id-NonCombiningOrIENotPrsentItem-RL-SetupRspFDD,

id-NodeB-CommunicationContextID,

id-P-CCPCH-InformationItem-AuditRsp,

id-P-CCPCH-InformationItem-ResourceStatusInd,

id-P-CPICH-InformationItem-AuditRsp,


id-P-CPICH-InformationItem-ResourceStatusInd,

id-P-SCH-InformationItem-AuditRsp,

id-P-SCH-InformationItem-ResourceStatusInd,

id-PCCPCH-Information-Cell-ReconfRqstTDD,

id-PCCPCH-Information-Cell-SetupRqstTDD,

id-PCH-InformationItem-ResourceStatusInd,

id-PCHItem-CTCH-SetupRsp,

id-PCH-Parameters-CTCH-ReconfRqstFDD,


id-PCH-Parameters-CTCH-ReconfRqstTDD,


id-PCH-ParametersItem-CTCH-SetupRqstFDD,


id-PCH-ParametersItem-CTCH-SetupRqstTDD,

id-PCH-InformationItem-AuditRsp,


id-PICH-InformationItem-ResourceStatusInd,

id-PD,


id-PDSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PDSCH-Information-ModifyListIE-PSCH-ReconfRqst,


id-PDSCHSets-AddList-PSCH-ReconfRqst,


id-PDSCHSets-DeleteList-PSCH-ReconfRqst,


id-PDSCHSets-ModifyList-PSCH-ReconfRqst,


id-PICH-InformationItem-AuditRsp,

id-PICH-Parameters-CTCH-ReconfRqstFDD,

id-PICH-Parameters-CTCH-ReconfRqstTDD,


id-PowerAdjustmentType,


id-PRACH-InformationItem-AuditRsp,

id-PRACH-InformationItem-ResourceStatusInd,

id-PRACHConstant,

id-PRACHItem-CTCH-SetupRqstFDD,


id-PRACHItem-CTCH-SetupRqstTDD,

id-PRACH-ParametersList-CTCH-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-ReconfRqstFDD,

id-PrimaryCCPCH-Information-Cell-SetupRqstFDD,


id-PrimaryCPICH-Information-Cell-ReconfRqstFDD,


id-PrimaryCPICH-Information-Cell-SetupRqstFDD,


id-PrimarySCH-Information-Cell-ReconfRqstFDD,

id-PrimarySCH-Information-Cell-SetupRqstFDD,


id-PrimaryScramblingCode,


id-ProcedureScopeType-DL-PC-Rqst,

id-SCH-Information-Cell-ReconfRqstTDD,

id-SCH-Information-Cell-SetupRqstTDD,

id-PUSCH-Information-AddListIE-PSCH-ReconfRqst,


id-PUSCH-Information-ModifyListIE-PSCH-ReconfRqst,

id-PUSCHConstant,

id-PUSCHSets-AddList-PSCH-ReconfRqst,


id-PUSCHSets-DeleteList-PSCH-ReconfRqst,


id-PUSCHSets-ModifyList-PSCH-ReconfRqst,


id-RACH-InformationItem-AuditRsp,

id-RACH-InformationItem-ResourceStatusInd,

id-RACHItem-CTCH-SetupRsp,

id-RACHItem-CM-Rprt,

id-RACHItem-CM-Rqst,


id-RACHItem-CM-Rsp,

id-RACH-ParametersItem-CTCH-SetupRqstFDD,


id-RACH-ParameterItem-CTCH-SetupRqstTDD,

id-ReportCharacteristics,


id-Reporting-Object-RL-FailureInd,


id-Reporting-Object-RL-RestoreInd,


id-RL-ID,

id-RL-InformationItem-DM-Rprt,

id-RL-InformationItem-DM-Rqst,

id-RL-InformationItem-DM-Rsp,

id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,


id-RL-InformationItem-RL-SetupRqstFDD,


id-RL-InformationList-RL-AdditionRqstFDD,

id-RL-informationList-RL-DeletionRqst,

id-RL-InformationList-RL-ReconfPrepFDD,

id-RL-InformationList-RL-ReconfRqstFDD,

id-RL-InformationList-RL-SetupRqstFDD,

id-RL-InformationResponseItem-RL-AdditionRspFDD,


id-RL-InformationResponseItem-RL-ReconfReady,


id-RL-InformationResponseItem-RL-ReconfRsp,


id-RL-InformationResponseItem-RL-SetupRspFDD,


id-RL-InformationResponseList-RL-AdditionRspFDD,


id-RL-InformationResponseList-RL-ReconfReady,


id-RL-InformationResponseList-RL-ReconfRsp,


id-RL-InformationResponseList-RL-SetupRspFDD,


id-RL-InformationResponse-RL-AdditionRspTDD,


id-RL-InformationResponse-RL-SetupRspTDD,


id-RL-Information-RL-AdditionRqstTDD,


id-RL-Information-RL-ReconfRqstTDD,


id-RL-Information-RL-ReconfPrepTDD,


id-RL-Information-RL-SetupRqstTDD,

id-RLItem-DM-Rprt,

id-RLItem-DM-Rqst,


id-RLItem-DM-Rsp,

id-RLItem-RL-FailureInd,

id-RLItem-RL-RestoreInd,

id-RL-ReconfigurationFailureItem-RL-ReconfFailure,


id-RL-ReconfigurationFailureList-RL-ReconfFailure,


id-RL-Set-InformationItem-DM-Rprt,


id-RL-SetItem-DM-Rqst,

id-RL-Set-InformationItem-DM-Rsp,

id-RL-Set-InformationItem-RL-FailureInd,


id-RL-Set-InformationItem-RL-RestoreInd,


id-RL-SetItem-DM-Rprt,

id-RL-SetItem-DM-Rsp,

id-RL-SetItem-RL-FailureInd,


id-RL-SetItem-RL-RestoreInd,

id-S-CCPCH-InformationItem-AuditRsp,


id-S-CCPCH-InformationItem-ResourceStatusInd,

id-S-CPICH-InformationItem-AuditRsp,

id-S-CPICH-InformationItem-ResourceStatusInd,

id-SCH-InformationItem-AuditRsp,


id-SCH-InformationItem-ResourceStatusInd,

id-S-SCH-InformationItem-AuditRsp,


id-S-SCH-InformationItem-ResourceStatusInd,

id-Secondary-CCPCHItem-CTCH-SetupRqstFDD,

id-Secondary-CCPCHItem-CTCH-SetupRqstTDD,

id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD,


id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD,

id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-SecondaryCPICH-InformationItem-Cell-ReconfRqstFDD,


id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD,


id-SecondaryCPICH-InformationList-Cell-ReconfRqstFDD,

id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD,


id-SecondarySCH-Information-Cell-ReconfRqstFDD,

id-SecondarySCH-Information-Cell-SetupRqstFDD,

id-SegmentInformationListIE-SystemInfoUpdate,

id-ServiceImpactingItem-ResourceStatusInd,

id-SFN,


id-ShutdownTimer,


id-Successful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Successful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Successful-RL-InformationRespList-RL-SetupFailureFDD,

id-SyncCase,

id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH,

id-T-Cell,


id-TimeSlotConfigurationList-Cell-ReconfRqstTDD,

id-TimeSlotConfigurationList-Cell-SetupRqstTDD,

id-TransmissionDiversityApplied,


id-UARFCNforNt,


id-UARFCNforNd,

id-UARFCNforNu,

id-UL-CCTrCH-InformationItem-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationItem-RL-SetupRqstTDD,


id-UL-CCTrCH-InformationList-RL-AdditionRqstTDD,


id-UL-CCTrCH-InformationList-RL-ReconfPrepTDD,


id-UL-CCTrCH-InformationList-RL-ReconfRqstTDD,


id-UL-CCTrCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationItem-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-AdditionRqstTDD,


id-UL-DPCH-InformationList-RL-SetupRqstTDD,


id-UL-DPCH-InformationListIE-RL-ReconfPrepTDD,


id-UL-DPCH-Information-RL-ReconfPrepFDD,


id-UL-DPCH-Information-RL-ReconfRqstFDD,


id-UL-DPCH-Information-RL-SetupRqstFDD,


id-Unsuccessful-RL-InformationRespItem-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespItem-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD,


id-Unsuccessful-RL-InformationRespList-RL-SetupFailureFDD,


id-Unsuccessful-RL-InformationResp-RL-AdditionFailureTDD,


id-Unsuccessful-RL-InformationResp-RL-SetupFailureTDD,


id-USCH-information-AddList-RL-ReconfPrepTDD,


id-USCH-Information-AddList-RL-ReconfRqstTDD,


id-USCH-Information-DeleteList-RL-ReconfPrepTDD,


id-USCH-Information-DeleteList-RL-ReconfRqstTDD,


id-USCH-Information-ModifyList-RL-ReconfPrepTDD,


id-USCH-Information-ModifyList-RL-ReconfRqstTDD,

id-USCH-InformationResponseListIE-RL-AdditionRspTDD,

id-USCH-InformationResponseListIE-RL-SetupRspTDD,

id-USCH-InformationList-RL-SetupRqstTDD,


id-USCH-ModifyListIE-RL-ReconfReady,

id-USCH-ModifyListIE-RL-ReconfRsp,


id-USCH-SetupListIE-RL-ReconfReady,


id-USCH-SetupListIE-RL-ReconfRsp,

-- **************************************************************

--

-- CELL SETUP REQUEST TDD

--

-- **************************************************************

CellSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID








CRITICALITY

reject

TYPE
Local-Cell-ID








PRESENCE
mandatory
}|



{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-UARFCNforNt










CRITICALITY

reject

TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-CellParameterID








CRITICALITY

reject

TYPE
CellParameterID








PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-TransmissionDiversityApplied





CRITICALITY

reject

TYPE
TransmissionDiversityApplied




PRESENCE
mandatory
}|


{ ID
id-SyncCase










CRITICALITY

reject

TYPE
SyncCase









PRESENCE 
mandatory
}|


{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID 
id-SCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-PCCPCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-TimeSlotConfigurationList-Cell-SetupRqstTDD

CRITICALITY

reject

TYPE 
TimeSlotConfigurationList-Cell-SetupRqstTDD

PRESENCE
mandatory
},


...

}

CellSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


syncCaseIndicator





SyncCaseIndicator-Cell-SetupRqstTDD-PSCH,

sCH-Power







DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

SCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncCaseIndicator-Cell-SetupRqstTDD-PSCH ::= ProtocolIE-Container {{ SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH }}

SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH NBAP-PROTOCOL-IES ::= {


{ ID id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH   CRITICALITY reject
TYPE SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH

PRESENCE mandatory },


...

}
SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH ::= CHOICE {


case1







Case1-Cell-SetupRqstTDD,


case2





Case2-Cell-SetupRqstTDD,


...

}

Case1-Cell-SetupRqstTDD ::= ProtocolIE-Container {{ Case1IE-Cell-SetupRqstTDD }}

Case1IE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Case1Item-Cell-SetupRqstTDD   CRITICALITY reject
TYPE Case1Item-Cell-SetupRqstTDD

PRESENCE mandatory },


...

}
Case1Item-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot






TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case1Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case1Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Case2-Cell-SetupRqstTDD ::= ProtocolIE-Container {{ Case2IE-Cell-SetupRqstTDD }}

Case2IE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Case2Item-Cell-SetupRqstTDD   CRITICALITY reject
TYPE Case2Item-Cell-SetupRqstTDD

PRESENCE mandatory },


...

}
Case2Item-Cell-SetupRqstTDD ::= SEQUENCE {


sCH-TimeSlot





SCH-TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case2Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case2Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pCCPCH-Power






PCCPCH-Power,

blockSTTD-Indicator





BlockSTTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-SetupRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-SetupRqstTDD

TimeSlotConfigurationItem-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


timeSlotStatus






TimeSlotStatus,


timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CELL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CellReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CellReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-SCH-Information-Cell-ReconfRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-ReconfRqstTDD



PRESENCE
optional
}|


{ ID
id-PCCPCH-Information-Cell-ReconfRqstTDD


CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-ReconfRqstTDD


PRESENCE
optional
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
optional
}|

{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
optional
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 

optional
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
optional
}|


{ ID
id-TimeSlotConfigurationList-Cell-ReconfRqstTDD

CRITICALITY

reject

TYPE
TimeSlotConfigurationList-Cell-ReconfRqstTDD

PRESENCE
mandatory
},


...

}

CellReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


sCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PSCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PSCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


pCCPCH-Power






DL-Power,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-ReconfRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-ReconfRqstTDD
TimeSlotConfigurationItem-Cell-ReconfRqstTDD ::= SEQUENCE {

timeSlot







TimeSlot,

 
timeSlotStatus






TimeSlotStatus,

 
timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
 }

TimeSlotConfigurationItem-Cell-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfTFCs,


maxNrOfErrors,


maxCTFC-1,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxCodeNrComp-1,


maxNrOfCodeGroups,


maxNrOfTFCIGroups,


maxNrOfTFCI1Combs,


maxNrOfTFCI2Combs,


maxCTFC-DCH-1,


maxCTFC-DSCH-1,


maxNrOfSF
FROM NBAP-Constants

Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


ProtocolExtensionContainer{},


NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

-- ==========================================

--
A

-- ==========================================

Acknowledged-RA-Tries-Value ::= INTEGER(0..240,...)
-- The number of L1 acknowledged random access tries per every 20 ms period.

AddorDeleteIndicator ::= ENUMERATED {


add,


delete,


...

}

AICH-TransmissionTiming ::= ENUMERATED {


v0,


v1,


...

}

AvailabilityStatus ::= ENUMERATED {

empty,


in-test,


failed,


power-off,


off-line,


off-duty,


dependency,


degraded,


not-installed,


log-full,


...

}

-- ==========================================

--
B

-- ==========================================

BCCH-ModificationTime ::= INTEGER  (0..2047)

-- Time = BCCH-ModificationTime * 2

-- Range 0 to 4094, step 2

-- All even SFN values are allowed

BindingID ::= OCTET STRING (SIZE (1..4, ...))

BetaCD ::= INTEGER (0..15)
BlockingPriorityIndicator ::= ENUMERATED {


high,


normal,


low,


...

}

-- High priority: Block resource immediately.

-- Normal priority: Block resource when idle or upon timer expiry.

-- Low priority: Block resource when idle.

BlockSTTD-Indicator ::= ENUMERATED {


active,


inactive

}

BurstType ::= ENUMERATED {


type1 (1),


type2 (2),


...

}

-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


ul-scramblingcode-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAlocated,


nodeB-Resources-unavailable,


insufficient-physical-channel-resources,


measurement-not-supported-for-the-object,


macrodiversity-combining-not-possible,


reconfiguration-not-allowed,


requested-configuration-not-supported,


synchronisation-failure,


sIB-Origination-in-Node-B-not-Supported,

unspecified,


priority-transport-channel-established,


...

}

CauseTransport ::= ENUMERATED {


transport-link-failure,


transmission-port-not-available,


transport-resource-unavailable,


unspecified,


...

}

CCTrCH-ID ::= INTEGER (0..15)

CellParameterID ::= INTEGER (0..127)

CFN ::= INTEGER (0..255)

CFNOffset ::= INTEGER (0..255)
ChipOffset ::= INTEGER (0..38399)

-- Unit Chip

C-ID ::= INTEGER (0..65535)

CommonChannelsCapacityConsumptionLaw ::= SEQUENCE (SIZE(1..maxNrOfSF)) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65536)

}

CommonMeasurementType ::= ENUMERATED  {


rssi,


transmitted-carrier-power,


acknowledged-ra-tries,


time-slot-iscp,


...

}

CommonMeasurementValue ::= CHOICE {


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


rssi






RSSI-Value,


acknowledged-ra-tries


Acknowledged-RA-Tries-Value,


time-slot-iscp



TimeSlot-ISCP-Value,


...

}

CommonPhysicalChannelID ::= INTEGER (0..255)

CommonTransportChannelID ::= INTEGER (0..255)

CommunicationControlPortID ::= INTEGER (0..65535)

CompressedModeMethod ::= ENUMERATED {


none,


puncturing,


half-SF,


higher-Layer-Scheduling,


...

}

-- none = restore the normal mode

ConfigurationGenerationID ::= INTEGER (0..255)

-- Value '0' means "No configuration" 

ConstantValue ::= INTEGER (-10..10)

-- -10 dB - +10 dB

-- unit dB

-- step 1 dB

CriticalityDiagnostics ::= SEQUENCE {


procedureCode



ProcedureCode



OPTIONAL,


triggeringMessage


TriggeringMessage


OPTIONAL,


criticalityResponse

Criticality



OPTIONAL,


transactionID



TransactionID



OPTIONAL,


iEsCriticalityResponses
CriticalityDiagnostics-IE-List,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



criticalityResponse
Criticality,



iE-ID



ProtocolIE-ID,



repetitionNumber
RepetitionNumber

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }

OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)

-- **************************************************************

--

-- IEs

--

-- **************************************************************
id-AICH-InformationItem-AuditRsp








INTEGER ::= 0

id-AICH-InformationItem-ResourceStatusInd






INTEGER ::= 1

id-AICH-ParametersList-CTCH-ReconfRqstFDD






INTEGER ::= 2

id-AllRLItem-DM-Rprt











INTEGER ::= 3

id-AllRLItem-DM-Rsp












INTEGER ::= 4

id-AllRLItem-Set-DM-Rprt










INTEGER ::= 5

id-AllRLItem-Set-DM-Rsp











INTEGER ::= 6

id-BCH-InformationItem-AuditRsp









INTEGER ::= 7

id-BCH-InformationItem-ResourceStatusInd






INTEGER ::= 8

id-BCCH-ModificationTime










INTEGER ::= 9

id-BlockingPriorityIndicator









INTEGER ::= 10

id-Case1Item-Cell-SetupRqstTDD









INTEGER ::= 11

id-Case2Item-Cell-SetupRqstTDD









INTEGER ::= 12

id-Cause














INTEGER ::= 13

id-CCP-InformationItem-AuditRsp









INTEGER ::= 14

id-CCP-InformationList-AuditRsp









INTEGER ::= 15

id-CCP-InformationItem-ResourceStatusInd






INTEGER ::= 16

id-Cell-InformationItem-AuditRsp








INTEGER ::= 17

id-Cell-InformationItem-ResourceStatusInd






INTEGER ::= 18

id-Cell-InformationList-AuditRsp








INTEGER ::= 19

id-CellItem-CM-Rprt












INTEGER ::= 20

id-CellItem-CM-Rqst












INTEGER ::= 21

id-CellItem-CM-Rsp












INTEGER ::= 22

id-CellParameterID












INTEGER ::= 23

id-CFN















INTEGER ::= 24

id-C-ID















INTEGER ::= 25

id-CombiningItem-RL-AdditionFailureFDD







INTEGER ::= 26

id-CombiningItem-RL-AdditionRspFDD








INTEGER ::= 27

id-CombiningItem-RL-AdditionRspTDD








INTEGER ::= 28

id-CombiningItem-RL-SetupFailureFDD








INTEGER ::= 29

id-CombiningItem-RL-SetupRspFDD









INTEGER ::= 30

id-CommonMeasurementObjectType-CM-Rprt







INTEGER ::= 31

id-CommonMeasurementObjectType-CM-Rqst







INTEGER ::= 32

id-CommonMeasurementObjectType-CM-Rsp







INTEGER ::= 33

id-CommonMeasurementType










INTEGER ::= 34

id-CommonPhysicalChannelID










INTEGER ::= 35

id-CommonPhysicalChannelType-CTCH-SetupRqstFDD





INTEGER ::= 36

id-CommonPhysicalChannelType-CTCH-SetupRqstTDD





INTEGER ::= 37

id-CommonTransportChannelType-CTCH-ReconfRqstTDD




INTEGER ::= 38

id-CommonTransportChannelType-CTCH-SetupRsp






INTEGER ::= 39

id-CommunicationControlPortID









INTEGER ::= 40

id-CM-PatternInformationItem-CompressedModePrep





INTEGER ::= 41

id-CM-PatternInformationList-CompressedModePrep





INTEGER ::= 42

id-ConfigurationGenerationID









INTEGER ::= 43

id-CRNC-CommunicationContextID









INTEGER ::= 44

id-CriticalityDiagnostics










INTEGER ::= 45

id-DCH-AddListIE-RL-ReconfReady









INTEGER ::= 46

id-DCH-AddListIE-RL-ReconfRsp









INTEGER ::= 47

id-DCH-AddList-RL-ReconfPrepFDD









INTEGER ::= 48

id-DCH-AddList-RL-ReconfPrepTDD









INTEGER ::= 49

id-DCH-AddList-RL-ReconfRqstFDD









INTEGER ::= 50

id-DCH-AddList-RL-ReconfRqstTDD









INTEGER ::= 51

id-DCH-DeleteList-RL-ReconfPrepFDD








INTEGER ::= 52

id-DCH-DeleteList-RL-ReconfPrepTDD








INTEGER ::= 53
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