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8.3
DCH procedures

8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 1: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific RRC connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request setup of the radio link(s).
The message includes the S-RNTI associated to the UE, and, if the UE context is already present in the DRNC, the corresponding D-RNTI.

[FDD - The First RLS Indicator IE indicates if the concerning RL shall be considered part of the first RLS established towards this UE. If the First RLS indicator IE is set to "first RLS", the DRNS shall use a TPC pattern of n*"01" + "1" in the DL of the concerning RL and all RLs which are part of the same RLS, until UL synchronisation is achieved on the Uu. The TPC pattern shall continuously be repeated but shall be restarted at the beginning of every frame with CFNmod4=0. For all other RLs, the DRNS shall use a TPC pattern of all "1"'s in the DL until UL synchronisation is achieved on the Uu.]
[FDD - The Diversity Control Field IE indicates for each RL except for the first RL whether the DRNS shall combine the RL with any of the other RLs or not on the Iur. If the Diversity Control Field IE is set to "May" (be combined with another RL), then the DRNS shall decide for any of the alternatives. If the Diversity Control Field IE is set to "Must", the DRNS shall combine the RL with one of the other RL. When an RL is to be combined the DRNS shall choose which RL(s) to combine it with.]

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
[FDD - If the Initial DL TX Power IE and Uplink SIR Target IE are present in the message, the DRNS shall use the indicated DL TX Power and Uplink SIR Target as initial value.]

[FDD - If the Primary CPICH Ec/No IE is present, the DRNC should use the indicated value when deciding the Initial DL TX Power.]

[TDD - If the Primary CCPCH RSCP IE and/or the Time Slot ISCP IE are present, the DRNC should use the indicated values when deciding the Initial DL TX Power.] 

[FDD – The DRNS shall start the DL transmission using the indicated DL TX power level (if received) or the decided DL TX power level on each DL channelisation code of a RL until UL synchronisation is achieved for the concerning RLS or a DL POWER CONTROL REQUEST message is received. No innerloop power control or power  balancing shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[10] subclause 5.2.1.2) with DPC_MODE=0 and the power control procedure (see 8.3.7).]
[TDD – The DRNS shall start the DL transmission using the indicated DL TX power level (if received) or the decided DL TX power level on each DL channelisation code and on each Time Slot of a RL until UL synchronisation is achieved for the concerning RL. No innerloop power control shall be performed during this period. The DL power shall then vary according to the inner loop power control (see ref.[22] subclause 4.2.3.3). ]

If the RADIO LINK SETUP REQUEST message includes a DCH Info IE with multiple DCH Specific Info IEs then the DRNS shall treat the DCHs in the DCH Info IE as a set of co-ordinated DCHs.

For DCHs which do not belong to a set of co-ordinated DCHs with  the QE-Selector IE set to "selected ", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If the QE-Selector is set to "non-selected ", the Physical channel BER shall be used for the QE in the UL data frames, ref. [4]].

For a set of co-ordinated DCHs the Transport channel BER from the DCH with the QE-Selector IE set to "selected " shall be used for the QE in the UL data frames, ref. [4]. If no Transport channel BER is available for the selected DCH the Physical channel BER shall be used for the QE, ref. [4]. If all DCHs have QE-Selector IE set to "non-selected " the Physical channel BER shall be used for the QE, ref. [4]].

The Allocation/Retention Priority IE defines the priority level that should be used by the DRNS to prioritise the allocation and the retention of the resources used by the DCH. The Frame Handling Priority IE defines the priority level that should be used by the DRNS to prioritise the discard/delay of the data frames of the DCH and DSCH (if any).

The DRNS shall use the included UL DCH FP Mode IE for a DCH or a set of co-ordinated DCHs as the new DCH FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs.

The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs.

The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs.

[FDD - If the RADIO LINK SETUP REQUEST message includes the SSDT Cell Identity IE, the DRNS may activate SSDT using the SSDT Cell Identity IE and SSDT Cell Identity Length IE.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the information about the Transmission Gap Pattern Sequences to be used when those are activated.]

[FDD - If the RADIO LINK SETUP REQUEST message includes the Transmission Gap Pattern Sequence Information IE and the Active Pattern Sequence Information IE, the DRNS shall immediately activate the indicated Transmisson Gap Pattern Sequences: for each sequence the TGCFN refers to latest passed CFN with that value. If during the compressed mode measurement the gaps of two or more pattern sequences overlap, the DRNS shall behave as specified in ref. [26].]

[TDD – The DRNS shall use the RB Identity IE list inside the USCH information group to map each RB Identity IE to the corresponding USCH.]

At the reception of the RADIO LINK SETUP REQUEST message, DRNS allocates requested type of channelisation codes and other physical channel resources for each RL and assigns a binding identifier and a transport layer address for each DCH or set of co-ordinated DCHs and for each DSCH [TDD – and USCH]. This information shall be sent to the SRNC in the message RADIO LINK SETUP RESPONSE when all the RLs have been successfully setup.

[TDD –. If the DSCH Information is included in the RADIO LINK SETUP REQUEST message, the DRNC shall send a valid set of Scheduling Priority IE and MAC-c/sh SDU lengths IE parameters to the SRNC in the message RADIO LINK SETUP RESPONSE message].
[FDD - If the Initial DL TX Power and the Uplink SIR Target IEs are not present in the RADIO LINK SETUP REQUEST message, then DRNC shall include the determined initial Uplink SIR Target in the RADIO LINK SETUP RESPONSE message.]

[FDD – For each RL not having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message a value that uniquely identifies the RL Set within the UE context.]

[FDD – For all RLs having a common generation of the TPC commands in the DL with another RL, the DRNS shall assign the RL Set ID IE included in the RADIO LINK SETUP RESPONSE message the same value. This value shall uniquely identify the RL Set within the UE context.]

[FDD - In the case of combining one or more RLs the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication that the RL is combined with another RL. In this case the Reference RL ID IE shall be included to indicate with which RL the combination is performed. The Reference RL ID IE shall be included for all but one of the combined RLs, for which the Transport Layer Address IE and the Binding ID IE shall be included.]

[FDD - In the case of not combining an RL with another RL, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message with the Diversity Indication IE that no combining is performed. In this case the DRNC shall include both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH and DSCH of the RL in the RADIO LINK SETUP RESPONSE message.]

[TDD - The DRNC shall always include in the RADIO LINK SETUP RESPONSE message both the Transport Layer Address IE and the Binding ID IE for the transport bearer to be established for each DCH, DSCH [TDD – and USCH] of the RL.]

In case of a set of coordinated DCHs requiring a new transport bearer on Iur the Binding Identifier IE and the Transport Layer Address IE shall be included only for one of the DCH in the set of co-ordinated DCHs.

[FDD - Irrespective of SSDT activation, the DRNS shall include in the RADIO LINK SETUP RESPONSE message an indication concerning the capability to support SSDT on this RL. Only if the RADIO LINK SETUP REQUEST message requested SSDT activation and the RADIO LINK SETUP RESPONSE message indicates that the SSDT capability is supported for this RL, SSDT is activated in the DRNS.]

[FDD – If the cell in which the RL is being set up is capable to provide Close loop Tx diversity, the DRNC shall include the Closed Loop Timing Adjustment Mode IE in the RADIO LINK SETUP RESPONSE message indicating the configured Closed loop timing adjustment mode of the cell.]
The DRNS shall also provide the SRNC with the UTRAN Cell Identifier (UC-Id), the Frequency Number, the [FDD-Primary Scrambling Code], the [TDD-Cell Parameter ID, the Sync Case, the SCH Time Slot information, the Block STTD Indicator] of the neighbouring cells to the cell(s) where the radio link(s) are added. In addition, if the information is available, the DRNC shall also provide the [FDD-CPICH Power level]/[TDD-PCCPCH Power level, DPCH Constant Value] and Frame Offset of the neighbouring cell.
If a neighbouring cell is controlled by another RNC, the DRNC shall report also the node identifications (i.e. RNC and CN domain nodes) of the RNC controlling the neighbouring cell. [FDD – If the information is available, the DRNC shall include the Tx Diversity Indicator and Tx diversity capability (i.e. STTD Support Indicator IE, Closed Loop Mode1 Support Indicator, and Closed Loop Mode2 Support Indicator IE) in Per FDD Cell Information IE].
If there was no UE context for this UE in the DRNS before the RADIO LINK SETUP REQUEST message was received the DRNC shall include the node identifications of the CN Domain nodes that the RNC is connected to (using LAC and RAC of the current cell), and the D-RNTI IE in the RADIO LINK SETUP RESPONSE message.

[FDD - If the DRAC Control IE is set to "requested" in the RADIO LINK SETUP REQUEST message for at least one DCH and if the DRNC supports the DRAC, the DRNC shall indicate in the RADIO LINK SETUP RESPONSE message the Secondary CCPCH Info IE to be received on FACH, for each added Radio Link. If the DRNC does not support DRAC, it shall not provide these IEs in the RADIO LINK SETUP RESPONSE message.]

Depending on local configuration in the DRNS, it may include the geographical co-ordinates of the cell and the UTRAN access point position for each of the established RLs in the RADIO LINK SETUP RESPONSE message.

After sending of the RADIO LINK SETUP RESPONSE message the DRNS shall continuously attempt to obtain UL synchronisation and start reception on the new RL. The DRNS shall start transmission on the new RL after synchronisation is achieved in the DL user plane as specified in ref. [3].

[FDD – When Diversity Mode IE is "STTD", "Closedloop mode1", or "Closedloop mode2", the DRNC shall activate/deactivate the Transmit Diversity to each Radio Link in accordance with Transmit Diversity Indication IE].

[FDD- If the Downlink compressed mode method in one or more Transmission Gap Pattern Sequence is set to 'SF/2' in the RADIO LINK SETUP REQUEST message, the DRNS shall include the Transmission Gap Pattern Sequence Information Response IE in the RADIO LINK SETUP RESPONSE message indicating for each DL Channelisation Code whether the alternative scrambling code shall be used or not.]

9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

RL Information Response

1..<maxnoofRLs>


EACH
ignore

>RL ID
M

9.2.1.49

–


>RL Set ID
M

9.2.2.35

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference Level
M

9.2.1.68

–


>Secondary CCPCH Info

0..1


–


>>FDD S-CCPCH Offset
M

9.2.2.15
Corresponds to: S-CCPCH,k , see ref. [8]
–


>>DL Scrambling Code
M

9.2.2.8

–


>>FDD DL Channelisation Code

 Number
M

9.2.2.14

–


>>TFCS
M

9.2.1.63
For the DL.
–


>>Secondary CCPCH Slot Format
M

9.2.2.38

–


>>TFCI presence
C - SlotFormat

9.2.1.55

–


>>Multiplexing Position
M

9.2.2.26

–


>>STTD Indicator
M

9.2.2.44

–


>>FACH/PCH Information

1 .. <maxFACHcount+1>


–


>>>TFS


9.2.1.64
For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


–


>>Scheduling Information

1


–


>>>IB_SG_REP
M

9.2.2.4

–


>>>Segment Information

1..

<maxIBSEG>


–


>>>>IB_SG_POS
M

9.2.2.20

–


>DL Code Information

1..

<maxnoofDLCodes


–


>>DL Scrambling Code 
M

9.2.2.8

–


>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>Transmission Gap Pattern Sequence Information Response
O



–


>Diversity Indication
C-NotFirstRL

9.2.2.7

–


>CHOICE diversity Indication







>>Combining




YES
ignore

>>>RL ID
M

9.2.1.49
Reference RL ID for the combining
–


>>Non Combining or First RL




YES
ignore

>>>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included
–


>>>>DCH ID
M

9.2.1.16

–


>>>>Binding ID
M

9.2.1.3

–


>>>>Transport Layer Address
M

9.2.1.62

–


>SSDT Support Indicator
M

9.2.2.43

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Closed loop timing adjustment mode
O



-


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>DSCH Information Response 

0..1


YES
ignore

>>DSCH Information

1..<MaxnoofDSCHs>


–


>>>DSCH ID
M



–


>>>Priority Indicator 

1..16

Provide Information for each priority class used
–


>>>>Scheduling Priority Indicator
M


For DSCH
–


>>>>MAC-c/sh SDU Length

1..<MaxNbMAC-c/shSDULength>


–


>>>>>MAC-c/sh SDU Length
M



–


>>>Binding ID
M



–


>>>Transport Layer Address
M



–


>>PDSCH code mapping
M


PDSCH code mapping to be used
–


>Neighbouring Cell Information

0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>C-Id
M

9.2.1.6




>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]



>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Primary CPICH Power
O

9.2.1.44

–


>>>Cell Individual Offset
O

9.2.1.7




>>>Tx Diversity Indicator
M

9.2.2.50




>>>STTD Support Indicator
O

9.2.2.45




>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2




>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3




>>Per TDD Cell Information

0..<maxnoofTDDneighbours>





>>>C-Id
M

9.2.1.6




>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
O

Uplink SIR

9.2.1.69

YES
ignore










Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

NotFirstRL
The IE is present only if the RL is not the first RL in the RL Information

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

SlotFormat
This IE is present only if the Secondary CCPCH Slot Format is equal to any of the value 8 to 17

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell.

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell.

MaxFACHCount
Maximum number of FACH's mapped onto secondary CCPCH's

MaxIBSEG
Maximum number of  segments for one Information Block

9.1.4.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

RL Information Response

1


YES
ignore

>RL ID
M

9.2.1.49

–


>SAI
M

9.2.1.52

–


>Cell GAI
O



–


>UTRAN Access Point Position
O



–


>UL Interference per Time Slot

1 .. <maxnoofULts>

Interference Level for each UL time slot within the Radio Link
–


>>Time Slot
M

9.2.1.56

–


>>UL Interference Level
M

9.2.1.68

–


>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>UL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>UL DPCH Information

1..<MaxnoofDPCHs>


EACH
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>DL CCTrCH Information

1..<maxnoofCCTrCHs>


GLOBAL
ignore

>>CCTrCH ID
M

9.2.3.2

–


>>DL DPCH Information

1..<MaxnoofDPCHs>


EACH
ignore

>>>DPCH ID
M

9.2.3.3

–


>>>TDD Channelisation Code 
M

9.2.3.8

–


>>>Burst Type
M

9.2.3.1

–


>>>Midamble Shift
M

9.2.3.4

–


>>>Time Slot
M

9.2.1.56

–


>>>TDD Physical Channel Offset
M

9.2.3.9

–


>>>Repetition Period
M

9.2.3.7

–


>>>Repetition Length
M

9.2.3.6

–


>>>TFCI Presence
M

9.2.1.55

–


>DCH Information Response

1..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
GLOBAL
ignore

>>DCH ID
M

9.2.1.16

–


>>Binding ID
M

9.2.1.3

–


>>Transport Layer Address
M

9.2.1.62

–


>DSCH Information Response

0 .. <Maxnoof DSCHs>


GLOBAL
ignore

>>DSCH ID
M



–


>>Priority Indicator

1..16

Provide Information for each priority class used
–


>>>Scheduling Priority Indicator
M


For DSCH
–


>>>MAC-c/sh SDU Length 

1..<MaxNbMAC-c/shSDULength>


–


>>>>MAC-c/sh SDU Length
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–


>>Transport Format Management
M



–


>USCH Information Response

0 .. <Maxnoof USCHs>


GLOBAL
ignore

>>USCH ID
M



–


>>Binding ID
M



–


>>Transport Layer

Address
M



–


>>Transport Format Management
M



–


>Neighbouring Cell Information
O
0..<maxnoofneighbouringRNCs>


EACH
ignore

>>RNC-Id
M

9.2.1.50

–


>>CN PS Domain Identifier
O

9.2.1.12

–


>>CN CS Domain Identifier
O

9.2.1.11

–


>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>C-Id
M

9.2.1.6




>>>UARFCN
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]



>>>Frame Offset
O

9.2.1.30

–


>>>Primary Scrambling Code
M

9.2.1.45

–


>>>Cell Individual Offset
O

9.2.1.7




>>>Primary CPICH Power
O

9.2.1.44

–


>>>Tx Diversity Indicator
M

9.2.2.50




>>>STTD Support Indicator
O

9.2.2.45




>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2




>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3




>>Per TDD Cell Information

0..<maxnoofTDDneighbours>





>>>C-Id 
M

9.2.1.6




>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>Frame Offset
O

9.2.1.30

–


>>>Cell Parameter ID
M

9.2.1.8

–


>>>Sync Case
M

9.2.1.54

–


>>>Time Slot
C-Case1

9.2.1.56

–


>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>Block STTD Indicator
M



–


>>>Cell Individual Offset
O

9.2.1.7

–


>>>DPCH Constant Value
O

9.2.1.23

–


>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
O

Uplink SIR

9.2.1.69

–











Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

Range bound
Explanation

MaxnoofDPCHs
Maximum number of DPCHs for one  CCTrCH.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofUSCHs
Maximum number of USCHs for one UE.

MaxNbMAC-c/shSDULength
Maximum number of different MAC-c/sh SDU lengths

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

MaxnoofCCTrCHs
Maximum number of CCTrCH for one UE.

MaxnoofULts
Maximum number of Uplink time slots per Radio Link

9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


D-RNTI 
O

9.2.1.24

YES
ignore

CN PS Domain Identifier
O

9.2.1.12

YES
ignore

CN CS Domain Identifier
O

9.2.1.11

YES
ignore

CHOICE cause level







>General




Yes
ignore

>>Cause
M






>RL specific




Yes
ignore

>>Unsuccessful RL Information Response

1...<maxnoofRLs>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause 
M

9.2.1.5

–


>>Successful RL Information Response

0..<maxnoofRLs-1>


EACH
ignore

>>>RL ID
M

9.2.1.49

–


>>>RL Set ID
M

9.2.2.35

–


>>>SAI
M

9.2.1.52

–


>>>UL Interference Level
M

9.2.1.68

–


>>>DL Code Information

1..<maxnoofDLCodes


GLOBAL
ignore

>>>>DL Scrambling Code 
M

9.2.2.8

–


>>>>FDD DL Channelisation Code Number
M

9.2.2.14

–


>>>Diversity Indication
M

9.2.2.7

–


>>>CHOICE diversity Indication







>>>>Combining




YES
ignore

>>>>>RL ID
M

9.2.1.49
Reference RL ID for the combining
–


>>>>Non Combining First RL




YES
ignore

>>>>>DCH Information Response

0..<maxnoofDCHs>

Only one DCH per set of co‑ordinated DCHs shall be included.
–


>>>>>>DCH ID
M

9.2.1.16

–


>>>>>>Binding ID
M

9.2.1.3

–


>>>>>>Transport Layer Address
M

9.2.1.62

–


>>>SSDT Support Indicator
M

9.2.2.43

–


>>>Maximum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>>>Minimum Uplink SIR
M

Uplink SIR

9.2.1.69

–


>>>Closed loop timing adjustment mode
O



-


>>>Maximum Allowed UL Tx Power
M

9.2.1.35

–


>DSCH Information Response

0..<maxnoofDSCHs>


GLOBAL
ignore

>>DSCH ID
M



–


>>Binding ID
M



–


>>Transport Layer Address
M



–


>>>Neighbouring Cell Information
O
0..<maxnoofneighbouringRNCs>


EACH
ignore

>>>>RNC-Id
M

9.2.1.50

–


>>>>CN PS Domain Identifier
O

9.2.1.12

–


>>>>CN CS Domain Identifier
O

9.2.1.11

–


>>>>Per FDD Cell Information

0..<maxnoofFDDneighbours>





>>>>>C-Id
M

9.2.1.6




>>>>>UARFCN 
M

9.2.1.66
Corresponds to Nu in ref. [6]
–


>>>>>UARFCN
M

9.2.1.66
Corresponds to Nd in ref. [6]



>>>>>Frame Offset
O

9.2.1.30

–


>>>>>Primary Scrambling Code
M

9.2.1.45

–


>>>>>Primary CPICH Power
O

9.2.1.44

–


>>>>>Cell Individual Offset
O

9.2.1.7




>>>>>Tx Diversity Indicator
M

9.2.2.50




>>>>>STTD Support Indicator
O

9.2.2.45




>>>>>Closed Loop Mode1 Support Indicator
O

9.2.2.2




>>>>>Closed Loop Mode2 Support Indicator
O

9.2.2.3




>>>>Per TDD Cell Information

0..<maxnoofTDDneighbours>





>>>>>C-Id
M

9.2.1.6




>>>>>UARFCN
M

9.2.1.66
Corresponds to Nt in ref. [7]
–


>>>>>Frame Offset
O

9.2.1.30

–


>>>>>Cell Parameter ID
M

9.2.1.8

–


>>>>>Sync Case
M

9.2.1.54

–


>>>>>Time Slot
C-Case1

9.2.1.56

–


>>>>>SCH Time Slot
C-Case2

9.2.1.51

–


>>>>>Block STTD Indicator
M



–


>>>>>Cell Individual Offset
O

9.2.1.7

–


>>>>>DPCH Constant Value
O

9.2.1.23

–


>>>>>PCCPCH Power
O

9.2.1.43

–


Uplink SIR Target
O

Uplink SIR

9.2.1.69

YES
ignore










Criticality Diagnostics
O

9.2.1.13

YES
ignore

Condition
Explanation

Case1
This IE is present only if Sync Case = Case1.

Case2
This IE is present only if Sync Case = Case2.

Range bound
Explanation

MaxnoofRLs
Maximum number of RLs for one UE.

MaxnoofDCHs
Maximum number of DCHs for one UE.

MaxnoofDSCHs
Maximum number of DSCHs for one UE.

MaxnoofneighbouringRNCs
Maximum number of neighbouring RNCs

MaxnoofFDDneighbours
Maximum number of neighbouring FDD cell for one cell

MaxnoofTDDneighbours
Maximum number of neighbouring TDD cell for one cell

9.1.5.2
TDD Message

IE/Group Name
Presence
Range
IE type and reference
Semantics description
Criticality
Assigned Criticality

Message Type
M

9.2.1.40

YES
reject

Transaction ID 
M

9.2.1.59

–


CHOICE cause level







>General




Yes
ignore

>>Cause
M






>RL specific




Yes
ignore

>>Unsuccessful RL Information Response

1


YES
ignore

>>>RL ID
M

9.2.1.49

–


>>>Cause 
M

9.2.1.5

–


Criticality Diagnostics
O

9.2.1.13

YES
ignore

9.2.1.18
Downlink SIR Target
Void.













9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RNSAP.

--

-- **************************************************************

RNSAP-PDU-Contents -- { object identifier to be allocated }-- 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AllocationRetentionPriority,


AllowedQueuingTime,


BLER,


Block-STTD-Indicator,

BindingID,


BurstType,


C-ID,


C-RNTI,


CCTrCH-ID,


CellIndividualOffset,


CFN,


ClosedLoopMode1-SupportIndicator,


ClosedLoopMode2-SupportIndicator,


Closedlooptimingadjustmentmode,

CN-CS-DomainIdentifier,


CN-PS-DomainIdentifier,


Cause,


CellParameterID,


ChipOffset,


CriticalityDiagnostics,


D-FieldLength,


D-RNTI,


D-RNTI-ReleaseIndication,


DCH-ID,


DL-DPCH-SlotFormat,



DL-Power,

DL-ScramblingCode,

…………

FROM RNSAP-Containers


maxNoOfDSCHs,


maxNoOfRB,


maxNoOfUSCHs,

maxNrOfCCTrCHs,


maxNrOfDCHs,


maxNrOfDL-Codes,


maxNrOfDPCHs,


maxNrOfMACcshSDU-Length,


maxNrOfRLs,


maxNrOfRLSets,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfSCCPCHs,


maxNrOfULTs,

maxNrOfDLTs,

maxRNCinURA-1,


maxNrOfNeighbouringRNCs,


maxNrOfFDDNeighboursPerRNC,


maxNrOfTDDNeighboursPerRNC,


maxFACHCountPlus1,


maxIBSEG,


id-Active-Pattern-Sequence-Information,

id-AdjustmentRatio,

id-All-RLItem-DM-Rqst,


id-All-RLItem-Set-DM-Rqst,

id-AllowedQueuingTime,


id-BindingID,


id-C-ID,


id-C-RNTI,


id-CFN,


id-CN-CS-DomainIdentifier,


id-CN-PS-DomainIdentifier,


id-Cause,


id-CauseLevel-RL-AdditionFailureFDD,


id-CauseLevel-RL-AdditionFailureTDD,


id-CauseLevel-RL-ReconfFailure,


id-CauseLevel-RL-SetupFailureFDD,


id-CauseLevel-RL-SetupFailureTDD,

id-CellItem-PagingRqst,

id-CombiningItem-RL-AdditionFailureFDD,

id-CombiningItem-RL-AdditionRspFDD,

id-CombiningItem-RL-AdditionRspTDD,

id-CombiningItem-RL-SetupFailureFDD,

id-CombiningItem-RL-SetupRspFDD,

id-CriticalityDiagnostics,


id-D-RNTI,


id-D-RNTI-ReleaseIndication,


id-DCH-AddList-RL-ReconfPrepFDD,


id-DCH-AddList-RL-ReconfPrepTDD,


id-DCH-AddList-RL-ReconfRqstFDD,


id-DCH-AddList-RL-ReconfRqstTDD,


id-DCH-DeleteList-RL-ReconfPrepFDD,


id-DCH-DeleteList-RL-ReconfPrepTDD,


id-DCH-DeleteList-RL-ReconfRqstFDD,


id-DCH-DeleteList-RL-ReconfRqstTDD,


id-DCH-Information-RL-SetupRqstFDD,


id-DCH-InformationList-RL-SetupRqstTDD,


id-DCH-InformationResponseListIE-RL-ReconfReadyFDD,


id-DCH-InformationResponseListIE-RL-ReconfReadyTDD,


id-DCH-InformationResponseListIE-RL-ReconfRsp,

id-DCH-ModifyList-RL-ReconfPrepFDD,


id-DCH-ModifyList-RL-ReconfPrepTDD,


id-DCH-ModifyList-RL-ReconfRqstFDD,


id-DCH-ModifyList-RL-ReconfRqstTDD,

id-DCH-InformationResponseListIE-RL-SetupRspTDD,


id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationModifyItem-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD,

id-DL-CCTrCH-InformationModifyItem-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD,

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD,

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD,


id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD,

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD,


id-DL-CCTrCH-InformationDeleteList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationModifyList-RL-ReconfPrepTDD,

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD,


id-DL-CCTrCH-InformationModifyList-RL-ReconfRqstTDD,

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD,

id-DL-CodeInformationListIE-PhyChReconfRqstFDD,

id-DL-CodeInformationListIE-RL-AdditionFailureFDD,

id-DL-CodeInformationListIE-RL-AdditionRspFDD,

id-DL-CodeInformationListIE-RL-ReconfReadyFDD,

id-DL-CodeInformationListIE-RL-ReconfResp,

id-DL-CodeInformationListIE-RL-SetupFailureFDD,

id-DL-DPCH-Information-RL-ReconfPrepFDD,


id-DL-DPCH-Information-RL-SetupRqstFDD,


id-DL-DPCH-Information-RL-ReconfRqstFDD,

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD,

id-DL-DPCH-InformationItem-RL-AdditionRspTDD,

id-DL-DPCH-InformationItem-RL-SetupRspTDD,

id-DL-DPCH-InformationAddListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationDeleteListIE-RL-ReconfReadyTDD,

id-DL-DPCH-InformationModifyListIE-RL-ReconfReadyTDD,


id-DLReferencePower,


id-DLReferencePowerList-DL-PC-Rqst,


id-DL-ReferencePowerInformation-DL-PC-Rqst,


…….

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE FDD

--

-- **************************************************************

RadioLinkSetupResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI






CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponseList-RL-SetupRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-SetupRspFDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget




CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |



{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-SetupRspFDD 

::= RL-IE-ContainerList1 { {RL-InformationResponseItemIEs-RL-SetupRspFDD} }

RL-InformationResponseItemIEs-RL-SetupRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-SetupRspFDD








CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-SetupRspFDD 
PRESENCE mandatory
},


...

}

………

-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE mandatory
} |


{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE  optional} |



{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

……

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CauseLevel-RL-SetupFailureFDD



CRITICALITY
ignore 
   TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE mandatory }|

{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

………

-- D

DCH-ID




::= INTEGER (0..255)

DedicatedMeasurementType ::= ENUMERATED { 


sir, 


sir-error, 


transmitted-code-power, 


rSCP, 


round-trip-time,

rx-timing-deviation,

... 

}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value


SIR-Value,


sIR-ErrorValue


SIR-Error-Value,


transmittedCodePowerValue
Transmitted-Code-Power-Value,

rSCP



RSCP-Value,
-- TDD only


roundTripTime

Round-Trip-Time-Value,  -- FDD only

rxTimingDeviationValue
Rx-Timing-Deviation-Value,
-- TDD only

...

}

DeltaSIR



::= INTEGER (0..30)

-- Step 0.1 (Range 0..3).
DiversityControlField


::= ENUMERATED {


may,


must,


must-not

}

DiversityMode



::= ENUMERATED {


none,


sTTD,


closedLoopMode1,


closedLoopMode2

}

DL-DPCH-SlotFormat


::= INTEGER (0..16)


DL-Power



::= INTEGER (-350..150)

-- Value = DL-Power / 10

-- Unit dB, Range –35dB .. +15dB, Step +0.1dB

D-RNTI




::= INTEGER (0..1048575)

D-RNTI-ReleaseIndication ::= ENUMERATED {


release-D-RNTI,


not-release-D-RNTI
}

DL-ScramblingCode


::= INTEGER (0..15)

DL-FrameType ::= ENUMERATED {


typeA,


typeB,


...

}

Downlink-Compressed-Mode-Method 
::= ENUMERATED {


puncturing,


sFdiv2,


higher-layer-scheduling
}
DPCH-ID




::= INTEGER (0..239)

DPCHConstantValue ::= INTEGER (-10..10)

-- Unit dB, Step 1dB
DRACControl

::= ENUMERATED {


requested,


not-requested

}

DRXCycleLengthCoefficient



::= INTEGER (2..12)

D-FieldLength



::= ENUMERATED {


v1,


v2

}

DSCH-ID




::= INTEGER (0..255)
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













INTEGER ::= 4

id-BindingID















INTEGER ::= 5

id-C-ID

















INTEGER ::= 6

id-C-RNTI
















INTEGER ::= 7

id-CFN

















INTEGER ::= 8

id-CN-CS-DomainIdentifier












INTEGER ::= 9

id-CN-PS-DomainIdentifier












INTEGER ::= 10

id-Cause
















INTEGER ::= 11

id-CellItem-PagingRqst













INTEGER ::= 12

id-CombiningItem-RL-AdditionFailureFDD









INTEGER ::= 15

id-CombiningItem-RL-AdditionRspFDD










INTEGER ::= 16

id-CombiningItem-RL-AdditionRspTDD










INTEGER ::= 17

id-CombiningItem-RL-SetupFailureFDD










INTEGER ::= 18

id-CombiningItem-RL-SetupRspFDD











INTEGER ::= 19

id-CriticalityDiagnostics












INTEGER ::= 20

id-D-RNTI
















INTEGER ::= 21

id-D-RNTI-ReleaseIndication












INTEGER ::= 22

id-DCH-AddList-RL-ReconfPrepFDD











INTEGER ::= 26

id-DCH-AddList-RL-ReconfPrepTDD











INTEGER ::= 27

id-DCH-AddList-RL-ReconfRqstFDD











INTEGER ::= 28

id-DCH-AddList-RL-ReconfRqstTDD











INTEGER ::= 29

id-DCH-DeleteList-RL-ReconfPrepFDD










INTEGER ::= 30

id-DCH-DeleteList-RL-ReconfPrepTDD










INTEGER ::= 31

id-DCH-DeleteList-RL-ReconfRqstFDD










INTEGER ::= 32

id-DCH-DeleteList-RL-ReconfRqstTDD










INTEGER ::= 33

id-DCH-Information-RL-SetupRqstFDD










INTEGER ::= 34

id-DCH-InformationList-RL-SetupRqstTDD









INTEGER ::= 35

id-DCH-ModifyList-RL-ReconfPrepFDD










INTEGER ::= 39

id-DCH-ModifyList-RL-ReconfPrepTDD










INTEGER ::= 40

id-DCH-ModifyList-RL-ReconfRqstFDD










INTEGER ::= 41

id-DCH-ModifyList-RL-ReconfRqstTDD










INTEGER ::= 42

id-DCH-InformationResponseListIE-RL-SetupRspTDD







INTEGER ::= 43

id-DL-CCTrCH-InformationAddItem-RL-ReconfPrepTDD






INTEGER ::= 44

id-DL-CCTrCH-InformationListIE-RL-ReconfReadyTDD






INTEGER ::= 45

id-DL-CCTrCH-InformationDeleteItem-RL-ReconfRqstTDD






INTEGER ::= 46

id-DL-CCTrCH-InformationItem-RL-SetupRqstTDD







INTEGER ::= 47

id-DL-CCTrCH-InformationListIE-PhyChReconfRqstTDD






INTEGER ::= 48

id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD






INTEGER ::= 49

id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD







INTEGER ::= 50

id-DL-CCTrCH-InformationAddList-RL-ReconfPrepTDD






INTEGER ::= 51

id-DL-CCTrCH-InformationDeleteList-RL-ReconfRqstTDD






INTEGER ::= 52

id-DL-CCTrCH-InformationList-RL-SetupRqstTDD







INTEGER ::= 53

id-DL-CodeInformationListIE-PhyChReconfRqstFDD







INTEGER ::= 54

id-DL-CodeInformationListIE-RL-AdditionFailureFDD






INTEGER ::= 55

id-DL-CodeInformationListIE-RL-AdditionRspFDD







INTEGER ::= 56

id-DL-CodeInformationListIE-RL-ReconfReadyFDD







INTEGER ::= 57

id-DL-CodeInformationListIE-RL-SetupFailureFDD







INTEGER ::= 58

id-DL-DPCH-Information-RL-ReconfPrepFDD









INTEGER ::= 59

id-DL-DPCH-Information-RL-SetupRqstFDD









INTEGER ::= 60

id-DL-DPCH-Information-RL-ReconfRqstFDD









INTEGER ::= 61

id-DL-DPCH-InformationItem-PhyChReconfRqstTDD







INTEGER ::= 62

id-DL-DPCH-InformationItem-RL-AdditionRspTDD







INTEGER ::= 63

id-DL-DPCH-InformationItem-RL-SetupRspTDD








INTEGER ::= 64


id-DLReferencePower














INTEGER ::= 67

id-DLReferencePowerList-DL-PC-Rqst










INTEGER ::= 68

………..
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10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the USIM" is correct Do not use "The ME resets the USIM" or "the ME must reset the USIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


A more detailed guide to the 3GPP drafting rules can be found on the 3GPP server at:



ftp://ftp.3gpp.org/information/drafting-rules.pdf

ANNEX A   
The CR cover sheet


This annex provides further information on how to fill out the cover sheet of a CR.


The header:


a)
The header, including the TSG or Working Group, the tdoc number (normally obtinaed from the 3GPP support team) and the meeting location and date.


The title box:


b)
The change request number. This is a 3 digit number and is allocated by the 3GPP support team project manager of the relevant WG. For GSM specifications, it is prefixed with an "A"


c)
The 3G or GSM specification number (e.g. 21.111 for 3G or 12.05 for GSM).


d)
The TSG or SMG plenary meeting to which this CR will be submitted to if it gets agreed at the WG meeting. 


e)
for approval/for information: one box only shall be marked with an "X"


Proposed change affects:


f)
At least one box shall be marked with an "X"


Source:


g)
The company name of the author of the CR. If the CR has already been agreed at a Working groups or sub working group, meeting, the subgroup name ( and Tdoc number) should be used instead.


Subject:


h)
One line (only) of concise text that describes the subject of the CR. Details should be put under "reason for change"



good examples:
"Clarification to FETCH command"






"Alignment of operation and parameter names"



recently used



bad examples:
"correction"






"editorial correction"






"correction to TS xxx.yy"






"various improvements"


Work item:



h)
The name of the 3G work item for which the CR is relevant.


Category and release:


i)
Choose one category only


Reason:


j)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other 3G core specifications: to be used if the CR is linked to a CR for another 3G specification.
Other 2G core specifications: to be used if a CR is also needed for a GSM or other 2G specification.



MS test specifications: to be used if a change is needed to the MS test specifications.



BSS test specifications: to be used if a change is needed to the base station test specifications.



O&M specifications: to be used if a change is needed to O&M specifications.



When listing other CRs in part n) use, for example, the form "21.111-CR001" or "12.05-A123"


______________________________________


How to create a CR for 3G or SMG specifications.


File location: http://ftp.3gpp.org/information/3gCRF-??.doc
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