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There are some editorial mistakes in the current ASN.1. This CR provides the corrections of these mistakes. The details of corrections are described below.

9.3.3
PDU Definitions
1. COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD
· “Common Transport Channel ID” IE in the “PICH Parameters” IE is renamed to “Common Physical Channel ID” in order to align with tabular.

· “Common Transport Channel ID” IE in the “AICH Parameters” IE is renamed to “Common Physical Channel ID” in order to align with tabular.

· “Common Transport Channel ID” IE in the “AP-AICH Parameters” IE is renamed to “Common Physical Channel ID” in order to align with tabular.

· The presence for “CSICH Power” IE in the “AP-AICH Parameters” IE is changed to optional in order to align with tabular.

· “Common Transport Channel ID” IE in the “CD/CA-ICH Parameters” IE is renamed to “Common Physical Channel ID” in order to align with tabular.

2. CELL SETUP REQUEST FDD
· “Synchronisation Configuration” IE and “DL TPC Pattern01Count” IE are shuffled in order to align with tabular.

3. CELL SETUP REQUEST TDD
· “Synchronisation Configuration” IE and “DPCH / PUSCH / PRACH Constant” IEs are shuffled in order to align with tabular.

4. RADIO LINK ADDITION REQUEST FDD
· “Compressed Mode Deactivation Flag” IE is moved to the correct position.
9.3.4 NBAP Information Elements
· Several IEs in the “Cause Radio Network” are shuffled in order to align with tabular.
· In the “Dedicated Measurement Type”, “Dedicated Measurement Value”, and “Measurement Threshold” IE, “rx-timing-deviation” and “round-trip-time” are shuffled in order to align with tabular.
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9.3.3
PDU Definitions
-- partly omitted --

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID









CRITICALITY
reject

TYPE
C-ID










PRESENCE mandatory
}|

{ ID
id-ConfigurationGenerationID



CRITICALITY
reject

TYPE
ConfigurationGenerationID



PRESENCE
mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD
CRITICALITY
reject
TYPE
CommonPhysicalChannelType-CTCH-ReconfRqstFDD
PRESENCE
mandatory
},

...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-ReconfRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCHList-CTCH-ReconfRqstFDD,


pRACH-parameters



PRACHList-CTCH-ReconfRqstFDD,


cPCH-parameters




CPCHList-CTCH-ReconfRqstFDD,


...

}
Secondary-CCPCHList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ Secondary-CCPCHListIEs-CTCH-ReconfRqstFDD }}

Secondary-CCPCHListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE Secondary-CCPCHListIE-CTCH-ReconfRqstFDD 
PRESENCE
optional },


...

}

Secondary-CCPCHListIE-CTCH-ReconfRqstFDD ::= SEQUENCE {


fACH-ParametersList-CTCH-ReconfRqstFDD

FACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


pCH-Parameters-CTCH-ReconfRqstFDD


PCH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


pICH-Parameters-CTCH-ReconfRqstFDD


PICH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ FACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

FACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
FACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF FACH-ParametersItem-CTCH-ReconfRqstFDD

FACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


maxFACH-Power






DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PCH-ParametersIE-CTCH-ReconfRqstFDD }}

PCH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
PCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-Power







DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PICH-ParametersIE-CTCH-ReconfRqstFDD }}

PICH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
PICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACHList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PRACHListIEs-CTCH-ReconfRqstFDD }}

PRACHListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACHListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PRACHListIE-CTCH-ReconfRqstFDD 
PRESENCE
optional },


...

}

PRACHListIE-CTCH-ReconfRqstFDD ::= SEQUENCE {


pRACH-ParametersList-CTCH-ReconfRqstFDD

PRACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


aICH-ParametersList-CTCH-ReconfRqstFDD

AICH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { PRACH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
PRACH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PRACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ PRACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

PRACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PRACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
PRACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF PRACH-ParametersItem-CTCH-ReconfRqstFDD

PRACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


preambleSignatures





PreambleSignatures,

allowedSlotFormatInformation


AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD

OPTIONAL,


rACH-SubChannelNumbers




RACH-SubChannelNumbers

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1.. maxNrOfSlotFormatsPRACH)) OF AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD
AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


rACH-SlotFormat






RACH-SlotFormat,


iE-Extensions






ProtocolExtensionContainer  { { AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ AICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

AICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE AICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
AICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF AICH-ParametersItem-CTCH-ReconfRqstFDD

AICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


aICH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CPCHList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ CPCHListIE-CTCH-ReconfRqstFDD }}

CPCHListIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CPCHListItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CPCHListItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
CPCHListItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


cPCHListItem-CTCH-ReconfRqstFDD




CPCHListItem-CTCH-ReconfRqstFDD




OPTIONAL,


aP-AICH-ParametersList-CTCH-ReconfRqstFDD

AP-AICH-ParametersList-CTCH-ReconfRqstFDD

OPTIONAL,


cDCA-ICH-ParametersList-CTCH-ReconfRqstFDD

CDCA-ICH-ParametersList-CTCH-ReconfRqstFDD

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer  { { CPCHListItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CPCHListItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CPCH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ CPCH-ParametersListIEs-CTCH-ReconfRqstFDD }}

CPCH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CPCH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
CPCH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCPCHs)) OF CPCH-ParametersItem-CTCH-ReconfRqstFDD

CPCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


uL-SIR






UL-SIR


OPTIONAL,


initialDL-transmissionPower

DL-Power

OPTIONAL,

   maximumDLPower




DL-Power

OPTIONAL,

    minimumDLPower




DL-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { CPCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CPCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AP-AICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ AP-AICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

AP-AICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
AP-AICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCPCHs)) OF AP-AICH-ParametersItem-CTCH-ReconfRqstFDD

AP-AICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


aP-AICH-Power






DL-Power,


cSICH-Power







DL-Power

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { AP-AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

AP-AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CDCA-ICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Container {{ CDCA-ICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

CDCA-ICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory },


...

}
CDCA-ICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfCPCHs)) OF AP-AICH-ParametersItem-CTCH-ReconfRqstFDD

CDCA-ICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


cDCA-ICH-Power






DL-Power,


iE-Extensions






ProtocolExtensionContainer  { { CDCA-ICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...

}

CDCA-ICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- partly omitted --

-- **************************************************************

--

-- CELL SETUP REQUEST FDD

--

-- **************************************************************

CellSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestFDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID









CRITICALITY

reject


TYPE
Local-Cell-ID








PRESENCE
mandatory
}|


{ ID
id-C-ID












CRITICALITY

reject


TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID






CRITICALITY

reject


TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-T-Cell











CRITICALITY

reject


TYPE
T-Cell










PRESENCE
mandatory
}|


{ ID
id-UARFCNforNu










CRITICALITY

reject


TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-UARFCNforNd










CRITICALITY

reject


TYPE
UARFCN










PRESENCE
mandatory
}|

{ ID
id-MaximumTransmissionPower







CRITICALITY

reject


TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-Closed-Loop-Timing-Adjustment-Mode




CRITICALITY

reject


TYPE
Closedlooptimingadjustmentmode




PRESENCE
optional
}|

{ ID
id-PrimaryScramblingCode







CRITICALITY

reject


TYPE
PrimaryScramblingCode






PRESENCE
mandatory
}|



{ ID
id-Synchronisation-Configuration-Cell-SetupRqst


CRITICALITY

reject


TYPE
Synchronisation-Configuration-Cell-SetupRqst


PRESENCE
mandatory
}|

{ ID
id-DL-TPC-Pattern01Count







CRITICALITY

reject



TYPE
DL-TPC-Pattern01Count






PRESENCE
mandatory
}|

{ ID
id-PrimarySCH-Information-Cell-SetupRqstFDD



CRITICALITY

reject


TYPE
PrimarySCH-Information-Cell-SetupRqstFDD


PRESENCE
mandatory
}|


{ ID
id-SecondarySCH-Information-Cell-SetupRqstFDD


CRITICALITY

reject


TYPE
SecondarySCH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-PrimaryCPICH-Information-Cell-SetupRqstFDD


CRITICALITY

reject


TYPE
PrimaryCPICH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-SecondaryCPICH-InformationList-Cell-SetupRqstFDD

CRITICALITY

reject


TYPE
SecondaryCPICH-InformationList-Cell-SetupRqstFDD

PRESENCE
optional
}|


{ ID
id-PrimaryCCPCH-Information-Cell-SetupRqstFDD


CRITICALITY

reject


TYPE
PrimaryCCPCH-Information-Cell-SetupRqstFDD

PRESENCE
mandatory
}|


{ ID
id-Limited-power-increase-information-Cell-SetupRqstFDD
CRITICALITY

reject


TYPE
Limited-power-increase-information-Cell-SetupRqstFDD

PRESENCE
mandatory
},

...

}

CellSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

Synchronisation-Configuration-Cell-SetupRqst ::= SEQUENCE {


n-INSYNC-IND


N-INSYNC-IND,

 
n-OUTSYNC-IND


N-OUTSYNC-IND,

 
t-RLFAILURE



T-RLFAILURE,


iE-Extensions


ProtocolExtensionContainer { { Synchronisation-Configuration-Cell-SetupRqst-ExtIEs} }

OPTIONAL,


...

}

Synchronisation-Configuration-Cell-SetupRqst-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PrimarySCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


primarySCH-Power





DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PrimarySCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimarySCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondarySCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


secondarySCH-Power





DL-Power,

tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SecondarySCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

SecondarySCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCPICH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


primaryCPICH-Power





PrimaryCPICH-Power,

transmitDiversityIndicator



TransmitDiversityIndicator,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCPICH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimaryCPICH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryCPICH-InformationList-Cell-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Container{{ SecondaryCPICH-InformationItemIE-Cell-SetupRqstFDD }}

SecondaryCPICH-InformationItemIE-Cell-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-SecondaryCPICH-InformationItem-Cell-SetupRqstFDD

CRITICALITY

reject


TYPE
SecondaryCPICH-InformationItem-Cell-SetupRqstFDD

PRESENCE
mandatory},


...

}

SecondaryCPICH-InformationItem-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


dl-ScramblingCode





DL-ScramblingCode,


fDD-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,

secondaryCPICH-Power




DL-Power,


transmitDiversityIndicator



TransmitDiversityIndicator,


iE-Extensions






ProtocolExtensionContainer { { SecondaryCPICH-InformationItem-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

SecondaryCPICH-InformationItem-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PrimaryCCPCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


bCH-information






BCH-Information-Cell-SetupRqstFDD,


sTTD-Indicator






STTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PrimaryCCPCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PrimaryCCPCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
BCH-Information-Cell-SetupRqstFDD ::= SEQUENCE {

 
commonTransportChannelID



CommonTransportChannelID,

 
bCH-Power







DL-Power,


iE-Extensions






ProtocolExtensionContainer { { BCH-Information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

BCH-Information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Limited-power-increase-information-Cell-SetupRqstFDD ::= SEQUENCE {


powerRaiseLimit






PowerRaiseLimit,


dLPowerAveragingWindowSize



DLPowerAveragingWindowSize,


iE-Extensions






ProtocolExtensionContainer { { Limited-power-increase-information-Cell-SetupRqstFDD-ExtIEs} }

OPTIONAL,

...

}
Limited-power-increase-information-Cell-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- CELL SETUP REQUEST TDD

--

-- **************************************************************

CellSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CellSetupRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CellSetupRequestTDD-Extensions}}

OPTIONAL,


...

}

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-Local-Cell-ID








CRITICALITY

reject

TYPE
Local-Cell-ID








PRESENCE
mandatory
}|



{ ID
id-C-ID











CRITICALITY

reject

TYPE
C-ID










PRESENCE 
mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY

reject

TYPE
ConfigurationGenerationID





PRESENCE
mandatory
}|


{ ID
id-UARFCNforNt










CRITICALITY

reject

TYPE
UARFCN










PRESENCE
mandatory
}|


{ ID
id-CellParameterID








CRITICALITY

reject

TYPE
CellParameterID








PRESENCE
mandatory
}|


{ ID
id-MaximumTransmissionPower






CRITICALITY

reject

TYPE
MaximumTransmissionPower





PRESENCE
mandatory
}|


{ ID
id-TransmissionDiversityApplied





CRITICALITY

reject

TYPE
TransmissionDiversityApplied




PRESENCE
mandatory
}|


{ ID
id-SyncCase










CRITICALITY

reject

TYPE
SyncCase









PRESENCE 
mandatory
}|


{ ID
id-Synchronisation-Configuration-Cell-SetupRqst

CRITICALITY

reject

TYPE
Synchronisation-Configuration-Cell-SetupRqst

PRESENCE
mandatory
}|

{ ID
id-DPCHConstant









CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PUSCHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID
id-PRACHConstant








CRITICALITY

reject

TYPE
ConstantValue









PRESENCE 
mandatory
}|


{ ID 
id-SCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
SCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-PCCPCH-Information-Cell-SetupRqstTDD



CRITICALITY

reject

TYPE
PCCPCH-Information-Cell-SetupRqstTDD



PRESENCE
mandatory
}|


{ ID
id-TimeSlotConfigurationList-Cell-SetupRqstTDD

CRITICALITY

reject

TYPE 
TimeSlotConfigurationList-Cell-SetupRqstTDD

PRESENCE
mandatory
},


...

}

CellSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

SCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


syncCaseIndicator





SyncCaseIndicator-Cell-SetupRqstTDD-PSCH,

sCH-Power







DL-Power,


tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { SCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

SCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

SyncCaseIndicator-Cell-SetupRqstTDD-PSCH ::= ProtocolIE-Container {{ SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH }}

SyncCaseIndicatorIE-Cell-SetupRqstTDD-PSCH NBAP-PROTOCOL-IES ::= {


{ ID id-SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH   CRITICALITY reject
TYPE SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH

PRESENCE mandatory },


...

}
SyncCaseIndicatorItem-Cell-SetupRqstTDD-PSCH ::= CHOICE {


case1







Case1-Cell-SetupRqstTDD,


case2







Case2-Cell-SetupRqstTDD,


...

}

Case1-Cell-SetupRqstTDD ::= ProtocolIE-Container {{ Case1IE-Cell-SetupRqstTDD }}

Case1IE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Case1Item-Cell-SetupRqstTDD   CRITICALITY reject
TYPE Case1Item-Cell-SetupRqstTDD

PRESENCE mandatory },


...

}
Case1Item-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot






TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case1Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case1Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Case2-Cell-SetupRqstTDD ::= ProtocolIE-Container {{ Case2IE-Cell-SetupRqstTDD }}

Case2IE-Cell-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Case2Item-Cell-SetupRqstTDD   CRITICALITY reject
TYPE Case2Item-Cell-SetupRqstTDD

PRESENCE mandatory },


...

}
Case2Item-Cell-SetupRqstTDD ::= SEQUENCE {


sCH-TimeSlot





SCH-TimeSlot,


iE-Extensions





ProtocolExtensionContainer { { Case2Item-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Case2Item-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCCPCH-Information-Cell-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


pCCPCH-Power






PCCPCH-Power,

blockSTTD-Indicator





BlockSTTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCCPCH-Information-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

TimeSlotConfigurationList-Cell-SetupRqstTDD ::= SEQUENCE (SIZE (1..15)) OF TimeSlotConfigurationItem-Cell-SetupRqstTDD

TimeSlotConfigurationItem-Cell-SetupRqstTDD ::= SEQUENCE {


timeSlot







TimeSlot,


timeSlotStatus






TimeSlotStatus,


timeSlotDirection





TimeSlotDirection,


iE-Extensions






ProtocolExtensionContainer { { TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

TimeSlotConfigurationItem-Cell-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- partly omitted --

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-NodeB-CommunicationContextID




CRITICALITY
reject


TYPE
NodeB-CommunicationContextID




PRESENCE
mandatory
} |


{ ID id-Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD

CRITICALITY reject



TYPE Compressed-Mode-Deactivation-Flag-RL-AdditionRqstFDD
 PRESENCE optional }|

{ ID
id-RL-InformationList-RL-AdditionRqstFDD


CRITICALITY
notify


TYPE
RL-InformationList-RL-AdditionRqstFDD


PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

RL-InformationList-RL-AdditionRqstFDD
::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Container {{ RL-InformationItemIE-RL-AdditionRqstFDD}}

RL-InformationItemIE-RL-AdditionRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID
id-RL-InformationItem-RL-AdditionRqstFDD


CRITICALITY

notify


TYPE
RL-InformationItem-RL-AdditionRqstFDD


PRESENCE
mandatory},


...

}

RL-InformationItem-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


c-ID









C-ID,


frameOffset








FrameOffset,


chipOffset








ChipOffset,


diversityControlField





DiversityControlField,


dl-CodeInformationList





DL-CodeInformationList-RL-AdditionRqstFDD,


initialDL-TransmissionPower




DL-Power





OPTIONAL,

 
maximumDL-Power







DL-Power





OPTIONAL,

 
minimumDL-Power







DL-Power





OPTIONAL,

 
sSDT-CellIdentity






SSDT-Cell-Identity



OPTIONAL,


transmitDiversityIndicator




TransmitDiversityIndicator

OPTIONAL,


-- This IE is present unless Diversity Mode IE in UL DPCH Information group is “none”

iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CodeInformationList-RL-AdditionRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfDLCodes)) OF DL-CodeInformationItem-RL-AdditionRqstFDD
DL-CodeInformationItem-RL-AdditionRqstFDD ::= SEQUENCE { 


dl-scramblingCode





DL-ScramblingCode,


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


transmissionGapPatternSequenceCodeInformation

TransmissionGapPatternSequenceCodeInformation

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { DL-CodeInformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
 }

DL-CodeInformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- partly omitted --

9.3.4
NBAP Information Elements

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

-- partly omitted --

-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transaction-not-allowed,


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


ul-scramblingcode-already-in-use,


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAlocated,


nodeB-Resources-unavailable,


insufficient-physical-channel-resources,


measurement-not-supported-for-the-object,


combining-resources-not-available,

reconfiguration-not-allowed,


requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,

sIB-Origination-in-Node-B-not-Supported,

unspecified,



no-closed-loop-timing-adjustment-mode-configured,

bCCH-scheduling-error,

measurement-temporarily-not-available,


invalid-CM-settings,

...

}

CauseTransport ::= ENUMERATED {


transport-link-failure,


transmission-port-not-available,


transport-resource-unavailable,


unspecified,


...

}

-- partly omitted --

DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,


rx-timing-deviation,

round-trip-time,


...

}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue


Transmitted-Code-Power-Value,

rSCP







RSCP-Value,

rxTimingDeviationValue



Rx-Timing-Deviation-Value,

roundTripTime





Round-Trip-Time-Value,


...

}

-- partly omitted --

ReportCharacteristics ::= CHOICE {


onDemand



NULL,


periodic



ReportCharacteristicsType-ReportPeriodicity,


event-a



ReportCharacteristicsType-EventA,

event-b



ReportCharacteristicsType-EventB,


event-c



ReportCharacteristicsType-EventC,


event-d



ReportCharacteristicsType-EventD,


event-e



ReportCharacteristicsType-EventE,


event-f



ReportCharacteristicsType-EventF,


...

}
ReportCharacteristicsType-EventA ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventA-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventA-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventB ::= SEQUENCE {


measurementThreshold


ReportCharacteristicsType-MeasurementThreshold,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventB-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventB-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventC ::= SEQUENCE {


measurementIncreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventC-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventC-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventD ::= SEQUENCE {


measurementDecreaseThreshold
ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold,


measurementChangeTime


ReportCharacteristicsType-ScaledMeasurementChangeTime,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventD-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventE ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventE-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventE-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-EventF ::= SEQUENCE {


measurementThreshold1


ReportCharacteristicsType-MeasurementThreshold,


measurementThreshold2


ReportCharacteristicsType-MeasurementThreshold



OPTIONAL,


measurementHysteresisTime

ReportCharacteristicsType-ScaledMeasurementHysteresisTime
OPTIONAL,


reportPeriodicity



ReportCharacteristicsType-ReportPeriodicity




OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { { ReportCharacteristicsType-EventF-ExtIEs} }

OPTIONAL,



...


}

ReportCharacteristicsType-EventF-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

ReportCharacteristicsType-MeasurementIncreaseDecreaseThreshold ::= CHOICE {


rssi






RSSI-Value-IncrDecrThres,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-ra-tries


Acknowledged-RA-Tries-Value,


timesslot-iscp



TimeSlot-ISCP-Value-IncrDecrThres,


sir






SIR-Value-IncrDecrThres,


sir-error




SIR-Error-Value-IncrDecrThres,


transmitted-code-power


Transmitted-Code-Power-Value-IncrDecrThres,


rscp






RSCP-Value-IncrDecrThres,


round-trip-time




Round-Trip-Time-IncrDecrThres,

acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...

}
ReportCharacteristicsType-MeasurementThreshold ::= CHOICE {


rssi






RSSI-Value,


transmitted-carrier-power

Transmitted-Carrier-Power-Value,


ackowledged-ra-tries


Acknowledged-RA-Tries-Value,


timesslot-iscp



TimeSlot-ISCP-Value,


sir






SIR-Value,


sir-error




SIR-Error-Value,


transmitted-code-power


Transmitted-Code-Power-Value,


rscp






RSCP-Value,


rx-timing-deviation



Rx-Timing-Deviation-Value,

round-trip-time




Round-Trip-Time-Value,


acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...

}
ReportCharacteristicsType-ScaledMeasurementChangeTime ::= INTEGER (1..600)

-- ReportCharacteristicsType-MeasurementChangeTime = Time * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportCharacteristicsType-ScaledMeasurementHysteresisTime ::= INTEGER (1..600)

-- ReportCharacteristicsType-MeasurementHysteresisTime = Time * 10

-- Unit ms, Range 10ms .. 6000ms(1min), Step 10ms

ReportCharacteristicsType-ReportPeriodicity ::= CHOICE {


msec 



ReportPeriodicity-Scaledmsec,


min




ReportPeriodicity-Scaledmin

}
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