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9.2.1.58
TFCS (Transport Format Combination Set)

The Transport Format Combination Set is defined as a set of Transport Format Combinations on a Coded Composite Transport Channel. It is the allowed Transport Format Combinations of the corresponding Transport Channels. The DL Transport Format Combination Set is applicable for DL Transport Channels.

[FDD - Where the UE is assigned access to one or more DSCH transport channels then the UTRAN has the choice of two methods for signalling the mapping between TFCI(field 2) values and the corresponding TFC:

Method #1 - TFCI range

The mapping is described in terms of a number of groups, each group corresponding to a given transport format combination (value of CTFC(field2)). The CTFC(field2) value specified in the first group applies for all values of TFCI(field 2) between 0 and the specified 'Max TFCI(field2) value'. The CTFC(field2) value specified in the second group applies for all values of TFCI(field 2) between the 'Max TFCI(field2) value' specified in the last group plus one and the specified 'Max TFCI(field2) value' in the second group.   The process continues in the same way for the following groups with the TFCI(field 2) value used by the UE in constructing its mapping table starting at the largest value reached in the previous group plus one.

Method #2 - Explicit

The mapping between TFCI(field 2) value and CTFC(field2) is spelt out explicitly for each value of TFCI (field2) ]

IE/Group Name
Presence
Range
IE type and reference
Semantics description

CHOICE DSCH





>No split in TFCI



This choice is made if :

a) The TFCS refers to the uplink

OR

b) The mode is FDD and none of the Node B communication contexts are assigned any DSCH transport channels

OR

c) The mode is TDD

>>TFCS

1 to <maxnoofTFCs>

The first instance of the parameter corresponds to TFC zero, the second to 1 and so on.

>>>CTFC
M

INTEGER(0..MaxCTFC)
Integer number calculated according to [18]

>>>CHOICE Gain Factors
C-PhysChan




>>>>Signalled Gain Factors





>>>>>CHOICE mode





>>>>>>FDD





>>>>>>>Gain Factor (C
M

Integer (0..15)
For UL DPCCH or control part of PRACH or control part of PCPCH in FDD; mapping in accordance to [9]

>>>>>>>Gain Factor (D
M

Integer (0..15)
For UL DPDCH or data part of PRACH or data part of PCPCH in FDD: mapping in accordance to [9]

>>>>>>TDD





>>>>>>Gain Factor (
M

Integer (0..15)
For UL DPCH in TDD; mapping in accordance to [20]

>>>>>Reference TFC nr
O

Integer (0..3)
If this TFC is a reference TFC, this IE indicates the reference number

>>>>Computed Gain Factors





>>>>>Reference TFC nr
M

Integer (0..3)
Indicates the reference TFC to be used to calculate the gain factors for this TFC

>There is a split in the TFCI



This choice is made if :

a) The TFCS refers to the downlink

AND

b) The mode is FDD and one of the Node B communication contexts  is assigned one or more DSCH transport channels

>>Transport format combination_DCH

1 to <MaxTFCI_1_Combs>

The first instance of the parameter Transport format combination_DCH corresponds to TFCI (field 1) = 0, the second to TFCI (field 1) = 1 and so on.

>>>CTFC(field1)
M

Integer(0..MaxCTFC)
Integer number calculated according to [18].  The calculation of CTFC ignores any DSCH transport channels which may be assigned

>>Choice Signalling method





>>>TFCI range





>>>>TFC mapping on DSCH

1 to <MaxNoTFCIGroups>



>>>>>Max TFCI(field2) value 
M

Integer(1..1023)
This is the Maximum value in the range of  TFCI(field2) values for which the specified CTFC(field2) applies

>>>>>>CTFC(field2)
M

Integer(0..MaxCTFC)
Integer number calculated according to [18].  The calculation of CTFC ignores any DCH transport channels which may be assigned

>>>Explicit





>>>>Transport format combination_DSCH

1 to <MaxTFCI_2_Combs>

The first instance of the parameter Transport format combination_DSCH corresponds to TFCI (field2) = 0, the second to TFCI (field 2) =  1 and so on.

>>>>>CTFC(field2)
M

Integer(0..MaxCTFC)
Integer number calculated according to [18].  The calculation of CTFC ignores any DCH transport channels which may be assigned

Condition
Explanation

PhysChan
The choice shall be present if the TFCS concerns a UL DPCH or PRACH channel or PCPCH channel in FDD, not when the TFCS is used for other physical channels.

Range bound
Explanation

MaxnoofTFCs
The maximum number of Transport Format Combinations.

MaxTFCI_1_Combs
Maximum number of TFCI (field 1) combinations (given by 2 raised to the power of the length of the TFCI (field 1))

MaxTFCI_2_Combs
Maximum number of TFCI (field 2) combinations (given by 2 raised to the power of the length of the TFCI (field 2))

MaxNoTFCIGroups
Maximum number of groups, each group described in terms of a range of TFCI(field 2) values for which a single value of CTFC(field2) applies 

MaxCTFC
Maximum number of the CTFC value is calculated according to the following:
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with the notation according to [18]

9.3.4

Information Elements Definitions

/*** snip ***/
TDD-DPCHOffset ::= CHOICE {


initialOffset

INTEGER (0..255),


noinitialOffset

INTEGER (0..63)

}
TDD-PhysicalChannelOffset ::= INTEGER (0..63)

TDD-TPC-DownlinkStepSize ::= ENUMERATED {


step-size1,


step-size2,


step-size3,


...

}

TransportFormatCombination-Beta ::= CHOICE {


signalledGainFactors

SEQUENCE {


gainFactor




CHOICE {




fdd






SEQUENCE {





betaC





BetaCD,





betaD





BetaCD



},



tdd






BetaCD


},

    refTFCNumber



RefTFCNumber
OPTIONAL


},


computedGainFactors



RefTFCNumber

}
TFCI-Coding ::= ENUMERATED {


v4,


v8,


v16,


v32,


...

}

/*** snip ***/
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For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is only a guide to the reader only and so they can be +/- 1 page number wrong. Insert the page number using the following method. Go to the line following the first section break in your CR. Choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.


10)
When you have finished making all changes, go to "tools / track changes / highlight changes" and uncheck the "track changes while editing" box, otherwise the page numbers in the headers will be difficult to read. Make sure that the two other options in this box (highlight changes on screen" and "highlight changes in printed document" are both maked "X".


Examples of expressions of prevision in 3GPP specifications


To ensure that everybody else understands your proposed chnaged the same way that you do, it is very important to keep to the following rules:
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