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8.3.7
Unsynchronised Radio Link Reconfiguration

8.3.7.1
General

The Unsynchronised Radio Link Reconfiguration procedure is used to reconfigure Radio Link(s) related to one UE‑UTRAN connection within a DRNS.

The procedure is used when there is no need to synchronise the time of the switching from the old to the new radio link configuration in the cells used by the UE-UTRAN connection within the DRNS.

This procedure shall use the signalling bearer connection for the relevant UE context.

The Unsynchronised Radio Link Reconfiguration procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1.

8.3.7.2
Successful Operation
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Figure 1: Unsynchronised Radio Link Reconfiguration procedure, Successful Operation

The Unsynchronised Radio Link Reconfiguration procedure is initiated by the SRNC by sending the RADIO LINK RECONFIGURATION REQUEST message to the DRNC.

Upon reception, the DRNS shall modify the configuration of the Radio Link(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.


If the RADIO LINK RECONFIGURATION REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request before providing a response to the SRNC.
DCH Modification:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs to Modify IEs, then the DRNSshall treat them as follows:
· 
· 
· 
· If the DCHs to Modify IE includes multiple DCH Specific Info IEs, then the DRNS shall treat the DCHs as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if it can include all of them in the new configuration.

· If the DCHs to Modify IE includes the UL FP Mode IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs to be modified, the DRNS shall apply the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

· If the DCHs to Modify IE includes the ToAWS IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs to be modified, the DRNS shall apply the new ToAWS in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

· If the DCHs to Modify IE includes the ToAWE IE for a DCH or a DCH which belongs to a set of co-ordinated DCHs to be modified, the DRNS shall apply the new ToAWE in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

· If the DCH Specific Info IE includes on the Transport Format Set  IE for the UL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Uplink of this DCH in the new configuration.

· If the DCH Specific Info IE includes on the Transport Format Set IE for the DL of a DCH to be modified, the DRNS shall apply the new Transport Format Set in the Downlink of this DCH in the new configuration.

· If the DCH Specific Info IE includes on the Allocation/Retention Priority IE for a DCH to be modified, the DRNS should use this new value when reserving resources for this DCH in the new configuration.

· If the DCH Specific Info IE includes the Frame Handling Priority IE, the DRNS should store this information for this DCH in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

·  [FDD - If the DRAC Control IE is present and set to "requested" in DCH Specific Info IE for at least one DCH, and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE  to be received on FACH, for each Radio Link. If the DRNS does not support DRAC, the DNRC shall not provide these IEs in the RADIO LINK RECONFIGURATION RESPONSE message.]
· [TDD - If the DCH Specific Info IE includes the CCTrCH ID IE for the UL, the DRNS shall map the DCH onto the referenced UL CCTrCH.]

·  [TDD - If the DCH Specific Info IE includes the CCTrCH ID IE for the DL, the DRNS shall map the DCH onto the referenced DL CCTrCH.]

DCH Addition:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCHs to Add IEs, then the DRNS shall treat them each as follows:

· The DRNS shall reserve necessary resources for the new configuration of the Radio Link(s) according to the parameters given in the message and include these DCH in the new configuration.

· If the DCHs to Add IE includes multiple DCH Specific Info IEs, then the DRNS shall treat the DCHs in the DCHs to Add IE as a set of co-ordinated DCHs. The DRNS shall include these DCHs in the new configuration only if it can all of them in the new configuraton.

· [FDD - For DCHs which do not belong to a set of co-ordinated DCHs with the QE-Selector IE set to "selected", the Transport channel BER from that DCH shall be the base for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [4]. If the QE-Selector is set to "non-selected", the Physical channel BER shall be used for the QE in the UL data frames, ref. [4].]

· For a set of co-ordinated DCHs, the Transport channel BER from the DCH with the QE‑Selector IE set to "selected" shall be used for the QE in the UL data frames, ref. [4]. 
[FDD - If no Transport channel BER is available for the selected DCH, the Physical channel BER shall be used for the QE, ref. [4]. If all DCHs have QE-Selector IE set to "non-selected", the Physical channel BER shall be used for the QE, ref. [4].]

· The DRNS should store the Frame Handling Priority IE received for a DCH to be added in the new configuration. The received Frame Handling Priority should be used when prioritising between different frames in the downlink on the radio interface in congestion situations within the DRNS once the new configuration has been activated.

· The DRNS shall use the included UL FP Mode IE for a DCH or a set of co-ordinated DCHs to be added as the new FP Mode in the Uplink of the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

· The DRNS shall use the included ToAWS IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window Start Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

· The DRNS shall use the included ToAWE IE for a DCH or a set of co-ordinated DCHs to be added as the new Time of Arrival Window End Point in the user plane for the DCH or the set of co-ordinated DCHs in the new configuration.

· [FDD - If the DRAC Control IE is set to "requested" in the DCH Specific Info IE for at least one DCH, and if the DRNS supports the DRAC, the DRNC shall indicate in the RADIO LINK RECONFIGURATION RESPONSE message the Secondary CCPCH Info IE and the Reference to System Information blocks IE to be received on FACH, for each Radio Link. If the DRNS does not support DRAC, the DRNC shall not provide these IEs in the RADIO LINK RECONFIGURATION RESPONSE message.

DCH Deletion:

If the RADIO LINK RECONFIGURATION REQUEST message includes any DCH to delete IE, the DRNS shall not include the referenced DCHs in the new configuration.

If all of the DCHs belonging to a set of co-ordinated DCHs are requested to be deleted, the DRNS shall not include this set of co-ordinated DCHs in the new configuration.

Physical Channel Modification:

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes an UL DPCH Information IE, then the DRNS shall apply the parameters to the new configuration as follows: ] 

· [FDD - If the UL DPCH Information IE includes the TFCS IE for the UL, the DRNS shall apply the new TFCS in the Uplink of the new configuration.]

[FDD - If the RADIO LINK RECONFIGURATION PREPARE message includes a DL DPCH Information IE, then the DRNS shall apply the parameters to the new configuration as follows:] 

· [FDD - If the DL DPCH Information IE includes the TFCS IE for the DL, the DRNS shall apply the new TFCS in the Downlink of the new configuration.]

· [FDD - If the DL DPCH Information IE includes the TFCI Signalling Mode IE for the DL, the DRNS shall apply the new TFCI Signalling Mode in the Downlink of the new configuration.]

·  [FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Used', the DRNS shall, if supported, use Limited Power Increase according to ref. [10] section 5.2.1 for the inner loop DL power control in the new configuration.]

· [FDD – If the DL DPCH Information IE includes the Limited Power Increase IE and the IE is set to 'Not Used', the DRNS shall not use Limited Power Increase for the inner loop DL power control in the new configuration.]

Compressed Mode Preparation:

[FDD - If the RADIO LINK RECONFIGURATION REQUEST  message includes the Transmission Gap Pattern Sequence Information IE, the DRNS shall store the new information about the Transmission Gap Pattern Sequences to be used in the new Compressed Mode configuration.]

[FDD - If the RADIO LINK RECONFIGURATION REQUEST  message includes the Transmission Gap Pattern Sequence Information IE, and if the Downlink compressed mode method in one or more Transmission Gap Pattern Sequence within the Transmission Gap Pattern Sequence Information IE is set to 'SF/2', the DRNC shall include the DL Code Information IE in the RADIO LINK RECONFIGURATION RESPONSE message indicating for each Channelisation Code whether the alternative scrambling code shall be used or not.] 

[TDD - UL/DL CCTrCH Modification]

 [TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH Information to modify IEs or DL CCTrCH Information to modify IEs, the DRNS shall apply the included TFCS IE as the new value to the referenced CCTrCH.]

[TDD – UL/DL CCTrCH Deletion]

[TDD - If the RADIO LINK RECONFIGURATION REQUEST message includes any UL CCTrCH Information to delete IEs or DL CCTrCH Information to delete IEs , the DRNS shall remove the referenced CCTrCH in the new configuration.]








General:

If the requested modifications are allowed by the DRNS, and if the DRNS has successfully allocated the required resources and changed to the new configuration, the DRNC shall respond to the SRNC with the RADIO LINK RECONFIGURATION RESPONSE message.

The DRNS decides the maximum and minimum SIR for the uplink of the Radio Link(s), and the DRNC shall return this in the IEs Maximum Uplink SIR and Minimum Uplink SIR for each Radio Link in the RADIO LINK RECONFIGURATION RESPONSE message.

If the DL TX power upper or lower limit has been re-configured, the DRNC shall return this in the Maximum DL TX Power IE and Minimum DL TX Power IE respectively in the RADIO LINK RECONFIGURATION RESPONSE message.
In case of a set of co-ordinated DCHs requiring a new transport bearer on Iur, the DRNC shall return the DCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message only for one of the DCH in the set of co-ordinated DCHs.

In case of a Radio Link being combined with another Radio Link within the DRNS, the DRNC shall return the DCH Information Response IE in the RADIO LINK RECONFIGURATION RESPONSE message only for one of the combined Radio Links.

8.3.7.3
Unsuccessful Operation
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Figure 2: Unsynchronised Radio Link Reconfiguration procedure, Unsuccessful Operation

If more than one DCH of a set of co-ordinated DCHs has the QE-Selector IE set to "selected " [TDD – or no DCH of a set of co-ordinated DCHs has the QE-Selector IE set to “selected”], the DRNS shall regard the Unsynchronised Radio Link Reconfiguration procedure as failed, and the DRNC shall respond with a RADIO LINK RECONFIGURATION FAILURE message.

If the DRNS cannot allocate the necessary resources for all the new DCHs of a set of co-ordinated DCHs requested to be added, it shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed.

If the requested Unsynchronised Radio Link Reconfiguration procedure fails for one or more Radio Link(s), the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC, indicating the reason for failure.

 Typical cause values are:

Radio Network Layer Causes:

-
UL Scrambling Code Already in Use;

-
DL Radio Resources not Available;

-
UL Radio Resources not Available;
-
Requested Configuration not Supported;

· Invalid CM Setting;

-
CM not Supported.
Protocol Causes:

-
Transaction not Allowed.

Miscellaneous Causes:

-
Control Processing Overload;

-
Not enough User Plane Processing Resources.

8.3.7.4
Abnormal Conditions

If only a subset of all the DCHs belonging to a set of co-ordinated DCHs is requested to be deleted, the DRNS shall regard the Unsynchronised Radio Link Reconfiguration procedure as having failed, and the DRNC shall send the RADIO LINK RECONFIGURATION FAILURE message to the SRNC.
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