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References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

[1]
ITU-T Recommendation I.363.2 (1997): "B-ISDN ATM Adaptation Layer type 2".
[2]
ITU-T Recommendation I.366.1 (1998): "Segmentation and Reassembly Service Specific Convergence Sublayer for the AAL type 2".
[3]
(Void)

Note:
The above reference will be to ITU-T Recommendation Q.2630.1 (1999): "AAL Type 2 signalling protocol (Capability Set 1)" when available.

[4]
ITU-T Recommendation Q.2110 (1994): "B-ISDN ATM Adaptation layer – Service Specific Connection Oriented Protocol (SSCOP)".

[5]
ITU-T Recommendation Q.2130 (1994): "B-ISDN Signalling ATM Adaptation Layer – Service Specific Coordination Function for Support of Signalling at the User Network Interface (SSCF at UNI)".
[6]
ITU-T Recommendation Q.2150.2 (12/99): "AAL type 2 signalling transport converter on SSCOP".

[7]
ITU-T Recommendation I.361 (1995): "B-ISDN ATM Layer Specification".
[8]
ITU-T Recommendation I.630 (1999): "ATM Protection Switching".

[9]




IETF RFC 2460 (12/1998) “Internet Protocol, Version 6 (Ipv6) Specification”.

[10]
IETF RFC 791 (1981): "Internet Protocol".
3
Definitions, symbols and abbreviations

3.1
Definitions
3.2
Symbols

3.3
Abbreviations

AAL
ATM Adaption Layer

AAL2
AAL Type 2
ATM
Asynchronous Transfer Mode
CPCH
Common Packet Channel

CPCS
Common Part Convergence Sublayer

CPS
Common Part Sublayer

DSCH
Downlink Shared Channel

FACH
Forward Access Channel
FP
Frame Protocol

RACH
Random Access Channel

RNC
Radio Network Controller

SAAL
Signalling ATM Adaption Layer
SAR
Segmentation and Reassembly

SSCF
Service Specific Co-ordination Function
SSCOP
Service Specific Connection Oriented Protocol
SSCS
Service Specific Convergence Sublayer
SSSAR
Service Specific Segmentation and Reassembly

STC
Signalling Transport Converter
UMTS
Universal Mobile Telecommunication Network

UNI
User-Network Interface
USCH
Uplink Shared Channel

UTRAN
UMTS Terrestrial Radio Access Network
4
ATM Layer

4.1
General

ATM shall be used in the transport network user plane and the transport network control plane according to I.361 [7].

4.2
Protection Switching at ATM Layer

If redundancy of pathways at ATM layer between RNC and Node B is supported, it shall be implemented using ATM Protection Switching according to I.630 [8].
5. IP Layer

5.1 General

IPv6 [9] (RFC 2460) shall be supported, IPv4 [10] (RFC 791) support is optional.
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