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8.11
SRNS Context Transfer

8.11.1
General

The purpose of the SRNS Context Transfer procedure is to trigger the transfer of SRNS contexts from the source RNC to the CN (PS domain) in case of inter-system forward handover. The procedure uses connection oriented signalling.

8.11.2
Successful Operation
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Figure 1: SRNS Context Transfer procedure. Successful operation.

The CN shall initiate the procedure by sending a SRNS CONTEXT REQUEST message to the source RNC. The SRNS CONTEXT REQUEST message shall include the list of RABs whose contexts should be transferred.

The source RNC shall respond to the CN with a SRNS CONTEXT RESPONSE message containing  all the referenced RABs including both, successful and unsuccessful RAB transfers. For each RAB whose transfer is successful, the following context information elements shall be included:

-
RAB ID;

-
always when available, the sequence number for the next downlink GTP‑PDU to be sent to the UE i.e. DL GTP-PDU Sequence Number;

-
always when available, the sequence number for the next uplink GTP‑PDU to be tunnelled to the GGSN i.e. UL GTP-PDU Sequence Number;

-
always when available, the radio interface sequence number (PDCP) [17] of the next downlink N-PDU (PDCP SDU) that would have been sent to the UE by a source system  i.e. DL N-PDU Sequence Number IE;

-
always when available, the radio interface sequence number (PDCP) [17] of the next uplink N-PDU (PDCP SDU) that would have been expected from the UE by a source system  i.e. UL N-PDU Sequence Number IE.

Transmission and reception of the SRNS CONTEXT RESPONSE message shall terminate the procedure in the UTRAN and the CN respectively.

8.11.3
Unsuccessful Operation

For each RAB for which UTRAN is not able to transfer the RAB context, e.g. if the RAB ID is unknown to the RNC, this RAB ID is included in the SRNS CONTEXT RESPONSE message together with a Cause IE, e.g. "Invalid RAB ID".

8.11.4
Abnormal Conditions 

Not applicable.

9.1.20
SRNS CONTEXT RESPONSE

This message is sent by the source RNC as a response to SRNS CONTEXT REQUEST message.

Direction: RNC ( CN.

Signalling bearer mode: Connection oriented.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	RABs Contexts
	C -ifNoOtherGroup
	0 to <maxnoofRABs>
	
	
	EACH
	ignore

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>DL GTP-PDU Sequence Number
	C - ifAvail
	
	9.2.2.3
	
	-
	

	>UL GTP-PDU Sequence Number
	C - ifAvail
	
	9.2.2.4
	
	-
	

	>DL N-PDU Sequence Number
	C - ifAvail
	
	9.2.1.33
	
	-
	

	>UL N-PDU Sequence Number
	C - ifAvail
	
	9.2.1.34
	
	-
	

	RABs Contexts Failed To Transfer
	C - ifNoOtherGroup
	0 to <maxnoofRABs>
	
	
	EACH
	ignore

	>RAB ID
	M
	
	9.2.1.2
	
	-
	

	>Cause
	M
	
	9.2.1.4
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.1.35
	
	YES
	ignore


	Condition
	Explanation

	
	

	
	

	IfNoOtherGroup
	This group must be present at least when no other group is present, i.e. at least one group must be present.

	IfAvail
	This IE is only present when available


	Range bound
	Explanation

	maxnoofRABs
	Maximum no. of RABs for one UE. Value is 256.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for RANAP.

--

-- **************************************************************

RANAP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


DataVolumeReference,


AreaIdentity,


CN-DomainIndicator,


Cause,


CriticalityDiagnostics,


ChosenEncryptionAlgorithm,


ChosenIntegrityProtectionAlgorithm,


ClassmarkInformation2,


ClassmarkInformation3,


DL-GTP-PDU-SequenceNumber,


DL-N-PDU-SequenceNumber,


DataVolumeReportingIndication,


DRX-CycleLengthCoefficient,


EncryptionInformation,


GlobalRNC-ID,


IntegrityProtectionInformation,


IuSignallingConnectionIdentifier,


IuTransportAssociation,


KeyStatus,


L3-Information,


LAI,


NAS-PDU,


NAS-SynchronisationIndicator,


NonSearchingIndication,


NumberOfSteps,


OMC-ID,


OldBSS-ToNewBSS-Information,


PagingAreaID,


PagingCause,

   
PDP-TypeInformation,


PermanentNAS-UE-ID,


RAB-ID,


RAB-Parameters,


RAC,


RelocationType,


RequestType,


SAI,


SAPI,

Service-Handover,

SourceID,


SourceRNC-ToTargetRNC-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TemporaryUE-ID,


TraceReference,


TraceType,


UnsuccessfullyTransmittedDataVolume,


TransportLayerAddress,


TriggerID,


UE-ID,


UL-GTP-PDU-SequenceNumber,


UL-N-PDU-SequenceNumber,


UP-ModeVersions,


UserPlaneMode

FROM RANAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


RANAP-PRIVATE-IES,


RANAP-PROTOCOL-EXTENSION,


RANAP-PROTOCOL-IES,


RANAP-PROTOCOL-IES-PAIR

FROM RANAP-Containers


maxNrOfDTs,


maxNrOfErrors,


maxNrOfIuSigConIds,


maxNrOfRABs,


maxNrOfVol,


id-AreaIdentity,


id-CN-DomainIndicator,


id-Cause,


id-ChosenEncryptionAlgorithm,


id-ChosenIntegrityProtectionAlgorithm,


id-ClassmarkInformation2,


id-ClassmarkInformation3,


id-CriticalityDiagnostics,


id-DRX-CycleLengthCoefficient,


id-DirectTransferInformationItem-RANAP-RelocInf,


id-DirectTransferInformationList-RANAP-RelocInf,


id-DL-GTP-PDU-SequenceNumber,


id-EncryptionInformation,


id-GlobalRNC-ID,


id-IntegrityProtectionInformation,


id-IuSigConId,

id-IuSigConIdItem,


id-IuSigConIdList,


id-IuTransportAssociation,


id-KeyStatus,


id-L3-Information,


id-LAI,


id-NAS-PDU,


id-NonSearchingIndication,


id-NumberOfSteps,


id-OMC-ID,


id-OldBSS-ToNewBSS-Information,


id-PagingAreaID,


id-PagingCause,


id-PermanentNAS-UE-ID,


id-RAB-ContextItem,


id-RAB-ContextList,


id-RAB-ContextFailedtoTransferItem,


id-RAB-ContextFailedtoTransferList,


id-RAB-ContextItem-RANAP-RelocInf,


id-RAB-ContextList-RANAP-RelocInf,


id-RAB-DataForwardingItem,


id-RAB-DataForwardingItem-SRNS-CtxReq,


id-RAB-DataForwardingList,


id-RAB-DataForwardingList-SRNS-CtxReq,


id-RAB-DataVolumeReportItem,


id-RAB-DataVolumeReportList,


id-RAB-DataVolumeReportRequestItem,


id-RAB-DataVolumeReportRequestList,


id-RAB-FailedItem,


id-RAB-FailedList,


id-RAB-FailedtoReportItem,


id-RAB-FailedtoReportList,


id-RAB-ID,


id-RAB-QueuedItem,


id-RAB-QueuedList,


id-RAB-ReleaseFailedList,


id-RAB-ReleaseItem,


id-RAB-ReleasedItem-IuRelComp,


id-RAB-ReleaseList,


id-RAB-ReleasedItem,


id-RAB-ReleasedList,


id-RAB-ReleasedList-IuRelComp,


id-RAB-RelocationReleaseItem,


id-RAB-RelocationReleaseList,


id-RAB-SetupItem-RelocReq,


id-RAB-SetupItem-RelocReqAck,


id-RAB-SetupList-RelocReq,


id-RAB-SetupList-RelocReqAck,


id-RAB-SetupOrModifiedItem,


id-RAB-SetupOrModifiedList,


id-RAB-SetupOrModifyItem,


id-RAB-SetupOrModifyList,


id-RAC,


id-RelocationType,


id-RequestType,


id-SAI,


id-SAPI,


id-SourceID,


id-SourceRNC-ToTargetRNC-TransparentContainer,


id-TargetID,


id-TargetRNC-ToSourceRNC-TransparentContainer,


id-TemporaryUE-ID,


id-TraceReference,


id-TraceType,


id-TransportLayerAddress,


id-TriggerID,


id-UE-ID,


id-UL-GTP-PDU-SequenceNumber

FROM RANAP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

RAB-IE-ContainerList                  { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

RAB-IE-ContainerPairList              { RANAP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfRABs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfRABs,   {IEsSetParam} }

IuSigConId-IE-ContainerList           { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfIuSigConIds,   {IEsSetParam} }

DirectTransfer-IE-ContainerList   { RANAP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfDTs,    {IEsSetParam} }

-- **************************************************************

--

-- Iu RELEASE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Iu Release Command

--

-- **************************************************************

Iu-ReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseCommandExtensions} } 



OPTIONAL,


...

}

Iu-ReleaseCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause
 



PRESENCE mandatory
},


...

}

Iu-ReleaseCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Iu Release Complete

--

-- **************************************************************

Iu-ReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseCompleteExtensions} }



OPTIONAL,


...

}

Iu-ReleaseCompleteIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportList

CRITICALITY ignore
TYPE RAB-DataVolumeReportList 


PRESENCE conditional



-- This group is only present if data volume reporting for PS domain is required --







} |


{ ID id-RAB-ReleasedList-IuRelComp

CRITICALITY ignore
TYPE RAB-ReleasedList-IuRelComp


PRESENCE conditional


-- This group is only present for RABs towards the PS domain when sequence numbers are available and when the release was initiated by UTRAN --





} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics  


PRESENCE optional 
},


...

}

RAB-DataVolumeReportList 



::= RAB-IE-ContainerList { {RAB-DataVolumeReportItemIEs} }

RAB-DataVolumeReportItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportItem

CRITICALITY ignore
TYPE RAB-DataVolumeReportItem


PRESENCE mandatory
},


...

}

RAB-DataVolumeReportItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-UnsuccessfullyTransmittedDataVolume

DataVolumeList

OPTIONAL


-- This IE is only present if data volume reporting for PS domain is required --,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataVolumeReportItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataVolumeReportItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleasedList-IuRelComp



::= RAB-IE-ContainerList { {RAB-ReleasedItem-IuRelComp-IEs} }

RAB-ReleasedItem-IuRelComp-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleasedItem-IuRelComp


CRITICALITY ignore
TYPE RAB-ReleasedItem-IuRelComp



PRESENCE mandatory
},


...

}

RAB-ReleasedItem-IuRelComp
::= SEQUENCE {



rAB-ID





RAB-ID,



dL-GTP-PDU-SequenceNumber
DL-GTP-PDU-SequenceNumber 
OPTIONAL



--This IE is only present when available--,



uL-GTP-PDU-SequenceNumber
UL-GTP-PDU-SequenceNumber 
OPTIONAL



--This IE is only present when available--,



iE-Extensions



ProtocolExtensionContainer { {RAB-ReleasedItem-IuRelComp-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleasedItem-IuRelComp-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

Iu-ReleaseCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION PREPARATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Required

--

-- **************************************************************

RelocationRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequiredIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequiredExtensions} }



OPTIONAL,

        ...

}

RelocationRequiredIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RelocationType



CRITICALITY reject
TYPE RelocationType 



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SourceID



CRITICALITY ignore
TYPE SourceID
 



PRESENCE mandatory
} |


{ ID id-TargetID



CRITICALITY reject
TYPE TargetID
 



PRESENCE mandatory
} |


{ ID id-ClassmarkInformation2


CRITICALITY reject
TYPE ClassmarkInformation2


PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} |


{ ID id-ClassmarkInformation3


CRITICALITY ignore
TYPE ClassmarkInformation3


PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer









CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer PRESENCE conditional


-- This IE shall be present when initiating relocation of SRNS  --











} |


{ ID id-OldBSS-ToNewBSS-Information

CRITICALITY ignore
TYPE OldBSS-ToNewBSS-Information

PRESENCE conditional


-- This is only present when initiating an inter system handover towards GSM BSC --







} ,


...

}

RelocationRequiredExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Command

--

-- **************************************************************

RelocationCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCommandExtensions} }



OPTIONAL,


...

}

RelocationCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer









CRITICALITY reject
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE conditional



-- This IE shall be included if it is received by the CN from the relocation target. --





} |


{ ID id-L3-Information



CRITICALITY ignore
TYPE L3-Information



PRESENCE conditional


-- This IE shall be included if it is received by the CN from the relocation target. --





} |


{ ID id-RAB-RelocationReleaseList

CRITICALITY ignore
TYPE RAB-RelocationReleaseList 


PRESENCE optional
} |


{ ID id-RAB-DataForwardingList


CRITICALITY ignore
TYPE RAB-DataForwardingList


PRESENCE conditional



-- This group if applicable is only present for RABs towards the PS domain --








} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-RelocationReleaseList 



::= RAB-IE-ContainerList { {RAB-RelocationReleaseItemIEs} }

RAB-RelocationReleaseItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-RelocationReleaseItem

CRITICALITY ignore
TYPE RAB-RelocationReleaseItem


PRESENCE mandatory
},


...

}

RAB-RelocationReleaseItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-RelocationReleaseItem-ExtIEs} }


OPTIONAL,


...

}

RAB-RelocationReleaseItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-DataForwardingList 




::= RAB-IE-ContainerList { {RAB-DataForwardingItemIEs} }

RAB-DataForwardingItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingItem


CRITICALITY ignore
TYPE RAB-DataForwardingItem


PRESENCE mandatory
},


...

}

RAB-DataForwardingItem ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataForwardingItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataForwardingItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Preparation Failure

--

-- **************************************************************

RelocationPreparationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationPreparationFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationPreparationFailureExtensions} }


OPTIONAL,

        ...

}

RelocationPreparationFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RelocationPreparationFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION RESOURCE ALLOCATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Request

--

-- **************************************************************

RelocationRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestExtensions} }



OPTIONAL,


...

}

RelocationRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID 


PRESENCE conditional


-- This IE is only present if available at the sending side --










} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-SourceRNC-ToTargetRNC-TransparentContainer










CRITICALITY reject
TYPE SourceRNC-ToTargetRNC-TransparentContainer
PRESENCE mandatory
} |


{ ID id-RAB-SetupList-RelocReq


CRITICALITY reject
TYPE RAB-SetupList-RelocReq


PRESENCE optional
} |


{ ID id-IntegrityProtectionInformation

CRITICALITY ignore
TYPE IntegrityProtectionInformation 

PRESENCE conditional



-- This IE is only present if available at the sending side --










} |


{ ID id-EncryptionInformation


CRITICALITY ignore
TYPE EncryptionInformation 


PRESENCE optional
} |


{ ID id-IuSigConId
CRITICALITY ignore TYPE IuSignallingConnectionIdentifier  PRESENCE mandatory },


...

}

RAB-SetupList-RelocReq 




::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReq-IEs} }

RAB-SetupItem-RelocReq-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReq


CRITICALITY reject
TYPE RAB-SetupItem-RelocReq


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReq ::= SEQUENCE {


rAB-ID





RAB-ID,


nAS-SynchronisationIndicator
NAS-SynchronisationIndicator
OPTIONAL


-- This IE is present if the relevant NAS information is provided by the CN --,


rAB-Parameters




RAB-Parameters,


dataVolumeReportingIndication


DataVolumeReportingIndication 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain --,


pDP-TypeInformation



PDP-TypeInformation

OPTIONAL

  
-- This IE is only present for RABs towards the PS domain --,


userPlaneInformation



UserPlaneInformation,


transportLayerAddress



TransportLayerAddress,


iuTransportAssociation



IuTransportAssociation,

service-Handover



Service-Handover

OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReq-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReq-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

UserPlaneInformation ::= SEQUENCE {


userPlaneMode




UserPlaneMode,


uP-ModeVersions




UP-ModeVersions,


iE-Extensions




ProtocolExtensionContainer { {UserPlaneInformation-ExtIEs} }


OPTIONAL,


...

}

UserPlaneInformation-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Request Acknowledge

--

-- **************************************************************

RelocationRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationRequestAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationRequestAcknowledgeExtensions} }


OPTIONAL,


...

}

RelocationRequestAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TargetRNC-ToSourceRNC-TransparentContainer








CRITICALITY ignore
TYPE TargetRNC-ToSourceRNC-TransparentContainer PRESENCE conditional


-- Must be included if applicapble and if not sent via the other CN --









} |


{ ID id-RAB-SetupList-RelocReqAck

CRITICALITY ignore
TYPE RAB-SetupList-RelocReqAck


PRESENCE optional} |


{ ID id-RAB-FailedList



CRITICALITY ignore
TYPE RAB-FailedList



PRESENCE optional }|


{ ID id-ChosenIntegrityProtectionAlgorithm
CRITICALITY ignore
TYPE ChosenIntegrityProtectionAlgorithm

PRESENCE conditional


-- This IE is only present if available at the sending side --










} |


{ ID id-ChosenEncryptionAlgorithm

CRITICALITY ignore
TYPE ChosenEncryptionAlgorithm


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RAB-SetupList-RelocReqAck 



::= RAB-IE-ContainerList { {RAB-SetupItem-RelocReqAck-IEs} }

RAB-SetupItem-RelocReqAck-IEs RANAP-PROTOCOL-IES ::= { 


{ ID id-RAB-SetupItem-RelocReqAck

CRITICALITY reject
TYPE RAB-SetupItem-RelocReqAck


PRESENCE mandatory 
},


...

}

RAB-SetupItem-RelocReqAck ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress
OPTIONAL,


--This IE is only present for RABS towards the PS Domain


iuTransportAssociation



IuTransportAssociation
OPTIONAL,


--This IE is only present for RABS towards the PS Domain


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupItem-RelocReqAck-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupItem-RelocReqAck-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-FailedList 





::= RAB-IE-ContainerList { {RAB-FailedItemIEs} }

RAB-FailedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-FailedItem



CRITICALITY ignore
TYPE RAB-FailedItem



PRESENCE mandatory
},


...

}

RAB-FailedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RAB-FailedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-FailedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RelocationRequestAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Failure

--

-- **************************************************************

RelocationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationFailureIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationFailureExtensions} }



OPTIONAL,


...

}

RelocationFailureIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

RelocationFailureExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION CANCEL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Cancel

--

-- **************************************************************

RelocationCancel ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCancelIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCancelExtensions} }



OPTIONAL,


...

}

RelocationCancelIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

RelocationCancelExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Relocation Cancel Acknowledge

--

-- **************************************************************

RelocationCancelAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCancelAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCancelAcknowledgeExtensions} } 


OPTIONAL,


...

}

RelocationCancelAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RelocationCancelAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SRNS CONTEXT TRANSFER OPEARATION

--

-- **************************************************************

-- **************************************************************

--

-- SRNS Context Request

--

-- **************************************************************

SRNS-ContextRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SRNS-ContextRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {SRNS-ContextRequestExtensions} }



OPTIONAL,


...

}

SRNS-ContextRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingList-SRNS-CtxReq
CRITICALITY ignore
TYPE RAB-DataForwardingList-SRNS-CtxReq

PRESENCE mandatory
},


...

}

RAB-DataForwardingList-SRNS-CtxReq 


::= RAB-IE-ContainerList { {RAB-DataForwardingItem-SRNS-CtxReq-IEs} }

RAB-DataForwardingItem-SRNS-CtxReq-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingItem-SRNS-CtxReq
CRITICALITY reject
TYPE RAB-DataForwardingItem-SRNS-CtxReq

PRESENCE mandatory
},


...

}

RAB-DataForwardingItem-SRNS-CtxReq ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataForwardingItem-SRNS-CtxReq-ExtIEs} }


OPTIONAL,


...

}

RAB-DataForwardingItem-SRNS-CtxReq-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

SRNS-ContextRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SRNS Context Response

--

-- **************************************************************

SRNS-ContextResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SRNS-ContextResponseIEs} },


protocolExtensions

ProtocolExtensionContainer { {SRNS-ContextResponseExtensions} }



OPTIONAL,


...

}

SRNS-ContextResponseIEs RANAP-PROTOCOL-IES ::= {

{ ID id-RAB-ContextList



CRITICALITY ignore
TYPE RAB-ContextList



PRESENCE conditional


-- This group must be present at least when no other group is present, i.e. at least one group must be present.--
} |


{ ID id-RAB-ContextFailedtoTransferList

CRITICALITY ignore
TYPE RAB-ContextFailedtoTransferList

PRESENCE conditional


-- This group must be present when at least no other group is present, i.e. at least one group must be presentone rab transfer is failed --
}|


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RAB-ContextList 




::= RAB-IE-ContainerList { {RAB-ContextItemIEs} }

RAB-ContextItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextItem



CRITICALITY ignore
TYPE RAB-ContextItem



PRESENCE mandatory
},


...

}

RAB-ContextItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-GTP-PDU-SequenceNumber


DL-GTP-PDU-SequenceNumber 
OPTIONAL


--This IE is only present when available--,


ul-GTP-PDU-SequenceNumber


UL-GTP-PDU-SequenceNumber 
OPTIONAL


--This IE is only present when available--,


dl-N-PDU-SequenceNumber



DL-N-PDU-SequenceNumber 
OPTIONAL


--This IE is only present when available--,


ul-N-PDU-SequenceNumber



UL-N-PDU-SequenceNumber 
OPTIONAL


--This IE is only present when available--,


iE-Extensions




ProtocolExtensionContainer { {RAB-ContextItem-ExtIEs} }


OPTIONAL,


...

}

RAB-ContextItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ContextFailedtoTransferList 



::= RAB-IE-ContainerList { {RABs-ContextFailedtoTransferItemIEs} }

RABs-ContextFailedtoTransferItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextFailedtoTransferItem

CRITICALITY ignore
TYPE RABs-ContextFailedtoTransferItem


PRESENCE mandatory
},


...

}

RABs-ContextFailedtoTransferItem::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { { RABs-ContextFailedtoTransferItem-ExtIEs} }


OPTIONAL,


...

}

RABs-ContextFailedtoTransferItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

SRNS-ContextResponseExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SECURITY MODE CONTROL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Security Mode Command

--

-- **************************************************************

SecurityModeCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SecurityModeCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {SecurityModeCommandExtensions} }



OPTIONAL,


...

}

SecurityModeCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-IntegrityProtectionInformation

CRITICALITY reject
TYPE IntegrityProtectionInformation

PRESENCE mandatory
} |


{ ID id-EncryptionInformation


CRITICALITY ignore
TYPE EncryptionInformation


PRESENCE optional
} |


{ ID id-KeyStatus





CRITICALITY reject
TYPE KeyStatus





PRESENCE mandatory},


...

}

SecurityModeCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Security Mode Complete

--

-- **************************************************************

SecurityModeComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SecurityModeCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {SecurityModeCompleteExtensions} }



OPTIONAL,


...

}

SecurityModeCompleteIEs RANAP-PROTOCOL-IES ::= {


{ ID id-ChosenIntegrityProtectionAlgorithm
CRITICALITY reject
TYPE ChosenIntegrityProtectionAlgorithm 
PRESENCE mandatory
} |


{ ID id-ChosenEncryptionAlgorithm

CRITICALITY ignore
TYPE ChosenEncryptionAlgorithm


PRESENCE optional
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

SecurityModeCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Security Mode Reject

--

-- **************************************************************

SecurityModeReject ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SecurityModeRejectIEs} },


protocolExtensions

ProtocolExtensionContainer { {SecurityModeRejectExtensions} }



OPTIONAL,


...

}

SecurityModeRejectIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics 


PRESENCE optional
},


...

}

SecurityModeRejectExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DATA VOLUME REPORT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Data Volume Report Request

--

-- **************************************************************

DataVolumeReportRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DataVolumeReportRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {DataVolumeReportRequestExtensions} }


OPTIONAL,


...

}

DataVolumeReportRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportRequestList

CRITICALITY ignore
TYPE RAB-DataVolumeReportRequestList

PRESENCE mandatory
},


...

}

RAB-DataVolumeReportRequestList 


::= RAB-IE-ContainerList { {RAB-DataVolumeReportRequestItemIEs} }

RAB-DataVolumeReportRequestItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportRequestItem

CRITICALITY reject
TYPE RAB-DataVolumeReportRequestItem

PRESENCE mandatory
},


...

}

RAB-DataVolumeReportRequestItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-DataVolumeReportRequestItem-ExtIEs} }


OPTIONAL,


...

}

RAB-DataVolumeReportRequestItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

DataVolumeReportRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Data Volume Report

--

-- **************************************************************

DataVolumeReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DataVolumeReportIEs} },


protocolExtensions

ProtocolExtensionContainer { {DataVolumeReportExtensions} }



OPTIONAL,


...

}

DataVolumeReportIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataVolumeReportList

CRITICALITY ignore
TYPE RAB-DataVolumeReportList


PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --
} |


{ ID id-RAB-FailedtoReportList


CRITICALITY ignore
TYPE RAB-FailedtoReportList


PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

DataVolumeReportExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-FailedtoReportList 



::= RAB-IE-ContainerList { {RABs-failed-to-reportItemIEs} }

RABs-failed-to-reportItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-FailedtoReportItem

CRITICALITY ignore
TYPE RABs-failed-to-reportItem


PRESENCE mandatory
},


...

}

RABs-failed-to-reportItem::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { { RABs-failed-to-reportItem-ExtIEs} }


OPTIONAL,


...

}

RABs-failed-to-reportItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESET ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Reset

--

-- **************************************************************

Reset ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetIEs} },


protocolExtensions

ProtocolExtensionContainer { {ResetExtensions} }




OPTIONAL,


...

}

ResetIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE conditional 


-- This IE is always used in the uplink direction -- 











},


...

}

ResetExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset Acknowledge

--

-- **************************************************************

ResetAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {ResetAcknowledgeExtensions} }



OPTIONAL,


...

}

ResetAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


 { ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE conditional 


-- This IE is always used in the uplink direction -- 











},


...

}

ResetAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RESET RESOURCE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Reset Resource

--

-- **************************************************************

ResetResource ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetResourceIEs} },


protocolExtensions

ProtocolExtensionContainer { {ResetResourceExtensions} }




OPTIONAL,


...

}

ResetResourceIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
} |


{ ID id-IuSigConIdList



CRITICALITY ignore
TYPE ResetResourceList



PRESENCE mandatory
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE conditional 


-- This IE is always used in the uplink direction -- 











},


...

}

ResetResourceList 
::=
IuSigConId-IE-ContainerList{ {ResetResourceItemIEs} }

ResetResourceItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-IuSigConIdItem



CRITICALITY reject
TYPE
ResetResourceItem


PRESENCE mandatory
},


...

}

ResetResourceItem ::= SEQUENCE {


iuSigConId




IuSignallingConnectionIdentifier,


iE-Extensions



ProtocolExtensionContainer { { ResetResourceItem-ExtIEs} }


OPTIONAL,


...

}

ResetResourceItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

ResetResourceExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset Resource Acknowledge

--

-- **************************************************************

ResetResourceAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetResourceAcknowledgeIEs} },


protocolExtensions

ProtocolExtensionContainer { {ResetResourceAcknowledgeExtensions} }



OPTIONAL,


...

}

ResetResourceAcknowledgeIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY reject
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-IuSigConIdList



CRITICALITY ignore
TYPE ResetResourceAckList


PRESENCE mandatory
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE conditional 


 -- This IE is always used in the uplink direction -- 











} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

ResetResourceAckList 
::=
IuSigConId-IE-ContainerList{ {ResetResourceAckItemIEs} }

ResetResourceAckItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-IuSigConIdItem



CRITICALITY reject
TYPE
ResetResourceAckItem


PRESENCE mandatory
},


...

}

ResetResourceAckItem ::= SEQUENCE {


iuSigConId




IuSignallingConnectionIdentifier,


iE-Extensions



ProtocolExtensionContainer { { ResetResourceAckItem-ExtIEs} }


OPTIONAL,


...

}

ResetResourceAckItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

ResetResourceAcknowledgeExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RAB RELEASE REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- RAB Release Request

--

-- **************************************************************

RAB-ReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RAB-ReleaseRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RAB-ReleaseRequestExtensions} }



OPTIONAL,


...

}

RAB-ReleaseRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleaseList



CRITICALITY ignore
TYPE RAB-ReleaseList



PRESENCE mandatory
},


...

}

RAB-ReleaseList 




::= RAB-IE-ContainerList { {RAB-ReleaseItemIEs} }

RAB-ReleaseItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleaseItem



CRITICALITY ignore
TYPE RAB-ReleaseItem



PRESENCE mandatory
},


...

}

RAB-ReleaseItem ::= SEQUENCE {


rAB-ID





RAB-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {RAB-ReleaseItem-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleaseItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleaseRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Iu RELEASE REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Iu Release Request

--

-- **************************************************************

Iu-ReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {Iu-ReleaseRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {Iu-ReleaseRequestExtensions} }



OPTIONAL,


...

}

Iu-ReleaseRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE mandatory
},


...

}

Iu-ReleaseRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION DETECT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Detect

--

-- **************************************************************

RelocationDetect ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationDetectIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationDetectExtensions} }



OPTIONAL,


...

}

RelocationDetectIEs RANAP-PROTOCOL-IES ::= {


...

}

RelocationDetectExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RELOCATION COMPLETE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Relocation Complete

--

-- **************************************************************

RelocationComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RelocationCompleteIEs} },


protocolExtensions

ProtocolExtensionContainer { {RelocationCompleteExtensions} }



OPTIONAL,


...

}

RelocationCompleteIEs RANAP-PROTOCOL-IES ::= {


...

}

RelocationCompleteExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PAGING ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {PagingIEs} },


protocolExtensions

ProtocolExtensionContainer { {PagingExtensions} }




OPTIONAL,


...

}

PagingIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-PermanentNAS-UE-ID 


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
} |


{ ID id-TemporaryUE-ID



CRITICALITY ignore
TYPE TemporaryUE-ID



PRESENCE optional
} |


{ ID id-PagingAreaID



CRITICALITY ignore
TYPE PagingAreaID



PRESENCE optional
} |


{ ID id-PagingCause



CRITICALITY ignore
TYPE PagingCause



PRESENCE optional
} |


{ ID id-NonSearchingIndication


CRITICALITY ignore
TYPE NonSearchingIndication


PRESENCE optional
} |


{ ID id-DRX-CycleLengthCoefficient



CRITICALITY ignore
TYPE DRX-CycleLengthCoefficient



PRESENCE conditional

-- This IE shall be included whenever available for that UE --












} ,


...

}

PagingExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON ID ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Common ID

--

-- **************************************************************

CommonID ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CommonID-IEs} },


protocolExtensions

ProtocolExtensionContainer { {CommonIDExtensions} }




OPTIONAL,


...

}

CommonID-IEs RANAP-PROTOCOL-IES ::= {


{ ID id-PermanentNAS-UE-ID


CRITICALITY ignore
TYPE PermanentNAS-UE-ID



PRESENCE mandatory
},


...

}

CommonIDExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CN INVOKE TRACE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- CN Invoke Trace

--

-- **************************************************************

CN-InvokeTrace ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CN-InvokeTraceIEs} },


protocolExtensions

ProtocolExtensionContainer { {CN-InvokeTraceExtensions} }



OPTIONAL,


...

}

CN-InvokeTraceIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TraceType 



CRITICALITY ignore
TYPE TraceType 




PRESENCE mandatory
} |


{ ID id-TraceReference



CRITICALITY ignore
TYPE TraceReference



PRESENCE mandatory
} |


{ ID id-TriggerID



CRITICALITY ignore
TYPE TriggerID




PRESENCE optional
} |


{ ID id-UE-ID




CRITICALITY ignore
TYPE UE-ID




PRESENCE optional
} |


{ ID id-OMC-ID




CRITICALITY ignore
TYPE OMC-ID




PRESENCE optional
},


...

}

CN-InvokeTraceExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- CN DEACTIVATE TRACE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- CN Deactivate Trace

--

-- **************************************************************

CN-DeactivateTrace ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {CN-DeactivateTraceIEs} },


protocolExtensions

ProtocolExtensionContainer { {CN-DeactivateTraceExtensions} }



OPTIONAL,


...

}

CN-DeactivateTraceIEs RANAP-PROTOCOL-IES ::= {


{ ID id-TraceReference



CRITICALITY ignore
TYPE TraceReference



PRESENCE mandatory } |


{ ID id-TriggerID



CRITICALITY ignore
TYPE TriggerID




PRESENCE optional },


...

}

CN-DeactivateTraceExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- LOCATION REPORTING CONTROL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Location Reporting Control

--

-- **************************************************************

LocationReportingControl ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {LocationReportingControlIEs} },


protocolExtensions

ProtocolExtensionContainer { {LocationReportingControlExtensions} }


OPTIONAL,


...

}

LocationReportingControlIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RequestType 



CRITICALITY ignore
TYPE RequestType 



PRESENCE mandatory
},


...

}

LocationReportingControlExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- LOCATION REPORT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Location Report

--

-- **************************************************************

LocationReport ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {LocationReportIEs} },


protocolExtensions

ProtocolExtensionContainer { {LocationReportExtensions} }



OPTIONAL,


...

}

LocationReportIEs RANAP-PROTOCOL-IES ::= {


{ ID id-AreaIdentity



CRITICALITY ignore
TYPE AreaIdentity



PRESENCE optional
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE optional
} |


{ ID id-RequestType 



CRITICALITY ignore
TYPE RequestType 



PRESENCE conditional



-- This IE shall be present when Cause IE is present and has value "Requested Report Type not supported" --}
,


...

}

LocationReportExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- INITIAL UE MESSAGE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial UE Message

--

-- **************************************************************

InitialUE-Message ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialUE-MessageIEs} },


protocolExtensions

ProtocolExtensionContainer { {InitialUE-MessageExtensions} }



OPTIONAL,


...

}

InitialUE-MessageIEs RANAP-PROTOCOL-IES ::= {


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE mandatory
} |


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE mandatory
} |


{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE conditional



-- This IE is only present for RABs towards the PS domain --










} |


{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE mandatory
} |


{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU




PRESENCE mandatory
} |


{ ID id-IuSigConId



CRITICALITY ignore 
TYPE IuSignallingConnectionIdentifier  

PRESENCE mandatory 
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE mandatory 
},


...

}

InitialUE-MessageExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DIRECT TRANSFER ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Direct Transfer

--

-- **************************************************************

DirectTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {DirectTransferIEs} },


protocolExtensions

ProtocolExtensionContainer { {DirectTransferExtensions} }



OPTIONAL,


...

}

DirectTransferIEs RANAP-PROTOCOL-IES ::= {


{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU




PRESENCE mandatory
} |


{ ID id-LAI




CRITICALITY ignore
TYPE LAI




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain -- 








} |


{ ID id-RAC




CRITICALITY ignore
TYPE RAC




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain --








} |


{ ID id-SAI




CRITICALITY ignore
TYPE SAI




PRESENCE conditional


-- This IE is only present if the message is directed to the PS domain --








} |


{ ID id-SAPI




CRITICALITY ignore
TYPE SAPI




PRESENCE conditional


-- This IE is always used in downlink direction--











},


...

}

DirectTransferExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- OVERLOAD CONTROL ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Overload

--

-- **************************************************************

Overload ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {OverloadIEs} },


protocolExtensions

ProtocolExtensionContainer { {OverloadExtensions} }




OPTIONAL,


...

}

OverloadIEs RANAP-PROTOCOL-IES ::= {


{ ID id-NumberOfSteps



CRITICALITY ignore
TYPE NumberOfSteps



PRESENCE optional
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE conditional 


-- This IE is always used in the uplink direction -- 











},


...

}

OverloadExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- ERROR INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Error Indication

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ErrorIndicationIEs} },


protocolExtensions

ProtocolExtensionContainer { {ErrorIndicationExtensions} }



OPTIONAL,


...

}

ErrorIndicationIEs RANAP-PROTOCOL-IES ::= {


{ ID id-Cause




CRITICALITY ignore
TYPE Cause




PRESENCE conditional


-- At least either of Cause IE or Criticality IE shall be present --









} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE conditional


-- At least either of Cause IE or Criticality IE shall be present --









} |


{ ID id-CN-DomainIndicator


CRITICALITY ignore
TYPE CN-DomainIndicator



PRESENCE optional
} |


{ ID id-GlobalRNC-ID



CRITICALITY ignore
TYPE GlobalRNC-ID



PRESENCE conditional 


-- This IE is always used in the uplink direction when message is sent connectionless -- 






},


...

}

ErrorIndicationExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SRNS DATA FORWARD ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SRNS Data Forward Command

--

-- **************************************************************

SRNS-DataForwardCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SRNS-DataForwardCommandIEs} },


protocolExtensions

ProtocolExtensionContainer { {SRNS-DataForwardCommandExtensions} }


OPTIONAL,


...

}

SRNS-DataForwardCommandIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-DataForwardingList


CRITICALITY ignore
TYPE RAB-DataForwardingList


PRESENCE conditional


-- This group is only present for RABs towards the PS domain --










},


...

}

SRNS-DataForwardCommandExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- FORWARD SRNS CONTEXT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Forward SRNS Context

--

-- **************************************************************

ForwardSRNS-Context ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ForwardSRNS-ContextIEs} },


protocolExtensions

ProtocolExtensionContainer { {ForwardSRNS-ContextExtensions} }



OPTIONAL,


...

}

ForwardSRNS-ContextIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextList



CRITICALITY ignore
TYPE RAB-ContextList



PRESENCE mandatory
},


...

}

ForwardSRNS-ContextExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RAB ASSIGNMENT ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- RAB Assignment Request

--

-- **************************************************************

RAB-AssignmentRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RAB-AssignmentRequestIEs} },


protocolExtensions

ProtocolExtensionContainer { {RAB-AssignmentRequestExtensions} }


OPTIONAL,


...

}

RAB-AssignmentRequestIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-SetupOrModifyList


CRITICALITY ignore
TYPE RAB-SetupOrModifyList


PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-ReleaseList



CRITICALITY ignore
TYPE RAB-ReleaseList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



},


...

}

RAB-SetupOrModifyList 




::= RAB-IE-ContainerPairList { {RAB-SetupOrModifyItem-IEs} }

RAB-SetupOrModifyItem-IEs RANAP-PROTOCOL-IES-PAIR ::= {


{ ID id-RAB-SetupOrModifyItem


FIRST CRITICALITY  reject
FIRST TYPE  RAB-SetupOrModifyItemFirst


 





SECOND CRITICALITY ignore
SECOND TYPE RAB-SetupOrModifyItemSecond


















PRESENCE mandatory
},


...

}

RAB-SetupOrModifyItemFirst ::= SEQUENCE {


rAB-ID





RAB-ID,


nAS-SynchronisationIndicator
NAS-SynchronisationIndicator
OPTIONAL


-- This IE is present at a RAB modification if the relevant NAS information is provided by the CN --,


rAB-Parameters




RAB-Parameters

OPTIONAL

-- This IE is present at a RAB establishment or when any previously set value shall be modified at a RAB modification --,


userPlaneInformation



UserPlaneInformation

OPTIONAL


-- This IE is present at a RAB establishment or when any previously set value shall be modified at a RAB modification --,


transportLayerInformation



 TransportLayerInformation

OPTIONAL


-- This IE is present at a RAB establishment, and may be present at a RAB modification if at least one more IE than the RAB ID IE and the NAS Syncronisation Indicator IE is also included --,


service-Handover




Service-Handover


OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RAB-SetupOrModifyItemFirst-ExtIEs} }


OPTIONAL,


...

}

TransportLayerInformation ::= SEQUENCE {


transportLayerAddress


TransportLayerAddress,


iuTransportAssociation


IuTransportAssociation,


iE-Extensions




ProtocolExtensionContainer { {TransportLayerInformation-ExtIEs} }


OPTIONAL,


...

}

TransportLayerInformation-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-SetupOrModifyItemFirst-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-SetupOrModifyItemSecond ::= SEQUENCE {


pDP-TypeInformation



PDP-TypeInformation 


OPTIONAL

  
-- This IE is only present for RABs towards the PS domain at RAB establishment --,


dataVolumeReportingIndication


DataVolumeReportingIndication 
OPTIONAL


-- This IE, if applicable, is only present for RABs towards the PS domain at RAB establishment --,


dl-GTP-PDU-SequenceNumber


DL-GTP-PDU-SequenceNumber 
OPTIONAL


-- This IE, if available, is only present for RABs towards the PS domain at RAB establishment --,


ul-GTP-PDU-SequenceNumber


UL-GTP-PDU-SequenceNumber 
OPTIONAL


-- This IE, if available, is only present for RABs towards the PS domain at RAB establishment --,


dl-N-PDU-SequenceNumber



DL-N-PDU-SequenceNumber 
OPTIONAL


-- This IE, if available, is only present for RABs towards the PS domain at RAB establishment --,


ul-N-PDU-SequenceNumber



UL-N-PDU-SequenceNumber

OPTIONAL


-- This IE, if available, is only present for RABs towards the PS domain at RAB establishment --,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupOrModifyItemSecond-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupOrModifyItemSecond-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-AssignmentRequestExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RAB Assignment Response

--

-- **************************************************************

RAB-AssignmentResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RAB-AssignmentResponseIEs} },


protocolExtensions

ProtocolExtensionContainer { {RAB-AssignmentResponseExtensions} }


OPTIONAL,


...

}

RAB-AssignmentResponseIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-SetupOrModifiedList


CRITICALITY ignore
TYPE RAB-SetupOrModifiedList


PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-ReleasedList


CRITICALITY ignore
TYPE RAB-ReleasedList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-QueuedList



CRITICALITY ignore
TYPE RAB-QueuedList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-FailedList



CRITICALITY ignore
TYPE RAB-FailedList



PRESENCE conditional


-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-RAB-ReleaseFailedList


CRITICALITY ignore
TYPE RAB-ReleaseFailedList


PRESENCE conditional



-- This group must be present at least when no other group is present, ie. at least one group must be present --



} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },


...

}

RAB-SetupOrModifiedList 



::= RAB-IE-ContainerList { {RAB-SetupOrModifiedItemIEs} }

RAB-SetupOrModifiedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-SetupOrModifiedItem


CRITICALITY ignore
TYPE RAB-SetupOrModifiedItem


PRESENCE mandatory
},


...

}

RAB-SetupOrModifiedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


transportLayerAddress



TransportLayerAddress
OPTIONAL


-- This IE is only present for RABs towards the PS domain --,


iuTransportAssociation



IuTransportAssociation
OPTIONAL


-- This IE is only present for RABs towards the PS domain --,


dl-dataVolumes




DataVolumeList

OPTIONAL


-- This IE is only present if the RAB has been modified and --


-- RAB data volume reporting for PS domain is required  --,


iE-Extensions




ProtocolExtensionContainer { {RAB-SetupOrModifiedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-SetupOrModifiedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleasedList 




::= RAB-IE-ContainerList { {RAB-ReleasedItemIEs} }

RAB-ReleasedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ReleasedItem


CRITICALITY ignore
TYPE RAB-ReleasedItem



PRESENCE mandatory
},


...

}

RAB-ReleasedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


dl-dataVolumes




DataVolumeList

OPTIONAL


-- This IE is only present if data volume reporting for PS domain is required --,


dL-GTP-PDU-SequenceNumber

DL-GTP-PDU-SequenceNumber


OPTIONAL


-- This IE is only present for RABs towards the PS domain when available and when the release is UTRAN initiated --
,


uL-GTP-PDU-SequenceNumber

UL-GTP-PDU-SequenceNumber


OPTIONAL


-- This IE is only present for RABs towards the PS domain when available and when the release is UTRAN initiated --
,


iE-Extensions




ProtocolExtensionContainer { {RAB-ReleasedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-ReleasedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

DataVolumeList ::= SEQUENCE (SIZE (1..maxNrOfVol)) OF


SEQUENCE {



dl-UnsuccessfullyTransmittedDataVolume

UnsuccessfullyTransmittedDataVolume,



dataVolumeReference



DataVolumeReference
OPTIONAL,



iE-Extensions




ProtocolExtensionContainer { {DataVolumeList-ExtIEs} }


OPTIONAL,



...


}

DataVolumeList-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-QueuedList 





::= RAB-IE-ContainerList { {RAB-QueuedItemIEs} }

RAB-QueuedItemIEs RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-QueuedItem



CRITICALITY ignore
TYPE RAB-QueuedItem



PRESENCE mandatory
},


...

}

RAB-QueuedItem ::= SEQUENCE {


rAB-ID





RAB-ID,


iE-Extensions




ProtocolExtensionContainer { {RAB-QueuedItem-ExtIEs} }


OPTIONAL,


...

}

RAB-QueuedItem-ExtIEs RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ReleaseFailedList ::= RAB-FailedList

RAB-AssignmentResponseExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container  { {PrivateMessage-IEs } },


...

}

PrivateMessage-IEs RANAP-PRIVATE-IES ::= {


...

}

-- **************************************************************

--

-- RANAP RELOCATION INFORMATION ELEMENTARY PROCEDURE

--

-- **************************************************************

RANAP-RelocationInformation ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {RANAP-RelocationInformationIEs} },


protocolExtensions

ProtocolExtensionContainer { {RANAP-RelocationInformationExtensions} }


OPTIONAL,


...

}

RANAP-RelocationInformationIEs RANAP-PROTOCOL-IES ::= {


{ ID id-DirectTransferInformationList-RANAP-RelocInf









CRITICALITY ignore
TYPE DirectTransferInformationList-RANAP-RelocInf



















PRESENCE optional
} |


{ ID id-RAB-ContextList-RANAP-RelocInf

CRITICALITY ignore
TYPE RAB-ContextList-RANAP-RelocInf

PRESENCE optional
},


...

}

DirectTransferInformationList-RANAP-RelocInf

::= DirectTransfer-IE-ContainerList { {DirectTransferInformationItemIEs-RANAP-RelocInf} }

DirectTransferInformationItemIEs-RANAP-RelocInf RANAP-PROTOCOL-IES ::= {


{ ID id-DirectTransferInformationItem-RANAP-RelocInf








CRITICALITY ignore
TYPE DirectTransferInformationItem-RANAP-RelocInf

















PRESENCE mandatory
},


...

}

DirectTransferInformationItem-RANAP-RelocInf ::= SEQUENCE {


nAS-PDU





NAS-PDU,


sAPI





SAPI,

cN-DomainIndicator


CN-DomainIndicator,

iE-Extensions




ProtocolExtensionContainer { {RANAP-DirectTransferInformationItem-ExtIEs-RANAP-RelocInf} }


OPTIONAL,


...

}

RANAP-DirectTransferInformationItem-ExtIEs-RANAP-RelocInf RANAP-PROTOCOL-EXTENSION ::= {


...

}

RAB-ContextList-RANAP-RelocInf 



::= RAB-IE-ContainerList { {RAB-ContextItemIEs-RANAP-RelocInf} }

RAB-ContextItemIEs-RANAP-RelocInf RANAP-PROTOCOL-IES ::= {


{ ID id-RAB-ContextItem-RANAP-RelocInf

CRITICALITY ignore
TYPE RAB-ContextItem-RANAP-RelocInf


PRESENCE mandatory
},


...

}

RAB-ContextItem-RANAP-RelocInf ::= SEQUENCE {


rAB-ID



RAB-ID,


dl-GTP-PDU-SequenceNumber


DL-GTP-PDU-SequenceNumber 
OPTIONAL


--This IE is only present when available--,


ul-GTP-PDU-SequenceNumber


UL-GTP-PDU-SequenceNumber 
OPTIONAL


--This IE is only present when available--,


dl-N-PDU-SequenceNumber



DL-N-PDU-SequenceNumber

OPTIONAL


--This IE is only present when available--,


ul-N-PDU-SequenceNumber



UL-N-PDU-SequenceNumber

OPTIONAL


--This IE is only present when available--,


iE-Extensions




ProtocolExtensionContainer { {RAB-ContextItem-ExtIEs-RANAP-RelocInf} }


OPTIONAL,


...

}

RAB-ContextItem-ExtIEs-RANAP-RelocInf RANAP-PROTOCOL-EXTENSION ::= {


...

}

RANAP-RelocationInformationExtensions RANAP-PROTOCOL-EXTENSION ::= {


...

}

END
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