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	Reason for change:
(

	The current 25.419 has many unclearity which shall have correction in order to make the specification unambiguity.

  The use of the values of Category IE is specified in Write Replace procedure text (subclause 8.2.2). However, the usage of the its value “default” in subclause 9.2.7 is unclear.

It has been described in Write Replace procedure that when the Category IE is not present, the RNC shall perform the broadcast as the same category as “Normal”, therefore it is thought that the value “Default” is useless in any case

	
	

	Summary of change:
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	The “default” in Category IE is made clear that it shall not be used
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not approved:
	If this is not approved, the 25.419 is not clear and therefore it might lead to misunderstanding when inplementation.
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9.2.5
New Serial Number

New Serial Number IE enables identification of a new message for broadcast to be identified, and is altered every time the message is changes. The format of this IE is defined in subclause 9.2.3.

	IE/GROUP NAME
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description

	New Serial Number
	O
	
	9.2.3
	


9.2.6
Service Areas List

The Service Areas List IE identifies a sequence of one or more Service Areas to which the message(s) apply. The Service Areas List IE must include at least one Service Area.

	IE/GROUP NAME
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description

	Service Areas List
	
	1 to <maxnoof SAI>
	
	

	>Service Area Identifier
	M
	
	9.2.11
	


	Range bound
	Explanation

	MaxnoofSAI
	Maximum no. of SAI in Service Areas List. Value is 65535


9.2.7
Category

Category IE is sent from the CN to the RNC, and is used to indicate the priority of the message.

	IE/GROUP NAME
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description

	Category
	O
	
	Enumerated (High Priority, Background, Normal, Default)
	This IE contains the broadcast priority of the message.
The value “Default” shall not be used.


9.2.8
Repetition Period

Repetition Period IE is sent from the CN to the RNC and indicates the periodicity of message broadcasts.

	IE/GROUP NAME
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description

	Repetition Period
	M
	
	INTEGER (1..4096)
	Range is 1 to 4096 where each unit will represent a repetition of one second to a maximum of once per ~1 hour 
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