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Introduction

InterDigital has spent some time to review the consistency of the tabular format with the ASN1 representation in TS25423.  The progress to date has uncovered numerous inconsistencies that could be corrected in the tabular format, perhaps as editorial corrections.  However the review process has also uncovered several ASN1 errors that should mostly likely be addressed as essential corrections. 

Discussion

Find attached the tabular section of TS25324v4.3.0.  In this excerpt, corrections are marked as changes to the tabular section.  These corrections align the tabular representation with the ASN1 representations.  In most cases when there are several means to represent the message data, the reviewer assumed that the ASN1 notation is the correct and intended representation.  Thus, most of the corrections noted in the tabular section may be viewed as editorial in nature, since the specification clearly states that the ASN1 is normative while the tabular representation is informative only.  However the discrepancies are worth examining in order to determine that the ASN1 representation is indeed correct as written.

In addition to these tabular inconsistencies, several ASN1 errors were uncovered.  Following the attached tabular sections are excerpts from the ASN1 sections.  The excerpts point out discovered ASN1 errors and suggest a solution.  These errors should be discussed by RAN3 and resolved:

1. Radio Link Setup Response TDD message:  The high level message extension container is used to provide LCR information.  However, in the extension container the LCR IE is listed as mandatory.  Since the extension container is optional in the TDD message, this mechanism will work only if the extension container is used for LCR.  Marking the LCR IE as mandatory in the extension container limits the contents of the container to extensions included for LCR, contrary to the intended use of extensions.  The  LCR IE in the extension container should be optional, as indicated in the attached ASN1 excerpt.

2. Radio Link Addition Response TDD message:  Same error as above.  The high level extension container includes an LCR IE which is listed as mandatory.  This limits use of extension container to LCR.

3. Criticality Diagnostics IE List IE:  An extension container has been used in this IE to add additional elements to the IE list.  One of the added elements is mandatory in the IE list.  Thus the extension contain is mandatory in the IE list since it contains a mandatory element. The extension container should be marked as mandatory, not optional.

4. DSCH FDD Information IE:  This IE is used to specify DSCHs for FDD in numerous messages.  The tabular representation clearly and correctly shows that there may be multiple DSCHs defined, from 1 to maxNoOfDSCHs.  However, the ASN1 representation allows only 1 DSCH.  The attached ASN1 excerpt suggests a correction.

Conclusion

InterDigital has started a manual review comparing the tabular section of TS25423 to the ASN1 sections.  In this process, we have discovered tabular vs. ASN1 discrepancies in TS25423.  Most of these could be corrected in a single CR to correct the tabular sections to agree with the ASN1 notation. In fact many changes noted here may be correct but still not felt that they are important enough to fix.  Several ASN1 errors were also discovered and should be resolved by RAN3.  InterDigital is willing to draft CRs for the next meeting to implement any corrections discussed and agreed by RAN3.

9.1.3
RADIO LINK SETUP REQUEST

9.1.3.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-Id
	M
	
	RNC-Id

9.2.1.50
	
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	1
	
	
	YES
	reject

	>UL Scrambling Code
	M
	
	9.2.2.53
	
	–
	

	>Min UL Channelisation Code Length 
	M
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	M
	
	TFCS for the UL 9.2.1.63
	
	–
	

	>UL DPCCH Slot Format
	M
	
	9.2.2.52
	
	–
	

	>Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Diversity mode
	M
	
	9.2.2.8
	
	–
	

	>SSDT Cell Identity Length
	O
	
	9.2.2.41
	
	–
	

	>S Field Length
	O
	
	9.2.2.36
	
	–
	

	   >DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	DL DPCH Information
	
	1
	
	
	YES
	reject

	>TFCS
	M
	
	TFCS for the DL.

9.2.1.63
	
	–
	

	>DL DPCH Slot Format
	M
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	M
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	M
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	>Power Offset Information
	
	1
	
	
	–
	

	>>PO1
	M
	
	Power Offset
9.2.2.30
	Power offset for the TFCI bits.
	–
	

	>>PO2
	M
	
	Power Offset
9.2.2.30
	Power offset for the TPC bits.
	–
	

	>>PO3
	M
	
	Power Offset
9.2.2.30
	Power offset for the pilot bits.
	–
	

	>FDD TPC Downlink Step Size
	M
	
	9.2.2.16
	
	–
	

	>Limited Power Increase
	M
	
	9.2.2.21A
	
	–
	

	   >Inner Loop DL PC Status
	M
	
	9.2.2.21a
	
	–
	

	DCH Information
	M
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DSCH Information
	O
	
	DSCH FDD Information

9.2.2.13A
	
	YES
	reject

	RL Information
	
	1…<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>First RLS Indicator
	M
	
	9.2.2.16A
	
	-
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Propagation Delay
	O
	
	9.2.2.33
	
	–
	

	>Diversity Control Field
	C – NotFirstRL
	
	9.2.1.20
	
	–
	

	>Initial DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>SSDT Cell Identity 
	O
	
	9.2.2.40
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>SSDT Cell Identity for EDSCHPC 
	C-EDSCHPC
	
	9.2.2.40A
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore


	Condition
	Explanation

	CodeLen
	The IE shall be present if Min UL Channelisation Code length IE equals to 4

	SlotFormat
	The IE shall be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	NotFirstRL
	The IE shall be present if the RL is not the first one in the RL Information IE.

	Diversity mode
	The IE shall be present if Diversity Mode IE in UL DPCH Information IE is not equal to "none".

	EDSCHPC
	This IE shall be present if Enhanced DSCH PC IE is present in the DSCH Information IE.


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.


9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	SRNC-Id
	M
	
	RNC-Id

9.2.1.50
	
	YES
	reject

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	reject

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	reject

	
	O
	
	
	
	
	

	UL Physical Channel Information
	
	1
	
	
	YES
	reject

	>Maximum Number of Timeslots per Frame
	M
	
	9.2.3.3A
	For the UL
	–
	

	>Minimum Spreading Factor
	M
	
	9.2.3.4A
	For the UL
	–
	

	>Maximum Number of UL Physical Channels per Timeslot
	M
	
	9.2.3.3B
	
	–
	

	DL Physical Channel Information
	
	1
	
	
	YES
	reject

	>Maximum Number of Timeslots per Frame
	M
	
	9.2.3.3A
	For the DL
	–
	

	>Minimum Spreading Factor
	M
	
	9.2.3.4A
	For the DL
	–
	

	>Maximum Number of DL Physical Channels per Frame
	M
	
	9.2.3.3C
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH and USCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH and DSCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TDD TPC Downlink Step Size
	M
	
	9.2.3.10
	
	–
	

	>TPC CCTrCH List
	
	0 to <maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	DCH Information
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DSCH Information
	O
	
	DSCH TDD Information

9.2.3.3a
	
	YES
	reject

	USCH Information
	O
	
	9.2.3.15
	
	YES
	reject

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Special Burst Scheduling
	M
	
	9.2.3.7D
	
	–
	

	>Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	For 3.84Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	For 1.28Mcps TDD only
	YES
	reject

	>TSTD Support Indicator
	O
	
	9.2.3.13F
	For 1.28Mcps TDD only
	YES
	ignore

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofCCTrCHs
	Maximum number of CCTrCH for one UE.


9.1.4
RADIO LINK SETUP RESPONSE

9.1.4.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	
	
	
	
	
	–
	

	>CHOICE Diversity Indicatio/FirstRLn
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>Non Combining or First RL
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>DSCH Information Response
	O
	
	DSCH FDD Information Response

9.2.2.13B
	
	YES
	ignore

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	   >PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	   >SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	
	

	
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.


9.1.4.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	RL Information Response
	
	0..1
	
	Mandatory For 3.84Mcps TDD only
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >Sync Case
	O
	
	9.2.1.54
	
	–
	

	   >SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response
	
	0 .. <Maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response
	
	0 .. <Maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory For 1.28Mcps TDD only
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	   >UARFCN
	O
	
	UARFCN 9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	   >Cell Parameter ID
	O
	
	9.2.1.8
	
	–
	

	   >SCTD Indicator
	O
	
	9.2.1.78
	
	–
	

	   >PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	
>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	   >Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information LCR
	
	0..<maxnoofCCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response LCR
	
	0 .. <Maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <Maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	
	
	
	

	
	
	

	
	
	
	
	
	
	


	Condition
	Explanation

	Case2
	The IE shall be present if Sync Case IE is equal to “Case2”.


	Range bound
	Explanation

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD.

	MaxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD.

	MaxnoofCCTrCHs
	Maximum number of CCTrCH for one UE for 3.84Mcps TDD.

	MaxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	MaxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	MaxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.


9.1.5
RADIO LINK SETUP FAILURE

9.1.5.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	D-RNTI 
	O
	
	9.2.1.24
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1...<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	–
	

	
	
	
	
	
	
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID for the combining
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>Non Combining or First RL
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	>>>Primary Scrambling Code
	O
	
	9.2.1.45
	
	–
	

	>>>UL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>>>DL UARFCN
	O
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>>>DSCH Information Response
	O
	
	DSCH FDD Information Response

9.2.2.13B
	
	YES
	ignore

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	-
	

	         >>>PC Preamble
	M
	
	9.2.2.27a
	
	-
	

	         >>>SRB Delay
	M
	
	9.2.2.39A
	
	-
	

	        >>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	Uplink SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.


9.1.5.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1
	
	
	YES
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.6
RADIO LINK ADDITION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Uplink SIR Target
	M
	
	Uplink SIR

9.2.1.69
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Chip Offset
	M
	
	9.2.2.1
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CPICH Ec/No
	O
	
	9.2.2.32
	
	–
	

	>SSDT Cell Identity
	O
	
	9.2.2.40
	
	
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.48
	
	–
	

	Active Pattern Sequence Information
	O
	
	9.2.2A
	Either all the already active Transmission Gap Sequence(s) are addressed (Transmission Gap Pattern sequence shall overlap with the existing one) or none of the transmission gap sequences is activated.
	YES
	reject

	DPC Mode
	O
	
	9.2.2.12A
	
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of radio links for one UE.


9.1.6.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>Frame Offset
	M
	
	9.2.1.30
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.20
	
	–
	

	>Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	–
	

	>DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	For 3.84Mcps TDD only
	–
	

	>DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	For 1.28Mcps TDD only
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore


9.1.7
RADIO LINK ADDITION RESPONSE

9.1.7.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>Diversity Indication
	M
	
	9.2.1.21
	
	–
	

	>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>Combining
	
	
	
	
	–
	

	>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>Non Combining
	
	
	
	
	–
	

	>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	   >PC Preamble
	M
	
	9.2.2.27a
	
	–
	

	   >SRB Delay
	M
	
	9.2.2.39A
	
	–
	

	   >Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	   >Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of radio links for one UE.


9.1.7.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..1
	
	Mandatory For 3.84Mcps TDD only
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info
	M
	
	9.2.3.13D
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	    >Timing Advance Applied
	M
	
	9.2.3.12A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoof CCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	    >DCH Information
	
	0..1
	
	
	–
	

	
	
	
	
	
	–
	

	>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>Combining
	
	
	
	
	–
	

	>>>>RL ID
	M
	
	9.2.1.49
	Reference RL
	–
	

	>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>Non Combining
	
	
	
	
	–
	

	>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>DSCH Information Response
	
	0 .. <Maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>USCH Information Response
	
	0 .. <Maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	>>>Non Combining
	
	
	
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	   >Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	RL Information Response LCR
	
	0..1
	
	Mandatory For 1.28Mcps TDD only
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>URA Information
	M
	
	9.2.1.70B
	
	–
	

	>SAI
	M
	
	9.2.1.52
	
	–
	

	>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>UL Time Slot ISCP Info LCR
	M
	
	9.2.3.13H
	
	–
	

	>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>PCCPCH Power
	M
	
	9.2.1.43
	
	–
	

	>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>Alpha Value
	M
	
	9.2.3.a
	
	–
	

	>UL PhysCH SF Variation
	M
	
	9.2.3.13B
	
	–
	

	>Synchronisation Configuration
	M
	
	9.2.3.7E
	
	–
	

	>Secondary CCPCH Info TDD LCR
	O
	
	9.2.3.7F
	
	–
	

	>UL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information LCR
	
	0..<maxnoof CCTrCHsLCR>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information LCR
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>>TSTD Indicator
	M
	
	9.2.3.13E
	
	–
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH Information Response LCR
	
	0 .. <Maxnoof DSCHsLCR>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	
	
	
	
	
	
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	

	
	
	
	
	
	

	
	
	
	
	
	
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>USCH Information Response LCR
	
	0 .. <Maxnoof USCHsLCR>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>CHOICE Diversity

Indication
	O
	
	
	
	–
	

	            >>>Non Combining
	
	
	
	
	–
	

	>>>>BindingID
	O
	
	9.2.1.3
	
	–
	

	>>>>Transport 
Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	
	
	
	
	
	
	


	Range Bound
	Explanation

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE for 3.84Mcps TDD.

	MaxnoofUSCHs
	Maximum number of USCHs for one UE for 3.84Mcps TDD.

	MaxnoofCCTrCHs
	Maximum number of CCTrCHs for one UE for 3.84Mcps TDD.

	MaxnoofDSCHsLCR
	Maximum number of DSCHs for one UE for 1.28Mcps TDD.

	MaxnoofUSCHsLCR
	Maximum number of USCHs for one UE for 1.28Mcps TDD.

	MaxnoofCCTrCHsLCR
	Maximum number of CCTrCH for one UE for 1.28Mcps TDD.


9.1.8
RADIO LINK ADDITION FAILURE

9.1.8.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1..<maxnoofRLs-1>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	>>Successful RL Information Response
	
	0..<maxnoofRLs-2>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>URA Information
	O
	
	9.2.1.70B
	
	–
	

	>>>SAI
	M
	
	9.2.1.52
	
	–
	

	>>>Cell GAI
	O
	
	9.2.1.5A
	
	–
	

	>>>UTRAN Access Point Position
	O
	
	9.2.1.70A
	
	–
	

	>>>Received Total Wide Band Power
	M
	
	9.2.2.35A
	
	–
	

	>>>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>>>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>>>Diversity Indication
	M
	
	9.2.1.21
	
	–
	

	>>>CHOICE Diversity Indication
	M
	
	
	
	–
	

	>>>>Combining
	
	
	
	
	–
	

	>>>>>RL ID
	M
	
	9.2.1.49
	Reference RL ID
	–
	

	>>>>>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>>>>Non Combining
	
	
	
	
	–
	

	>>>>>DCH Information Response
	M
	
	9.2.1.16A
	
	–
	

	>>>SSDT Support Indicator
	M
	
	9.2.2.43
	
	–
	

	>>>Minimum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Maximum Uplink SIR
	M
	
	Uplink SIR

9.2.1.69
	
	–
	

	>>>Closed Loop Timing Adjustment Mode
	O
	
	9.2.2.3A
	
	–
	

	>>>Maximum Allowed UL Tx Power
	M
	
	9.2.1.35
	
	–
	

	>>>Maximum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Minimum DL TX Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	>>>Neighbouring UMTS Cell Information
	O
	
	9.2.1.41A
	
	–
	

	>>>Neighbouring GSM Cell Information
	O
	
	9.2.1.41C
	
	–
	

	 >>>Primary CPICH Power
	M
	
	9.2.1.44
	
	–
	

	         >>>PC Preamble
	M
	
	9.2.2.27a
	
	-
	

	         >>>SRB Delay
	M
	
	9.2.2.39A
	
	-
	

	>>>Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of radio links for one UE.


9.1.8.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	>RL Specific
	
	
	
	
	–
	

	>>Unsuccessful RL Information Response
	
	1
	
	
	YES
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.9
RADIO LINK DELETION REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information 
	
	1..<maxnoofRLs>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.49
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of radio links for one UE


9.1.10
RADIO LINK DELETION RESPONSE

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information
	
	0..1
	
	
	YES
	reject

	>UL Scrambling Code
	O
	
	9.2.2.53
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Min UL Channelisation Code Length
	O
	
	9.2.2.25
	
	–
	

	>Max Number of UL DPDCHs
	C – CodeLen
	
	9.2.2.24
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	For the UL.
	–
	

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	>UL DPCCH Slot Format
	O
	
	9.2.2.52
	
	–
	

	>Diversity Mode
	O
	
	9.2.2.8
	
	–
	

	>SSDT Cell Identity Length
	O
	
	9.2.2.41
	
	–
	

	>S-Field Length
	O
	
	9.2.2.36
	
	–
	

	DL DPCH Information
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>DL DPCH Slot Format
	O
	
	9.2.2.9
	
	–
	

	>Number of DL Channelisation Codes
	O
	
	9.2.2.26A
	
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>TFCI Presence
	C- SlotFormat
	
	9.2.1.55
	
	–
	

	>Multiplexing Position
	O
	
	9.2.2.26
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	DCHs to Modify
	O
	
	FDD DCHs to Modify

9.2.2.13C
	
	YES
	reject

	DCHs to Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	DSCHs to Modify
	
	0..1
	
	
	YES
	reject

	>DSCH Info
	
	0..<maxnoofDSCHs>
	
	
	–
	

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>TrCh Source

Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>>Transport

Format Set
	O
	
	9.2.1.64
	For DSCH
	–
	

	>>Allocation/

Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>>Scheduling

Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>>BLER
	O
	
	9.2.1.4
	
	–
	

	   >>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>PDSCH RL ID
	O
	
	RL ID
9.2.1.49
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For DSCH
	–
	

	>Enhanced DSCH PC Indicator
	O
	
	9.2.2.13F
	
	YES
	ignore

	>Enhanced DSCH PC
	C-EDSCHPCOn
	
	9.2.2.13D
	
	YES
	ignore

	DSCHs to Add
	O
	
	DSCH FDD Information

9.2.2.13A
	
	YES
	reject

	DSCHs to Delete
	
	0..1
	
	
	YES
	reject

	>DSCH Info
	
	1..<maxnoofDSCHs>
	
	
	–
	

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	EACH
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>SSDT Indication
	O
	
	9.2.2.42
	
	–
	

	>SSDT Cell Identity
	C - SSDTIndON
	
	9.2.2.40
	
	–
	

	>Transmit Diversity Indicator
	C –
Diversity mode
	
	9.2.2.48
	
	–
	

	>SSDT Cell Identity for EDSCHPC 
	C-EDSCHPC
	
	9.2.2.40A
	
	YES
	ignore

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject


	Condition
	Explanation

	SSDTIndON
	The IE shall be present if the SSDT Indication IE is set to ”SSDT Active in the UE”.

	CodeLen
	The IE shall be present only if the Min UL Channelisation Code length IE equals to 4.

	SlotFormat
	The IE shall only be present if the DL DPCH Slot Format IE is equal to any of the values from 12 to 16.

	Diversity mode
	The IE shall be present if Diversity Mode IE is present in the UL DPCH Information IE and is not equal to “none”.

	EDSCHPCOn
	The IE shall be present if the Enhanced DSCH PC Indicator IE is set to "Enhanced DSCH PC Active in the UE".

	EDSCHPC
	The IE shall be present if Enhanced DSCH PC IE is present in either the DSCHs to Modify IE or the DSCHs to Add IE.


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for a UE.

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE.

	MaxnoofRLs
	Maximum number of RLs for a UE.


9.1.11.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH to Add
	
	0..<maxnoofCCTrCHs>
	
	For DCH and USCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	   > UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Mandatory for 1.28Mcps TDD; not applicable for 3.84Mcps TDD
	YES
	reject

	UL CCTrCH to Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	O
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	   > UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	For 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH toDdelete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH to Add
	
	0..<maxnoofCCTrCHs>
	
	For DCH and DSCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TPC CCTrCH List
	
	0 to <maxnoCCTrCH>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	DL CCTrCH to Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	O
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>TPC CCTrCH List
	
	0 to <maxnoCCTrCH>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	DL CCTrCH to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs to Modify
	O
	
	TDD DCHs to Modify

9.2.3.8B
	
	YES
	reject

	DCHs to Add
	O
	
	DCH TDD Information
9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	DSCHs to Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>CCTrCH Id
	O
	
	9.2.3.2
	DL CCTrCH in which the DSCH is mapped.
	–
	

	>TrCh Source Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>BLER 
	O
	
	9.2.1.4
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	DSCHs to Add
	O
	
	DSCH TDD Information

9.2.3.3a
	
	YES
	reject

	DSCHs to Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	USCHs to Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>CCTrCH Id
	O
	
	9.2.3.2
	UL CCTrCH in which the USCH is mapped.
	–
	

	>TrCh Source Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>BLER 
	O
	
	9.2.1.4
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>RB Info
	
	0 to <maxnoofRB>
	
	All Radio Bearers using this USCH
	–
	

	>>RB Identity
	M
	
	9.2.3.5B
	
	–
	

	USCHs to Add
	O
	
	USCH Information

9.2.3.15
	
	YES
	reject

	USCHs to Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.14
	
	–
	


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for a UE.

	MaxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE.

	MaxnoofUSCHs
	Maximum number of USCHs for one UE.


9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DL Code Information
	O
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCHs to be Added or Modified
	O
	
	DSCH FDD Information Response

9.2.2.13B
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for a UE.


9.1.12.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..1
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR 
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH to be Added
	
	0..1
	
	For 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>> Rx Timing Deviation
	O
	
	9.2.3.7A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>UL DPCH to be Added LCR
	
	0..1
	
	For 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>>UL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	
	0 to <maxnoOfTS>
	
	For 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift and Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information
	
	0 to <maxnoOfDPCH>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>UL Timeslot Information LCR
	
	0 to <maxnoOfTSLCR>
	
	For 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information LCR
	
	0 to <maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>UL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH to be Added
	
	0..1
	
	For 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>DL DPCH to be Added LCR
	
	0..1
	
	For 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>DL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	
	0 to <maxnoOfTS>
	
	For 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift and Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	
	0 to <maxnoOfDPCH>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>DL Timeslot Information LCR
	
	0 to <maxnoOfTSLCR>
	
	For 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information LCR
	
	0 to <maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>DL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH to be Added or Modified
	
	0 .. <Maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>USCH to be Added or Modified
	
	0 .. <Maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE.

	MaxnoofUSCHs
	Maximum number of USCHs for one UE.

	MaxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	MaxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD.

	MaxnoofDPCH
	Maximum number of DPCH for a UE for 3.84Mcps TDD..

	MaxnoofTSLCR
	Maximum number of Timeslots for a UE for 1.28Mcps TDD..

	MaxnoofDPCHLCR
	Maximum number of DPCH for a UE for 1.28Mcps TDD..


9.1.13
RADIO LINK RECONFIGURATION COMMIT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	CFN
	M
	
	9.2.1.9
	
	YES
	ignore

	Active Pattern Sequence Information
	O
	
	9.2.2.A
	FDD only
	YES
	ignore


9.1.14
RADIO LINK RECONFIGURATION FAILURE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	–
	

	>>Cause
	M
	
	9.2.1.5
	
	–
	

	> RL Specific
	
	
	
	
	–
	

	>>RLs Causing Reconfiguration Failure
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause
	M
	
	9.2.1.5
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for a UE.


9.1.15
RADIO LINK RECONFIGURATION CANCEL

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	


9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL DPCH Information 
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the UL.
	–
	

	DL DPCH Information 
	
	0..1
	
	
	YES
	reject

	>TFCS
	O
	
	9.2.1.63
	TFCS for the DL.
	–
	

	>TFCI Signalling Mode
	O
	
	9.2.2.46
	
	–
	

	>Limited Power Increase
	O
	
	9.2.2.21A
	
	–
	

	DCHs to Modify
	O
	
	FDD DCHs to Modify

9.2.2.13C
	
	YES
	reject

	DCHs to Add
	O
	
	DCH FDD Information

9.2.2.4A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	Transmission Gap Pattern Sequence Information
	O
	
	9.2.2.47A
	
	YES
	reject


9.1.16.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information to Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS 
	O
	
	9.2.1.63
	
	–
	

	UL CCTrCH Information to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH Information to Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	
	–
	

	DL CCTrCH Information to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs to Modify
	O
	
	TDD DCHs to Modify

9.2.3.8B
	
	YES
	reject

	DCHs to Add
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	


	Range Bound
	Explanation

	MaxnoofCCTrCHs 
	Maximum number of CCTrCHs for a UE.


9.1.17
RADIO LINK RECONFIGURATION RESPONSE
9.1.17.1
FDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info
	O
	
	9.2.2.37B
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DL Code Information
	O
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range Bound
	Explanation

	MaxnoofRLs 
	Maximum number of RLs for a UE.


9.1.17.2
TDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..1
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.18
RADIO LINK FAILURE INDICATION

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Reporting Object
	M
	
	
	Object for which the Failure shall be reported.
	YES
	ignore

	>RL
	
	
	
	
	–
	

	>>RL Information
	
	1 .. <MaxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	>RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1 .. <MaxnoofRLSets>
	
	
	EACH
	ignore

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	

	    >CCTrCH
	
	
	
	TDD only
	
	

	>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>CCTrCH List
	
	1 to <MaxnoCCTrCH>
	
	
	EACH
	ignore

	>>>CCTrCH ID 
	M
	
	9.2.3.2
	
	–
	

	>>>Cause 
	M
	
	9.2.1.5
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.

	MaxnoofRLSets
	Maximum number of RL Sets for one UE.

	MaxnoofCCTrCHs 
	Maximum number of CCTrCHs for a UE.


9.1.19
RADIO LINK RESTORE INDICATION

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Reporting Object
	M
	
	
	Object for which the Restoration shall be reported.
	YES
	ignore

	>RL
	
	
	
	
	–
	

	>>RL Information
	
	1 .. <MaxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1 .. <MaxnoofRLSets>
	
	
	EACH
	ignore

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	    >CCTrCH
	
	
	
	TDD only
	
	

	>>RL ID
	M
	
	9.2.1.53
	
	–
	

	>>CCTrCH List
	
	1 to <MaxnoCCTrCH>
	
	
	EACH
	ignore

	>>>CCTrCH ID 
	M
	
	9.2.3.2
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of RLs for one UE.

	MaxnoofRLSets
	Maximum number of RL Sets for one UE.

	MaxnoofCCTrCHs 
	Maximum number of CCTrCHs for a UE.


9.1.20
DL POWER CONTROL REQUEST [FDD]

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Power Adjustment Type
	M
	
	9.2.2.28
	
	YES
	ignore

	DL Reference Power
	C-Common
	
	DL Power

9.2.1.21A
	
	YES
	ignore

	Inner Loop DL PC Status
	O
	
	9.2.2.21a
	
	YES
	ignore

	DL Reference Power Information
	C-Individual
	1..<maxnoofRLs>
	
	
	GLOBAL
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>DL Reference Power
	M
	
	DL Power

9.2.1.21A
	
	–
	

	Max Adjustment Step
	C-CommonOrIndividual
	
	9.2.2.23
	
	YES
	ignore

	Adjustment Period
	C-CommonOrIndividual
	
	9.2.2.B
	
	YES
	ignore

	Adjustment Ratio
	C-CommonOrIndividual
	
	9.2.2.C
	
	YES
	ignore


	Condition
	Explanation

	Common
	The IE shall be present if the Power Adjustment Type IE is set to ”Common”.

	Individual
	The IE shall be present if the Power Adjustment Type IE is set to ”Individual”.

	CommonOrIndividual
	The IE shall be present if the Power Adjustment Type IE is set to ”Common” or ”Individual”.


	Range Bound
	Explanation

	MaxnoofRLs 
	Maximum number of RLs for one UE.


9.1.21
PHYSICAL CHANNEL RECONFIGURATION REQUEST
9.1.21.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>DL Code Information
	M
	
	FDD DL Code Information

9.2.2.14A
	
	YES
	notify


9.1.21.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information
	
	1
	
	
	YES
	reject

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>UL CCTrCH Information
	
	0.. <maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH Information
	
	1
	
	
	YES
	notify

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	
	0 to <maxnoOfTS>
	
	For 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift and Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information
	O
	
	TDD UL Code Information

9.2.3.10A
	
	–
	

	>>>UL Timeslot Information LCR
	
	0 to <maxnoOfTSLCR>
	
	For 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information LCR
	O
	
	TDD UL Code Information LCR

9.2.3.10B
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	
	GLOBAL
	reject

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH Information
	
	1
	
	
	YES
	notify

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	
	0 to <maxnoOfTS>
	
	For 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift and Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	O
	
	TDD DL Code Information

9.2.3.8C
	
	–
	

	>>>DL Timeslot  Information LCR
	
	0 to <maxnoOfTSLCR>
	
	For 1.28Mcps TDD only
	GLOBAL
	reject

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information LCR
	O
	
	TDD DL Code Information LCR

9.2.3.8D
	
	–
	


	Range bound
	Explanation

	MaxnoofDPCHs
	Maximum number of DPCHs for one CCTrCH.

	MaxnoofCCTrCHs 
	Maximum number of CCTrCHs for a UE.

	MaxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD.

	MaxnoofTSLCR
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.


9.1.22
PHYSICAL CHANNEL RECONFIGURATION COMMAND

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CFN
	M
	
	9.2.1.9
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.23
PHYSICAL CHANNEL RECONFIGURATION FAILURE

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.24
UPLINK SIGNALLING TRANSFER INDICATION
9.1.24.1
FDD Message
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	UC-Id
	M
	
	9.2.1.71
	
	YES
	ignore

	SAI
	M
	
	9.2.1.52
	
	YES
	ignore

	Cell GAI
	O
	
	9.2.1.5A
	
	YES
	ignore

	C-RNTI
	M
	
	9.2.1.14
	
	YES
	ignore

	S-RNTI
	M
	
	9.2.1.54
	
	YES
	ignore

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	ignore

	Propagation Delay
	M
	
	9.2.2.33
	
	YES
	ignore

	STTD Support Indicator
	M
	
	9.2.2.45
	
	YES
	ignore

	Closed Loop Mode1 Support Indicator
	M
	
	9.2.2.2
	
	YES
	ignore

	Closed Loop Mode2 Support Indicator
	M
	
	9.2.2.3
	
	YES
	ignore

	L3 Information
	M
	
	9.2.1.32
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	URA Information
	O
	
	9.2.1.70B
	
	YES
	ignore

	Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	YES
	ignore

	DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore


9.1.24.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	UC-Id
	M
	
	9.2.1.71
	
	YES
	ignore

	SAI
	M
	
	9.2.1.52
	
	YES
	ignore

	Cell GAI
	O
	
	9.2.1.5A
	
	YES
	Ignore

	C-RNTI
	M
	
	9.2.1.14
	
	YES
	ignore

	S-RNTI
	M
	
	9.2.1.54
	
	YES
	ignore

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	ignore

	Rx Timing Deviation
	M
	
	9.2.3.7A
	
	YES
	ignore

	L3 Information
	M
	
	9.2.1.32
	
	YES
	ignore

	CN PS Domain Identifier
	O
	
	9.2.1.12
	
	YES
	ignore

	CN CS Domain Identifier
	O
	
	9.2.1.11
	
	YES
	ignore

	URA Information
	O
	
	9.2.1.70B
	
	YES
	ignore

	Cell GA Additional Shapes
	O
	
	9.2.1.5B
	
	​​YES
	ignore


9.1.25
DOWNLINK SIGNALLING TRANSFER REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	C-Id
	M
	
	9.2.1.6
	
	YES
	ignore

	D-RNTI
	M
	
	9.2.1.24
	
	YES
	ignore

	L3 Information
	M
	
	9.2.1.32
	
	YES
	ignore

	D-RNTI Release Indication
	M
	
	9.2.1.25
	
	YES
	ignore


9.1.26
RELOCATION COMMIT

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	ignore

	RANAP Relocation Information
	O
	
	9.2.1.47
	
	YES
	ignore


9.1.27
PAGING REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	CHOICE Paging Area
	M
	
	
	
	YES
	ignore

	>URA
	
	
	
	
	–
	

	>>URA-ID
	M
	
	9.2.1.70
	
	–
	

	>Cell
	
	
	
	
	–
	

	>>C-Id
	M
	
	9.2.1.6
	
	–
	

	SRNC-Id
	M
	
	RNC-Id

9.2.1.50
	
	YES
	ignore

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	IMSI
	M
	
	9.2.1.31
	
	YES
	ignore

	DRX Cycle Length Coefficient
	M
	
	9.2.1.26
	
	YES
	ignore

	CN Originated Page to Connected Mode UE
	
	0..1
	
	
	YES
	ignore

	>Paging Cause
	M
	
	9.2.1.41E
	
	–
	

	>CN Domain Type
	M
	
	9.2.1.11A
	
	–
	

	>Paging Record Type 
	M
	
	9.2.1.41F
	
	–
	


9.1.28
DEDICATED MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement Id
	M
	
	9.2.1.37
	
	YES
	reject

	Dedicated Measurement Object Type
	M
	
	9.2.1.17
	
	YES
	reject

	CHOICE Dedicated Measurement Object Type
	M
	
	
	
	YES
	reject

	>RL
	
	
	
	
	–
	

	>>RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	reject

	>>>RL-ID
	M
	
	9.2.1.49
	
	–
	

	>>>DPCH ID
	O
	
	9.2.3.3
	TDD only
	–
	

	>RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1..<maxnoofRLSets>
	
	
	EACH
	reject

	>>>RL-Set-ID
	M
	
	9.2.2.35
	
	–
	

	>ALL RL
	
	
	NULL
	
	–
	

	>ALL RLS
	
	
	NULL
	FDD only
	–
	

	Dedicated Measurement Type
	M
	
	9.2.1.18
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.36
	
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.48
	
	YES
	reject

	CFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.28A
	
	YES
	reject

	CFN
	O
	
	9.2.1.9
	
	YES
	reject


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of individual RLs a measurement can be started on.

	MaxnoofRLSets
	Maximum number of individual RL Sets a measurement can be started on.


9.1.29
DEDICATED MEASUREMENT INITIATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement Id
	M
	
	9.2.1.37
	
	YES
	ignore

	CHOICE Dedicated Measurement Object Type
	O
	
	
	Dedicated Measurement Object Type the measurement was initiated with
	YES
	ignore

	>RL or ALL RL
	
	
	
	
	–
	

	>>RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL ID
	M
	
	9.2.1.49
	
	–
	

	>>>DPCH ID
	O
	
	9.2.3.3
	TDD only
	–
	

	>>>Dedicated Measurement Value
	M
	
	9.2.1.19
	
	–
	

	>>>CFN
	O
	
	9.2.1.9
	Dedicated Measurement Time Reference
	_
	

	>RLS or ALL RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1..<maxnoofRLSets>
	
	
	EACH
	ignore

	>>>RL Set ID 
	M
	
	9.2.2.35
	
	–
	

	>>>Dedicated Measurement Value
	M
	
	9.2.1.19
	
	–
	

	>>>CFN
	O
	
	9.2.1.9
	Dedicated Measurement Time Reference
	_
	

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	Ignore


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of individual RLs the measurement can be started on.

	MaxnoofRLSets
	Maximum number of individual RL Sets the measurement can be started on.


9.1.30
DEDICATED MEASUREMENT INITIATION FAILURE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement Id
	M
	
	9.2.1.37
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.31
DEDICATED MEASUREMENT REPORT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement Id
	M
	
	9.2.1.37
	
	YES
	ignore

	CHOICE Dedicated Measurement Object Type
	M
	
	
	Dedicated Measurement Object Type the measurement was initiated with
	YES
	ignore

	>RL or ALL RL
	
	
	
	
	–
	

	>>RL Information
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>>>RL-ID
	M
	
	9.2.1.49
	
	–
	

	>>>DPCH ID
	O
	
	9.2.3.3
	TDD only
	–
	

	>>>Dedicated Measurement Value Information
	M
	
	9.2.1.19A
	
	–
	

	>RLS or ALL RLS
	
	
	
	FDD only
	–
	

	>>RL Set Information
	
	1..<maxnoofRLSets>
	
	
	EACH
	ignore

	>>>RL Set ID
	M
	
	9.2.2.35
	
	–
	

	>>>Dedicated Measurement Value Information
	M
	
	9.2.1.19A
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of individual RLs the measurement can be started on.

	MaxnoofRLSets
	Maximum number of individual RL Sets the measurement can be started on.


9.1.32
DEDICATED MEASUREMENT TERMINATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement Id
	M
	
	9.2.1.37
	
	YES
	ignore


9.1.33
DEDICATED MEASUREMENT FAILURE INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement Id
	M
	
	9.2.1.37
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore


9.1.34
COMMON TRANSPORT CHANNEL RESOURCES RELEASE REQUEST

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	D-RNTI
	M
	
	9.2.1.24
	
	YES
	ignore


9.1.35
COMMON TRANSPORT CHANNEL RESOURCES REQUEST
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	D-RNTI
	M
	
	9.2.1.24
	
	YES
	reject

	C-ID
	O
	
	9.2.1.6
	
	YES
	reject

	Transport Bearer Request Indicator
	M
	
	9.2.1.61
	Request a new transport bearer or to use an existing bearer for the user plane.
	YES
	reject

	Transport Bearer ID
	M
	
	9.2.1.60
	Indicates the Iur transport bearer to be used for the user plane.
	YES
	reject

	Permanent NAS UE Identity
	O
	
	9.2.1.73
	
	YES
	ignore


9.1.36
COMMON TRANSPORT CHANNEL RESOURCES RESPONSE

9.1.36.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	C-RNTI
	O
	
	9.2.1.14
	
	YES
	ignore

	FACH Info for UE Selected S-CCPCH
	
	1
	
	
	YES
	ignore

	>FACH Flow Control Information
	M
	
	9.2.1.26C
	
	YES
	ignore

	Transport Layer Address
	O
	
	9.2.1.62
	
	YES
	ignore

	Binding Identity
	O
	
	9.2.1.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	C-ID
	M
	
	9.2.1.6
	
	YES
	ignore


9.1.36.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	C-RNTI
	O
	
	9.2.1.14
	
	YES
	ignore

	FACH Info for UE Selected S-CCPCHs
	
	1
	
	
	YES
	ignore

	>FACH Flow Control Information
	M
	
	9.2.1.26C
	
	YES
	ignore

	Transport Layer Address
	O
	
	9.2.1.62
	
	YES
	ignore

	Binding Identity
	O
	
	9.2.1.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	C-ID
	M
	
	9.2.1.6
	
	YES
	ignore


9.1.37
COMMON TRANSPORT CHANNEL RESOURCES FAILURE

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	S-RNTI
	M
	
	9.2.1.53
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.38
COMPRESSED MODE COMMAND [FDD]

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Active Pattern Sequence Information
	M
	
	9.2.2.A
	
	YES
	ignore


9.1.39
ERROR INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Cause
	O
	
	9.2.1.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	S-RNTI
	O
	
	9.2.1.53
	
	YES
	ignore

	D-RNTI
	O
	
	9.2.1.24
	
	YES
	ignore


9.1.40
DL POWER TIMESLOT CONTROL REQUEST [TDD]

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	Mandatory For 3.84Mcps TDD only
	YES
	ignore

	DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	Mandatory For 1.28Mcps TDD only
	YES
	 ignore


9.1.41
RADIO LINK PREEMPTION REQUIRED INDICATION

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	RL Information 
	
	0..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of radio links for one UE


9.1.42
RADIO LINK CONGESTION INDICATION

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Congestion Cause
	O
	
	9.2.1.79
	
	YES
	ignore

	RL Information 
	
	1..<maxnoofRLs>
	
	
	EACH
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>DCH Rate Information
	
	1..<maxnoofDCHs>
	
	
	EACH
	ignore

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>Allowed Rate Information
	M
	
	9.2.1.2A
	
	–
	


	Range bound
	Explanation

	MaxnoofRLs
	Maximum number of Radio Links for one UE

	MaxnoofDCHs
	Maximum number of DCHs for one UE.


9.1.43
COMMON MEASUREMENT INITIATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	reject

	Common Measurement Object Type
	M
	
	9.2.1.12B
	
	YES
	reject

	CHOICE Common Measurement Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	–
	

	>>UTRAN Cell Identifier
	M
	
	9.2.1.71
	
	–
	

	>>Neighbouring Cell Measurement Information
	
	0..<maxnoofMeasNCells>
	
	
	–
	

	  >>>CHOICE Neighbouring Cell Measurement Information
	
	
	
	
	
	

	     >>>> Neighbouring FDD Cell Measurement Information
	
	
	
	
	
	

	>>>>> Neighbouring FDD Cell Measurement Information
	M
	
	9.2.1.41G
	
	–
	

	     >>>> Neighbouring TDD Cell Measurement Information
	
	
	
	
	
	

	>>>>> Neighbouring TDD Cell Measurement Information
	M
	
	9.2.1.41H
	
	–
	

	>>Time Slot
	O
	
	9.2.1.56
	TDD Only
	
	

	Common Measurement Type
	M
	
	9.2.1.12C
	
	YES
	reject

	Measurement Filter Coefficient
	O
	
	9.2.1.41
	
	YES
	reject

	Report Characteristics
	M
	
	9.2.1.48
	
	YES
	reject

	SFN reporting indicator
	M
	
	FN reporting indicator 9.2.1.28A
	
	YES
	reject

	SFN
	O
	
	9.2.1.52A
	
	YES
	reject

	Common Measurement Accuracy
	O
	
	9.2.1.12A
	
	YES
	reject


	Range bound
	Explanation

	maxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


9.1.44
COMMON MEASUREMENT INITIATION RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	CHOICE Common Measurement Object Type
	O
	
	
	Common Measurement Object Type that the measurement was initiated with.
	YES
	ignore

	>Cell 
	
	
	
	
	–
	

	>>Common Measurement value
	M
	
	9.2.1.12D
	
	–
	

	SFN
	O
	
	9.2.1.52A
	Common Measurement Time Reference
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	Common Measurement Achieved Accuracy
	O
	
	Common Measurement Accuracy

9.2.1.12A
	
	YES
	ignore


9.1.45
COMMON MEASUREMENT INITIATION FAILURE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.46
COMMON MEASUREMENT REPORT

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	CHOICE Common Measurement Object Type
	M
	
	
	Common Measurement Object Type that the measurement was initiated with.
	YES
	ignore

	>Cell 
	
	
	
	
	–
	

	>>Common Measurement Value Information
	M
	
	9.2.1.12E
	
	–
	

	SFN
	O
	
	9.2.1.52A
	Common Measurement Time Reference
	YES
	ignore


9.1.47
COMMON MEASUREMENT TERMINATION REQUEST

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore


9.1.48
COMMON MEASUREMENT FAILURE INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Measurement ID
	M
	
	9.2.1.37
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore


9.1.49
INFORMATION EXCHANGE INITIATION REQUEST
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	reject

	Information Exchange Object Type
	M
	
	9.2.1.31B
	
	YES
	reject

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	reject

	>Cell
	
	
	
	
	-
	

	>>C-ID
	M
	
	9.2.1.6
	
	YES
	reject

	Information Type
	M
	
	9.2.1.31E
	
	YES
	reject

	Information Report Characteristics
	M
	
	9.2.1.31C
	
	YES
	reject


9.1.50
INFORMATION EXCHANGE INITIATION RESPONSE
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	M
	
	9.2.1.31B
	
	YES
	ignore

	>Cell
	
	
	
	
	-
	

	>>Requested Data Value 
	M
	
	9.2.1.48A
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.51
INFORMATION EXCHANGE INITIATION FAILURE
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


9.1.52
INFORMATION REPORT
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	ignore

	>Cell
	
	
	
	
	-
	

	>>Requested Data Value Information
	M
	
	9.2.1.48B
	
	YES
	ignore


9.1.53
INFORMATION EXCHANGE TERMINATION REQUEST
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore


9.1.54
INFORMATION EXCHANGE FAILURE INDICATION
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.59
	
	–
	

	Information Exchange ID
	M
	
	9.2.1.31A
	
	YES
	ignore

	Cause
	M
	
	9.2.1.5
	
	YES
	ignore


9.2
Information Element Functional Definition and Contents

9.2.0
General

Subclause 9.2 presents the RNSAP IE definitions in tabular format. The corresponding ASN.1 definition is presented in subclause 9.3. In case there is contradiction between the tabular format in subclause 9.2 and the ASN.1 definition, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

When specifying information elements which are to be represented by bitstrings, if not otherwise specifically stated in the semantics description of the concerned IE or elsewhere, the following principle applies with regards to the ordering of bits:

-
The first bit (leftmost bit) contains the most significant bit (MSB);

-
The last bit (rightmost bit) contains the least significant bit (LSB);

-
When importing bitstrings from other specifications, the first bit of the bitstring contains the first bit of the concerned information;

9.2.1
Common Parameters

This subclause contains parameters that are common to FDD and TDD.

9.2.1.1
Allocation/Retention Priority

This parameter indicates the priority level in the allocation and retention of transport channel resources in DRNS. DRNS may use the Allocation/Retention priority information of the transport channels composing the RL to prioritise requests for RL Setup/addition and reconfiguration. In similar way, DRNS may use the allocation/Retention priority information of the transport channels composing the RL to prioritise which RL shall be set to failure, in case prioritisation is possible. See Annex A.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Priority Level
	M
	
	INTEGER {spare (0), highest (1), .., lowest (14), no priority (15)} (0..15)
	This IE indicates the priority of the request.

Usage:

- Values between 1 and 14 are ordered in decreasing order of priority, '1' being the highest and '14' the lowest.

Value 15 shall be treated as “no priority”.

Value 0 shall not be used.

	Pre-emption Capability
	M
	
	ENUMERATED(shall not trigger pre-emption, may trigger pre-emption)
	

	Pre-emption Vulnerability
	M
	
	ENUMERATED(not pre-emptable, pre-emptable)
	


9.2.1.2
Allowed Queuing Time

This parameter specifies the maximum queuing time that is allowed in the DRNS until the DRNS must start to execute the request.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Allowed Queuing Time
	
	
	INTEGER(1..60)
	Seconds


9.2.1.2A
Allowed Rate Information

The Allowed Rate Information IE indicates the TFI corresponding to the highest allowed bit rate for the uplink and/or the downlink of a DCH. The SRNC is allowed to use any rate being lower than or equal to the rate corresponding to the indicated TFI.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Allowed UL Rate
	O
	
	INTEGER(1..maxTFcount)
	

	Allowed DL Rate
	O
	
	INTEGER(1..maxTFcount)
	


9.2.1.2B
Altitude and Direction

This IE contains a description of Altitude and Direction.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Direction of Altitude
	M
	
	ENUMERATED (Height, Depth)


	

	Altitude
	M
	
	INTEGER (

0..215-1)
	The relation between the value (N) and the altitude (a) in meters it describes is N( a <N+1, except for N=215-1 for which the range is extended to include all grater values of (a).


9.2.1.3
Binding ID

The Binding ID is the identifier of a user data stream. It is allocated at the DRNS and it is unique for each transport bearer under establishment to/from the DRNS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Binding ID
	
	
	OCTET STRING (1..4,…)
	


9.2.1.4
BLER

This Block Error Rate defines the target radio interface Transport Block Error Rate of the transport channel . BLER is used by the DRNS to determine the needed SIR targets, for admission control and power management reasons.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	BLER
	
	
	INTEGER (-63..0)
	Step 0.1. (Range –6.3…0).

It is the Log10 of the BLER


9.2.1.4A
Block STTD Indicator

Void.

9.2.1.4B
Burst Mode Parameters

The Burst Mode Parameters IE provides all the relevant information in order to able IPDL in the Burst mode.
	Information Element/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	Burst Start
	M
	
	INTEGER(0..15)
	See [10] and [22]

	Burst Length
	M
	
	INTEGER(10..25)
	See [10] and [22]

	Burst freq
	M
	
	INTEGER(1..16)
	See [10] and [22]


9.2.1.5
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Cause Group
	
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unknown C-ID,
Cell not Available,
Power Level not Supported,
UL Scrambling Code Already in Use,
DL Radio Resources not Available,
UL Radio Resources not Available,
Measurement not Supported For The Object,
Combining Resources Not Available,
Combining not Supported,
Reconfiguration not Allowed,
Requested Configuration not Supported,
Synchronisation Failure,

Requested Tx Diversity Mode not Supported, 

Measurement Temporarily not Available, 

Unspecified,

Invalid CM Settings, 

Reconfiguration CFN not Elapsed, 

Number of DL Codes Not Supported,
Dedicated Transport Channel Type not Supported,
DL Shared Channel Type not Supported,
UL Shared Channel Type not Supported,
Common Transport Channel Type not Supported,
UL Spreading Factor not Supported,
DL Spreading Factor not Supported,

CM not Supported, 

Transaction not Supported by Destination Node B,

RL Already Activated/Allocated, 

...,

Number of UL Codes Not Supported,

DPC Mode Change not Supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell reserved for operator use)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerning capability is missing. On the other hand, "not available" cause values indicate that the concerning capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerning cell is not available

	Cell reserved for operator use
	The concerning cell is reserved for operator use

	Combining not Supported
	The DRNS does not support the RL combining for the concerning cells

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to 'Must', but the DRNS cannot perform the requested combining

	CM not Supported
	The concerning cell(s) do not support Compressed Mode

	Common Transport Channel Type not Supported
	The concerning cell(s) do not support the RACH and/or FACH and/or CPCH Common Transport Channel Type

	Dedicated Transport Channel Type not Supported
	The concerning cell(s) do not support the Dedicated Transport Channel Type

	DL Radio Resources not Available
	The DRNS does not have sufficient DL radio resources available

	DL SF not Supported
	The concerning cell(s) do not support the requested DL SF

	DL Shared Channel Type not Supported
	The concerning cell(s) do not support the Downlink Shared Channel Type

	DPC Mode Change not Supported
	The concerning cells do not support the DPC mode changes

	Information Provision not supported for the object
	The RNS doesn’t support provision of the requested information for the concerned object types

	Information temporarily not available
	The RNS can temporarily not provide the requested information

	Invalid CM Settings
	The concerning cell(s) consider the requested Compressed Mode settings invalid

	Measurement not Supported For The Object
	At least one of the concerning cell(s) does not support the requested measurement on the concerning object type

	Measurement Temporarily not Available
	The DRNS can temporarily not provide the requested measurement value

	Number of DL Codes not Supported
	The concerning cell(s) do not support the requested number of DL codes

	Number of UL Codes not Supported
	The concerning cell(s) do not support the requested number of UL codes

	Power Level not Supported
	A DL power level was requested which the concerning cell(s) do not support

	Reconfiguration CFN not Elapsed
	The requested action cannot be performed due to that a COMMIT message was received previously, but the concerning CFN has not yet elapsed

	Reconfiguration not Allowed
	The SRNC does currently not allow the requested reconfiguration

	Requested Configuration not Supported
	The concerning cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters,…..

	Requested Tx Diversity mode not Supported
	The concerning cell(s) do not support the requested transmit diversity mode

	RL Already Activated/ Allocated
	The DRNS has already allocated an RL with the requested RL ID for this UE Context

	Synchronisation Failure
	Loss of UL Uu synchronisation 

	Transaction not Supported by Destination Node B
	The requested action cannot be performed due to lack of support of the corresponding action in the destination Node B

	UL Radio Resources not Available
	The DRNS does not have sufficient UL radio resources available

	UL Scrambling Code Already in Use
	The concerning UL scrambling code is already in use for another UE

	UL SF not Supported
	The concerning cell(s) do not support the requested minimum UL SF

	UL Shared Channel Type not Supported
	The concerning cell(s) do not support the Uplink Shared Channel Type

	Unknown C-ID
	The DRNS is not aware of a cell with the provided C-Id

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerning criticality indicated "reject" (see subclause 10.3)

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify" (see subclause 10.3)

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see subclause 10.3)

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4)

	Semantic Error
	The received message included a semantic error (see subclause 10.4)

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2)

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	DRNS control processing overload

	Hardware Failure
	DRNS hardware failure

	Not enough User Plane Processing Resources
	DRNS has insufficient user plane processing resources available

	O&M Intervention
	Operation and Maintenance intervention related to DRNS equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


9.2.1.5A
Cell Geographical Area Identity (Cell GAI)

The Cell Geographical Area is used to identify the geographical area of a cell. The area is represented as a polygon. See ref. [25].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell GAI Geographical Co-ordinates
	
	1 .. <maxnoofPoints>
	
	

	>Latitude Sign
	M
	
	ENUMERATED (North, South) 
	

	>Degrees of Latitude
	M
	
	INTEGER (

0..223-1)
	The IE value (N) is derived by this formula:

N223 X /90  N+1

X being the latitude in degree (0°.. 90°)

	>Degrees of Longitude
	M
	
	INTEGER (

-223..223-1)
	The IE value (N) is derived by this formula:

N224 X /360  N+1

X being the longitude in degree (-180°..+180°)


	Range bound
	Explanation

	maxnoofPoints
	Maximum no. of points in polygon.


9.2.1.5B
Cell Geographical Area Additional Shapes (Cell GAI Additional Shapes)

This IE is used to provide several descriptions of the geographical area of a cell.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Cell GAI Additional Shapes
	
	
	
	

	>GA Point With Uncertainty
	
	
	
	

	>>GA Point With Uncertainty
	M
	
	9.2.1.30A
	Ellipsoid point with uncertainty circle

	>GA Ellipsoid point with uncertainty Ellipse
	
	
	
	

	>>GA Ellipsoid point with uncertainty Ellipse
	M
	
	9.2.1.30B
	Ellipsoid point with uncertainty Ellipse

	>GA Ellipsoid point with altitude
	
	
	
	

	>>GA Ellipsoid point with altitude
	M
	
	9.2.1.30C
	Ellipsoid point with altitude

	>GA Ellipsoid point with altitude and uncertainty Ellipsoid
	
	
	
	

	>>GA Ellipsoid point with altitude and uncertainty Ellipsoid
	M
	
	9.2.1.30D
	Ellipsoid point with altitude and uncertainty Ellipsoid

	>GA Ellipsoid Arc
	
	
	
	

	>>GA Ellipsoid Arc
	M
	
	9.2.1.30E
	Ellipsoid Arc


9.2.1.6
Cell Identifier (C-Id)

The C-Id (Cell Identifier) is the identifier of a cell in one RNS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	C-Id
	
	
	INTEGER 

(0..65535)
	


9.2.1.7
Cell Individual Offset
Cell individual offset is an offset that will be applied by UE to the measurement results for a Primary-CPICH[FDD]/ Primary-CCPCH[TDD], before the measurement takes place. This allows operators to easily monitor specific cell, as well as other uses.  The offset can be positive or negative, so the measured results can be reported as better than, or worse than what it really is.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell Individual Offset
	
	
	INTEGER (-20,..,+20) 
	-20  ->   -10dB

-19  ->   -9.5dB

…

+20  ->  +10dB




9.2.1.8
Cell Parameter ID

The Cell Parameter ID identifies unambiguously the [3.84 Mcps TDD - Code Groups, Scrambling Codes, Midambles and Toffset] [1.28 Mcps TDD - SYNC-DL and SYNC-UL sequences, the scrambling codes and the midamble codes] (see ref. [20]).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell Parameter ID
	
	
	INTEGER (0..127,…)
	


9.2.1.9
CFN

Connection Frame Number for the radio connection, see ref. [17].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CFN
	
	
	INTEGER (0.. 255)
	


9.2.1.10
CFN Offset

Void

9.2.1.11
CN CS Domain Identifier

Identification of the CN node in the CS Domain.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	LAC 
	M
	
	OCTET STRING (2)
	0000 and FFFF not allowed


9.2.1.11A
CN Domain Type

Identifies the type of core network domain.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CN Domain Type
	
	
	ENUMERATED (CS domain, PS domain, Don't care,…)
	See in [16]


9.2.1.12
CN PS Domain Identifier

Identification of the CN Node in the PS Domain.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	LAC 
	M
	
	OCTET STRING (2)
	0000 and FFFF not allowed

	RAC
	M
	
	OCTET STRING (1)
	


9.2.1.12A
Common Measurement Accuracy

The Common Measurement Accuracy IE indicates the accuracy of the common measurement. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Common Measurement Accuracy
	
	
	
	

	>TUTRAN-GPS Measurement Accuracy Class
	
	
	
	

	>>TUTRAN-GPS Measurement Accuracy Class
	M
	
	TUTRAN-GPS Accuracy Class

9.2.1.59B
	


9.2.1.12B
Common Measurement Object Type
The Common Measurement Object type indicates the type of object that the measurement is to be performed on.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common Measurement Object Type
	
	
	ENUMERATED (CELL,…)
	


9.2.1.12C
Common Measurement Type

The Common Measurement Type identifies which measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Common Measurement Type
	
	
	ENUMERATED (UTRAN GPS Timing of Cell Frames for LCS,

SFN-SFN Observed Time Difference, load, transmitted carrier power, received total wide band power, UL timeslot ISCP, …)
	UL timeslot ISCP shall only be used by TDD


9.2.1.12D
Common Measurement Value

The Common Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Common Measurement Value
	
	
	
	

	 > TUTRAN-GPS Measurement Value Information
	
	
	
	

	>>TUTRAN-GPS Measurement Value Information
	M
	
	9.2.1.59D
	

	 > SFN-SFN Measurement Value Information
	
	
	
	

	>>SFN-SFN Measurement Value Information
	M
	
	9.2.1.52C
	

	 >Load Value
	
	
	
	

	>>Load Value
	M
	
	9.2.1.33A
	

	 >Transmitted Carrier Power Value
	
	
	
	

	>>Transmitted Carrier Power Value
	M
	
	Transmitted Carrier Power 9.2.1.59A
	

	 >Received Total Wide Band Power Value
	
	
	
	

	>>Received Total Wide Band Power Value
	M
	
	Received Total Wide Band Power 9.2.2.35A
	

	 >UL Timeslot ISCP Value
	
	
	
	TDD Only

	>>UL Timeslot ISCP Value
	M
	
	UL Timeslot ISCP 9.2.3.13A
	


9.2.1.12E
Common Measurement Value Information

The Common Measurement Value Information IE provides information both on whether or not the Common Measurement Value is provided in the message or not and if provided also the Common Measurement Value itself.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Measurement Availability
	M
	
	
	

	>Measurement Available
	
	
	
	

	>>Common Measurement Value
	M
	
	9.2.1.12D
	

	>Measurement not Available
	
	
	NULL
	


9.2.1.13
Criticality Diagnostics
The Criticality Diagnostics IE is sent by an RNC when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs that were not comprehended or were missing.
For further details on how to use the Criticality Diagnostics IE, see Annex C.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Procedure ID
	
	0..1
	
	Procedure ID is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error

	>Procedure Code
	M
	
	INTEGER (0..255)
	

	>Ddmode
	M
	
	ENUMERATED (TDD, FDD, Common)
	Common = common to FDD and TDD.

	Triggering Message 
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome, outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication. 

	Procedure Criticality
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message
(Procedure).

	Transaction ID
	O
	
	9.2.1.59
	

	Information Element Criticality Diagnostics
	
	0..<maxnoof errors>
	
	

	>IE Criticality
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value 'Ignore" shall never be used.

	>IE Id
	M
	
	INTEGER (0..65535)
	The IE Id of the not understood or missing IE as defined in the ASN.1 part of the specification.

	>Repetition Number
	O
	
	INTEGER (0..255)
	The Repetition Number IE gives

· in case of a not understood IE: 
The number of occurrences of the reported IE up to and including the not understood occurrence

· in case of a missing IE:
The number of occurrences up to but not including the missing occurrence.

Note: All the counted occurrences of the reported IE must have the same topdown hierachical message structure of IEs with assigned criticality above them.

	>Message Structure
	O
	
	9.2.1.39A
	The Message Structure IE describes the structure where the not understood or missing IE was detected.

This IE is included if the not understood IE is not the top level of the message.

	>Type of Error
	O
[ASN puts this in optional container.  ASN may be wrong?]
	
	ENUMERATED(not understood, missing, …)
	


	Range bound
	Explanation

	Maxnooferrors
	Maximum number of IE errors allowed to be reported with a single message.


9.2.1.14
C-RNTI

C-RNTI (Cell RNTI) is the UE identifier allocated by the DRNS to be used over the radio interface. It is unique in the cell. One UE context has one unique C-RNTI value allocated in the DRNS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	C-RNTI
	
	
	INTEGER(0..65535)
	


9.2.1.15
DCH Combination Indicator

Void

9.2.1.16
DCH ID

The DCH ID is the identifier of an active dedicated transport channel. It is unique for each active DCH among the active DCHs simultaneously allocated for the same UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DCH ID
	
	
	INTEGER

(0..255)
	


9.2.1.16A
DCH Information Response

The DCH Information IE provides information for DCHs that have been established or modified.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DCH Information Response
	
	1..<maxnoofDCHs>
	
	
	–
	

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	>Allowed Rate Information
	O
	
	9.2.1.2A
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for one UE.


9.2.1.17
Dedicated Measurement Object Type

The Dedicated Measurement Object type indicates the type of object that the measurement is to be performed on.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Dedicated Measurement   Object Type
	
	
	ENUMERATED (RL, RLS, ALL RL, ALL RLS,…)
	


9.2.1.18
Dedicated Measurement Type

The Dedicated Measurement Type identifies the type of measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Dedicated Measurement Type
	
	
	ENUMERATED (SIR, SIR Error, Transmitted Code Power, RSCP, Rx Timing Deviation, Round Trip Time, …, Rx Timing Deviation LCR)
	RSCP is used by TDD only, Rx Timing Deviation is used by 3.84 TDD only, Rx Timing Deviation LCR is used by 1.28 TDD only,

Round Trip Time, SIR Error are used by FDD only.


NOTE:
For definitions of the measurement types refer to ref. [11] and [14].
9.2.1.19
Dedicated Measurement Value

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Dedicated Measurement Value
	
	
	
	

	 >SIR Value
	
	
	
	

	>>SIR Value
	M
	
	INTEGER(0..63)
	According to mapping in ref. [23] and [24]

	 >SIR Error Value
	
	
	
	FDD Only

	>>SIR Error Value
	M
	
	INTEGER(0..125)
	According to mapping in [23]

	 >Transmitted Code Power Value
	
	
	
	

	>>Transmitted Code Power Value
	M
	
	INTEGER(0..127)
	According to mapping in ref. [23] and [24]

Values 0 to 9 and 123 to 127 shall not be used.

	 >RSCP
	
	
	
	TDD Only

	>>RSCP
	M
	
	INTEGER(0..127)
	According to mapping in ref. [24]

	 >Rx Timing Deviation Value
	
	
	
	3.84Mcps TDD Only

	>>Rx Timing Deviation
	M
	
	INTEGER(0..8191)
	According to mapping in [24]

	 >Round Trip Time
	
	
	
	FDD Only

	>>Round Trip Time
	M
	
	INTEGER(0..32767)
	According to mapping in [23]

	 >Rx Timing Deviation Value LCR
	
	
	
	1.28Mcps TDD Only

	>>Rx Timing Deviation LCR
	M
	
	INTEGER(0..255)
	According to mapping in [24]


9.2.1.19A
Dedicated Measurement Value Information

The Dedicated Measurement Value Information IE provides information both on whether or not the Dedicated Measurement Value is provided in the message and if provided also the Dedicated Measurement Value itself.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE Measurement Availability Indicator
	M
	
	
	
	–
	

	>Measurement Available
	
	
	
	
	–
	

	>>Dedicated Measurement Value
	M
	
	9.2.1.19
	
	–
	

	>>CFN
	O
	
	9.2.1.9
	Dedicated Measurement Time Reference
	_
	

	>Measurement not Available
	
	
	NULL
	
	–
	


9.2.1.19B
DGPS Corrections

The DGPS Corrections IE contains DGPS information used by the UE Positioning A-GPS method. For further details on the meaning of parameters, see [31].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	GPS TOW
	M
	
	INTEGER(0..604799)
	Time in seconds. This field indicates the baseline time for which the corrections are valid

	Status/Health
	M
	
	ENUMERATED

(UDRE scale 1.0, UDRE scale 0.75, UDRE scale 0.5, UDRE scale 0.3, UDRE scale 0.1, no data, invalid data)
	This field indicates the status of the differential corrections

	Satellite DGPS Corrections  Information
	
	1..<MaxNoSat>
	
	

	>SatID
	M
	
	SAT ID

9.2.1.50A
	Satellite ID

	>IODE
	M
	
	Bit string(8)
	This IE is the sequence number for the ephemeris for the particular satellite. It can be used to determine if new ephemeris is used for calculating the corrections that are provided. This eight-bit IE is incremented for each new set of ephemeris for the satellite and may occupy the numerical range of [0, 239] during normal operations.

	>UDRE
	M
	
	ENUMERATED

(UDRE (1.0m,

1.0m <

UDRE ( 

4.0m,

4.0m <

UDRE (
8.0m,

8.0m <

UDRE)
	User Differential Range Error. This field provides an estimate of the uncertainty (1-() in the corrections for the particular satellite. The value in this field shall be multiplied by the UDRE Scale Factor in the common Corrections Status/Health field to determine the final UDRE estimate for the particular satellite

	>PRC
	M
	
	Integer(

-2047..2047)
	Scaling factor 0.32 meters

	>Range Correction Rate
	M
	
	Integer(-127.. 127)
	Scaling factor 0.032 m/s 


	Range Bound
	Explanation

	MaxNoSat
	Maximum number of satellites for which information can be provided


9.2.1.20
Diversity Control Field

The Diversity Control Field indicates if the current RL may, must or must not be combined with the already existing RLs.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Diversity Control Field
	
	
	ENUMERATED(May, Must, Must not)
	


9.2.1.21
Diversity Indication

The Diversity Indication indicates if the RL has been or has not been combined with another RL.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Diversity Indication
	
	
	ENUMERATED (Combined, Not Combined)
	


9.2.1.21A
DL Power

The DL Power IE indicates a power level relative to the [FDD - primary CPICH power] [TDD - PCCPCH power] configured in a cell [FDD - If referred to a DPCH, it indicates the power of the transmitted DPDCH symbols].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL Power
	
	
	INTEGER   (-350.. 150)
	Unit dB, Range: –35.0dB to +15.0dB, Step 0.1dB


9.2.1.22
Downlink SIR Target

Void

9.2.1.23
DPCH Constant Value

DPCH Constant Value is the power margin used by a UE to set the proper uplink power.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DPCH Constant Value
	
	
	INTEGER   (-10..10)
	Unit dB
Granularity 1 dB.


9.2.1.24
D-RNTI

The D-RNTI identifies the UE Context in the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	D-RNTI
	
	
	INTEGER (0..2^20 –1)
	


9.2.1.25
D-RNTI Release Indication

The D-RNTI Release Indication indicates whether or not a DRNC shall release the D-RNTI allocated for a particular UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	D-RNTI Release Indication
	
	
	ENUMERATED (Release D‑RNTI, not Release D‑RNTI)
	


9.2.1.26
DRX Cycle Length Coefficient

The DRX Cycle Length Coefficient is used as input for the formula to establish the paging occasions to be used in DRX.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DRX Cycle Length Coefficient
	
	
	INTEGER

(3, .., 9)


	Refers to 'k' in the formula as specified in ref. [15], Discontinuous Reception.


9.2.1.26A
DSCH ID

The DSCH ID is the identifier of an active downlink shared channel. It is unique for each active DSCH among the active DSCHs simultaneously allocated for the same UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DSCH ID
	
	
	INTEGER

(0..255)
	


9.2.1.26B
DSCH Flow Control Information

The DSCH Flow Control Information IE provides flow control information for each scheduling priority class for the DSCH FP over Iur.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DSCH Flow Control Information
	
	1..16
	
	
	–
	

	>DSCH Scheduling Priority
	M
	
	Scheduling Priority Indicator

9.2.1.51A
	
	–
	

	>MAC-c/sh SDU Length
	
	1..<MaxNbMAC-c/shSDULength>
	
	
	–
	

	>>MAC-c/sh SDU Length
	M
	
	9.2.1.34
	
	–
	


	Range bound
	Explanation

	MaxNbMAC-c/shSDULength
	Maximum number of different MAC-c/sh SDU lengths.


9.2.1.26C
FACH Flow Control Information

The FACH Flow Control Information IE provides flow control information for each scheduling priority class for the FACH FP over Iur.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	FACH Flow Control Information
	
	1..16
	
	
	–
	

	>FACH Scheduling Priority
	M
	
	Scheduling Priority Indicator 9.2.1.51A
	
	–
	

	>MAC-c/sh SDU Length
	
	1..<MaxNbMAC-c/shSDULength>
	
	
	–
	

	>>MAC-c/sh SDU Length
	M
	
	9.2.1.34
	
	–
	

	>FACH Initial Window Size
	M
	
	9.2.1.27
	
	–
	


	Range bound
	Explanation

	MaxNbMAC-c/shSDULength
	Maximum number of different MAC-c/sh SDU lengths.


9.2.1.27
FACH Initial Window Size

Indicates the initial number of MAC-c/sh SDUs that may be transmitted before an acknowledgement is received from the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FACH Initial Window Size
	
	
	INTEGER (0..255)
	Number of frames (MAC-c/sh SDUs.)

255 = Unlimited number of FACH data frames.


9.2.1.28
FACH Priority Indicator

Void

9.2.1.28A
FN reporting indicator

Frame Number reporting indicator.

Indicates if the SFN or CFN shall be included together with the reported measurement value.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FN reporting indicator
	
	
	ENUMERATED(FN reporting required, FN reporting not required)
	


9.2.1.29
Frame Handling Priority

This parameter indicates the priority level to be used during the lifetime of the DCH/DSCH for temporary restriction of the allocated resources due overload reason.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Frame Handling Priority
	
	
	INTEGER

(0..15)
	0=Lowest Priority,

…

15=Highest Priority


9.2.1.30
Frame Offset

Frame Offset is the required offset between the dedicated channel downlink transmission frames (CFN, Connection Frame Number) and the broadcast channel frame offset (Cell Frame Number). The Frame_offset is used in the translation between Connection Frame Number (CFN) on Iub/Iur and least significant 8 bits of SFN (System Frame Number) on Uu. The Frame Offset is UE and cell specific.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Frame Offset
	
	
	INTEGER

(0..255)
	Frames


9.2.1.30A
GA Point with Uncertainty

This IE contains one of the possible descriptions of a Cell Geographical Area.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Uncertainty Code
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)


9.2.1.30B
GA Ellipsoid Point with Uncertainty Ellipse

This IE contains one of the possible descriptions of a Cell Geographical Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Uncertainty Ellipse
	M
	
	9.2.1.68A
	

	Confidence
	M
	
	INTEGER(

0..127)
	


9.2.1.30C
GA Ellipsoid Point with Altitude

This IE contains one of the possible descriptions of a Cell Geographical Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Altitude and direction
	M
	
	9.2.1.2B
	


9.2.1.30D
GA Ellipsoid Point with Altitude and Uncertainty Ellipsoid

This IE contains one of the possible descriptions of a Cell Geographical Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Altitude and direction
	M
	
	9.2.1.2B
	

	Uncertainty Ellipse
	M
	
	9.2.1.68A
	

	Uncertainty Altitude
	M
	
	INTEGER(

0..127)
	

	Confidence
	M
	
	INTEGER(

0..127)
	


9.2.1.30E
GA Ellipsoid Arc

This IE contains one of the possible descriptions of a Cell Geographical Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Inner radius
	M
	
	INTEGER (

0..216-1)
	The relation between the value (N) and the radius (r) in meters it describes is 5N( r <5(N+1), except for N=216-1 for which the range is extended to include all grater values of (r).

	Uncertainty radius
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	Offset angle
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1)

	Included angle
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1)

	Confidence
	M
	
	INTEGER(

0..127)
	


9.2.1.30F
Geographical Coordinates

This IE contains the description of geographical coordinates.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Latitude Sign
	M
	
	ENUMERATED (North, South)


	

	Degrees Of Latitude
	M
	
	INTEGER (

0..223-1)
	The IE value (N) is derived by this formula:

N223 X /90  N+1

X being the latitude in degree (0°.. 90°)

	Degrees Of Longitude
	M
	
	INTEGER (

-223..223-1)
	The IE value (N) is derived by this formula:

N224 X /360  N+1

X being the longitude in degree (-180°..+180°)


9.2.1.30G
GPS Almanac

This IE provides the information regarding the GPS Almanac. For further details on the meaning of parameters, see [30].
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	WNa
	M
	
	Bit string(8)
	

	Satellite Almanac Information
	M
	1,,<MaxNoSat>
	
	

	>SatID
	M
	
	SAT ID

9.2.1.50A
	Satellite ID

	>e
	M
	
	Bit string(16)
	

	>toa
	M
	
	Bit string(8)
	

	>(I
	M
	
	Bit string(16)
	

	>OMEGADOT
	M
	
	Bit string(16)
	

	>SV Health
	M
	
	Bit string(8)
	

	>A1/2
	M
	
	Bit string(24)
	

	>OMEGA0
	M
	
	Bit string(24)
	

	>M0
	M
	
	Bit string(24)
	

	>(
	M
	
	Bit string(24)
	

	>af0
	M
	
	Bit string(11)
	

	>af1
	M
	
	Bit string(11)
	


	Range Bound
	Explanation

	MaxNoSat
	Maximum number of satellites for which information can be provided


9.2.1.30H
GPS Ionospheric Model

This IE provides the information regarding the GPS Ionospheric Model. For further details on the meaning of parameters, see [30].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	(0
	M
	
	Bit string(8)
	

	(1
	M
	
	Bit string(8)
	

	(2
	M
	
	Bit string(8)
	

	(3
	M
	
	Bit string(8)
	

	(0
	M
	
	Bit string(8)
	

	(1
	M
	
	Bit string(8)
	

	(2
	M
	
	Bit string(8)
	

	(3
	M
	
	Bit string(8)
	


9.2.1.30I
GPS Navigation Model and Time Recovery

This IE contains subframes 1 to 3 of the GPS navigation message. For further details on the meaning of parameters, see [30].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Navigation Message 1to3
	
	1..<MaxNoSat>
	
	

	>Transmission TOW
	M
	
	ENUMERATED

(0..1048575)
	Time of the Week when the message is broadcast.

	>SatID
	M
	
	SAT ID

9.2.1.50A
	Satellite ID of the satellite from which the information is obtained

	>TLM Message
	M
	
	Bit string(14)
	

	>Tlm Revd (C) 
	M
	
	Bit string(2)
	

	>HO-Word
	M
	
	Bit string(22)
	

	>WN
	M
	
	Bit string(10)
	

	>C/A or P on L2
	M
	
	Bit string(2)
	

	>User Range Accuracy    Index
	M
	
	Bit string(4)
	

	>SV Health
	M
	
	Bit string(6)
	

	>IODC
	M
	
	Bit string(10)
	

	>L2 P Data Flag
	M
	
	Bit string(1)
	

	>SF 1 Reserved
	M
	
	Bit string(87)
	

	>TGD
	M
	
	Bit string(8)
	

	>toc
	M
	
	Bit string(16)
	

	>af2
	M
	
	Bit string(8)
	

	>af1
	M
	
	Bit string(16)
	

	>af0
	M
	
	Bit string(22)
	

	>Crs
	M
	
	Bit string(16)
	

	>(n
	M
	
	Bit string(16)
	

	>M0
	M
	
	Bit string(32)
	

	>Cuc
	M
	
	Bit string(16)
	

	>e
	M
	
	Bit string(32)
	

	>Cus
	M
	
	Bit string(16)
	

	>(A)1/2
	M
	
	Bit string(32)
	

	>toe
	M
	
	Bit string(16)
	

	>Fit Interval Flag
	M
	
	Bit string(1)
	

	>AODO
	M
	
	Bit string(5)
	

	>Cic
	M
	
	Bit string(16)
	

	>OMEGA0
	M
	
	Bit string(32)
	

	>Cis
	M
	
	Bit string(16)
	

	>i0
	M
	
	Bit string(32)
	

	>Crc
	M
	
	Bit string(16)
	

	>(
	M
	
	Bit string(32)
	

	>OMEGAdot
	M
	
	Bit string(24)
	

	>Idot
	M
	
	Bit string(14)
	

	>Spare/zero fill
	M
	
	Bit string(20)
	


	Range Bound
	Explanation

	MaxNoSat
	Maximum number of satellites for which information can be provided


9.2.1.30J
GPS Real-Time Integrity

This IE provides the information regarding the status of the GPS constellation. For further details on the meaning of parameters, see [30].
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	CHOICE Bad Satellites Presence
	M
	
	
	

	>Bad Satellites
	
	
	
	

	>>Satellite information
	
	1..<MaxNoSat>
	
	

	>>>BadSatID
	M
	
	SAT ID

9.2.1.50A
	Satellite ID

	>No Bad Satellites
	
	
	NULL
	


	Range Bound
	Explanation

	MaxNoSat
	Maximum number of satellites for which information can be provided


9.2.1.30K
GPS Receiver Geographical Position (GPS RX Pos)

The GPS Receiver Geographical Position is used to identify the geographical coordinates of a GPS receiver relevant for a certain Information Exchange Object.
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Altitude and direction
	M
	
	9.2.1.2B
	


9.2.1.30L
GPS UTC Model

This IE provides the information regarding the GPS UTC Model. For further details on the meaning of parameters, see [30].
	IE/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	A1
	M
	
	Bit string(24)
	

	A0
	M
	
	Bit string(32)
	

	tot
	M
	
	Bit string(8)
	

	(tLS
	M
	
	Bit string(8)
	

	WNt
	M
	
	Bit string(8)
	

	WNLSF
	M
	
	Bit string(8)
	

	DN
	M
	
	Bit string(8)
	

	(tLSF
	M
	
	Bit string(8)
	


9.2.1.30M
Guaranteed Rate Information

The Guaranteed Rate Information IE indicates the TFI corresponding to the guaranteed bit rate for the uplink and/or the downlink of a DCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Guaranteed UL Rate
	O
	
	INTEGER(1..maxTFcount)
	

	Guaranteed DL Rate
	O
	
	INTEGER(1..maxTFcount)
	


9.2.1.31
IMSI

The IMSI is the permanent UE user Identity, see ref. [1].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IMSI
	
	
	OCTET STRING

(SIZE(3..8))


	-Decimal digits coded in BCD

-'1111' used as filler

-bit 4 to 1 of octet n is encoding digit 2n-1

-bit 8 to 5 of octet n is encoding digit 2n


9.2.1.31A
Information Exchange ID
The Information Exchange ID uniquely identifies any requested information per RNS.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Information Exchange ID
	M
	
	Integer(0 .. 2^20-1)
	


9.2.1.31B
Information Exchange Object Type
The Information Exchange Object type indicates the type of object that the requested information shall be valid for.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Information Exchange Object Type
	
	
	ENUMERATED(CELL,

…)
	


9.2.1.31C
Information Report Characteristics

The information report characteristics define how the reporting shall be performed.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Information Report Characteristics Type
	
	
	
	

	  >OnDemand
	
	
	NULL
	

	  >Periodic
	
	
	
	

	>>Information Report Periodicity
	M
	
	ENUMERATED 

(1min…1hr,…) step 1min,

(1hr…24hr,…) step 1hr, …
	The frequency with which the RNS shall send information reports.

	
	
	
	
	

	 >On Modification
	
	
	
	

	>>Information Threshold
	M
	
	9.2.1.31D
	


9.2.1.31D
Information Threshold
The Information Threshold indicates which kind of information shall trigger the Information Reporting procedure.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Information Type Item
	M
	
	
	

	   >DGPS
	
	
	
	

	     >>PRC Deviation
	M
	
	ENUMERATED (1, 2, 5, 10, …)
	PRC deviation in meters from the previously reported value, which shall trigger a report


9.2.1.31E
Information Type
The Information Type indicates which kind of information the RNS shall provide.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Information Type Item
	M
	
	ENUMERATED

(UTRAN Access Point Position with Altitude,

IPDL Parameters,

GPS Information,

DGPS Corrections,

GPS RX Pos, SFN-SFN Measurement Reference Point Position,…)
	

	GPS Information
	C-GPS
	1..<maxnoofGPSTypes>
	
	

	>GPS Information Item
	
	
	ENUMERATED

(GPS Navigation Model and Time Recovery,

GPS Ionospheric Model,

GPS UTC Model,

GPS Almanac,

GPS Real-Time Integrity,

…)
	


	Condition
	Explanation

	GPS
	This IE shall be present if the Information Type IE indicates ‘GPS Information’


	Range Bound
	Explanation

	MaxnoofGPSTypes
	Maximum number of GPS Information Types supported in one Information Exchange.


9.2.1.31F
IPDL parameters
	Information Element/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	CHOICE IPDL Parameters
	
	
	
	

	 >IPDL FDD Parameters
	
	
	
	

	>>IPDL FDD parameters
	M
	
	9.2.2.21B
	

	 >IPDL TDD Parameters
	
	
	
	

	>>IPDL TDD parameters
	M
	
	9.2.3.4B
	


9.2.1.32
L3 Information

This parameter contains the Layer 3 Information from a Uu message as received from the UE over the Uu interface or the Layer 3 Information for a Uu message to be sent to a UE by the DRNC, as defined in ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	L3 Information
	
	
	BIT STRING
	The content is defined in ref. [16]


9.2.1.33
Limited Power Increase

Void.

9.2.1.33A
Load Value

The Load Value IE contains the load for both the uplink and downlink.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Uplink Load Value
	M
	
	INTEGER(0..9)
	Value 0 shall indicate the minimum load, and 9 shall indicate the maximum load. Load should be measured on a linear scale.

	Downlink Load Value
	M
	
	INTEGER(0..9)
	Value 0 shall indicate the minimum load, and 9 shall indicate the maximum load. Load should be measured on a linear scale.


9.2.1.34
MAC-c/sh SDU Length

Indicates the MAC-c/sh SDU Length. Which is used for FACH, DSCH and USCH. There may be multiple MAC-c/sh SDU Lengths per priority class.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	MAC-c/sh SDU Length
	
	
	INTEGER (1..5000)
	Size of the MAC-c/sh SDU in number of bits.


9.2.1.35
Maximum Allowed UL Tx Power

Maximum Allowed UL Tx Power is the maximum power that a UE in a particular cell is allowed to transmit.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Allowed UL Tx Power
	
	
	INTEGER (-50..+33)
	dBm


9.2.1.35A
Measurement Availability Indicator

Void

9.2.1.36
Measurement Filter Coefficient

The Measurement Filter Coefficient determines the amount of filtering to be applied for measurements.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Measurement Filter Coefficient
	
	
	ENUMERATED(0, 1, 2, 3, 4, 5, 6, 7, 8, 9, 11, 13, 15, 17, 19,…)
	


9.2.1.37
Measurement ID

The Measurement Id uniquely identifies a dedicated measurement within a UE Context or a common measurement within a Distant RNC Context.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Measurement ID
	
	
	INTEGER(0 .. 2^20-1)
	


9.2.1.38
Measurement Increase/Decrease Threshold

The Measurement Increase/Decrease Threshold defines the threshold that shall trigger Event C or D.

	IE/ Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Measurement Increase/Decrease Threshold
	
	
	
	

	 >SIR
	
	
	
	

	>>SIR
	M
	
	INTEGER(0..62)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

62: 31dB

	 >SIR Error
	
	
	
	FDD Only

	>>SIR Error
	M
	
	INTEGER(0..124)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

124: 62 dB

	 >Transmitted Code Power
	
	
	
	

	>>Transmitted Code Power
	M
	
	INTEGER(0..112,...)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

112: 56 dB

	 >RSCP
	
	
	
	TDD Only

	>>RSCP
	M
	
	INTEGER(0..126)
	0: 0 dB

1: 0.5 dB

2: 1 dB

…

126: 63 dB

	 >Round Trip Time
	
	
	
	FDD Only

	>>Round Trip Time
	M
	
	INTEGER(0..32766)
	0: 0 chips

1: 0.0625 chips

2: 0.1250 chips

…

32766: 2047.875 chips

	 >Load
	
	
	
	

	>>Load
	M
	
	INTEGER(0..9)
	Units are the same as for the Uplink Load Value IE and Dowlink Load Value IE.

	 >Transmitted Carrier Power
	
	
	
	

	>>Transmitted Carrier Power
	M
	
	INTEGER(0..100)
	According to mapping in [23] and [24].

	 >Received Total Wide Band Power
	
	
	
	

	>>Received Total Wide Band Power
	M
	
	INTEGER(0..620)
	0: 0dB

1: 0.1dB

2: 0.2dB

...

620: 62dB

	 >UL Timeslot ISCP
	
	
	
	TDD Only

	>>UL Timeslot ISCP
	C-Threshold
	
	INTEGER(0..126)
	0: 0dB

1: 0.5dB

2: 1dB

...

126: 63dB


9.2.1.39
Measurement Threshold

The Measurement Threshold defines which threshold that shall trigger Event A, B, E, F or On Modification.

	IE/ Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Measurement Threshold
	
	
	
	

	 >SIR
	
	
	
	

	>>SIR
	M
	
	INTEGER(0..63)
	According to mapping in ref. [23] and [24].

	 >SIR Error
	
	
	
	FDD Only

	>>SIR Error
	M
	
	INTEGER(0..125)
	According to mapping in [23]

	 >Transmitted Carrier Power
	
	
	
	

	>>Transmitted Code Power
	M
	
	INTEGER(0..127)
	According to mapping in ref. [23] and [24].

	 >RSCP
	
	
	
	TDD Only

	>>RSCP
	M
	
	INTEGER(0..127)
	According to mapping in ref. [24]

	 >Rx Timing Deviation
	
	
	
	TDD Only

	>>Rx Timing Deviation
	M
	
	INTEGER(0..8191)
	According to mapping in [24]

	 >Round Trip Time
	
	
	
	FDD Only

	>>Round Trip Time
	M
	
	INTEGER(0..32767)
	According to mapping in [23]

	 > TUTRAN-GPS Measurement Threshold Information
	
	
	
	

	>>TUTRAN-GPS Measurement Threshold Information
	M
	
	9.2.1.59C
	

	 > SFN-SFN  Measurement Threshold Information
	
	
	
	

	>>SFN-SFN Measurement Threshold Information
	M
	
	9.2.1.52B
	

	 >Load
	
	
	
	

	>>Load
	M
	
	INTEGER(0..9)
	0 is the minimum indicated load, and 9 is the maximum indicated load.

	 >Transmitted Carrier Power
	
	
	
	

	>>Transmitted Carrier Power
	M
	
	INTEGER(0..100)
	According to mapping in [23] and [24].

	 >Received Total Wide Band Power
	
	
	
	

	>>Received Total Wide Band Power
	M
	
	INTEGER(0..621)
	According to mapping in [23] and [24].

	 >UL Timeslot ISCP
	
	
	
	TDD Only

	>>UL Timeslot ISCP
	M
	
	INTEGER(0..127)
	According to mapping in [24]


9.2.1.39A
Message Structure
The Message Structure IE gives information for each level with assigned criticality in an hierachical message structure from top level down to the lowest level above the reported level for the occured error (reported in the Information Element Criticality Diagnostics IE).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message structure
	
	1 to <maxnooflevels>
	
	The first repetition of the Message Structure IE corresponds to the top level of the message. The last repetition of the Message Structure IE corresponds to the level above the reported level for the occured error of the message.
	GLOBAL
	ignore

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of this level’s IE containing the not understood or missing IE.
	-
	

	>Repetition Number
	O
	
	INTEGER (1..256)
	The Repetition Number IE gives, if applicable, the number of occurrences of this level’s reported IE up to and including the occurrence containing the not understood or missing IE. 

Note: All the counted occurrences of the reported IE must have the same topdown hierachical message structure of IEs with assigned criticality above them.
	-
	


	Range bound
	Explanation

	maxnooflevels
	Maximum no. of message levels to report.  The value for maxnooflevels is 256.


9.2.1.40
Message Type
The Message Type uniquely identifies the message being sent.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	Procedure ID
	
	1
	
	

	>Procedure Code
	M
	
	ENUMERATED (RL Setup, 

RL Addition, 

RL Deletion, 

Synchronised RL Reconfiguration Preparation, 

Synchronised RL Reconfiguration Commit, 

Synchronised RL Reconfiguration Cancel, 

Unsynchronised RL Reconfiguration Request, 

RL Failure, 

RL Pre-emption,
RL Restoration, 

DL Power Control, 

DL Power Timeslot Control,
Physical Channel Reconfiguration, 

UL Signalling Transfer, 

DL Signalling Transfer, 

Relocation Commit, 

Paging, 

Dedicated Measurement Initiation, 

Dedicated Measurement Reporting, 

Dedicated Measurement Termination, 

Dedicated Measurement Failure, 

Common Transport Channel Resources Initiation, 

Common Transport Channel Resources Release, 

Compressed Mode Command, 

Error Indication, …,

Common Measurement Initiation, 

Common Measurement Reporting, 

Common Measurement Termination, 

Common Measurement Failure,

Information Exchange Initiation, 

Information Reporting, 

Information Exchange Termination, 

Information Exchange Failure) 
	

	>Ddmode
	M
	
	ENUMERATED (FDD, TDD, Common, …)
	Common = common to FDD and TDD.

	Type of Message
	M
	
	ENUMERATED (Initiating Message, Successful Outcome, Unsuccessful Outcome, Outcome)
	


9.2.1.41
Multiple URAs Indicator

The Multiple URAs Indicator indicates whether the accessed cell has multiple URAs.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Multiple URAs Indicator
	
	
	ENUMERATED (Multiple URA s exist, Single URA Exists)
	


9.2.1.41A
Neighbouring UMTS Cell Information

The Neighbouring UMTS Cell Information IE provides information for UMTS Cells that are neighbouring cells to a cell in the DRNC. The neighbouring cell information is provided for each RNC (including the DRNC) that has cells that are neighbouring cells to the cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Neighbouring UMTS Cell Information
	
	1..<maxnoofneighbouringRNCs>
	
	
	EACH
	ignore

	>RNC-Id
	M
	
	9.2.1.50
	
	–
	

	>CN PS Domain Identifier
	O
	
	9.2.1.12
	
	–
	

	>CN CS Domain Identifier
	O
	
	9.2.1.11
	
	–
	

	>Neighbouring FDD Cell Information
	O
	
	9.2.1.41B
	
	–
	

	>Neighbouring TDD Cell Information
	O
	
	9.2.1.41D
	
	–
	

	>Neighbouring TDD Cell Information LCR
	O
	
	9.2.1.72
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofneighbouringRNCs
	Maximum number of neighbouring RNCs.


9.2.1.41B
Neighbouring FDD Cell Information

The Neighbouring FDD Cell Information IE provides information for FDD cells that are a neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Neighbouring FDD Cell Information
	
	1..<maxnoofFDDneighbours>
	
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>UL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nu in ref. [6]
	–
	

	>DL UARFCN
	M
	
	UARFCN

9.2.1.66
	Corresponds to Nd in ref. [6]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Primary Scrambling Code
	M
	
	9.2.1.45
	
	–
	

	>Primary CPICH Power
	O
	
	9.2.1.44
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>Tx Diversity Indicator
	M
	
	9.2.2.50
	
	
	

	>STTD Support Indicator
	O
	
	9.2.2.45
	
	–
	

	>Closed Loop Mode1 Support Indicator
	O
	
	9.2.2.2
	
	–
	

	>Closed Loop Mode2 Support Indicator
	O
	
	9.2.2.3
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore

	>DPC Mode Change Support Indicator
	O
	
	9.2.2.56
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofFDDneighbours
	Maximum number of neighbouring FDD cell for one cell.


9.2.1.41C
Neighbouring GSM Cell Information

The Neighbouring GSM Cell Information IE provides information for all GSM Cells that are a neighbouring cell to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Neighbouring GSM Cell Information
	
	1..<maxnoofGSMneighbours>
	
	
	GLOBAL
	ignore

	>CGI
	
	1
	
	Cell Global Identity as defined in ref. [1].
	–
	

	>>LAI
	
	1
	
	
	–
	

	>>>PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).
	–
	

	>>>LAC
	M
	
	OCTET STRING (2)
	0000 and FFFE not allowed
	–
	

	>>CI
	M
	
	OCTET STRING (2)
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	The Cell Individual Offset to be used for UEs using DCHs.
	–
	

	>BSIC
	
	1
	
	Base Station Identity Code as defined in ref. [1].
	–
	

	>>NCC
	M
	
	BIT STRING(3)
	Network Colour Code.
	–
	

	>>BCC
	M
	
	BIT STRING(3)
	Base Station Colour Code.
	–
	

	>Band Indicator
	M
	
	ENUMERATED (DCS 1800 band, PCS 1900 band, …)
	Indicates whether or not the BCCH ARFCN belongs to the 1800 band or 1900 band of GSM frequencies.
	–
	

	>BCCH ARFCN
	M
	
	INTEGER (0..1023)
	BCCH Frequency as defined in ref. [29].
	–
	


	Range bound
	Explanation

	MaxnoofGSMneighbours
	Maximum number of neighbouring GSM cells for one cell.


9.2.1.41D
Neighbouring TDD Cell Information

The Neighbouring TDD Cell Information IE provides information for 3.84Mcps TDD cells that are a neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Neighbouring TDD Cell Information
	
	1..<maxnoofTDDneighbours>
	
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Cell Parameter ID
	M
	
	9.2.1.8
	
	–
	

	>Sync Case
	M
	
	9.2.1.54
	
	–
	

	>Time Slot
	C-Case1
	
	9.2.1.56
	
	–
	

	>SCH Time Slot
	C-Case2
	
	9.2.1.51
	
	–
	

	>SCTD Indicator
	M
	
	9.2.1.78
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>DPCH Constant Value
	O
	
	9.2.1.23
	
	–
	

	>PCCPCH Power
	O
	
	9.2.1.43
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	YES
	ignore


	Condition
	Explanation

	Case1
	The IE shall be present if the Sync Case IE is set to “Case1”.

	Case2
	The IE shall be present if the Sync Case IE is set to “Case2”.


	Range bound
	Explanation

	MaxnoofTDDneighbours
	Maximum number of neighbouring 3.84Mcps TDD cell for one cell.


9.2.1.41E
Paging Cause

Cause for a CN originated page.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Cause
	
	
	ENUMERATED(

Terminating Conversational Call,

Terminating Streaming Call,

Terminating Interactive Call,

Terminating Background Call,  Terminating Low Priority Signalling,…, Terminating High Priority Signalling, Terminating – cause unknown
)
	See in [16]


9.2.1.41F
Paging Record Type

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Record Type 
	
	
	ENUMERATED (IMSI (GSM-MAP), TMSI (GSM-MAP), P-TMSI (GSM-MAP), IMSI (DS-41), TMSI (DS-41))
	See ref. [16]




9.2.1.41G
Neighbouring FDD Cell Measurement Information

This IE provides information on the FDD neighbouring cells used for the purpose of Measurements.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UTRAN Cell Identifier
	M
	
	9.2.1.71
	

	UARFCN
	M
	
	9.2.1.66
	Corresponds to Nd [6]

	Primary Scrambling Code
	M
	
	9.2.1.45
	


9.2.1.41H
Neighbouring TDD Cell Measurement Information

This IE provides information on the TDD neighbouring cells used for the purpose of Measurements.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UTRAN Cell Identifier
	M
	
	9.2.1.71
	

	UARFCN
	M
	
	9.2.1.66
	

	Cell Parameter ID
	M
	
	9.2.1.8
	

	Time slot
	O
	
	9.2.1.56
	

	Midamble shift and burst type
	O
	
	9.2.3.4
	


9.2.1.42
Payload CRC Present Indicator

This parameter indicates whether FP payload 16 bit CRC is used or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Payload CRC Presence Indicator
	
	
	ENUMERATED (CRC Included, CRC not included)
	


9.2.1.43
PCCPCH Power

Primary CCPCH power is the power that shall be used for reference power value in a TDD cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PCCPCH Power
	
	
	INTEGER (-150..400...)
	Unit dBm,
Range –15.0 to 40.0 dBm,
Step size  0.1 dB.
-15.0 shall indicate P< -15dBm

+40.0 shall indicate P> 40dBm


9.2.1.44
Primary CPICH Power
Primary CPICH power is the power that is used for transmitting the Primary CPICH in a cell.  The reference point is the antenna connector.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Primary CPICH Power
	
	
	INTEGER 

(-100.. 500)
	Unit dBm
Range –10.0 to 50.0 dBm
Step size 0.1 dB.


9.2.1.45
Primary Scrambling Code

The Primary scrambling code to be used in the cell. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Primary Scrambling Code
	
	
	INTEGER (0 .. 511)
	


9.2.1.46
Puncture Limit
The maximum amount of puncturing for a transport channel in rate matching.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Puncture Limit
	
	
	INTEGER

(0..15)
	0: 40%

1: 44 %

…

14: 96%

15: 100% (no puncturing)


9.2.1.46A
QE-Selector

The QE-Selector indicates from which source the value for the quality estimate (QE) shall be taken.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	QE-Selector
	
	
	ENUMERATED(selected, non-selected)
	


9.2.1.47
RANAP Relocation Information

This parameter is transparent to the RNSAP. The parameter contains information for the Relocation procedure as defined in [2].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RANAP Relocation Information
	
	
	BIT STRING
	The contents is defined in ref. [2].


9.2.1.48
Report Characteristics

The Report Characteristics, defines how the reporting shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Report Characteristics 
	
	
	
	

	 >OnDemand
	
	
	NULL
	

	 >Periodic
	
	
	
	

	>>Report Periodicity
	M
	
	ENUMERATED (10ms…1min,…) step 10ms,

(1min…1hr,…) step 1min,…
	The periodicity with which the DRNS shall send measurement reports.

	 >Event A
	
	
	
	

	>>Measurement Threshold
	M
	
	Measurement Threshold
	The threshold for which the DRNS shall trigger a measurement report.

	>>Measurement Hysteresis Time
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,… 
	

	 >Event B
	
	
	
	

	>>Measurement Threshold
	M
	
	Measurement Threshold
	The threshold for which the DRNS shall trigger a measurement report.

	>>Measurement Hysteresis Time
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,… 
	

	 >Event C
	
	
	
	

	>>Measurement Increase/Decrease Threshold
	M
	
	Measurement Increase/Decrease Threshold
	

	>>Measurement Change Time
	M
	
	ENUMERATED (10ms…1min,…) step 10ms,… 
	The time within which the measurement entity shall rise, in order to trigger a measurement report.

	 >Event D
	
	
	
	

	>>Measurement Increase/Decrease Threshold
	M
	
	Measurement Increase/Decrease Threshold
	

	>>Measurement Change Time
	M
	
	ENUMERATED (10ms…1min,…)

step 10ms,… 
	The time within which the measurement entity shall fall, in order to trigger a measurement report.

	 >Event E
	
	
	
	

	>>Measurement Threshold 1
	M
	
	Measurement Threshold
	

	>>Measurement Threshold 2
	O
	
	Measurement Threshold
	

	>>Measurement Hysteresis Time 
	O
	
	ENUMERATED (10ms…1min,…)

step 10ms,…
	The hysteresis time in ms

	>>Report Periodicity
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,

(1min…1hr,…) step 1min,…
	The periodicity with which the DRNS shall send measurement reports.

	 >Event F
	
	
	
	

	>>Measurement Threshold 1
	M
	
	Measurement Threshold
	

	>>Measurement Threshold 2
	O
	
	Measurement Threshold
	

	>>Measurement Hysteresis Time 
	O
	
	ENUMERATED (10ms…1min,…)

step 10ms,…
	The hysteresis time in ms

	>>Report Periodicity
	O
	
	ENUMERATED (10ms…1min,…) step 10ms,

(1min…1hr,…) step 1min,…
	The periodicity with which the DRNS shall send measurement reports.

	 >On Modification
	
	
	
	

	>>Measurement Threshold
	
	
	Measurement Threshold
9.2.1.39
	


9.2.1.48A
Requested Data Value
The Requested Data Value contains the relevant data concerning the ongoing information exchange.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	UTRAN Access Point Position with Altitude
	O
	
	9.2.1.75
	

	IPDL Parameters
	O
	
	9.2.1.31F
	

	DGPS Corrections
	O
	
	9.2.1.19B
	

	GPS Navigation Model and Time Recovery
	O
	
	9.2.1.30I
	

	GPS Ionospheric Model
	O
	
	9.2.1.30H
	

	GPS UTC Model
	O
	
	9.2.1.30L
	

	GPS Almanac
	O
	
	9.2.1.30G
	

	GPS Real-Time Integrity
	O
	
	9.2.1.30J
	

	GPS RX Pos
	O
	
	9.2.1.30K
	

	SFN-SFN Measurement Reference Point Position
	O
	
	9.2.1.74
	


9.2.1.48B
Requested Data Value Information

The Requested Data Value Information IE provides information both on whether or not the Requested Data Value is provided in the message or not and if provided also the Requested Data Value itself.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Requested Data Value Information
	
	
	
	
	–
	

	>CHOICE Information Availability Indicator
	M
	
	
	
	–
	

	>>Information Available
	
	
	
	
	–
	

	>>>Requested Data Value
	M
	
	9.2.1.48A
	
	–
	

	>>Information not Available
	
	
	NULL
	
	–
	


9.2.1.48C
Restriction State Indicator

The Restriction state indicator is the identifier indicates whether the cell is “Cell Reserved for Operator Use” or not. It is provided by DRNS and reported to SRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Restriction state indicator
	
	
	Enumerated(Cell Not Reserved for Operator Use, Cell Reserved for Operator Use, …)
	


9.2.1.49
RL ID

The RL ID is the unique identifier for one RL associated with a UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RL ID
	
	
	INTEGER

(0..31)
	


9.2.1.50
RNC-Id

This is the identifier of one RNC in UTRAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RNC-Id
	
	
	INTEGER (0..4095)
	


9.2.1.50A
SAT ID

The SAT ID indicates the identity of the satellite.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SAT ID
	
	
	INTEGER(0..63)
	


9.2.1.51
SCH Time Slot

The SCH Time Slot IE represents the first time slot (k) of a pair of time slots inside a Radio Frame that is assigned to the Physical Channel SCH. The SCH Time Slot IE is only applicable if the value of Sync Case IE is Case 2 since in this case the SCH is allocated in TS#k and TS#k+8.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SCH Time Slot
	
	
	INTEGER(0..6)
	


9.2.1.51A
Scheduling Priority Indicator

Indicates the relative priority of the FACH, DSCH, or USCH data frame. Used by the DRNC when scheduling FACH, DSCH, or USCH traffic.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Scheduling Priority Indicator
	
	
	INTEGER (0..15)
	Relative priority of the FACH, DSCH, or USCH data frame:

0=Lowest Priority

…

15=Highest Priority


9.2.1.52
Service Area Identifier (SAI)

This information element is used to identify an area consisting of one or more cells belonging to the same Location Area. Such an area is called a Service Area and can be used for indicating the location of a UE to the CN. For this protocol, only a Service Area that is defined to be applicable to the PS and CS domains shall be used.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PLMN Identity
	M
	
	OCTET STRING (3)
	- digits 0 to 9, two digits per octet,

- each digit encoded 0000 to 1001,

- 1111 used as filler

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-The PLMN Identity consists of 3 digits from MCC followed by either 
-a filler plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	LAC 
	M
	
	OCTET STRING (2)
	0000 and FFFF not allowed

	SAC
	M
	
	OCTET STRING (2)
	


9.2.1.52A
SFN

System Frame Number of the cell, see ref. [17].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SFN 
	
	
	Integer (0..4095)
	


9.2.1.52B
SFN-SFN Measurement Threshold Information

The SFN-SFN Measurement Threshold Information defines the related thresholds SFN-SFN Observed Time Difference measurements which shall trigger the Event On Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SFN-SFN Change Limit
	O
	
	INTEGER(1..16384,…)
	Change of SFN-SFN value compared to previously reported value, which shall trigger a new report. 

Unit in 1/16 chip.

	Predicted SFN-SFN Deviation Limit
	O
	
	INTEGER(1..16384,…)
	Deviation the Predicted SFN-SFN from the latest measurement result, which shall trigger a new report. 

Unit in 1/16 chip.


9.2.1.52C
SFN-SFN Measurement Value Information

The SFN-SFN Measurement Value Information IE indicates the measurement result related to SFN-SFN Observed Time Difference measurements as well as other related information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Successful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information
	
	1..<maxnoofMeasNCell>
	
	

	>UTRAN Cell Identifier
	
	
	9.2.1.71
	

	>SFN-SFN Value
	M
	
	9.2.1.77
	

	>SFN-SFN Quality
	O
	
	INTEGER(0..16383)
	Indicates the standard deviation of the SFN-SFN measurements.

	>SFN-SFN Drift Rate
	M
	
	INTEGER(-100..100)
	Indicates the SFN-SFN drift rate in 1/256 chip per second.

A positive value indicates that the Reference cell clock is running at a greater frequency than the measured neighbouring cell.

	>SFN-SFN Drift Rate Quality
	M
	
	INTEGER(0..100)
	Indicates the standard deviation of the SFN-SFN drift rate measurements.

	>SFN-SFN Measurement Time Stamp
	M
	
	9.2.1.76
	

	Unsuccessful Neighbouring cell SFN-SFN Observed Time Difference Measurement Information
	
	0..<maxnoofMeasNCell-1>
	
	

	>UTRAN Cell Identifier
	
	
	9.2.1.71
	


	Range bound
	Explanation

	MaxnoofMeasNCell
	Maximum number of neighbouring cells on which measurements can be performed.


9.2.1.53
S-RNTI

The S-RNTI identifies the UE in the SRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S-RNTI
	
	
	INTEGER(0..2^20 –1)
	


9.2.1.54
Sync Case

The SCH and PCCPCH in a TDD cell are mapped on one or two downlink slots per frame. There are two cases of Sync Case as follows:

Case 1)
SCH and PCCPCH allocated in a single TS#k

Case 2)
SCH allocated in two TS: TS#k and TS#k+8


PCCPCH allocated in TS#k
[1.28Mcps TDD - There is no Sync Case indication needed for 1.28Mcps TDD. If the Sync Case IE must be included in a message from DRNC to SRNC used for 1.28Mcps TDD, the DRNC shall indicate Sync Case 1 and the SRNC shall ignore it.]
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Sync Case
	
	
	INTEGER

(1..2,...)
	


9.2.1.55
TFCI Presence

The TFCI Presence parameter indicates whether the TFCI shall be included. In TDD if it is present in the timeslot it will be included within the first DPCH listed.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TFCI Presence
	
	
	ENUMERATED (Present, not present)
	


9.2.1.56
Time Slot

The Time Slot represents the time interval assigned to a Physical Channel referred to the start of a Radio Frame.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Time Slot
	
	
	INTEGER

(0..14)
	


9.2.1.57
ToAWE 

ToAWE is the window endpoint. DL data frames are expected to be received before this window endpoint. ToAWE is defined with a positive value relative Latest Time of Arrival (LToA). A data frame arriving after ToAWE gives a Timing Adjustment Control frame response.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	ToAWE
	
	
	INTEGER

(0..2559)
	msec.


9.2.1.58
ToAWS
ToAWS is the window startpoint. DL data frames are expected to be received after this window startpoint. ToAWS is defined with a positive value relative Time of Arrival Window Endpoint (ToAWE). A data frame arriving before ToAWS gives a Timing Adjustment Control frame response.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	ToAWS
	
	
	INTEGER

(0..1279)
	msec.


9.2.1.59
Transaction ID

The Transaction ID is used to associate all the messages belonging to the same procedure. Messages belonging to the same procedure shall use the same Transaction ID.

The Transaction ID is determined by the initiating peer of a procedure.

For procedures addressed to a specific UE context, the Transaction ID shall uniquely identify a procedure among all ongoing parallel procedures for the same UE using the same procedure code, and initiated by the same protocol peer.

For procedures not addressed to a specific UE context, the Transaction ID shall uniquely identify a procedure among all ongoing parallel procedures using the same procedure code, and initiated by the same protocol peer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transaction ID
	
	
	CHOICE INTEGER (0..127) or INTEGER (0..32767)


	The Transaction ID shall be interpreted for its integer value, not for the type of encoding (“short” or “long”).


9.2.1.59A
Transmitted Carrier Power

The Transmitted Carrier Power IE contains the Transmitted Carrier Power in a cell, as defined in [11] & [14].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmitted Carrier Power
	
	
	INTEGER(0..100)
	According to mapping in [23] and [24].


9.2.1.59B
TUTRAN-GPS Accuracy Class

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS Accuracy Class
	
	
	ENUMERATED(Accuracy Class A, Accuracy Class B, Accuracy Class C,…)
	More information about Measurement Accuracy Class is included in [23].


9.2.1.59C
TUTRAN-GPS Measurement Threshold Information

The TUTRAN-GPS Measurement Threshold Information defines the related thresholds for UTRAN GPS Timing of Cell Frame for LCS measurements shall trigger the Event On Modification.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS Change Limit
	
	
	INTEGER(1..2^20,…)
	Change of TUTRAN-GPS value compared to previously reported value, which shall trigger a new report. 

Unit in 1/16 chip.

	Predicted TUTRAN-GPS Deviation Limit
	
	
	INTEGER(1..2^20,…)
	Deviation of the Predicted TUTRAN-GPS from the latest measurement result, which shall trigger a new report. 

Unit in 1/16 chip.


9.2.1.59D
TUTRAN-GPS Measurement Value Information

The TUTRAN-GPS Measurement Value Information IE indicates the measurement results related to the UTRAN GPS Timing of Cell Frame for LCS measurements.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TUTRAN-GPS
	M
	
	INTEGER(0..37158911999999)
	Indicates the UTRAN GPS Timing of Cell Frame for LCS. According to mapping in [23] and [24]

	TUTRAN-GPS Quality
	M
	
	INTEGER(0..2^20-1)
	Indicates the standard deviation of the TUTRAN-GPS measurements.

	TUTRAN-GPS Drift Rate
	M
	
	INTEGER(-50..50)
	Indicates the TUTRAN-GPS drift rate in 1/256 chip per second.

A positive value indicates that the UTRAN clock is running at a lower frequency than GPS clock.

	TUTRAN-GPS Drift Rate Quality
	M
	
	INTEGER(0..50)
	Indicates the standard deviation of the TUTRAN-GPS drift rate measurements.


9.2.1.60
Transport Bearer ID

The Transport Bearer ID uniquely identifies an Iur transport bearer.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Bearer ID
	
	
	INTEGER (0..4095)
	


9.2.1.61
Transport Bearer Request Indicator

Indicates whether a new Iur transport bearer needs to be established for carrying the corresponding data stream(s), or whether an existing transport bearer will be used.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Bearer Request Indicator
	
	
	ENUMERATED(Bearer Requested, Bearer not Requested, …)
	


9.2.1.62
Transport Layer Address
Transport Layer Address defines the transport address of the DRNS. For details on the Transport Address used see [3].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Layer Address
	
	
	BIT STRING(1… 160, …)
	


9.2.1.63
Transport Format Combination Set (TFCS)

The Transport Format Combination Set is defined as a set of Transport Format Combinations on a Coded Composite Transport Channel. It is the allowed Transport Format Combinations of the corresponding Transport Channels. The DL Transport Format Combination Set is applicable for DL Transport Channels.

[FDD - Where the UE is assigned access to one or more DSCH transport channels then the UTRAN has the choice of two methods for signalling the mapping between TFCI(field 2) values and the corresponding TFC:

Method #1 - TFCI range

The mapping is described in terms of a number of groups, each group corresponding to a given transport format combination (value of CTFC(field2)). The CTFC(field2) value specified in the first group applies for all values of TFCI(field 2) between 0 and the specified 'Max TFCI(field2) value'. The CTFC(field2) value specified in the second group applies for all values of TFCI(field 2) between the 'Max TFCI(field2) value' specified in the last group plus one and the specified 'Max TFCI(field2) value' in the second group.   The process continues in the same way for the following groups with the TFCI(field 2) value used by the UE in constructing its mapping table starting at the largest value reached in the previous group plus one.

Method #2 - Explicit

The mapping between TFCI(field 2) value and CTFC(field2) is spelt out explicitly for each value of TFCI (field2) ]

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE DSCH
	
	
	
	

	>No Split in the TFCI
	
	
	
	This choice is made if:

a) The TFCS refers to the uplink

OR

b) The mode is FDD and none of the Radio Links of the concerned UE are assigned any DSCH transport channels

OR

c) The mode is TDD

	>>TFCS
	
	1 to <maxnoofTFCs>
	
	The first instance of the parameter corresponds to TFCI zero, the second to 1 and so on.

	>>>CTFC
	M
	
	INTEGER(0..MaxCTFC)
	Integer number calculated according to ref. [16].

	>>>CHOICE Gain Factors
	C- PhysChan
	
	
	

	>>>>Signalled Gain Factors
	
	
	
	

	>>>>>Gain Factor (C
	M
	
	INTEGER (0..15)
	[FDD - For UL DPCCH or control part of PRACH ref. [21].]

[TDD - ( for UL DPCH mapping in accordance to [13].]

	>>>>>Gain Factor (D
	M
	
	INTEGER (0..15)
	[FDD - For UL DPDCH or data part of PRACH ref. [21].]

[TDD - Should be set to 0 by the sender, and shall be ignored by the receiver.]

	>>>>>Reference TFC nr
	O
	
	INTEGER (0..15)
	If this TFC is a reference TFC, this IE indicates the reference number

	>>>>Computed Gain Factors
	
	
	
	

	>>>>>Reference TFC nr
	M
	
	INTEGER (0..15)
	Indicates the reference TFC to be used to calculate the gain factors for this TFC

	>There is a split in the TFCI
	
	
	
	This choice is made if :

a) The TFCS refers to the downlink

AND

b) The mode is FDD and one of the Radio Links of the concerned UE is assigned one or more DSCH transport channels

	>>Transport Format Combination_DCH
	
	1 to <MaxTFCI_1_Combs>
	
	The first instance of the Transport format combination_DCH IE corresponds to TFCI (field 1) = 0, the second to TFCI (field 1) = 1 and so on.

	>>>CTFC(field1)
	M
	
	INTEGER(0..MaxCTFC)
	Integer number calculated according to [16] . The calculation of CTFC ignores any DSCH transport channels which may be assigned

	>>Choice Signalling Method
	
	
	
	

	>>>TFCI Range
	
	
	
	

	>>>>TFC Mapping on DSCH
	
	1 to <MaxNoTFCIGroups>
	
	

	>>>>>Max TFCI(field2) Value 
	M
	
	INTEGER(1.. <MaxTFCI_2_Combs –1>)
	This is the Maximum value in the range of TFCI(field2) values for which the specified CTFC(field2) applies

	>>>>>CTFC(field2)
	M
	
	INTEGER(0..MaxCTFC)
	Integer number calculated according to [16] The calculation of CTFC ignores any DCH transport channels which may be assigned

	>>>Explicit
	
	
	
	

	>>>>Transport Format Combination_DSCH
	
	1 to <MaxTFCI_2_Combs>
	
	The first instance of the Transport format combination_DSCH IE corresponds to TFCI (field2) = 0, the second to TFCI (field 2) =  1 and so on.

	>>>>>CTFC(field2)
	M
	
	INTEGER(0..MaxCTFC)
	Integer number calculated according to [16] .  The calculation of CTFC ignores any DCH transport channels which may be assigned


	Condition
	Explanation

	PhysChan
	The choice shall be present if the TFCS concerns a UL DPCH [FDD – or PRACH channel].


	Range bound
	Explanation

	MaxnoofTFCs
	The maximum number of Transport Format Combinations.

	MaxTFCI_1_Combs
	Maximum number of TFCI (field 1) combinations (given by 2 raised to the power of the length of the TFCI (field 1)).

	MaxTFCI_2_Combs
	Maximum number of TFCI (field 2) combinations (given by 2 raised to the power of the length of the TFCI (field 2)).

	MaxNoTFCIGroups
	Maximum number of groups, each group described in terms of a range of TFCI(field 2) values for which a single value of CTFC(field2) applies. 

	MaxCTFC
	Maximum number of the CTFC value is calculated according to the following:
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with the notation according to ref. [16].


9.2.1.64
Transport Format Set

The Transport Format Set is defined as the set of Transport Formats associated to a Transport Channel, e.g. DCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Dynamic Transport Format Information
	
	1..<maxTFcount>
	
	The first instance of the parameter corresponds to TFI zero, the second to 1 and so on.

	>Number of Transport Blocks
	M
	
	INTEGER

(0..512)
	

	>Transport Block Size
	C –  Blocks
	
	INTEGER

(0..5000)
	Bits

	>CHOICE Mode 
	M
	
	
	

	>>TDD
	
	
	
	

	>>>Transmission Time Interval Information
	C-TTIdynamic
	1..<maxTTIcount>
	
	

	>>>>Transmission Time Interval
	M
	
	ENUMERATED(10, 20, 40, 80,…)
	msec

	Semi-static Transport Format Information
	
	1
	
	

	>Transmission Time Interval
	M
	
	ENUMERATED

(10, 20, 40, 80, dynamic, …)
	msec
Value “dynamic” for TDD only

	>Type of Channel Coding
	M
	
	ENUMERATED

(No coding, Convolutional, Turbo,…)
	

	>Coding Rate
	C – Coding
	
	ENUMERATED

(1/2, 1/3,…)
	

	>Rate Matching Attribute
	M
	
	INTEGER

(1..maxRM)
	

	>CRC size
	M
	
	ENUMERATED

(0, 8, 12, 16, 24,…)
	

	>CHOICE Mode 
	M
	
	
	

	>>TDD
	
	
	
	

	>>>2nd Interleaving Mode
	M
	
	ENUMERATED(Frame related, Timeslot related,…)
	


	Condition
	Explanation

	Blocks
	The IE shall be present if the Number of Transport Blocks IE is set to a value greater than 0.

	Coding
	Th IE  present if Type of Channel Coding IE is set to "Convolutional" or "Turbo".

	TTIdynamic
	The IE shall be present if the Transmission Time Interval IE in the Semi-static Transport Format Information IE is set to “dynamic”.


	Range bound
	Explanation

	MaxTFcount
	The maximum number of different transport formats that can be included in the Transport format set for one transport channel.

	MaxRM
	The maximum number that could be set as rate matching attribute for a transport channel.

	MaxTTIcount
	The amount of different TTI that are possible for that transport format is.


9.2.1.65
TrCh Source Statistics Descriptor

Defines the statistics of the data transmitted in the transport channel. This information may be used in reserving resources in the DRNS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TrCh Source Statistics Descriptor
	
	
	ENUMERATED (Speech, RRC, Unknown, …)
	'Speech' = Statistics of the data corresponds to speech.

'RRC' = Statistics of the data corresponds to RRC signalling

'Unknown' = The statistics of the data is unknown 


9.2.1.66
UARFCN

The UTRA Absolute Radio Frequency Channel Number defines the carrier.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UARFCN
	
	
	INTEGER (0..16383, …)
	Corresponds to: 0.0Hz..  3276.6MHz
see ref. [6] and ref. [7].


9.2.1.67
UL FP Mode

This parameter defines if normal or silent mode of the Frame Protocol shall be used for the UL.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL FP Mode
	
	
	ENUMERATED(Normal, Silent,…)
	


9.2.1.68
UL Interference Level
Void

9.2.1.68A
Uncertainty Ellipse

This IE contains the uncertainty ellipse used to describe a possible shape of the geographical area of a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Uncertainty semi-major
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	Uncertainty semi-minor
	M
	
	INTEGER(

0..127)
	The uncertainty "r" is derived from the "uncertainty code" k by

r = 10x(1.1k-1)

	Orientation of major axis
	M
	
	INTEGER(

0..179)
	The relation between the value (N) and the angle (a) in degrees it describes is 
2N( a <2(N+1)


9.2.1.69
Uplink SIR

The UL SIR indicates a received UL SIR.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Uplink SIR 
	
	
	ENUMERATED (-8.2 .. 17.3)
	Step 0.1 dB


9.2.1.70
URA ID

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	URA ID
	
	
	INTEGER (0..65 535)
	


9.2.1.70A
UTRAN Access Point Position

The UTRAN Access Point Position indicates the exact geographical position of the base station antenna.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Latitude Sign
	M
	
	ENUMERATED (North, South) 
	

	Degrees of Latitude
	M
	
	INTEGER (

0..223-1)
	The IE value (N) is derived by this formula:

N223 X /90  N+1

X being the latitude in degree (0°.. 90°)

	Degrees of Longitude
	M
	
	INTEGER (

-223..223-1)
	The IE value (N) is derived by this formula:

N224 X /360  N+1

X being the longitude in degree (-180°..+180°)


9.2.1.70B
URA Information

The URA Information IE contains URA Information for one cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	URA ID
	M
	
	9.2.1.70
	

	Multiple URAs Indicator
	M
	
	9.2.1.41
	

	RNCs with Cells in the Accessed URA
	
	0 .. <MaxRNCinURA-1>
	
	Other RNCs having at least one cell in the URA identified by the URA ID IE.

	>RNC-Id
	M
	
	9.2.1.50
	


	Range Bound
	Explanation

	MaxRNCinURA
	Maximum number of RNC in one URA.


9.2.1.71
UTRAN Cell Identifier (UC-Id)

The UC-Id (UTRAN Cell identifier) is the identifier of a cell in one UTRAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RNC-Id
	M
	
	9.2.1.50
	

	C-Id
	M
	
	9.2.1.6
	


9.2.1.72
Neighbouring TDD Cell Information LCR

The Neighbouring TDD Cell Information LCR IE provides information for 1.28Mcps TDD cells that are a neighbouring cells to a cell in the DRNC.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Neighbouring TDD Cell Information LCR
	
	1..<maxnoofLCRTDDneighbours>
	
	
	–
	

	>C-Id
	M
	
	9.2.1.6
	
	–
	

	>UARFCN
	M
	
	9.2.1.66
	Corresponds to Nt in ref. [7]
	–
	

	>Frame Offset
	O
	
	9.2.1.30
	
	–
	

	>Cell Parameter ID
	M
	
	9.2.1.8
	
	–
	

	>SCTD Indicator
	M
	
	9.2.1.78
	
	–
	

	>Cell Individual Offset
	O
	
	9.2.1.7
	
	–
	

	>DPCH Constant Value
	O
	
	9.2.1.23
	
	–
	

	>PCCPCH Power
	O
	
	9.2.1.43
	
	–
	

	>Restriction State Indicator
	O
	
	9.2.1.48C
	
	–
	


	Range bound
	Explanation

	MaxnoofLCRTDDneighbours
	Maximum number of neighbouring 1.28Mcps TDD cell for one cell.


9.2.1.73
Permanent NAS UE Identity

This element is used to identify the UE in UTRAN.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Permanent NAS UE Identity
	
	
	
	

	>IMSI
	
	
	
	

	>>IMSI
	M
	
	9.2.1.31
	


9.2.1.74
SFN-SFN Measurement Reference Point Position

The SFN-SFN Measurement Reference Point Position indicates the exact geographical position of the SFN-SFN measurement reference point. The altitude shall be included when available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Altitude and direction
	O
	
	9.2.1.2B
	


9.2.1.75
UTRAN Access Point Position with Altitude

The UTRAN Access Point Position with Altitude indicates the exact geographical position of the base station antenna. The altitude shall be included when available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Geographical Coordinates
	M
	
	9.2.1.30F
	

	Altitude and direction
	O
	
	9.2.1.2B
	


9.2.1.76
SFN-SFN Measurement Time Stamp
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Mode
	
	
	
	

	>FDD
	
	
	
	

	>>SFN
	M
	
	9.2.1.52A
	Indicates the SFN of the reference cell at which the measurement has been performed.

	>TDD
	
	
	
	

	>>SFN
	M
	
	9.2.1.52A
	Indicates the SFN of the reference cell at which the measurement has been performed.

	>>Time Slot
	M
	
	9.2.1.56
	Indicates the Time Slot of the reference cell at which this measurement has been performed.


9.2.1.77
SFN-SFN Value
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Mode
	
	
	
	

	>FDD
	
	
	
	

	>>SFN-SFN
	M
	
	INTEGER(0.. 614399)
	According to mapping in [23].

	>TDD
	
	
	
	

	>>SFN-SFN
	M
	
	INTEGER(0.. 40961)
	According to mapping in [24].


9.2.1.78
SCTD Indicator

Indicates if SCTD antenna diversity is applied or not to the PCCPCH and SCCPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SCTD Indicator
	
	
	ENUMERATED(active, inactive)
	


9.2.1.79
Congestion Cause

The Congestion Cause IE indicates the cause of a congestion situation:

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Congestion Cause
	
	
	ENUMERATED
(UTRAN Dynamic Resources, UTRAN Semistatic Resources,
 …)
	


The meaning of the different congestion cause values is described in the following table:

	Congestion cause
	Meaning

	UTRAN Dynamic Resources
	UL and/or DL DCH congestion situation mainly caused by the UL and/or DL UTRAN Dynamic Resources. This type of congestion situation is, e.g. related to the DL power situation or the UL Interference situation in the concerning cell(s).



	UTRAN Semistatic Resources
	UL and/or DL DCH congestion situation mainly related to UTRAN Semistatic Resources (e.g. channelisation codes, Node-B resources, ..).




9.2.2
FDD Specific Parameters

This subclause contains parameters that are specific to FDD.

9.2.2.A
Active Pattern Sequence Information

Defines the parameters for the compressed mode gap pattern sequence activation. For details see ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CM Configuration Change CFN
	M
	
	CFN 
9.2.1.9
	

	Transmission Gap Pattern Sequence Status 
	
	0 to <MaxTGPS>
	
	If the group is not present, none of the pattern sequences are activated.

	>TGPSI Identifier
	M
	
	INTEGER(1..<MaxTGPS>)
	Establish a reference to the compressed mode pattern sequence. Up to <MaxAPS> simultaneous compressed mode pattern sequences can be activated.

	>TGPRC
	M
	
	INTEGER(0..511)
	The number of transmission gap patterns within the Transmission Gap Pattern Sequence. 

0=Infinity.

	>TGCFN
	M
	
	CFN

9.2.1.9
	Connection Frame Number of the first frame of the first pattern 1 within the Transmission Gap Pattern Sequence.



	Range bound
	Explanation

	MaxTGPS
	Maximum number of active pattern sequences. Value 6.


9.2.2.B
Adjustment Period

Adjustment Period IE defines the period to be used for power balancing.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Adjustment Period
	
	
	INTEGER

(1 .. 256)
	Frames


9.2.2.C
Adjustment Ratio

Adjustment Ratio IE  (Radj) defines the convergence rate used for the associated Adjustment Period.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Adjustment Ratio
	
	
	INTEGER

(0 .. 100)
	The Adjustment Ratio is given with a granularity of 0.01

0 -> 0.00

1 -> 0.01

...

100 -> 1.00


9.2.2.1
Chip Offset

The Chip Offset is defined as the radio timing offset inside a radio frame. The Chip Offset is used as offset for the DL DPCH relative to the Primary CPICH timing.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Chip Offset
	
	
	INTEGER

(0..38399)
	Chips


9.2.2.2
Closed Loop Mode1 Support Indicator

The Closed Loop Mode1 Support Indicator indicates whether the particular cell is capable to support Closed loop mode1 or not

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Closed Loop Mode1 Support Indicator
	
	
	ENUMERATED (Closed loop mode1 Supported, Closed loop mode1 not supported).
	


9.2.2.3
Closed Loop Mode2 Support Indicator

The Closed Loop Mode2 Support Indicator indicates whether the particular cell is capable to support Closed loop mode2 or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Closed Loop Mode2 Support Indicator
	
	
	ENUMERATED (Closed loop mode2 Supported, Closed loop mode2 not supported).
	


9.2.2.3A
Closed Loop Timing Adjustment Mode

Indicates when the phase/amplitude adjustment is performed in the DL in relation to the receipt of the UL feedback command in case of closed loop mode transmit diversity on DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Closed Loop Timing Adjustment Mode
	
	
	ENUMERATED (Offset1, Offset2,…)
	According to [10] subclause 7.1:

 Offset1 = slot(j+1)mod15

 Offset2 = slot(j+2)mod15


9.2.2.4
Compressed Mode Method

Void

9.2.2.4A
DCH FDD Information

The DCH FDD Information IE provides information for DCHs to be established.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DCH FDD Information
	
	1..<maxnoofDCHs>
	
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	–
	

	>UL FP Mode
	M
	
	9.2.1.67
	
	–
	

	>ToAWS
	M
	
	9.2.1.58
	
	–
	

	>ToAWE
	M
	
	9.2.1.57
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>TrCh Source Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the UL.
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the DL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the UL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the DL.
	–
	

	>>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>>Frame Handling Priority
	M
	
	9.2.1.29
	
	–
	

	>>QE-Selector
	M
	
	9.2.1.46A
	
	–
	

	>>DRAC control
	M
	
	9.2.2.13
	
	–
	

	>>Guaranteed Rate Information
	O
	
	9.2.1.30M
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for one UE.


9.2.2.5
D-Field Length

Void

9.2.2.6
Diversity Control Field

Void.

9.2.2.7
Diversity Indication

Void.

9.2.2.8
Diversity Mode
Define the diversity mode to be applied.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Diversity Mode
	
	
	ENUMERATED(None, STTD, Closed loop mode 1, Closed loop mode2,…)
	


9.2.2.9
DL DPCH Slot Format
Indicates the slot format used in DPCH in DL, according to ref. [8].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL DPCH Slot Format
	
	
	INTEGER

(0..16,…)
	


9.2.2.10
DL Power

Void

9.2.2.11
DL Scrambling Code

DL Scrambling code to be used by the RL. One cell may have multiple DL Scrambling codes available.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL Scrambling Code
	
	
	INTEGER

(0..15)
	0= Primary scrambling code of the cell

1…15= Secondary scrambling code


9.2.2.12
Downlink Frame Type

Void
9.2.2.12A
DPC Mode

The DPC Mode IE indicates the DPC mode to be applied [10].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DPC Mode
	
	
	ENUMERATTED (Mode0, Mode1,

…)
	Mode0: The DRNS shall estimate the UE transmitted TPC command and update the DL power in every slot

Mode1: The DRNS shall estimate the UE transmitted TPC command over three slots and shall update the DL power in every three slots


9.2.2.13
DRAC Control

This IE indicates whether the DCH is control by DRAC or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DRAC Control
	
	
	ENUMERATED  (Requested, Not-Requested)
	Requested means that DCH is controlled by DRAC


9.2.2.13A
DSCH FDD Information

The DSCH FDD Information IE provides information for DSCHs to be established.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DSCH Specific FDD Information
	
	1..<maxnoofDSCHs>
	
	
	–
	

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>TrCh Source

Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>Transport Format 

Set
	M
	
	9.2.1.64
	For DSCH
	–
	

	>Allocation/Retention

Priority
	M
	
	9.2.1.1
	
	–
	

	>Scheduling Priority

Indicator
	M
	
	9.2.1.51A
	
	–
	

	>BLER 
	M
	
	9.2.1.4
	
	–
	

	PDSCH RL ID
	M
	
	RL ID

9.2.1.49
	
	–
	

	TFCS
	M
	
	9.2.1.63
	For DSCH
	–
	

	Enhanced DSCH PC
	O
	
	9.2.2.13D
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE.


9.2.2.13B
DSCH FDD Information Response

The DSCH FDD Information Response IE provides information for DSCHs that have been established or modified.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DSCH Specific FDD Information Response
	
	1..<MaxnoofDSCHs>
	
	
	–
	

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.62
	
	–
	

	PDSCH Code Mapping
	M
	
	9.2.2.27A
	PDSCH code mapping to be used
	–
	


	Range bound
	Explanation

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE.


9.2.2.13C
FDD DCHs to Modify

The FDD DCHs to Modify IE provides information for DCHs to be modified.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	FDD DCHs to Modify
	
	1..<maxnoofDCHs>
	
	
	–
	

	>UL FP Mode
	O
	
	9.2.1.67
	
	–
	

	>ToAWS
	O
	
	9.2.1.58
	
	–
	

	>ToAWE
	O
	
	9.2.1.57
	
	–
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>Transport Format Set
	O
	
	9.2.1.64
	For the UL.
	–
	

	>>Transport Format Set
	O
	
	9.2.1.64
	For the DL.
	–
	

	>>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>>Frame Handling Priority
	O
	
	9.2.1.29
	
	–
	

	>>DRAC Control
	O
	
	9.2.2.13
	
	–
	

	>>Guaranteed Rate Information
	O
	
	9.2.1.30M
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for one UE.


9.2.2.13D
Enhanced DSCH PC

The Enhanced DSCH PC includes all the parameters which are needed for DSCH power control improvement during soft handover.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Enhanced DSCH PC Wnd
	M
	
	9.2.2.13G
	

	Enhanced DSCH PC Counter
	M
	
	9.2.2.13E
	

	Enhanced DSCH Power Offset
	M
	
	9.2.2.13H
	


9.2.2.13E
Enhanced DSCH PC Counter

The Enhanced DSCH PC Counter parameter gives the number of correct cell ID command to receive in the averaging window, Enhance DSCH PC Wnd IE, see ref. [10] subclause 5.2.2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Enhanced DSCH PC Counter
	
	
	INTEGER(1..50)
	


9.2.2.13F
Enhanced DSCH PC Indicator

The Enhanced DSCH PC Indicator indicates whether Enhanced DSCH PC is in use by the UE or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Enhanced DSCH PC Indicator
	
	
	ENUMERATED(Enhanced DSCH PC Active in the UE, Enhanced DSCH PC not Active in the UE)
	


9.2.2.13G
Enhanced DSCH PC Wnd

The Enhanced DSCH PC Wnd parameter shows the window size to decide primary or non-primary cell, see ref. [10] subclause 5.2.2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Enhanced DSCH PC Wnd
	
	
	INTEGER(1..10)
	


9.2.2.13H
Enhanced DSCH Power Offset

The Enhanced DSCH Power Offset parameter gives the power offset to be added on DSCH when cell is decided to be primary.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Enhanced DSCH Power Offset
	
	
	INTEGER(-15..0)
	Unit dB, step 1 dB


9.2.2.14
FDD DL Channelisation Code Number

The DL Channelisation Code Number indicates the DL Channelisation Code number for a specific DL physical channel.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FDD DL Channelisation Code Number
	
	
	INTEGER(0.. 511)
	According to the mapping in [27].
The maximum value is equal to the DL spreading factor –1 


9.2.2.14A
FDD DL Code Information

The FDD DL Code Information IE provides FDD DL Code information for all DPCHs of one Radio Link.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	FDD DL Code Information
	
	1..

<maxnoofDLCodes
	
	
	–
	

	>DL Scrambling Code 
	M
	
	9.2.2.11
	
	–
	

	>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>Transmission Gap Pattern Sequence Scrambling Code Information
	O
	
	9.2.2.47B
	
	–
	


	Range bound
	Explanation

	MaxnoofDLCodes
	Maximum number of DL Channelisation Codes for one UE.


9.2.2.15
FDD S-CCPCH Offset
The Secondary CCPCH offset is defined as the time offset towards the Primary CCPCH in the cell. The offset is a multiple of 256 chips.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FDD S-CCPCH Offset
	
	
	INTEGER(0.. 149)
	0: 0 chip

1: 256 chip

2: 512 chip

..

149: 38144 chip

ref. [8]


9.2.2.16
FDD TPC Downlink Step Size

This parameter indicates step size for the DL power adjustment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	FDD TPC Downlink Step Size
	
	
	ENUMERATED (0.5, 1, 1.5, 2,…)
	


9.2.2.16A
First RLS Indicator

The First RLS Indicator IE indicates if a specific Radio Link and all Radio Links which are part of the same Radio Link Set, shall be considered as the first radio links established towards the UE or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	First RLS Indicator
	
	
	ENUMERATED (first RLS, not first RLS)
	


9.2.2.17
Gap Position Mode

Void.

9.2.2.18
Gap Period (TGP)

Void.

9.2.2.19
Gap Starting Slot Number (SN)

Void

9.2.2.20
IB_SG_POS

First position of an Information Block segment in the SFN cycle (IB_SG_POS < IB_SG_REP).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IB_SG_POS
	
	
	Integer (0..4094)
	Only even positions allowed.

Reference [16]


9.2.2.21
IB_SG_REP

Repetition distance for an Information Block segment. The segment shall be transmitted when SFN mod IB_SG_REP = IB_SG_POS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IB_SG_REP
	
	
	ENUMERATED (4, 8, 16, 32, 64, 128, 256, 512, 1024, 2048, 4096)
	Repetition period for the IB segment in frames


9.2.2.21a
Inner Loop DL PC Status
The Inner Loop DL PC Status IE indicates whether inner loop DL control shall be active or inactive for all radio links for the UE context.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Inner Loop DL PC Status
	
	
	ENUMERATED(Active,
Inactive)
	


9.2.2.21A
Limited Power Increase

The parameter is used for a more efficient use of the inner loop DL power control for non real time data.

If the limited power increase is used, DRNS shall use the limited power increase algorithm as specified in [10], subclause 5.2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Limited Power Increase
	
	
	ENUMERATED(Used, Not used)
	


9.2.2.21B
IPDL FDD parameters

The IPDL FDD Parameters IE provides the information for the IPDL Configuration applied in FDD mode.

	Information Element/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	IP spacing FDD
	M
	
	ENUMERATED(5,7,10,15,20,30,40,50,…)
	See [10]

	IP length
	M
	
	ENUMERATED(5,10,…)
	See [10]

	IP offset
	M
	
	INTEGER(0..9)
	See [10]

	Seed
	M
	
	INTEGER(0..63)
	See [10]

	Burst mode parameters
	O
	
	9.2.1.4B
	


9.2.2.22
Max Adjustment Period

Void.

9.2.2.23
Max Adjustment Step

Defines the maximum allowed value for the change of DL power level during a certain number of slots that can be utilised by the downlink power balancing algorithm. Max Adjustment Step IE defines a time period, in terms of number of slots, in which the accumulated power adjustments shall be maximum 1 dB. This value does not include the DL inner loop PC adjustment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Max Adjustment Step
	
	
	INTEGER (1..10)
	Slots


9.2.2.24
Max Number of UL DPDCHs

Maximum number of uplink DPDCHs during the connection. Needed by the rate matching algorithm.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Max Number of UL DPDCHs
	
	
	INTEGER

(1..6)
	


9.2.2.24A
Min DL Channelisation Code Length

Void

9.2.2.25
Min UL Channelisation Code Length

Minimum UL channelisation code length (spreading factor) of a DPDCH during the connection. Needed by rate matching algorithm.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Min UL Channelisation Code Length
	
	
	ENUMERATED(4,8,16,

32,64,128,

256)
	


9.2.2.26
Multiplexing Position
Multiplexing Position specifies whether fixed or flexible positions of transport channels shall be used in the physical channel.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Multiplexing Position
	
	
	ENUMERATED(Fixed, Flexible)
	


9.2.2.26A
Number of DL Channelisation Codes

This parameter notifies DRNS of the number of DL channelisation codes required for the Radio Link(s).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Number of DL Channelisation Codes
	
	
	INTEGER (1..8)
	


9.2.2.27
Pattern Duration (PD)

Void

9.2.2.27a
PC Preamble
Indicates DPDCH power control preamble length see ref. [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	PCP Preamble
	
	
	INTEGER(0..7,…)
	In number of frames.


9.2.2.27A
PDSCH Code Mapping

This IE indicates the association between each possible value of TFCI(field 2) and the corresponding PDSCH channelisation code. There are three ways which the UTRAN must choose between in order to signal the mapping information, these are described below.  The signalling capacity consumed by the different methods will typically vary depending on the way in which the UTRAN configures usage of the DSCH. A fourth option is also provided which allows the UTRAN to replace individual entries in the TFCI(field 2) to PDSCH code mapping table with new PDSCH code values.

Method #1 - Using code range

The mapping is described in terms of a number of groups, each group associated with a given spreading factor. Each TFCI(field2) value corresponds to a given PDSCH channelisation code or set of PDSCH codes for multi-code. The DRNS maps TFCI(field2) values to PDSCH codes in the following way:

-
The PDSCH codes used for TFCI(field 2) = 0 are given by the SF of the Code Group 1 (i.e. first instance in PDSCH code mapping) and the code numbers between CodeNumber0 (where CodeNumber0 = "Start code number" of Code Group 1) and CodeNumber0 + "multi‑code info" - 1.

-
This continues with unit increments in the value of TFCI (Field2) mapped to either unit increments in code numbers or groups of contiguous code numbers in case of multi-code, this until "Stop code number" is reached:
So the PDSCH codes used for TFCI(field 2) = k (for k > 0 and k < ("Stop code number"– "Start code number"+ 1) DIV k) are given by the SF of the Code Group 1 and the code numbers between CodeNumberk = CodeNumberk-1 + "multi-code info" and CodeNumberk + "multi‑code info" - 1.
If "Stop code number" = "Start code number"+ "multi-code info" – 1 then this is to be interpreted as defining the mapping between the channelisation code(s) and a single TFCI.

-
The DRNS constructs its mapping table by repeating this process for all the Code Groups in the order they are instantiated in PDSCH code mapping. The first TFCI(field 2) value used in each group is the largest TFCI(field 2) value reached in the previous group incremented by one.
Note: This imposes that "Stop code number"– "Start code number"+ 1 is a multiple of the value "multi‑code info" for each instance of PDSCH code mapping. Furthermore, in the case where multi-code is not used, then "multi-code info" = 1 and the process above also applies.

Method #2 - Using TFCI range

The mapping is described in terms of a number of groups, each group corresponding to a given PDSCH channelisation code or set of PDSCH codes for multi-code.

-
The set of PDSCH codes specified in the first instance applies for all values of TFCI(field 2) between 0 and the specified "Max TFCI(field2)".

-
The process continues in the same way for the following groups with the TFCI(field 2) value starting at the largest value reached in the previous instance incremented by one.
So the set of PDSCH codes specified in a given instance apply for all the values of TFCI(field 2) between the "Max TFCI(field2) value" specified in the previous instance incremented by one and the specified "Max TFCI(field2)" of the considered instance.

A set of PDSCH codes is composed of all the codes between "Code Number" and "Code Number" + "multicode" – 1. So if multi-code is not used, the set of PDSCH codes is reduced to one element indicated by the Code Number IE.

Method #3 - Explicit

The mapping between TFCI (field 2) value and PDSCH channelisation code (or a set of PDSCH codes for multicode) is spelt out explicitly for each value of TFCI (field2).

A set of PDSCH codes is composed of all the codes between "Code Number" and "Code Number" + "multicode" – 1. So if multi-code is not used, the set of PDSCH codes is reduced to one element indicated by the Code Number IE.

Method #4 - Replace

The "TFCI (field2)" value(s) for which the mapping to PDSCH channelisation code (or a set of PDSCH codes for multicode) is changed are explicitly signalled. Furthermore, the new mapping between TFCI(field 2) value and PDSCH channelisation code(s) is spelt out explicitly for each value of TFCI (field2).

A set of PDSCH codes is composed of all the codes between "Code Number" and "Code Number" + "multicode" – 1. So if multi-code is not used, the set of PDSCH codes is reduced to one element indicated by the Code Number IE.

	IE/Group name
	Presence
	Range
	IE type and reference
	Semantics description

	DL Scrambling Code
	M
	
	INTEGER

(0..15)
	Scrambling code on which PDSCH is transmitted.

0= Primary scrambling code of the cell

 1…15 = Secondary scrambling code

	Choice Signalling Method 
	
	
	
	

	>Code Range
	
	
	
	

	>>PDSCH Code Mapping
	
	1..<MaxNoCodeGroups>
	
	

	>>>Spreading Factor
	M
	
	Enumerated(4, 8, 16, 32, 64, 128, 256)
	

	>>>Multi-code Info
	M
	
	Integer(1..16)
	

	>>>Start Code Number
	M
	
	Integer(0..maxCodeNumComp-1)
	PDSCH code start, Numbering as described in [16]

	>>>Stop Code Number
	M
	
	Integer(0..maxCodeNumComp-1)
	PDSCH code stop, Numbering as described in [16]

	>TFCI Range
	
	
	
	

	>>DSCH Mapping
	
	1..<MaxNoTFCIGroups>
	
	

	>>>Max TFCI(field2) Value 
	M
	
	Integer(1..1023)
	This is the maximum value in the range of TFCI(field 2) values for which the specified PDSCH code applies

	>>>Spreading Factor
	M
	
	Enumerated(4, 8, 16, 32, 64, 128, 256)
	SF of PDSCH code

	>>>Multi-code Info
	M
	
	Integer(1..16)
	

	>>>Code Number
	M
	
	Integer(0..maxCodeNumComp-1)
	Code number of PDSCH code.  Numbering as described in  [16]

	>Explicit
	
	
	
	

	>>PDSCH Code
	
	1..<MaxTFCI_2_Combs>
	
	The first instance of the parameter PDSCH code corresponds to TFCI (field2) = 0, the second to TFCI(field 2) = 1 and so on.

	>>>Spreading Factor
	M
	
	Enumerated(4, 8, 16, 32, 64, 128, 256)
	SF of PDSCH code

	>>>Multi-code Info
	M
	
	Integer(1..16)
	

	>>>Code Number
	M
	
	Integer(0..maxCodeNumComp-1)
	Code number of PDSCH code.  Numbering as described in  [16]

	>Replace
	
	
	
	

	>>Replaced PDSCH code
	
	1..<MaxTFCI_2_Combs>
	
	

	>>>TFCI (field2)
	M
	
	Integer (1..1023)
	Value of TFCI(field 2) for which PDSCH code mapping will be changed

	>>>Spreading Factor
	M
	
	Enumerated(4, 8, 16, 32, 64, 128, 256)
	SF of PDSCH code

	>>>Multi-code Info
	M
	
	Integer(1..16)
	

	>>>Code Number
	M
	
	Integer(0..maxCodeNumComp-1)
	Code number of PDSCH code. Numbering as described in [16]


	Range Bound
	Explanation

	MaxCodeNumComp
	Maximum number of codes at the defined spreading factor, within the complete code tree.

	MaxTFCI_2_Combs
	Maximum number of TFCI (field 2) combinations (given by 2 raised to the power of the length of the TFCI field 2)

	MaxNoTFCIGroups
	Maximum number of groups, each group described in terms of a range of TFCI(field 2) values for which a single PDSCH code applies.



	MaxNoCodeGroups
	Maximum number of groups, each group described in terms of a range of PDSCH channelisation code values for which a single spreading factor applies.




9.2.2.28
Power Adjustment Type

Defines the characteristic of the power adjustment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Power Adjustment Type
	
	
	ENUMERATED (None, Common, Individual)
	


9.2.2.29
Power Control Mode (PCM)

Void.

9.2.2.30
Power Offset

This IE defines a power offset respect the Downlink transmission power of a DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Power Offset
	
	
	 INTEGER (0…24)
	Unit dB, Step 0.25 dB, range 0-6 dB


9.2.2.31
Power Resume Mode (PRM)

Void.

9.2.2.31A
Preamble Signatures
Void.
9.2.2.32
Primary CPICH Ec/No

Energy per chip divided by the power density per band measured on the Primary CPICH by the terminal.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Primary CPICH Ec/No
	
	
	INTEGER (-30…+30)
	Unit dB, step 1 dB

The value range is typically within the range of -24 dB to 0 dB according to the CPICH Ec/Io UE measurement defined in ref. [23].


9.2.2.33
Propagation Delay (PD)

Propagation delay is the one-way propagation delay of the radio signal from the UE to the Node B.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Propagation Delay
	
	
	 INTEGER (0..255)
	Chips. Step size is 3 chips. 

0=0 chips,

1=3 chips, …


9.2.2.33A
PRACH Minimum Spreading Factor

Void.
9.2.2.34
QE-Selector

Void.

9.2.2.34A
RACH Sub Channel Numbers
Void.
9.2.2.35
RL Set ID

The RL Set ID uniquely identifies one RL Set within a UE Context.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RL Set ID
	
	
	INTEGER

(0..31)
	


9.2.2.35A
Received Total Wide Band Power
The parameter indicates the Received total wide band power in a cell, see ref. [11].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Received Total Wide Band Power
	
	
	INTEGER(0..621)
	According to mapping in [23].


9.2.2.36
S-Field Length

The UE uses the S Field of the UL DPCCH slot to send the SSDT Cell ID to the network.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	S Field Length
	
	
	ENUMERATED (1, 2,…)
	


9.2.2.37
Scrambling Code Change

Void.

9.2.2.37A
Scrambling Code Number
Void.
9.2.2.37B
Secondary CCPCH Info

The Secondary CCPCH Info IE provides information on scheduling of broadcast information for DRAC on a Secondary CCPCH in one cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	FDD S-CCPCH Offset
	M
	
	9.2.2.15
	Corresponds to: S-CCPCH,k , see ref. [8]
	–
	

	DL Scrambling Code
	M
	
	9.2.2.11
	
	–
	

	FDD DL Channelisation Code

 Number
	M
	
	9.2.2.14
	
	–
	

	TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	Secondary CCPCH Slot Format
	M
	
	9.2.2.38
	
	–
	

	TFCI Presence
	C - SlotFormat
	
	9.2.1.55
	
	–
	

	Multiplexing Position
	M
	
	9.2.2.26
	
	–
	

	STTD Indicator
	M
	
	9.2.2.44
	
	–
	

	FACH/PCH Information
	
	1 .. <maxFACHcount+1>
	
	
	–
	

	>TFS
	
	
	9.2.1.64
	For each FACH, and the PCH when multiplexed on the same Secondary CCPCH


	–
	

	IB Scheduling Information
	
	1
	
	
	–
	

	>IB_SG_REP
	M
	
	9.2.2.21
	
	–
	

	>IB Segment Information
	
	1..

<maxIBSEG>
	
	
	–
	

	>>IB_SG_POS
	M
	
	9.2.2.20
	
	–
	


	Condition
	Explanation

	SlotFormat
	The IE shall be present if the Secondary CCPCH Slot Format IE is equal to any of the values from 8 to 17.


	Range bound
	Explanation

	MaxFACHCount
	Maximum number of FACHs mapped onto a Secondary CCPCH.

	MaxIBSEG
	Maximum number of segments for one Information Block.


9.2.2.38
Secondary CCPCH Slot Format

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Secondary CCPCH Slot Format
	
	
	INTEGER (0..17,…)
	See ref. [8].




9.2.2.39
Slot Number (SN)

Void

9.2.2.39A
SRB Delay
Indicates the number of frames after the PC Preamble period during which transmission of data on some RRC Signalling Bearers shall be prohibited by UE in accordance with ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SRB Delay
	
	
	INTEGER(0..7,…)
	In number of frames.


9.2.2.40
SSDT Cell Identity

The SSDT Cell Identity is a temporary ID for SSDT assigned to a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSDT Cell Identity
	
	
	ENUMERATED (a, b.., h)
	


9.2.2.40A
SSDT Cell Identity for EDSCHPC

The SSDT Cell Identity for EDSCHPC is a temporary ID for enhanced DSCH power control assigned to a cell.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSDT Cell Identity for EDSCHPC
	
	
	SSDT Cell Identity

9.2.2.40
	


9.2.2.41
SSDT Cell Identity Length

The SSDT Cell Identity Length parameter shows the length of the SSDT Cell ID.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSDT Cell Identity Length
	
	
	ENUMERATED(Short, Medium, Long)
	


9.2.2.42
SSDT Indication

The SSDT Indication indicates whether SSDT is in use by the UE or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSDT Indication
	
	
	ENUMERATED(SSDT Active in the UE, SSDT not Active in the UE)
	


9.2.2.43
SSDT Support Indicator

The SSDT Support Indicator indicates whether a RL supports SSDT or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SSDT Support Indicator
	
	
	ENUMERATED (SSDT Supported, SSDT not supported).
	


9.2.2.44
STTD Indicator

Indicates if STTD is active or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	STTD Indicator
	
	
	ENUMERATED(active, inactive)
	


9.2.2.45
STTD Support Indicator

The STTD Support Indicator indicates whether the STTD can be applied to DL DPCH in the cell or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	STTD Support Indicator
	
	
	ENUMERATED (STTD Supported, STTD not Supported).
	


9.2.2.46
TFCI Signalling Mode 

This parameter indicates if the normal or split mode is used for the TFCI.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TFCI Signalling Mode
	
	
	ENUMERATED (Normal, Split)
	


9.2.2.47
Transmission Gap Distance (TGD)

Void.

9.2.2.47A
Transmission Gap Pattern Sequence Information

Defines the parameters for the compressed mode gap pattern sequence. For details see [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transmission Gap Pattern Sequence Information
	
	1 to <MaxTGPS>
	
	

	>TGPSI Identifier
	M
	
	INTEGER(1..<MaxTGPS>)
	Transmission Gap Pattern Sequence Identifier

Establish a reference to the compressed mode pattern sequence. Up to <MaxTGPS> simultaneous compressed mode pattern sequences can be used.

	>TGSN
	M
	
	INTEGER (0..14)
	Transmission Gap Starting Slot Number

The slot number of the first transmission gap slot within the TGCFN.

	>TGL1
	M
	
	INTEGER(1..14)
	The length of the first Transmission Gap within the transmission gap pattern expressed in number of slots.

	>TGL2
	O
	
	INTEGER (1..14)
	The length of the second Transmission Gap within the transmission gap pattern. If omitted, then TGL2=TGL1.

	>TGD
	M
	
	INTEGER

(0, 15.. 269)
	Transmission gap distance indicates the number of slots between the starting slots of two consecutive transmission gaps within a transmission gap pattern. If there is only one transmission gap in the transmission gap pattern, this parameter shall be set to  0 (0 =undefined).



	>TGPL1
	M
	
	INTEGER (1..144,…)
	The duration of transmission gap pattern 1 in frames.

	>TGPL2
	O
	
	INTEGER (1..144,…)
	The duration of transmission gap pattern 2 in frames. If omitted, then TGPL2=TGPL1.

	>UL/DL mode
	M
	
	Enumerated (UL only, 

DL only, UL/DL)
	Defines whether only DL, only UL, or combined UL/DL compressed mode is used.

	>Downlink Compressed Mode Method
	C-DL
	
	ENUMERATED (puncturing, SF/2, higher layer scheduling,…)
	Method for generating downlink compressed mode gap

None means that compressed mode pattern is stopped.

	>Uplink Compressed Mode Method
	C-UL
	
	ENUMERATED (SF/2, higher layer scheduling,…)
	Method for generating uplink compressed mode gap.

	>Downlink Frame Type
	M
	
	ENUMERATED (A, B,...)
	Defines if frame type 'A' or 'B' shall be used in downlink compressed mode.

	>DeltaSIR1
	M
	
	INTEGER (0..30) 
	Delta in SIR target value to be set in the DRNS during the frame containing the start of the first transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase) 

Step 0.1 dB, Range 0-3dB

	>DeltaSIRafter1
	M
	
	INTEGER

(0..30) 
	Delta in SIR target value to be set in the DRNS one frame after the frame containing the start of the first transmission gap in the transmission gap pattern,. 

Step 0.1 dB, Range 0-3dB

	>DeltaSIR2
	O
	
	INTEGER

(0..30)
	Delta in SIR target value to be set in the DRNS during the frame containing the start of the second transmission gap in the transmission gap pattern (without including the effect of the bit-rate increase) 

When omitted, DeltaSIR2 = DeltaSIR1.

Step 0.1 dB, Range 0-3dB

	>DeltaSIRafter2
	O
	
	INTEGER

(0..30)
	Delta in SIR target value to be set in the DRNS one frame after the frame containing the start of the second transmission gap in the transmission gap pattern. 

When omitted, DeltaSIRafter2 = DeltaSIRafter1.

Step 0.1 dB, Range 0-3dB


	Condition
	Explanation

	UL
	The IE shall be present if the UL/DL mode IE is set to "UL only" or "UL/DL".

	DL
	The IE shall be present if the UL/DL mode IE is set to "DL only" or "UL/DL".


	Range bound
	Explanation

	MaxTGPS
	Maximum number of transmission gap pattern sequences.


9.2.2.47B
Transmission Gap Pattern Sequence Scrambling Code Information

This IE indicates whether or not the alternative scrambling code will be used in the DRNS for the Downlink compressed mode method 'SF/2' in the Transmission Gap Pattern Sequence. For details see ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transmission Gap Pattern Sequence Scrambling Code Information
	
	
	ENUMERATED (code change, no code change)
	Code change = alternative scrambling code will be used.


9.2.2.48
Transmit Diversity Indicator
The Transmit Diversity Indicator indicates whether Transmit Diversity shall be active or not.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transmit Diversity Indicator
	
	
	ENUMERATED (active, inactive)
	


9.2.2.49
Transmit Gap Length (TGL)

Void

9.2.2.50
Tx Diversity Indicator

The Tx Diversity Indicator indicates if the following conditions are satisfied:

-
Primary CPICH is broadcast from two antennas

-
STTD is applied to Primary CCPCH

-
TSTD is applied to Primary SCH and Secondary SCH

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Tx Diversity Indicator
	
	
	ENUMERATED (true, false)
	


9.2.2.51
UL/DL Compressed Mode Selection

Void

9.2.2.52
UL DPCCH Slot Format

Indicates the slot format used in DPCCH in UL, according to ref. [8].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL DPCCH Slot Format
	
	
	INTEGER

(0..5,…)
	


9.2.2.53
UL Scrambling Code

The UL Scrambling Code is the scrambling code used by UE. Every UE has its specific UL Scrambling Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	
	
	
	
	

	UL Scrambling Code Number
	M
	
	INTEGER

(0.. 224-1)
	

	UL Scrambling Code Length
	M
	
	ENUMERATED(Short, Long)
	


9.2.2.54
Uplink Delta SIR

Void
9.2.2.55
Uplink Delta SIR After

Void
9.2.2.56
DPC Mode Change Support Indicator

The DPC Mode Change Support Indicator IE indicates that the particular cell is capable to support DPC mode change.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DPC Mode Change Support Indicator
	
	
	ENUMERATTED (DPC Mode Change Supported)
	


9.2.3
TDD Specific Parameters

This subclause contains parameters that are specific to TDD.

9.2.3.a
Alpha Value

Used to support signalling of cell specific Alpha Value to SRNS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Alpha Value
	
	
	ENUMERATED(0, 1/8, 2/8, 3/8, 4/8, 5/8, 6/8, 7/8, 1)
	


9.2.3.A
Block STTD Indicator

Void.
9.2.3.1
Burst Type

Void.

9.2.3.2
CCTrCH ID

The CCTrCH ID identifies unambiguously a CCTrCH inside a Radio Link.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CCTrCH ID
	
	
	INTEGER

(0..15)
	


9.2.3.2A
DCH TDD Information

The DCH TDD Information IE provides information for DCHs to be established.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DCH Information
	
	1..<maxnoofDCHs>
	
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	–
	

	>UL FP Mode
	M
	
	9.2.1.67
	
	–
	

	>ToAWS
	M
	
	9.2.1.58
	
	–
	

	>ToAWE
	M
	
	9.2.1.57
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>CCTrCH  ID
	M
	
	9.2.3.2
	UL CCTrCH in which the DCH is mapped 
	–
	

	>>CCTrCH  ID
	M
	
	9.2.3.2
	DL CCTrCH in which the DCH is mapped
	–
	

	>>TrCh Source Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the UL.
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the DL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the UL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the DL.
	–
	

	>>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>>Frame Handling Priority
	M
	
	9.2.1.29
	
	–
	

	>>QE-Selector
	C-CoorDCH
	
	9.2.1.46A
	
	–
	

	>>Guaranteed Rate Information
	O
	
	9.2.1.30M
	
	YES
	ignore


	Condition
	Explanation

	CoorDCH
	The IE shall be present if this DCH is part of a set of coordinated DCHs (number of instances of the DCH Specific Info IE is greater than 1).


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for one UE.


9.2.3.2B
DCH TDD Information Response

Void

9.2.3.2C
DL Timeslot Information

The DL Timeslot Information IE provides information on the time slot allocation for a DL DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL Timeslot Information
	
	1 to <maxnoOfTS>
	
	
	–
	

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift and Burst Type
	M
	
	9.2.3.4
	
	–
	

	>TFCI Presence
	M
	
	9.2.1.55
	
	–
	

	>DL Code Information
	M
	
	TDD DL Code Information

9.2.3.8C
	
	–
	


	Range bound
	Explanation

	MaxnoofTS
	Maximum number of Timeslots for a UE.


9.2.3.2D
DL Time Slot ISCP Info

The DL Time Slot ISCP Info IE gives interference level for each DL time slot within the Radio Link.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DL Time Slot ISCP Info
	
	1..<maxnoofDLts>
	
	
	–
	

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>DL Timeslot ISCP
	M
	
	9.2.3.12
	
	–
	


	Range bound
	Explanation

	MaxnoofDLts
	Maximum number of downlink time slots per Radio Link for 3.84Mcps TDD.


9.2.3.2E
DL Timeslot Information LCR
The DL Timeslot Information LCR IE provides information for DL Timeslot to be established for 1.28Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics descriptions
	Criticality
	Assigned Criticality

	DL Timeslot Information LCR
	
	1 .. <maxnoofDLtsLCR>
	
	
	–
	

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>TFCI Presence
	M
	
	9.2.1.55
	
	–
	

	>DL Code Information LCR
	M
	
	TDD DL Code Information LCR 9.2.3.8D
	
	–
	


	Range bound
	Explanation

	MaxnoofDLtSLCR
	Maximum number of Downlink time slots per Radio Link for 1.28Mcps TDD.


9.2.3.2F
DL Time Slot ISCP Info LCR
The DL Time Slot ISCP Info LCR IE provides information for DL Interference level for each time slot within the Radio Link for 1.28Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics descriptions
	Criticality
	Assigned Criticality

	DL Time Slot ISCP Info LCR
	
	1 .. <maxnoofULtsLCR>
	
	
	–
	

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>DL Timeslot ISCP
	M
	
	9.2.3.12
	
	–
	


	Range bound
	Explanation

	MaxnoofULtsLCR
	Maximum number of Uplink time slots per Radio Link for 1.28Mcps TDD


9.2.3.3
DPCH ID

The DPCH ID identifies unambiguously a DPCH inside a Radio Link.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DPCH ID
	
	
	INTEGER

(0..239)
	


9.2.3.3a
DSCH TDD Information

The DSCH TDD Information IE provides information for DSCHs to be established.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DSCH TDD Information
	
	1..<maxnoofDSCHs>
	
	
	–
	

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>CCTrCH ID
	M
	
	9.2.3.2
	DL CCTrCH in which the DSCH is mapped.
	–
	

	>TrCh Source Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	M
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	M
	
	9.2.1.51A
	
	–
	

	>BLER 
	M
	
	9.2.1.4
	
	–
	


	Range bound
	Explanation

	MaxnoofDSCHs
	Maximum number of DSCHs for one UE.


9.2.3.3A
Maximum Number of Timeslots per Frame

Defines the maximum number of timeslots the UE has the capability of receiving or transmitting.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Number of Timeslots per Frame
	
	
	INTEGER

(1..14)
	


9.2.3.3B
Maximum number of UL Physical Channels per Timeslot

Defines the maximum number of physical channels per frame that the UE is capable to transmit.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Number of UL Physical Channels per Timeslot
	
	
	INTEGER

(1..2)
	


9.2.3.3C
Maximum number of DL Physical Channels per Frame

Defines the maximum number of physical channels per frame that the UE is capable to receive.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Maximum Number of DL Physical Channels per Frame
	
	
	INTEGER

(1..224)
	


9.2.3.4
Midamble Shift and Burst Type

This information element indicates burst type and midamble allocation.
Three different midamble allocation schemes exist:

-
Default midamble: the midamble shift is selected by layer 1 depending on the associated channelisation code (DL and UL);

-
Common midamble: the midamble shift is chosen by layer 1 depending on the number of channelisation codes (possible in DL only);

-
UE specific midamble: a UE specific midamble is explicitly assigned (DL and UL).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE Burst Type
	
	
	
	

	>Type 1
	
	
	
	

	>> Midamble Configuration Burst Type 1 And 3
	M
	
	Integer(4, 8, 16)
	As defined in [12]

	>>Midamble Allocation Mode
	M
	
	ENUMERATED (Default midamble, Common midamble, UE specific midamble)
	

	
	
	
	
	

	>>Midamble Shift Long
	C-UE
	
	INTEGER(0..15)
	

	>Type 2 
	
	
	
	

	>> Midamble Configuration Burst Type 2
	M
	
	Integer(3,6)
	As defined in [12]

	>>Midamble Allocation Mode
	M
	
	ENUMERATED (Default midamble, Common midamble, UE specific midamble)
	

	
	
	
	
	

	>>Midamble Shift Short
	
	
	INTEGER

(0..5)
	

	>Type 3
	
	
	
	UL only

	>> Midamble Configuration Burst Type 1 And 3
	M
	
	Integer(4, 8, 16)
	As defined in [12]

	>>Midamble Allocation Mode
	M
	
	ENUMERATED (Default midamble, UE specific midamble)
	

	
	
	
	
	

	>>Midamble Shift Long
	C-UE
	
	INTEGER(0..15)
	


	Condition
	Explanation

	UE
	The IE shall be present if the Midamble Allocation Mode IE is set to "UE-specific midamble".


9.2.3.4A
Minimum Spreading Factor

Defines the minimum spreading factor the UE has the capability of receiving or transmitting.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Minimum Spreading Factor
	
	
	INTEGER

(1..16)
	


9.2.3.4B
IPDL TDD parameters

The IPDL TDD Parameters IE provides the information for the IPDL Configuration applied in TDD mode.

	Information Element/Group name
	Presence
	Range
	IE Type and Reference
	Semantics description

	IP Spacing TDD
	M
	
	ENUMERATED(30,40,50, 70, 100,…)
	See [22]

	IP Start
	M
	
	INTEGER(0..4095)
	See [22]

	IP Slot
	M
	
	INTEGER(0..14)
	See [22]

	IP P-CCPCH
	M
	
	ENUMERATED(Switch off 1 frame, Switch off 2 frames)
	See [22]

	Burst mode parameters
	O
	
	9.2.1.4B
	


9.2.3.4C
Midamble shift LCR

This information element indicates midamble allocation in 1.28Mcps TDD.
	IE/Group name
	Presence
	Range
	IE type and reference
	Semantics description

	Midamble Allocation Mode
	M
	
	Enumerated (Default midamble, Common midamble, UE specific midamble, ...)
	

	Midamble Shift Long
	C-UE
	
	Integer(0..15)
	


	Condition
	Explanation

	UE
	The IE shall be present if the Midamble Allocation Mode IE is set to "UE-specific midamble".


9.2.3.4D
Neighbouring TDD Cell Information LCR

Void
9.2.3.5
Primary CCPCH RSCP

Received Signal Code Power is the received power on PCCPCH of the target cell after despreading. The reference point for the RSCP is the antenna connector at the UE, see ref. [14].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Primary CCPCH RSCP
	
	
	INTEGER (
0..91)
	According to mapping in in ref. [14].


9.2.3.5A
PRACH Midamble
Void.
9.2.3.5B
RB Identity
The RB Identity is the identifier of a radio bearer. It is unique for each active Radio bearer among the active radio bearers simultaneously allocated for the same UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RB Identity
	
	
	INTEGER

(0..31)
	In line with [16], ch. 10.3.4.11


9.2.3.6
Repetition Length

The Repetition Length represents the number of consecutive Radio Frames inside a Repetition Period in which the same Time Slot is assigned to the same Physical Channel see ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Repetition Length
	
	
	INTEGER(1..63)
	


9.2.3.7
Repetition Period

The Repetition Period represents the number of consecutive Radio Frames after which the same assignment scheme of Time Slots to a Physical Channel is repeated. This means that if the Time Slot K is assigned to a physical channel in the Radio Frame J, it is assigned to the same physical channel also in all the Radio Frames J+n*Repetition Period (where n is an integer) see ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Repetition Period
	
	
	ENUMERATED(1,2,4,8,16,32,64)
	


9.2.3.7A
Rx Timing Deviation

Measured Rx Timing Deviation as a basis for timing advance, either measured directly from a RACH burst, or calculated from the Rx Timing Deviation measurement on the USCH by adding the current Timing Advance value. For 1.28Mcps TDD this IE must be set to 0.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Rx Timing Deviation
	
	
	INTEGER

(0..127)
	As specified in [5], ch. 6.2.7.6


9.2.3.7B
Secondary CCPCH Info TDD

The Secondary CCPCH Info TDD IE provides information on the Secondary CCPCH that carries the logical channel SHCCH for the UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	Secondary CCPCH
	
	0..<maxnoofSCCPCHs>
	
	
	–
	

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift and Burst Type
	M
	
	9.2.3.4
	
	–
	

	>TFCI Presence
	M
	
	9.2.1.55
	
	–
	

	> Secondary CCPCH TDD Code Information
	M
	
	9.2.3.7C
	
	–
	

	>TDD Physical Channel Offset
	M
	
	9.2.3.9
	
	
	

	>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	FACH
	
	0..maxnoofFACHs
	
	
	–
	

	> TFS
	M
	
	9.2.1.64
	For the DL.
	–
	

	PCH
	
	0..1
	
	
	–
	

	> TFS
	M
	
	9.2.1.64
	For the DL.
	–
	


	Range bound
	Explanation

	MaxnoofSCCPCHs
	Maximum number of Secondary CCPCHs per CCTrCH.

	MaxnoofFACHs
	Maximum number of FACHs mapped onto a Secondary CCPCH.


9.2.3.7C
Secondary CCPCH TDD Code Information

The Secondary CCPCH TDD Code Information IE provides TDD Channelisation Code information for all SCCPCHs of one Time Slot.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Secondary CCPCH TDD Code Information
	
	1 to <maxnoOfSCCPCHs>
	
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	


	Range bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of SCCPCHs for one CCTrCH.


9.2.3.7D
Special Burst Scheduling

The number of frames between special burst transmissions during DTX.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Special Burst Scheduling
	
	
	Integer (1, 2, .., 256)
	Number of frames between special burst transmissions during DTX


9.2.3.7E
Synchronisation Configuration

The Synchronisation Configuration parameters that are used by the DRNS in the Radio Link Failure/Restore procedure.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	N_INSYNC_IND
	M
	
	Integer (1, 2, .., 256)
	

	N_OUTSYNC_IND
	M
	
	Integer (1, 2, .., 256)
	

	T_RLFAILURE
	M
	
	ENUMERATED (0, 0.1, 0.2, .., 25.5)
	In seconds


9.2.3.7F
Secondary CCPCH Info TDD LCR

The Secondary CCPCH Info TDD LCR IE provides information on the Secondary CCPCH that carries the logical channel SHCCH for the UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	Secondary CCPCH
	
	0..<maxnoofSCCPCHs>
	
	
	–
	

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>TFCI Presence
	M
	
	9.2.1.55
	
	–
	

	> Secondary CCPCH TDD Code Information LCR
	M
	
	9.2.3.7G
	
	–
	

	>TDD Physical Channel Offset
	M
	
	9.2.3.9
	
	
	

	>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	FACH
	
	0..<maxnoofFACHs>
	
	
	–
	

	> TFS
	M
	
	9.2.1.64
	For the DL.
	–
	

	PCH
	
	0..1
	
	
	–
	

	> TFS
	M
	
	9.2.1.64
	For the DL.
	–
	


	Range bound
	Explanation

	MaxnoofSCCPCHs
	Maximum number of Secondary CCPCHs per CCTrCH.

	MaxnoofFACHs
	Maximum number of FACHs mapped onto a Secondary CCPCH.


9.2.3.7G
Secondary CCPCH TDD Code Information LCR

The Secondary CCPCH TDD Code Information LCR IE provides LCR TDD Channelisation Code information for all SCCPCHs of one Time Slot.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Secondary CCPCH TDD Code Information
	
	1 to <maxnoOfSCCPCHs>
	
	
	–
	

	>TDD Channelisation Code LCR
	M
	
	9.2.3.8a
	
	–
	


	Range bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of SCCPCHs for one CCTrCH.


9.2.3.8
TDD Channelisation Code

The Channelisation Code Number indicates which Channelisation Code is used for a given Physical Channel. In TDD the Channelisation Code is an Orthogonal Variable Spreading Factor code that can have a spreading factor of 1, 2, 4, 8 or 16.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TDD Channelisation Code 
	
	
	ENUMERATED ((1/1), (2/1), (2/2), (4/1), .. (4/4), (8/1), .. (8/8), (16/1), .. (16/16),… )
	


9.2.3.8a
TDD Channelisation Code LCR

The Channelisation Code Number indicates which Channelisation Code is used for a given Physical Channel. In 1.28Mcps TDD the Channelisation Code is an Orthogonal Variable Spreading Factor code, that can have a spreading factor of 1, 2, 4, 8 or 16 and there is a choice between QPSK and 8PSK modulation.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TDD Channelisation Code
	M
	
	ENUMERATED ((1/1), (2/1), (2/2), (4/1),..(4/4), (8/1), .. (8/8), (16/1).. (16/16) ,… )
	

	Modulation
	M
	
	ENUMERATED (QPSK, 8PSK, …)
	Modulation options for 1.28Mcps TDD in contrast to 3.84Mcps TDD


9.2.3.8A
TDD DPCH Offset

The Offset represents the phase information for the allocation of a group of dedicated physical channels. The first range is used when a starting offset is not required and the TDD Physical channel offset for each DPCH in the CCTrCH shall be directly determined from the TDD DPCH Offset. The second range is used when a starting offset is required. The TDD DPCH Offset shall map to the CFN and the TDD Physical Channel Offet for each DPCH in this CCTrCH shall calculated by TDD DPCH Offset mod Repetition period, see ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TDD DPCH Offset
	
	
	CHOICE

INTEGER (0..63) or

INTEGER

(0..255)
	


9.2.3.8B
TDD DCHs to Modify

The TDD DCHs to Modify IE provides information for DCHs to be modified.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TDD DCHs to Modify
	
	1..<maxnoofDCHs>
	
	
	–
	

	>UL FP Mode
	O
	
	9.2.1.67
	
	–
	

	>ToAWS
	O
	
	9.2.1.58
	
	–
	

	>ToAWE
	O
	
	9.2.1.57
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>CCTrCH ID
	O
	
	9.2.3.2
	UL CCTrCH in which the DCH is mapped.
	–
	

	>>CCTrCH ID
	O
	
	9.2.3.2
	DL CCTrCH in which the DCH is mapped
	–
	

	>>Transport Format Set
	O
	
	9.2.1.64
	For the UL.
	–
	

	>>Transport Format Set
	O
	
	9.2.1.64
	For the DL.
	–
	

	>>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>>Frame Handling Priority
	O
	
	9.2.1.29
	
	–
	

	>>Guaranteed Rate Information
	O
	
	9.2.1.30M
	
	YES
	ignore


	Range bound
	Explanation

	MaxnoofDCHs
	Maximum number of DCHs for one UE.


9.2.3.8C
TDD DL Code Information

The TDD DL Code Information IE provides TDD DL Code information for all DPCHs of one DL Time Slot.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TDD DL Code Information
	
	1 to <maxnoOfDPCH>
	
	
	–
	

	>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	


	Range bound
	Explanation

	MaxnoofDPCHs
	Maximum number of DPCHs for one CCTrCH.


9.2.3.8D
TDD DL Code Information LCR
The TDD DL Code Information LCR IE provides DL Code information for the RL for 1.28Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics descriptions
	Criticality
	Assigned Criticality

	TDD DL Code Information LCR
	
	1 .. <maxnoOfDPCHLCR>
	
	
	–
	

	>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>TDD Channelisation Code LCR
	M
	
	9.2.3.8a
	
	–
	


	Range bound
	Explanation

	MaxnoOfDPCHLCR
	Maximum number of DPCH in one CCTrCH for 1.28Mcps TDD


9.2.3.9
TDD Physical Channel Offset

The TDD Physical Channel Offset represents the phase information for the allocation of a non DPCH physical channel. (CFN mod Repetition Period = TDD Physical Channel Offset) see ref. [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TDD Physical Channel Offset
	
	
	INTEGER

(0..63)
	


9.2.3.10
TDD TPC Downlink Step Size

This parameter indicates step size for the DL power adjustment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TDD TPC Downlink Step Size
	
	
	ENUMERATED (1, 2, 3,…)
	


9.2.3.10A
TDD UL Code Information

The TDD UL Code Information IE provides TDD UL Code information for all DPCHs of one UL Time Slot.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TDD UL Code Information
	
	1 to <maxnoOfDPCHs>
	
	
	–
	

	>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>TDD Channelisation Code
	M
	
	9.2.3.8
	
	–
	


	Range bound
	Explanation

	MaxnoofDPCHs
	Maximum number of DPCHs for one CCTrCH.


9.2.3.10B
TDD UL Code Information LCR
The TDD UL Code Information LCR IE provides information for UL Code to be established for 1.28Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics descriptions
	Criticality
	Assigned Criticality

	TDD UL Code Information LCR
	
	1 .. <maxnoOfDPCHsLCR>
	
	
	–
	

	>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>TDD Channelisation Code LCR
	M
	
	9.2.3.8a
	
	–
	


	Range bound
	Explanation

	MaxnoOfDPCHsLCR
	Maximum number of DPCHs in one CCTrCH for 1.28Mcps TDD.


9.2.3.11
TFCI Coding

The TFCI Coding describes how the TFCI bits are coded. By default 1 TFCI bit is coded with 4 bits, 2 TFCI bits are coded with 8 bits, 3-5 TFCI bits are coded with 16 bits and 6-10 TFCI bits are coded with 32 bits.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TFCI Coding
	
	
	ENUMERATED (4, 8, 16, 32,…)
	


9.2.3.12
DL Timeslot ISCP

DL Timeslot ISCP is the measured interference in a downlink timeslot at the UE, see ref. [14].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DL Timeslot ISCP
	
	
	INTEGER (
0..91)
	According to mapping in [24].


9.2.3.12a
Time Slot LCR

The Time Slot LCR is the number of the traffic time slot within a 5 ms subframe of LCR TDD.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Time Slot LCR 
	
	
	INTEGER

(0..6)
	


9.2.3.12A
Timing Advance Applied

Defines the need for Timing Advance functions such as Rx Timing Deviation measurement in a particular cell. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Timing Advance Applied
	
	
	ENUMERATED (Yes, No)
	


9.2.3.13
Transport Format Management

Defines whether the cell transmits the transport format information via broadcast or whether the transport format information is transmitted to the UE using dedicated RRC procedures

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Format Management
	
	
	ENUMERATED(Cell Based, UE Based,…)
	


9.2.3.13A
UL Timeslot ISCP

UL Timeslot ISCP is the measured interference in a uplink timeslot at the DRNS, see ref. [14].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL Timeslot ISCP
	
	
	INTEGER (
0..127)
	According to mapping in [24].


9.2.3.13B
UL PhysCH SF Variation

Indicates whether variation of SF in UL is supported by Radio Link or not.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL PhysCH SF Variation
	
	
	ENUMERATED (SF_Variation_supported, SF_Variation_NOT_supported)
	


9.2.3.13C
UL Timeslot Information

The UL Timeslot Information IE provides information on the time slot allocation for a UL DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL Timeslot Information
	
	1 to <maxnoOfTS>
	
	
	–
	

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>Midamble Shift and Burst Type
	M
	
	9.2.3.4
	
	–
	

	>TFCI Presence
	M
	
	9.2.1.55
	
	–
	

	>UL Code Information
	M
	
	TDD UL Code Information

9.2.3.10A
	
	–
	


	Range bound
	Explanation

	MaxnoofTS
	Maximum number of Timeslots for a UE.


9.2.3.13D
UL Time Slot ISCP Info

The UL Time Slot ISCP Info IE gives interference level for each UL time slot within the Radio Link.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL Time Slot ISCP Info
	
	1 .. <maxnoofULts>
	
	
	–
	

	>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>UL Timeslot ISCP
	M
	
	9.2.3.13A
	
	–
	


	Range bound
	Explanation

	MaxnoofULts
	Maximum number of uplink time slots per Radio Link.


9.2.3.13E
TSTD Indicator

Indicates if TSTD shall be active or not for the DL DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSTD Indicator
	
	
	ENUMERATED(active, inactive)
	


9.2.3.13F
TSTD Support Indicator

Indicates if UE support TSTD or not for DL DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TSTD Support Indicator
	
	
	ENUMERATED(TSTD supported, TSTD not supported)
	


9.2.3.13G
UL Timeslot Information LCR

The UL Timeslot Information LCR IE provides information on the timeslot allocation for an UL DPCH.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics descriptions
	Criticality
	Assigned Criticality

	UL Timeslot Information LCR
	
	1 .. <maxnoofULtsLCR>
	
	
	–
	

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>Midamble Shift LCR
	M
	
	9.2.3.4C
	
	–
	

	>TFCI Presence
	M
	
	9.2.1.57
	
	–
	

	>UL Code Information LCR
	M
	
	TDD UL Code Information LCR 9.2.3.10B
	
	
	


	Range bound
	Explanation

	MaxnoofULtsLCR
	Maximum number of Uplink time slots per Radio Link for 1.28Mcps TDD.


9.2.3.13H
UL Time Slot ISCP Info LCR
The UL Time Slot ISCP Info LCR IE provides information for UL Interference level for each time slot within the Radio Link for 1.28Mcps TDD.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics descriptions
	Criticality
	Assigned Criticality

	UL Time Slot ISCP Info
	
	1 .. <maxnoofULtsLCR>
	
	
	–
	

	>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>UL Timeslot ISCP
	M
	
	9.2.3.13A
	
	–
	


	Range bound
	Explanation

	MaxnoofULtsLCR
	Maximum number of Uplink time slots per Radio Link for 1.28Mcps TDD


9.2.3.14
USCH ID

The USCH ID is the identifier of an uplink shared channel. It is unique among the USCHs simultaneously allocated for the same UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	USCH ID
	
	
	INTEGER

(0..255)
	


9.2.3.15
USCH Information

The USCH Information IE provides information for USCHs to be established.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	USCH Information
	
	1 to  <maxnoofUSCHs>
	
	
	–
	

	>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>CCTrCH ID
	M
	
	9.2.3.2
	UL CCTrCH in which the USCH is mapped 
	–
	

	>TrCh Source Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	M
	
	9.2.1.64
	For USCH
	–
	

	>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	M
	
	9.2.1.51A
	
	–
	

	>BLER
	M
	
	9.2.1.4
	
	
	

	>RB Info
	
	1 to <maxnoofRB>
	
	All Radio Bearers using this USCH
	–
	

	>>RB Identity
	M
	
	9.2.3.5B
	
	–
	


	Range bound
	Explanation

	MaxnoofUSCHs
	Maximum number of USCHs for one UE.

	MaxnoofRBs
	Maximum number of Radio Bearers for one UE.


-- **************************************************************

--

-- RADIO LINK SETUP RESPONSE TDD

--

-- **************************************************************

RadioLinkSetupResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI 




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-RL-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
TYPE RL-InformationResponse-RL-SetupRspTDD 
PRESENCE optional
} |

--Mandatory for 3.84Mcps TDD only


{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information

OPTIONAL,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info

UL-TimeSlot-ISCP-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,

uARFCNforNt




UARFCN



OPTIONAL,


cellParameterID



CellParameterID

OPTIONAL,


syncCase




SyncCase


OPTIONAL,


sCH-TimeSlot



SCH-TimeSlot

OPTIONAL,

-- This IE shall be present if Sync Case IE is Case2. --

sCTD-Indicator

SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

timingAdvanceApplied

TimingAdvanceApplied,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD


Secondary-CCPCH-Info-TDD
OPTIONAL,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-InformationResponse


DSCH-InformationResponse-RL-SetupRspTDD OPTIONAL,


usch-InformationResponse


USCH-InformationResponse-RL-SetupRspTDD OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { {RL-InformationResponse-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional },

...

}

UL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-SetupRspTDD
UL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information


UL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-SetupRspTDD

DL-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information


DL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DCH-InformationResponseListIEs-RL-SetupRspTDD}}
DCH-InformationResponseListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse  PRESENCE mandatory }
}
DSCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-InformationList-RL-SetupRspTDD}}

DSCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCHInformationItem-RL-SetupRspTDD

DSCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-InformationList-RL-SetupRspTDD}}

USCH-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCHInformationItem-RL-SetupRspTDD 

USCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID
OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkSetupResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-SetupRspTDD
CRITICALITY ignore
EXTENSION 
RL-LCR-InformationResponse-RL-SetupRspTDD

PRESENCE optional},


--Mandatory for 1.28Mcps TDD only

...

}

RL-LCR-InformationResponse-RL-SetupRspTDD ::= SEQUENCE {


rL-ID





RL-ID,


uRA-Information



URA-Information,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-LCR-Info
UL-TimeSlot-ISCP-LCR-Info,


maxUL-SIR




UL-SIR,


minUL-SIR




UL-SIR,


maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,


uARFCNforNt




UARFCN




OPTIONAL,


cellParameterID



CellParameterID


OPTIONAL,

sCTD-Indicator

SCTD-Indicator
OPTIONAL,


pCCPCH-Power



PCCPCH-Power,

alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration


SynchronisationConfiguration,

secondary-LCR-CCPCH-Info-TDD


Secondary-LCR-CCPCH-Info-TDD




OPTIONAL,

ul-LCR-CCTrCHInformation



UL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dl-LCR-CCTrCHInformation



DL-LCR-CCTrCHInformationList-RL-SetupRspTDD

OPTIONAL,


dCH-InformationResponse




DCH-InformationResponseList-RL-SetupRspTDD
OPTIONAL,


dsch-LCR-InformationResponse


DSCH-LCR-InformationResponse-RL-SetupRspTDD

OPTIONAL,


usch-LCR-InformationResponse


USCH-LCR-InformationResponse-RL-SetupRspTDD     OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation               OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs} }

OPTIONAL,


... 
}

RL-LCR-InformationResponseList-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-LCR-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{UL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD}}
UL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE UL-LCR-CCTrCHInformationListIE-RL-SetupRspTDD

PRESENCE mandatory }
}
UL-LCR-CCTrCHInformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD
UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-LCR-Information

UL-DPCH-LCR-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-LCR-CCTrCHInformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD} }

UL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE UL-DPCH-LCR-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
UL-DPCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-TimeslotLCR-Information

UL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-LCR-CCTrCHInformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD}}

DL-LCR-CCTrCHInformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD   CRITICALITY ignore
TYPE DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD  PRESENCE mandatory }
}
DL-CCTrCH-LCR-InformationListIE-RL-SetupRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD

DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-LCR-Information

DL-DPCH-LCR-InformationList-RL-SetupRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationList-RL-SetupRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD} }
DL-DPCH-LCR-InformationListIEs-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-LCR-InformationItem-RL-SetupRspTDD

CRITICALITY ignore
TYPE DL-DPCH-LCR-InformationItem-RL-SetupRspTDD  PRESENCE mandatory
}
}
DL-DPCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-LCR-Information

DL-TimeslotLCR-Information,

tSTD-Indicator




TSTD-Indicator,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-LCR-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{DSCH-LCR-InformationList-RL-SetupRspTDD}}

DSCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-LCR-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE DSCH-LCR-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
DSCH-LCR-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHsLCR)) OF DSCH-LCR-InformationItem-RL-SetupRspTDD

DSCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-LCR-InformationResponse-RL-SetupRspTDD ::= ProtocolIE-Single-Container {{USCH-LCR-InformationList-RL-SetupRspTDD}}

USCH-LCR-InformationList-RL-SetupRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-LCR-InformationListIEs-RL-SetupRspTDD

CRITICALITY ignore
TYPE USCH-LCR-InformationListIEs-RL-SetupRspTDD PRESENCE mandatory }
}
USCH-LCR-InformationListIEs-RL-SetupRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHsLCR)) OF USCH-LCR-InformationItem-RL-SetupRspTDD 

USCH-LCR-InformationItem-RL-SetupRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


bindingID




BindingID
OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions



ProtocolExtensionContainer { {USCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs} } OPTIONAL,


...

}

USCH-LCR-InformationItem-RL-SetupRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK SETUP FAILURE FDD

--

-- **************************************************************

RadioLinkSetupFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-D-RNTI




CRITICALITY ignore
TYPE D-RNTI




PRESENCE optional
} |


{ ID id-CN-PS-DomainIdentifier


CRITICALITY ignore
TYPE CN-PS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CN-CS-DomainIdentifier


CRITICALITY ignore
TYPE CN-CS-DomainIdentifier


PRESENCE optional
} |


{ ID id-CauseLevel-RL-SetupFailureFDD



CRITICALITY
ignore 
   TYPE
CauseLevel-RL-SetupFailureFDD

PRESENCE mandatory }|

{ ID id-UL-SIRTarget



CRITICALITY ignore
TYPE UL-SIR 



PRESENCE optional
} |

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureFDD,


...

}

GeneralCauseList-RL-SetupFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-SetupFailureFDD

UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD,


successful-RL-InformationRespList-RL-SetupFailureFDD

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UnsuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-SetupFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-SetupFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-SetupFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID








RL-ID,


rL-Set-ID







RL-Set-ID,


uRA-Information






URA-Information

OPTIONAL,

sAI









SAI,


gA-Cell








GA-Cell

OPTIONAL,


gA-AccessPointPosition




GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power








Received-total-wide-band-power,

secondary-CCPCH-Info




Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformation





FDD-DL-CodeInformation,


diversityIndication





DiversityIndication-RL-SetupFailureFDD, 


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator




SSDT-SupportIndicator,


maxUL-SIR







UL-SIR,


minUL-SIR







UL-SIR,


closedlooptimingadjustmentmode


Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower




MaximumAllowedULTxPower,


maximumDLTxPower





DL-Power,


minimumDLTxPower





DL-Power,

primaryCPICH-Power





PrimaryCPICH-Power,

primaryScramblingCode




PrimaryScramblingCode
OPTIONAL,


uL-UARFCN









UARFCN

OPTIONAL,

dL-UARFCN









UARFCN

OPTIONAL,

dSCH-InformationResponse-RL-SetupFailureFDD

DSCH-InformationResponseList-RL-SetupFailureFDD

OPTIONAL,

neighbouring-UMTS-CellInformation

Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation

Neighbouring-GSM-CellInformation OPTIONAL,

pC-Preamble







PC-Preamble,


sRB-Delay







SRB-Delay,

iE-Extensions






ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional },

...

}
DiversityIndication-RL-SetupFailureFDD ::= CHOICE {


combining





Combining-RL-SetupFailureFDD,


nonCombiningOrFirstRL

NonCombiningOrFirstRL-RL-SetupFailureFDD
}

Combining-RL-SetupFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}
}
NonCombiningOrFirstRL-RL-SetupFailureFDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions






ProtocolExtensionContainer { { NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningOrFirstRLItem-RL-SetupFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationResponseList-RL-SetupFailureFDD ::= ProtocolIE-Single-Container {{ DSCH-InformationResponseListIEs-RL-SetupFailureFDD }}

DSCH-InformationResponseListIEs-RL-SetupFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-FDD-InformationResponse   CRITICALITY ignore
TYPE DSCH-FDD-InformationResponse

PRESENCE mandatory }
}
RadioLinkSetupFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK SETUP FAILURE TDD

--

-- **************************************************************

RadioLinkSetupFailureTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkSetupFailureTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkSetupFailureTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkSetupFailureTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-SetupFailureTDD
CRITICALITY ignore
TYPE CauseLevel-RL-SetupFailureTDD

PRESENCE mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-SetupFailureTDD ::= CHOICE {


generalCause

GeneralCauseList-RL-SetupFailureTDD,


rLSpecificCause

RLSpecificCauseList-RL-SetupFailureTDD,


...

}

GeneralCauseList-RL-SetupFailureTDD ::= SEQUENCE {


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { { GeneralCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

GeneralCauseItem-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-SetupFailureTDD ::= SEQUENCE {


unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD
Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD,


iE-Extensions










ProtocolExtensionContainer { { RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs} }

OPTIONAL,


...

}

RLSpecificCauseItem-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

Unsuccessful-RL-InformationRespItem-RL-SetupFailureTDD ::= ProtocolIE-Single-Container { {Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD} }

Unsuccessful-RL-InformationRespItemIE-RL-SetupFailureTDD RNSAP-PROTOCOL-IES ::= {


{ ID
id-UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

CRITICALITY
ignore 

TYPE 
UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD

PRESENCE
mandatory
}

}
UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD ::= SEQUENCE {


rL-ID





RL-ID,


cause





Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-SetupFailureTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkSetupFailureTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-SIRTarget



CRITICALITY reject
TYPE UL-SIR




PRESENCE mandatory
} |


{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD
PRESENCE mandatory
}|


{ ID id-Active-Pattern-Sequence-Information
CRITICALITY reject
TYPE Active-Pattern-Sequence-Information
 PRESENCE optional },

...

}

RL-InformationList-RL-AdditionRqstFDD


::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {RL-Information-RL-AdditionRqstFDD-IEs} }

RL-Information-RL-AdditionRqstFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-Information-RL-AdditionRqstFDD

PRESENCE mandatory
}
}

RL-Information-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


chipOffset





ChipOffset,


diversityControlField


DiversityControlField,


primaryCPICH-EcNo



PrimaryCPICH-EcNo

OPTIONAL,


sSDT-CellID





SSDT-CellID


OPTIONAL,


transmitDiversityIndicator

TransmitDiversityIndicator

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstFDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RadioLinkAdditionRequestFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DPC-Mode



CRITICALITY reject   
EXTENSION 
DPC-Mode

PRESENCE optional  }|

{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST TDD

--

-- **************************************************************

RadioLinkAdditionRequestTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionRequestTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionRequestTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionRequestTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-Information-RL-AdditionRqstTDD
CRITICALITY reject
TYPE RL-Information-RL-AdditionRqstTDD

PRESENCE mandatory
},


...

}

RL-Information-RL-AdditionRqstTDD ::= SEQUENCE {


rL-ID






RL-ID,


c-ID






C-ID,


frameOffset





FrameOffset,


diversityControlField


DiversityControlField,


primaryCCPCH-RSCP



PrimaryCCPCH-RSCP

OPTIONAL,


dL-TimeSlot-ISCP-Info


DL-TimeSlot-ISCP-Info
OPTIONAL,

--for 3.84Mcps TDD only

iE-Extensions




ProtocolExtensionContainer { {RL-Information-RL-AdditionRqstTDD-ExtIEs} } OPTIONAL,


...

}

RL-Information-RL-AdditionRqstTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-DL-Timeslot-ISCP-LCR-Information-RL-AdditionRqstTDD
CRITICALITY reject

EXTENSION 
DL-TimeSlot-ISCP-LCR-Information

PRESENCE optional
},


--for 1.28Mcps TDD only

...

}

RadioLinkAdditionRequestTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Permanent-NAS-UE-Identity



CRITICALITY ignore


EXTENSION Permanent-NAS-UE-Identity

PRESENCE optional
},

...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE FDD

--

-- **************************************************************
RadioLinkAdditionResponseFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseList-RL-AdditionRspFDD
CRITICALITY ignore
TYPE RL-InformationResponseList-RL-AdditionRspFDD 

PRESENCE mandatory
} |


{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponseList-RL-AdditionRspFDD 

::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {RL-InformationResponseItemIEs-RL-AdditionRspFDD} }

RL-InformationResponseItemIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponseItem-RL-AdditionRspFDD

CRITICALITY ignore
TYPE RL-InformationResponseItem-RL-AdditionRspFDD 
PRESENCE mandatory
}
}

RL-InformationResponseItem-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID






RL-ID,


rL-Set-ID





RL-Set-ID,


uRA-Information




URA-Information

OPTIONAL,

sAI







SAI,


gA-Cell






GA-Cell

OPTIONAL,


gA-AccessPointPosition


GA-AccessPointPosition
OPTIONAL,

received-total-wide-band-power
Received-total-wide-band-power,

secondary-CCPCH-Info


Secondary-CCPCH-Info

OPTIONAL,


dl-CodeInformation



DL-CodeInformationList-RL-AdditionRspFDD,

diversityIndication



DiversityIndication-RL-AdditionRspFDD, 


-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator



SSDT-SupportIndicator,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,


closedlooptimingadjustmentmode

Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

pC-Preamble






PC-Preamble,


sRB-Delay






SRB-Delay,

primaryCPICH-Power




PrimaryCPICH-Power,

iE-Extensions





ProtocolExtensionContainer { {RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponseItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional },

...

}

DL-CodeInformationList-RL-AdditionRspFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-AdditionRspFDD }}

DL-CodeInformationListIEs-RL-AdditionRspFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DiversityIndication-RL-AdditionRspFDD ::= CHOICE {


combining





Combining-RL-AdditionRspFDD,


nonCombining




NonCombining-RL-AdditionRspFDD
}

Combining-RL-AdditionRspFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}
}
NonCombining-RL-AdditionRspFDD ::= SEQUENCE {


dCH-InformationResponse




DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionRspFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionRspFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkAdditionResponseFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- RADIO LINK ADDITION RESPONSE TDD

--

-- **************************************************************

RadioLinkAdditionResponseTDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionResponseTDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionResponseTDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionResponseTDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationResponse-RL-AdditionRspTDD

CRITICALITY ignore
TYPE RL-InformationResponse-RL-AdditionRspTDD 
PRESENCE optional
} |


--Mandatory for 3.84Mcps TDD only

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

RL-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE {


rL-ID







RL-ID,

uRA-Information





URA-Information

OPTIONAL,

sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition
OPTIONAL,

ul-TimeSlot-ISCP-Info



UL-TimeSlot-ISCP-Info,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,


maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

pCCPCH-Power





PCCPCH-Power,

timingAdvanceApplied



TimingAdvanceApplied,

alphaValue






AlphaValue,

ul-PhysCH-SF-Variation



UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-CCPCH-Info-TDD


Secondary-CCPCH-Info-TDD





OPTIONAL,

ul-CCTrCHInformation



UL-CCTrCHInformationList-RL-AdditionRspTDD

OPTIONAL,


dl-CCTrCHInformation



DL-CCTrCHInformationList-RL-AdditionRspTDD

OPTIONAL,


dCH-Information





DCH-Information-RL-AdditionRspTDD



OPTIONAL,

dSCH-InformationResponse


DSCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,


uSCH-InformationResponse


USCH-InformationResponse-RL-AdditionRspTDD

OPTIONAL,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation 
OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {RL-InformationResponse-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

RL-InformationResponse-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional },

...

}

UL-CCTrCHInformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCHInformationListIEs-RL-AdditionRspTDD}}
UL-CCTrCHInformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE UL-CCTrCHInformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
UL-CCTrCHInformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF UL-CCTrCHInformationItem-RL-AdditionRspTDD

UL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-Information



UL-DPCH-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-InformationListIEs-RL-AdditionRspTDD} }

UL-DPCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE UL-DPCH-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
UL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-Timeslot-Information


UL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCHInformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCHInformationListIEs-RL-AdditionRspTDD}}
DL-CCTrCHInformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DL-CCTrCHInformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
DL-CCTrCHInformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHs)) OF DL-CCTrCHInformationItem-RL-AdditionRspTDD

DL-CCTrCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-Information



DL-DPCH-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-InformationListIEs-RL-AdditionRspTDD} }

DL-DPCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DL-DPCH-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
DL-DPCH-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-Timeslot-Information


DL-Timeslot-Information,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-Information-RL-AdditionRspTDD ::= SEQUENCE {


diversityIndication




DiversityIndication-RL-AdditionRspTDD,

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

iE-Extensions




ProtocolExtensionContainer { { DCH-Information-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DCH-Information-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DiversityIndication-RL-AdditionRspTDD ::= CHOICE {


combining

Combining-RL-AdditionRspTDD,


nonCombining
NonCombining-RL-AdditionRspTDD
}

Combining-RL-AdditionRspTDD
::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}
}

NonCombining-RL-AdditionRspTDD
::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions




ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DSCH-InformationListIEs-RL-AdditionRspTDD}}
DSCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-InformationListIE-RL-AdditionRspTDD
CRITICALITY ignore
TYPE DSCH-InformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
DSCH-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHs)) OF DSCHInformationItem-RL-AdditionRspTDD 

DSCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


transportFormatManagement
TransportFormatManagement,

dSCH-FlowControlInformation

DSCH-FlowControlInformation,


diversityIndication

DiversityIndication-RL-AdditionRspTDD2 OPTIONAL,


-- diversityIndication present, if CHOICE = nonCombining

iE-Extensions


ProtocolExtensionContainer { {DSCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DiversityIndication-RL-AdditionRspTDD2 ::= SEQUENCE {


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {DiversityIndication-RL-AdditionRspTDD2-ExtIEs} } OPTIONAL,


...

}

DiversityIndication-RL-AdditionRspTDD2-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{USCH-InformationListIEs-RL-AdditionRspTDD}}
USCH-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-InformationListIE-RL-AdditionRspTDD
CRITICALITY ignore
TYPE USCH-InformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
USCH-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHs)) OF USCHInformationItem-RL-AdditionRspTDD 

USCHInformationItem-RL-AdditionRspTDD ::= SEQUENCE {


uSCH-ID




USCH-ID,


transportFormatManagement
TransportFormatManagement,

diversityIndication

DiversityIndication-RL-AdditionRspTDD2 OPTIONAL,


-- diversityIndication present, if CHOICE = nonCombining

iE-Extensions


ProtocolExtensionContainer { {USCHInformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

USCHInformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkAdditionResponseTDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-RL-LCR-InformationResponse-RL-AdditionRspTDD
CRITICALITY ignore

EXTENSION 
RL-LCR-InformationResponse-RL-AdditionRspTDD

PRESENCE optional
},


--Mandatory for 1.28Mcps TDD only

...

}

RL-LCR-InformationResponse-RL-AdditionRspTDD ::= SEQUENCE { 

rL-ID





RL-ID,


uRA-Information



URA-Information,

sAI






SAI,


gA-Cell





GA-Cell

OPTIONAL,


gA-AccessPointPosition

GA-AccessPointPosition
OPTIONAL,


ul-TimeSlot-ISCP-LCR-Info
UL-TimeSlot-ISCP-LCR-Info,


maxUL-SIR




UL-SIR,

minUL-SIR




UL-SIR,


pCCPCH-Power



PCCPCH-Power,

maximumAllowedULTxPower

MaximumAllowedULTxPower,


maximumDLTxPower


DL-Power,


minimumDLTxPower


DL-Power,


alphaValue




AlphaValue,

ul-PhysCH-SF-Variation

UL-PhysCH-SF-Variation,

synchronisationConfiguration

SynchronisationConfiguration,

secondary-LCR-CCPCH-Info-TDD

Secondary-LCR-CCPCH-Info-TDD





OPTIONAL,

ul-CCTrCH-LCR-Information


UL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


dl-CCTrCH-LCR-Information


DL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


dCH-InformationResponse



DCH-InformationResponseList-RL-AdditionRspTDD
OPTIONAL,


dsch-LCR-InformationResponse

DSCH-LCR-InformationResponse-RL-AdditionRspTDD     OPTIONAL,


usch-LCR-InformationResponse


USCH-LCR-InformationResponse-RL-AdditionRspTDD     OPTIONAL,

neighbouring-UMTS-CellInformation


Neighbouring-UMTS-CellInformation               OPTIONAL,


neighbouring-GSM-CellInformation


Neighbouring-GSM-CellInformation


 OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { RL-LCR-InformationResponseList-RL-AdditionRspTDD-ExtIEs} }

OPTIONAL,


...
}

RL-LCR-InformationResponseList-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{UL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD }}
UL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD

PRESENCE mandatory }
}
UL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD
UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


ul-DPCH-LCR-Information



UL-DPCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

UL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

UL-DPCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {UL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD} }

UL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


uL-TimeslotLCR-Information

UL-TimeslotLCR-Information,


iE-Extensions




ProtocolExtensionContainer { {UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}
UL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-CCTrCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD}}

DL-CCTrCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD   CRITICALITY ignore
TYPE DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD  PRESENCE mandatory }
}
DL-CCTrCH-LCR-InformationListIE-RL-AdditionRspTDD ::= SEQUENCE (SIZE (1..maxNrOfCCTrCHsLCR)) OF DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD

DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


cCTrCH-ID




CCTrCH-ID,


dl-DPCH-LCR-Information

DL-DPCH-LCR-InformationList-RL-AdditionRspTDD

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-CCTrCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DL-DPCH-LCR-InformationList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container { {DL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD} }
DL-DPCH-LCR-InformationListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD  PRESENCE mandatory
}
}
DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


repetitionPeriod



RepetitionPeriod,


repetitionLength



RepetitionLength,


tDD-DPCHOffset




TDD-DPCHOffset,


dL-TimeslotLCR-Information

DL-TimeslotLCR-Information,

tSTD-Indicator




TSTD-Indicator,


iE-Extensions




ProtocolExtensionContainer { {DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DL-DPCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DCH-InformationResponseList-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DCH-InformationResponseListIEs-RL-AdditionRspTDD}}
DCH-InformationResponseListIEs-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DCH-InformationResponse   CRITICALITY ignore
TYPE DCH-InformationResponse  PRESENCE mandatory }
}

DSCH-LCR-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{DSCH-LCR-InformationList-RL-AdditionRspTDD}}

DSCH-LCR-InformationList-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-DSCH-LCR-InformationListIEs-RL-AdditionRspTDD

CRITICALITY ignore
TYPE DSCH-LCR-InformationListIEs-RL-AdditionRspTDD PRESENCE mandatory }
}
DSCH-LCR-InformationListIEs-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfDSCHsLCR)) OF DSCH-LCR-InformationItem-RL-AdditionRspTDD

DSCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


dsch-ID




DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID



BindingID
OPTIONAL,


transportLayerAddress
TransportLayerAddress
OPTIONAL,


transportFormatManagement
TransportFormatManagement,


iE-Extensions


ProtocolExtensionContainer { {DSCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

DSCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

USCH-LCR-InformationResponse-RL-AdditionRspTDD ::= ProtocolIE-Single-Container {{USCH-LCR-InformationList-RL-AdditionRspTDD}}

USCH-LCR-InformationList-RL-AdditionRspTDD RNSAP-PROTOCOL-IES ::= {


{ ID id-USCH-LCR-InformationListIEs-RL-AdditionRspTDD

CRITICALITY ignore
TYPE USCH-LCR-InformationListIEs-RL-AdditionRspTDD PRESENCE mandatory }
}
USCH-LCR-InformationListIEs-RL-AdditionRspTDD ::= SEQUENCE (SIZE(0..maxNoOfUSCHsLCR)) OF USCH-LCR-InformationItem-RL-AdditionRspTDD 

USCH-LCR-InformationItem-RL-AdditionRspTDD ::= SEQUENCE {


usch-ID





USCH-ID,


transportFormatManagement
TransportFormatManagement,


diversityIndication


DiversityIndication-RL-AdditionRspTDD2

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {USCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs} } OPTIONAL,


...

}

USCH-LCR-InformationItem-RL-AdditionRspTDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- RADIO LINK ADDITION FAILURE FDD

--

-- **************************************************************

RadioLinkAdditionFailureFDD ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{RadioLinkAdditionFailureFDD-IEs}},


protocolExtensions              ProtocolExtensionContainer {{RadioLinkAdditionFailureFDD-Extensions}}                   OPTIONAL,


...

}

RadioLinkAdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-CauseLevel-RL-AdditionFailureFDD




CRITICALITY

ignore



TYPE CauseLevel-RL-AdditionFailureFDD






PRESENCE
mandatory }|

{ ID id-CriticalityDiagnostics


CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

CauseLevel-RL-AdditionFailureFDD ::= CHOICE {


generalCause

GeneralCauseList-RL-AdditionFailureFDD,


rLSpecificCause

RLSpecificCauseList-RL-AdditionFailureFDD,


...

}

GeneralCauseList-RL-AdditionFailureFDD ::= SEQUENCE {


cause









Cause,


iE-Extensions







ProtocolExtensionContainer { { GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

GeneralCauseItem-RL-AdditionFailureFDD-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}

RLSpecificCauseList-RL-AdditionFailureFDD ::= SEQUENCE {


unsuccessful-RL-InformationRespList-RL-AdditionFailureFDD

UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD,


successful-RL-InformationRespList-RL-AdditionFailureFDD


SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD  OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs} }


OPTIONAL,


...

}

RLSpecificCauseItem-RL-AdditionFailureFDD-ExtIEs  RNSAP-PROTOCOL-EXTENSION ::= {


...

}
UnsuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD
CRITICALITY ignore
TYPE UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD

PRESENCE mandatory
}
}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID






RL-ID,


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { {UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

UnsuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

SuccessfulRL-InformationResponseList-RL-AdditionFailureFDD ::= SEQUENCE (SIZE (0..maxNrOfRLs-2)) OF ProtocolIE-Single-Container { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs} }

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-IEs RNSAP-PROTOCOL-IES ::= {


{ ID id-SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

CRITICALITY ignore
TYPE SuccessfulRL-InformationResponse-RL-AdditionFailureFDD

PRESENCE mandatory
}
}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID







RL-ID,


rL-Set-ID






RL-Set-ID,


uRA-Information





URA-Information

OPTIONAL,

sAI








SAI,


gA-Cell







GA-Cell

OPTIONAL,


gA-AccessPointPosition



GA-AccessPointPosition

OPTIONAL,

received-total-wide-band-power

Received-total-wide-band-power,

secondary-CCPCH-Info



Secondary-CCPCH-Info

OPTIONAL,

dl-CodeInformation




DL-CodeInformationList-RL-AdditionFailureFDD,


diversityIndication




DiversityIndication-RL-AdditionFailureFDD, 

-- This IE represents both the Diversity Indication IE and the choice based on the diversity indication as described in 


-- the tabular message format in subclause 9.1.

sSDT-SupportIndicator



SSDT-SupportIndicator,


minUL-SIR






UL-SIR,

maxUL-SIR






UL-SIR,

closedlooptimingadjustmentmode

Closedlooptimingadjustmentmode
OPTIONAL,

maximumAllowedULTxPower



MaximumAllowedULTxPower,


maximumDLTxPower




DL-Power,


minimumDLTxPower




DL-Power,

neighbouring-UMTS-CellInformation
Neighbouring-UMTS-CellInformation OPTIONAL,


neighbouring-GSM-CellInformation
Neighbouring-GSM-CellInformation OPTIONAL,

primaryCPICH-Power




PrimaryCPICH-Power,

pC-Preamble






PC-Preamble,


sRB-Delay






SRB-Delay,

iE-Extensions





ProtocolExtensionContainer { {SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

SuccessfulRL-InformationResponse-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-GA-CellAdditionalShapes


CRITICALITY
ignore
EXTENSION
GA-CellAdditionalShapes

PRESENCE optional },

...

}

DL-CodeInformationList-RL-AdditionFailureFDD ::= ProtocolIE-Single-Container {{ DL-CodeInformationListIEs-RL-AdditionFailureFDD }}

DL-CodeInformationListIEs-RL-AdditionFailureFDD RNSAP-PROTOCOL-IES ::= {


{ ID id-FDD-DL-CodeInformation   CRITICALITY ignore
TYPE FDD-DL-CodeInformation

PRESENCE mandatory }
}
DiversityIndication-RL-AdditionFailureFDD ::= CHOICE {


combining





Combining-RL-AdditionFailureFDD,


nonCombining




NonCombining-RL-AdditionFailureFDD
}

Combining-RL-AdditionFailureFDD ::= SEQUENCE {


rL-ID





RL-ID,


iE-Extensions



ProtocolExtensionContainer { { CombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

CombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...,


{ ID id-DCH-InformationResponse


CRITICALITY ignore
EXTENSION DCH-InformationResponse


PRESENCE optional
}
}
NonCombining-RL-AdditionFailureFDD ::= SEQUENCE {


dCH-InformationResponse

DCH-InformationResponse,


iE-Extensions







ProtocolExtensionContainer { { NonCombiningItem-RL-AdditionFailureFDD-ExtIEs} } OPTIONAL,


...

}

NonCombiningItem-RL-AdditionFailureFDD-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
RadioLinkAdditionFailureFDD-Extensions RNSAP-PROTOCOL-EXTENSION ::= {


...

}

*****************BREAK*****************
CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID


OPTIONAL,


triggeringMessage


TriggeringMessage

OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID


OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber0

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } ,



...


}

CriticalityDiagnostics-IE-List-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {

{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|
{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

*****************BREAK*****************
DSCH-FDD-Information::= SEQUENCE {


dSCH-Specific-Information


DSCH-Specific-Information-List,


pdSCH-RL-ID






RL-ID,


tFCS







TFCS,


iE-Extensions





ProtocolExtensionContainer { {DSCH-FDD-Information-ExtIEs} } OPTIONAL,


...

}

DSCH-FDD-Information-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-EnhancedDSCHPC



CRITICALITY ignore
EXTENSION EnhancedDSCHPC




PRESENCE optional
},

...

}

DSCH-Specific-Information-List ::= SEQUENCE (SIZE(1..maxNoOfDSCHs)) OF DSCH-Specific-FDD-Item
DSCH-Specific-FDD-Item ::= SEQUENCE {


dSCH-ID







DSCH-ID,


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions





ProtocolExtensionContainer { {DSCH-Specific-FDD-Item-ExtIEs} } OPTIONAL,


...

}

DSCH-Specific-FDD-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-FDD-InformationResponse ::= SEQUENCE {


dsch-Specific-InformationResponse
DSCH-Specific-FDD-InformationResponse,


pdSCHCodeMapping




PDSCHCodeMapping,


iE-Extensions





ProtocolExtensionContainer { { DSCH-FDD-InformationResponse-ExtIEs} } OPTIONAL,


...

}

DSCH-FDD-InformationResponse-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-Specific-FDD-InformationResponse ::= SEQUENCE (SIZE(1..maxNoOfDSCHs)) OF DSCH-Specific-FDD-Response-Item

DSCH-Specific-FDD-Response-Item ::= SEQUENCE {


dsch-ID






DSCH-ID,


dSCH-FlowControlInformation

DSCH-FlowControlInformation,


bindingID





BindingID



OPTIONAL,


transportLayerAddress


TransportLayerAddress
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {DSCH-Specific-FDD-Response-Item-ExtIEs} } OPTIONAL,


...

}

DSCH-Specific-FDD-Response-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}

DSCH-FlowControlInformation ::=  SEQUENCE (SIZE(1..16)) OF DSCH-FlowControlItem

DSCH-FlowControlItem ::= SEQUENCE {


dSCH-SchedulingPriority



SchedulingPriorityIndicator,


mAC-c-sh-SDU-Lengths



MAC-c-sh-SDU-LengthList,


iE-Extensions





ProtocolExtensionContainer { {DSCH-FlowControlItem-ExtIEs} } OPTIONAL,


...

}

DSCH-FlowControlItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DSCH-ID




::= INTEGER (0..255)
DSCH-TDD-Information ::=  SEQUENCE (SIZE (1..maxNoOfDSCHs)) OF DSCH-TDD-InformationItem
DSCH-TDD-InformationItem ::= SEQUENCE {


dSCH-ID







DSCH-ID,


dl-ccTrCHID






CCTrCH-ID, -- DL CCTrCH in which the DSCH is mapped


trChSourceStatisticsDescriptor

TrCH-SrcStatisticsDescr,


transportFormatSet




TransportFormatSet,


allocationRetentionPriority 

AllocationRetentionPriority,


schedulingPriorityIndicator


SchedulingPriorityIndicator,


bLER







BLER,


iE-Extensions





ProtocolExtensionContainer { {DSCH-TDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

DSCH-TDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
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