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Reason for change:
(

The scope of RANAP specification is to specify the timing interactions between RANAP and Iu User Plane procedures. As there are some ambiguities related to the ALCAP release, it is necessary to clarify the RNL/TNL interactions in TS 25.410.




Summary of change:
(

A sentence is added in section 5.4.3 to clarify that there is no interaction between RNL and TNL.

Impact assessment towards the previous version of the specification (same release): 

No impact except for implementations that would have interpreted the specification in an incorrect manner.
For implementations that have misinterpreted the specifiation: 

· This CR has isolated impact with the previous version of the specification  because this CR remove the ambiguity on RNL-TNL interactions for which the specification is ambiguous. 

· This CR has an impact under protocol and functional point of view. 

· The impact can be considered isolated because the change affects one system function namely AAL2 signalling over Iu-cs.
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not approved:
Ambiguities can remain in the specifications and could lead to incorrect implementations.
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5.4.3
AAL2 connection establish and release function

This function is used to establish and release the AAL type 2 connections between CN and UTRAN upon an Iu radio access bearer service request. Both UTRAN and CN are taking part in the establishment of AAL2 connection. UTRAN shall initiate both establishment and release of AAL2 connections. The use of AAL2 for Iu transmission bearers depends on type of CN. Once the release of an AAL2 connection is initiated, there shall be no interaction between the Transport Network Layer and the Radio Network Layer.  
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