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1
Introduction/Proposal

Following discussions in [2] this paper proposes text to be included in TS 25.346 for RAB Linking.

2
Discussion (i.e. the actual changes)

<<<<<<<<<< first change >>>>>>>>>>

5.1.2
One Iu flow per RNC per MBMS Service 

For each MBMS service, data is transferred via an MBMS RAB between the UE and the SGSN. For each MBMS service, data is transferred via one MBMS Iu bearer between RNC and the SGSN in the whole service area.

1 One MBMS Iu bearer is established per MBMS service when the latter is created (details to be defined by SA2 - this could be done when the SGSN has data for transmission or when the RNC needs to send data on the radio interface due to the presence of UEs).

EDITOR'S NOTE: The above needs to be clarified once SA2 has made a decision.
2 Regarding Iu flex, the current working assumption in SA2 is that the RNC is permitted to receive multiple Iu flows and decides to take one of them. This is [FFS]. 
3 Because of the dedicated channels and Iur mobility, there is a need to send MBMS data to an RNC which is not necessarily part of the service area. This is [FFS].

4 The MBMS Iu bearer on Iu is established per MBMS service and not per UE individually.

5 Each ps-connected UE, with an activated MBMS service, will have it's UE context linked to the MBMS Iu bearer.

6 There could be several MBMS RBs linked to one MBMS Iu bearer (i.e. one MBMS Iu bearer on Iu can be mapped to multiple DTCH and/or or p-t-m traffic channels over the air-interface).

<<<<<<<<<< next change >>>>>>>>>>

5.1.x
RAB Linking
RAB Linking denotes the process where a UE in connected mode is linked to an MBMS Service context in the SRNC. An entry for the UE will be added to the MBMS Service context in the SRNC. If the MBMS Service context doesn’t exist yet it needs to be created. In case the UE consumes radio resources from an RNC which is not the SRNC, the RAB Linking needs to be performed via Iur 
Note: 
The MBMS Attach/Detach procedure provides the RAB Linking/Unlinking functionality via Iur.
Note:
An additional procedure needs to be provided to unlink a UE from an MBMS Service context via Iu.
UEs that have other ps RABs activated shall be linked to an MBMS RAB during the whole service availability whenever they are in connected mode.
UEs without ps RABs activated may be linked to an MBMS RAB during the whole service availability whenever they have been sent to connected mode on UTRAN’s request.
<<<<<<<<<< next change >>>>>>>>>>

7.1.x
RAB Linking
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Figure x3: RAB Linking procedure.

This signalling flow depicts the RAB Linking procedure. This procedure utilises the dedicated Iu-ps signalling connection of the UE that is to be linked to a specific MBMS Service. The request message contains the Service Id.
<<<<<<<<<< end of changes >>>>>>>>>>
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