3GPP TSG-RAN WG 3 Meeting #36

R3-030841

Paris, France, 19th – 23rd May 2003

Title:
[DRAFT: Proposed LS]
 
To align maximum bitrate of HSDPA in UMTS system
Release:
Rel-5

Response to:


Source:
tbd, NEC
To:
TSG SA WG2, TSG CN WG1
Contact Person:


Name:
Chenghock Ng
Tel. Number:
+81 45 939 2171
E-mail Address:
ngcheng@da.jp.nec.com
1. Overall Description:

In RAN-WG3 meeting # 36 in Paris, it was identified that the maximum bitrate in current Rel5 24.008 and Rel5 23.060 can not support the maximum bitrate of HSDPA, which is approximately 14.4 Mbps. The 14.4Mbps is calculated based on the Rel5 25.306 (UE Radio Access Capabilities). According to RAN3 investigation, current Rel5 24.008 can only support up to 8650Kbps and Rel5 23.060 can only support up to 2048Kbps. 

RAN-WG3 kindly asks CN-WG1 and SA-WG2 to confirm the RAN-WG3 understanding.

RAN-WG3 has identified that these specifications(i.e. 24.008 and 23.060) need to be updated so that it can support up to 16Mbps. The reason of 16Mbps is because one of the RAN-WG3 specifications i.e. 25.413 has already supported the maximum bitrate up to 16Mbps. 

Specifications which are under RAN-WG3 responsibility, other than 25.413, such as specification for Iur interface have to be also updated. The exact details of the solution however have to be further discussed in RAN-WG3. Nevertheless, whatever solution RAN-WG3 is taken, it was identified by RAN-WG3 that it will not affect the Iu Interface and the updating of 24.008 and 23.060. In other words, 24.008 and 23.060 can be updated without waiting for the result of RAN-WG3 work. 

RAN-WG3 kindly ask CN WG1 and SA-WG2 to take the following action.

2. Actions:
To CN WG1,
ACTION: 
RAN-WG3 kindly asks CN-WG1 to update the maximum bitrate to 16Mbps in their specifications from Rel5 onwards (i.e. 24.008 in order to align the maximum bitrate of HSDPA). 

To  SA WG2,
ACTION: 
RAN-WG3 kindly asks SA-WG2 to update the maximum bitrate to 16Mbps in their specifications from Rel5 onwards(in particular, for all traffic classes for UMTS Bearer Service Attributes and Radio Access Bearer Service Attributes i.e. 23.060 in order to align the maximum bitrate of HSDPA).

2. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #37 
25th – 29th August 2003
Budapest, Hungary

TSG-RAN WG3 Meeting #38
6th – 10th October 2003
Sophia Antipolis, France
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