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8.3.1
Radio Link Setup

8.3.1.1
General

This procedure is used for establishing the necessary resources in the DRNS for one or more radio links.

The connection-oriented service of the signalling bearer shall be established in conjunction with this procedure.

8.3.1.2
Successful Operation
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Figure 5: Radio Link Setup procedure: Successful Operation

When the SRNC makes an algorithmic decision to add the first cell or set of cells from a DRNS to the active set of a specific UE-UTRAN connection, the RADIO LINK SETUP REQUEST message is sent to the corresponding DRNC to request establishment of the radio link(s). The Radio Link Setup procedure is initiated with this RADIO LINK SETUP REQUEST message sent from the SRNC to the DRNC.

Upon receipt of the RADIO LINK SETUP REQUEST message, the DRNS shall reserve the necessary resources and configure the new RL(s) according to the parameters given in the message. Unless specified below, the meaning of parameters is specified in other specifications.

The DRNS shall prioritise resource allocation for the RL(s) to be established according to Annex A.

If the RADIO LINK SETUP REQUEST message includes the Allowed Queuing Time IE the DRNS may queue the request for a time period not to exceed the value of the Allowed Queuing Time IE before starting to execute the request.

Transport Channels Handling:
DCH(s):

[TDD - If the DCH Information IE is present in the RADIO LINK SETUP REQUEST message, the DRNS shall configure the new DCHs according to the parameters given in the message.]

If the RADIO LINK SETUP REQUEST message includes a DCH Information IE with multiple DCH Specific Info IEs, then the DRNS shall treat the DCHs in the DCH Information IE as a set of co-ordinated DCHs.
If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Uplink DCH only”, the DRNS shall ignore the Transport Format Set IE for the downlink for this DCH. As a consequence this DCH is not included as a part of the downlink CCTrCH.

If the DCH Specific Info IE includes the Unidirectional DCH Indicator IE set to "Downlink DCH only”, the DRNS shall ignore the Transport Format Set IE for the uplink for this DCH. As a consequence this DCH is not included as a part of the uplink CCTrCH.
 [FDD - For each DCH which do not belong to a set of co-ordinated DCHs , and which includes a QE-Selector IE set to "selected", the DRNS shall use the Transport channel BER from that DCH for the QE in the UL data frames. If no Transport channel BER is available for the selected DCH, the DRNS shall use the Physical channel BER for the QE, ref. [4]. If the QE-Selector IE is set to "non-selected", the DRNS shall use the Physical channel BER for the QE in the UL data frames, ref. [4].]

<not affected part is omitted>
9.2.1.xx
Unidirectional DCH Indicator

The Unidirectional DCH Indicator IE indicates that the DCH is unidirectional. 
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Unidirectional DCH Indicator
	
	
	ENUMERATED {Downlink DCH only, Uplink DCH only}
	


<affected part is omitted>
9.2.2.4A
DCH FDD Information

The DCH FDD Information IE provides information for DCHs to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	DCH FDD Information
	
	1..<maxnoofDCHs>
	
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	–
	

	>UL FP Mode
	M
	
	9.2.1.67
	
	–
	

	>ToAWS
	M
	
	9.2.1.58
	
	–
	

	>ToAWE
	M
	
	9.2.1.57
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>TrCH Source Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the UL.
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the DL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the UL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the DL.
	–
	

	>>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>>Frame Handling Priority
	M
	
	9.2.1.29
	
	–
	

	>>QE-Selector
	M
	
	9.2.1.46A
	
	–
	

	>>DRAC control
	M
	
	9.2.2.13
	
	–
	

	>>Guaranteed Rate Information
	O
	
	9.2.1.30M
	
	YES
	ignore

	>>Traffic Class
	M
	
	9.2.1.58A
	
	YES
	ignore

	>>Unidirectional DCH Indicator
	O
	
	9.2.1.xx
	
	YES
	ignore


<not affected part is omitted>
9.2.3.2A
DCH TDD Information

The DCH TDD Information IE provides information for DCHs to be established.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	DCH Information
	
	1..<maxnoofDCHs>
	
	
	–
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.42
	
	–
	

	>UL FP Mode
	M
	
	9.2.1.67
	
	–
	

	>ToAWS
	M
	
	9.2.1.58
	
	–
	

	>ToAWE
	M
	
	9.2.1.57
	
	–
	

	>DCH Specific Info
	
	1..<maxnoofDCHs>
	
	
	–
	

	>>DCH ID
	M
	
	9.2.1.16
	
	–
	

	>>CCTrCH ID
	M
	
	9.2.3.2
	UL CCTrCH in which the DCH is mapped 
	–
	

	>>CCTrCH ID
	M
	
	9.2.3.2
	DL CCTrCH in which the DCH is mapped
	–
	

	>>TrCH Source Statistics Descriptor
	M
	
	9.2.1.65
	
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the UL.
	–
	

	>>Transport Format Set
	M
	
	9.2.1.64
	For the DL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the UL.
	–
	

	>>BLER 
	M
	
	9.2.1.4
	For the DL.
	–
	

	>>Allocation/Retention Priority
	M
	
	9.2.1.1
	
	–
	

	>>Frame Handling Priority
	M
	
	9.2.1.29
	
	–
	

	>>QE-Selector
	C-CoorDCH
	
	9.2.1.46A
	
	–
	

	>>Guaranteed Rate Information
	O
	
	9.2.1.30M
	
	YES
	ignore

	>>Traffic Class
	M
	
	9.2.1.58A
	
	YES
	ignore

	>>Unidirectional DCH Indicator
	O
	
	9.2.1.xx
	
	YES
	ignore


<not affected part is omitted>
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RNSAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxCodeNumComp-1,


maxNrOfFACHs,

maxFACHCountPlus1,


maxIBSEG,

maxNoOfDSCHs,

<not affected part is omitted>

id-Maximum-DL-Power-TimeslotLCR-InformationItem,

id-Minimum-DL-Power-TimeslotLCR-InformationItem,

id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,

id-ExtendedGSMCellIndividualOffset,

id-Unidirectional-DCH-Indicator
FROM RNSAP-Constants

<not affected part is omitted>

DCH-FDD-Information

::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-FDD-InformationItem

DCH-FDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-Specific-FDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { {DCH-FDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

DCH-FDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-Specific-FDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-FDD-Item

DCH-Specific-FDD-Item ::=
SEQUENCE {

dCH-ID







DCH-ID,


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector,


dRACControl






DRACControl,

iE-Extensions





ProtocolExtensionContainer { {DCH-FDD-SpecificItem-ExtIEs} } OPTIONAL,


...

}

DCH-FDD-SpecificItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional
}|


{ ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass
PRESENCE mandatory}|

{ ID id-Unidirectional-DCH-Indicator

CRITICALITY ignore
EXTENSION Unidirectional-DCH-Indicator

PRESENCE optional
},


...
}
DCH-ID




::= INTEGER (0..255)

DCH-InformationResponse ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-InformationResponseItem

DCH-InformationResponseItem ::= SEQUENCE {


dCH-ID





DCH-ID,


bindingID




BindingID



OPTIONAL,


transportLayerAddress

TransportLayerAddress
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {DCH-InformationResponseItem-ExtIEs} } OPTIONAL,


...

}

DCH-InformationResponseItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Allowed-Rate-Information

CRITICALITY ignore
EXTENSION Allowed-Rate-Information

PRESENCE optional
},


...
}
DCH-TDD-Information

::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-TDD-InformationItem
DCH-TDD-InformationItem ::= SEQUENCE {


payloadCRC-PresenceIndicator

PayloadCRC-PresenceIndicator,


ul-FP-Mode






UL-FP-Mode,


toAWS







ToAWS,


toAWE







ToAWE,

dCH-SpecificInformationList


DCH-Specific-TDD-InformationList,

iE-Extensions





ProtocolExtensionContainer { {DCH-TDD-InformationItem-ExtIEs} } OPTIONAL,


...

}

DCH-TDD-InformationItem-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


...

}
DCH-Specific-TDD-InformationList ::= SEQUENCE (SIZE (1..maxNrOfDCHs)) OF DCH-Specific-TDD-Item

DCH-Specific-TDD-Item ::=
SEQUENCE {

dCH-ID







DCH-ID,



ul-cCTrCH-ID





CCTrCH-ID, -- UL CCTrCH in which the DCH is mapped


dl-cCTrCH-ID





CCTrCH-ID, -- DL CCTrCH in which the DCH is mapped


trCH-SrcStatisticsDescr



TrCH-SrcStatisticsDescr,


ul-transportFormatSet



TransportFormatSet,


dl-transportFormatSet



TransportFormatSet,


ul-BLER







BLER,


dl-BLER







BLER,


allocationRetentionPriority


AllocationRetentionPriority,


frameHandlingPriority



FrameHandlingPriority,


qE-Selector






QE-Selector


OPTIONAL,

-- This IE shall be present if DCH is part of set of Co-ordinated DCHs

iE-Extensions





ProtocolExtensionContainer { {DCH-Specific-TDD-Item-ExtIEs} } OPTIONAL,


...

}

DCH-Specific-TDD-Item-ExtIEs RNSAP-PROTOCOL-EXTENSION ::= {


{ ID id-Guaranteed-Rate-Information

CRITICALITY ignore
EXTENSION Guaranteed-Rate-Information

PRESENCE optional
}|


{ ID id-TrafficClass

CRITICALITY ignore
EXTENSION TrafficClass 
PRESENCE mandatory}|

{ ID id-Unidirectional-DCH-Indicator

CRITICALITY ignore
EXTENSION Unidirectional-DCH-Indicator

PRESENCE optional
},


...
}
<not affected part is omitted>
UL-TimeslotISCP


::= INTEGER (0..127)

-- According to mapping in [14]
Unidirectional-DCH-Indicator
::= ENUMERATED {


downlink-DCH-only,


uplink-DCH-only

}
URA-ID




::= INTEGER (0..65535)
<not affected part is omitted>

9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

RNSAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) rnsap (1) version1 (1) rnsap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<not affected part is omitted>
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-AllowedQueuingTime













ProtocolIE-ID ::= 4

id-Allowed-Rate-Information












ProtocolIE-ID ::= 42
id-AntennaColocationIndicator











ProtocolIE-ID ::= 309
id-BindingID















ProtocolIE-ID ::= 5
<not affected part is omitted>
id-Maximum-DL-Power-TimeslotLCR-InformationItem







ProtocolIE-ID ::= 510
id-Minimum-DL-Power-TimeslotLCR-InformationItem







ProtocolIE-ID ::= 511
id-TDD-Support-8PSK














ProtocolIE-ID ::= 512
id-TDD-maxNrDLPhysicalchannels











ProtocolIE-ID ::= 513

id-ExtendedGSMCellIndividualOffset










ProtocolIE-ID ::= 514

id-Unidirectional-DCH-Indicator











ProtocolIE-ID ::= xxx
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