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1 Introduction

In RAN3#36 and RAN3#37 Nortel Networks proposed to use the Unsynchronised RL Reconfiguration procedure when adding, modifying or deleting HS-DSCH MAC-d Flows (see [1] and [2]). There were no objections to the idea, though some companies asked for some additional restrictions when using the Unsynchronised RL Reconfiguration procedure.
After several CR iterations and offline discussions, the participating companies agreed that the modification of the following parameters should be excluded from the Unsynchronised RL Reconfiguration:

· MAC-hs Window Size IE,
· T1 IE,

· MAC-d PDU Size Index IE,

· CQI Feedback Cycle k IE,
· CQI Repetition Factor IE,
· ACK-NACK Repetition Factor IE and

· HS-SCCH Code Change Grant IE.
The CRs reflecting this agreement (see [3] and [4]) have been submitted during RAN3#37, but were not handled due to lack of time. In a way it is so much the better because by the end of the RAN3#37 meeting a general issue with coding of HSDPA elements has been discovered, which has an impact on the proposed use of Unsynchronised RL Reconfiguration.
For this meeting Nortel has prepared an update of the proposed CRs for Unsynchronised RL Reconfiguration, in order to harmonise them with the Nortel/Alcatel CRs ([7], [8] and [9]) correcting the general HSDPA coding issue.
The companion CRs to this discussion paper ([5] and [6]) have been updated in the following way:

· Addition of one new info element: HS-DSCH MAC-d Flows To Add IE, whose definition is found in [8] and [9];

· Renaming of HS-DSCH Information To Delete IE into HS-DSCH MAC-d Flows To Delete IE (the same as in [8] and [9]);

· Addition of the existing HS-DSCH Information IE in the RL RCFG REQUEST message (the same as in [8] and [9]);

· Allowing for the following three Priority Queue parameters to be modified in unsynchronised way (within the HS-DSCH Information To Modify Unsynchronised IE):

· Scheduling Priority Indicator IE,

· Discard Timer IE and

· MAC-hs Guaranteed Bit Rate IE;
· The procedural text has been harmonised with the Synchronised RL Reconfiguration, as proposed in  [8] and [9], with the following exceptions:
· It is not allowed to use the Unsynchronised RL Reconfiguration for Serving HS-DSCH Radio Link change, and

· It is not allowed to use the Unsynchronised RL Reconfiguration for update of the HARQ Memory Partitioning.

2 Proposal

It is proposed that RAN3 discuss the solution for introduction of Unsynchronised RL Reconfiguration procedure for HSDPA as proposed in the companion draft CRs ([5] and [6]).

Nortel Networks delegates will be happy to provide the final CRs.
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