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9.1.11
RADIO LINK RECONFIGURATION PREPARE

9.1.11.1
FDD Message

9.1.11.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	For DCH and USCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Mandatory for 1.28Mcps TDD; not applicable to 3.84Mcps TDD
	YES
	reject

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Mandatory for 1.28Mcps TDD, not applicable to 3.84Mcps TDD
	YES
	reject

	UL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For the UL.
	–
	

	>TFCI Coding
	O
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>TDD TPC Uplink Step Size
	O
	
	9.2.3.10a
	Applicable to 1.28Mcps TDD only
	YES
	reject

	UL CCTrCH to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH To Add
	
	0..<maxnoofCCTrCHs>
	
	For DCH and DSCH
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	M
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	M
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.46
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	>TDD TPC Downlink Step Size
	O
	
	9.2.3.10
	
	YES
	reject

	DL CCTrCH To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	For the DL.
	–
	

	>TFCI Coding
	O
	
	9.2.3.11
	
	–
	

	>Puncture Limit
	O
	
	9.2.1.46
	
	–
	

	>TPC CCTrCH List
	
	0..<maxnoCCTrCHs>
	
	List of uplink CCTrCH which provide TPC
	–
	

	>>TPC CCTrCH ID 
	M
	
	CCTrCH ID

9.2.3.2
	
	–
	

	>TDD TPC Downlink Step Size
	O
	
	9.2.3.10
	
	YES
	reject

	DL CCTrCH to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs To Modify
	O
	
	TDD DCHs To Modify

9.2.3.8B
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information
9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	DSCHs To Modify
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.2
	DL CCTrCH in which the DSCH is mapped.
	–
	

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>BLER 
	O
	
	9.2.1.4
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Traffic Class
	O
	
	9.2.1.58A
	
	YES
	ignore

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	DSCHs To Add
	O
	
	DSCH TDD Information

9.2.3.3a
	
	YES
	reject

	DSCHs to Delete
	
	0..<maxnoofDSCHs>
	
	
	GLOBAL
	reject

	>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	USCHs To Modify
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>CCTrCH ID
	O
	
	9.2.3.2
	UL CCTrCH in which the USCH is mapped.
	–
	

	>TrCH Source Statistics Descriptor
	O
	
	9.2.1.65
	
	–
	

	>Transport Format Set
	O
	
	9.2.1.64
	
	–
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1
	
	–
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.51A
	
	–
	

	>BLER 
	O
	
	9.2.1.4
	
	–
	

	>Transport Bearer
   Request Indicator
	M
	
	9.2.1.61
	
	–
	

	>Binding ID
	O
	
	9.2.1.3
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>Transport Layer Address
	O
	
	9.2.1.62
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>RB Info
	
	0..<maxnoofRB>
	
	All Radio Bearers using this USCH
	–
	

	>>RB Identity
	M
	
	9.2.3.5B
	
	–
	

	>Traffic class
	O
	
	9.2.1.58A
	
	YES
	ignore

	USCHs To Add
	O
	
	USCH Information

9.2.3.15
	
	YES
	reject

	USCHs to Delete
	
	0..<maxnoofUSCHs>
	
	
	GLOBAL
	reject

	>USCH ID
	M
	
	9.2.3.14
	
	–
	

	RL Information
	
	0..<maxnoofRLs.
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	Primary CCPCH RSCP
	O
	
	9.2.3.5
	
	YES
	ignore

	DL Time Slot ISCP Info
	O
	
	9.2.3.2D
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	DL Time Slot ISCP Info LCR
	O
	
	9.2.3.2F
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	HS-DSCH Information To Modify
	O
	
	9.2.1.30Q
	
	YES
	reject

	HS-DSCH Information To Add
	O
	
	HS-DSCH TDD Information9.2.3.3aa
	
	YES
	reject



	HS-DSCH Information To Delete
	
	0..<maxnoofMACdFlows>
	
	
	GLOBAL
	reject

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.30O
	
	
	

	HS-PDSCH RL ID
	O
	
	RL ID 9.2.1.49
	
	YES
	reject

	PDSCH-RL-ID
	O
	
	RL ID
9.2.1.49
	
	YES
	ignore

	>UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	ignore

	>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	


	Range bound
	Explanation

	maxnoofDCHs
	Maximum number of DCHs for a UE.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofDSCHs
	Maximum number of DSCHs for one UE.

	maxnoofUSCHs
	Maximum number of USCHs for one UE.

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.12
RADIO LINK RECONFIGURATION READY

9.1.12.1
FDD Message

9.1.12.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR 
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Secondary CCPCH Info TDD
	O
	
	9.2.3.7B
	
	–
	

	>UL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>UL DPCH to be Added
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>> Rx Timing Deviation
	O
	
	9.2.3.7A
	
	–
	

	>>>UL Timeslot Information
	M
	
	9.2.3.13C
	
	–
	

	>>UL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information
	
	0..<maxnoOfDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>UL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>UL Code Information LCR
	
	0..<maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>>>> TDD UL DPCH Time Slot Format LCR
	O
	
	9.2.3.10C
	
	YES
	reject

	>>UL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>UL DPCH to be Added LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>UL Timeslot Information LCR
	M
	
	9.2.3.13G
	
	–
	

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH to be Added
	
	0..1
	
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	M
	
	9.2.3.2C
	
	–
	

	>>DL DPCH to be Modified
	
	0..1
	
	
	YES
	ignore

	>>>Repetition Period
	O
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	O
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	O
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information
	
	0..<maxnoOfTS>
	
	Applicable to 3.84Mcps TDD only
	–
	

	>>>>Time Slot
	M
	
	9.2.1.56
	
	–
	

	>>>>Midamble Shift And Burst Type
	O
	
	9.2.3.4
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information
	
	0..<maxnoOfDPCHs>
	
	
	–
	

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code
	O
	
	9.2.3.8
	
	–
	

	>>>DL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	Applicable to 1.28Mcps TDD only
	GLOBAL
	ignore

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Midamble Shift LCR
	O
	
	9.2.3.4C
	
	–
	

	>>>>TFCI Presence
	O
	
	9.2.1.55
	
	–
	

	>>>>DL Code Information LCR
	
	0..<maxnoOfDPCHLCR>
	
	
	GLOBAL
	ignore

	>>>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>>>>TDD Channelisation Code LCR
	O
	
	9.2.3.8a
	
	–
	

	>>>>> TDD DL DPCH Time Slot Format LCR
	O
	
	9.2.3.8E
	
	YES
	reject

	>>>>Maximum DL TX Power 
	O
	
	DL Power
9.2.1.21A
	Maximum allowed power on DPCH 
	YES
	ignore

	>>>>Minimum DL TX Power
	O
	
	DL Power
9.2.1.21A
	Minimum allowed power on DPCH
	YES
	ignore

	>>DL DPCH to be Deleted
	
	0..<maxnoofDPCHs>
	
	
	GLOBAL
	ignore

	>>>DPCH ID
	M
	
	9.2.3.3
	
	–
	

	>>DL DPCH to be Added LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>Repetition Period
	M
	
	9.2.3.7
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.6
	
	–
	

	>>>TDD DPCH Offset
	M
	
	9.2.3.8A
	
	–
	

	>>>DL Timeslot Information LCR
	M
	
	9.2.3.2E
	
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH Applicable to 3.84Mcps TDD only
	YES
	ignore

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DSCH to be Added or Modified
	
	0 .. <maxnoof DSCHs>
	
	
	GLOBAL
	ignore

	>>DSCH ID
	M
	
	9.2.1.26A
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>DSCH Flow Control Information
	M
	
	9.2.1.26B
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>USCH to be Added or Modified
	
	0 .. <maxnoof USCHs>
	
	
	GLOBAL
	ignore

	>>USCH ID
	M
	
	9.2.3.14
	
	–
	

	>>Transport Format Management
	M
	
	9.2.3.13
	
	–
	

	>>Binding ID
	O
	
	9.2.1.3
	
	–
	

	>>Transport Layer

Address
	O
	
	9.2.1.62
	
	–
	

	>HS-DSCH Information Response
	O
	
	HS-DSCH TDD Information Response

9.2.3.3ab
	
	YES
	ignore

	>Uplink Timing Advance Control LCR
	O
	
	9.2.3.13K
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore

	HS-DSCH-RNTI
	O
	
	9.2.1.30P
	
	YES
	reject

	DSCH-RNTI
	O
	
	9.2.1.26Ba
	
	YES
	ignore

	MAC-hs Reset Indicator
	O
	
	9.2.1.34B
	
	YES
	reject


	Range bound
	Explanation

	maxnoofDSCHs
	Maximum number of DSCHs for one UE.

	maxnoofUSCHs
	Maximum number of USCHs for one UE.

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTS
	Maximum number of Timeslots for a UE for 3.84Mcps TDD.

	maxnoofDPCHs
	Maximum number of DPCH for a UE for 3.84Mcps TDD.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofDPCHLCRs
	Maximum number of DPCH for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.16
RADIO LINK RECONFIGURATION REQUEST

9.1.16.1
FDD Message

9.1.16.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	Allowed Queuing Time
	O
	
	9.2.1.2
	
	YES
	reject

	UL CCTrCH Information To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS 
	O
	
	9.2.1.63
	
	–
	

	   >UL SIR Target
	O
	
	Uplink SIR

9.2.1.69
	Applicable to

1.28Mcps TDD only
	YES
	reject

	UL CCTrCH Information to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DL CCTrCH Information To Modify
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>TFCS
	O
	
	9.2.1.63
	
	–
	

	DL CCTrCH Information to Delete
	
	0..<maxnoofCCTrCHs>
	
	
	EACH
	notify

	>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	DCHs To Modify
	O
	
	TDD DCHs To Modify

9.2.3.8B
	
	YES
	reject

	DCHs To Add
	O
	
	DCH TDD Information

9.2.3.2A
	
	YES
	reject

	DCHs to Delete
	
	0..<maxnoofDCHs>
	
	
	GLOBAL
	reject

	>DCH ID
	M
	
	9.2.1.16
	
	–
	

	RL Information
	
	0..<maxnoofRLs>
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>RL Specific DCH Information
	O
	
	9.2.1.49A
	
	–
	

	UL Synchronisation Parameters LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	ignore

	>Uplink Synchronisation Step Size
	M
	
	9.2.3.13J
	
	–
	

	>Uplink Synchronisation Frequency
	M
	
	9.2.3.13I
	
	–
	


	Range Bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofDCHs
	Maximum number of DCHs for one UE.

	maxnoofRLs
	Maximum number of RLs for one UE


9.1.17
RADIO LINK RECONFIGURATION RESPONSE
9.1.17.1
FDD Message
9.1.17.2
TDD Message
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.40
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.59
	
	–
	

	RL Information Response
	
	0..<maxnoofRLs>
	
	
	YES
	ignore

	>RL ID
	M
	
	9.2.1.49
	
	–
	

	>Maximum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Minimum Uplink SIR
	O
	
	Uplink SIR

9.2.1.69
	
	–
	

	>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	
	–
	

	>DCH Information Response
	O
	
	9.2.1.16A
	
	YES
	ignore

	>DL CCTrCH Information
	
	0..<maxnoofCCTrCHs>
	
	For DCH
	GLOBAL
	ignore

	>>CCTrCH ID
	M
	
	9.2.3.2
	
	–
	

	>>DL DPCH To Modify LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>DL Timeslot Information LCR
	
	0..<maxnoOfTSLCR>
	
	
	–
	

	>>>>Time Slot LCR
	M
	
	9.2.3.12a
	
	–
	

	>>>>Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH
	–
	

	>>>>Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH
	–
	

	>>CCTrCH Maximum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Maximum allowed power on DPCH Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>CCTrCH Minimum DL TX Power
	O
	
	DL Power

9.2.1.21A
	Minimum allowed power on DPCH Applicable to 3.84Mcps TDD only
	YES
	ignore

	>Uplink Timing Advance Control LCR
	O
	
	9.2.3.13K
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.13
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofCCTrCHs
	Maximum number of CCTrCHs for a UE.

	maxnoofTSLCRs
	Maximum number of Timeslots for a UE for 1.28Mcps TDD.

	maxnoofRLs
	Maximum number of RLs for one UE
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