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	Reason for change:
(

	In the current NBAP, there is a functionality to initiate the dedicated measurement procedure to all current and future Node B Communication Contexts which belong to the same Communication Control Port by one DEDICATED MEASUREMENT INITIATION REQUEST message.
=== Extracted from NBAP

If the Node B Communication Context ID IE equals the reserved value "All NBCC", this measurement request shall apply for all current and future Node B Communication Contexts controlled via the Communication Control Port on which the DEDICATED MEASUREMENT INITIATION REQUEST message was received.
===

This functionality is very useful since the signalling load over Iub can be reduced compared to sending the DEDICATED MEASUREMENT INITIATION REQUEST message to the specific Node B Communication Context.
However, the Dedicated Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists. This restriction seems to be also applied to the DEDICATED MEASUREMENT INITIATION REQUEST message using “All NBCC”.

=== Extracted from NBAP

The Dedicated Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists.

===

Since one Communication Control Port possibly controls multiple Node B Communication Contexts, the CRNC always needs to take care of all Node B Communication Contexts and make sure that there is no Prepared Reconfiguration in the concerned Communication Control Port when setting “All NBCC” to the DEDICATED MEASUREMENT INITIATION REQUEST message. In the worst case, i.e. continual Prepared Reconfiguration in the Communication Control Port, the CRNC can not utilise this functionality.

	　
	

	Summary of change:
(

	This CR propose to remove the restriction about the Prepared Reconfiguration when the Dedicated Measurement Initiation procedure is initiated with “All NBCC”. This change is also applicable to the Dedicated Measurement Termination procedure.

The signalling sequence should be as follows since the parallel dedicated procedure related to a certain Node B Communication Context is not allowed.
1. RL Reconfiguration Prepare (RNC -> Node B)

2. RL Reconfiguration Ready (Node B -> RNC)

3. DM Initiation Request [All NBCC] (RNC -> Node B)

4. DM Initiation Response [All NBCC] (Node B -> RNC)

5. RL Commit or RL Cancel (RNC -> Node B)
If the Node B does not support the proposed change, the Node B will reject the Dedicated Measurement Initiation procedure.
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The impact [can] be considered isolated because the change affects [one] [system function] namely the Dedicated Measurement procedure with “All NBCC”.
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	If this CR is not approved, the Dedicated Measurement Initiation procedure with “All NBCC” might be useless.
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8.3.8
Dedicated Measurement Initiation

8.3.8.1
General

This procedure is used by a CRNC to request the initiation of measurements on dedicated resources in a Node B.

The Dedicated Measurement Initiation procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1 except when the Node B Communication Context ID IE in the DEDICATED MEASUREMENT INITIATION REQUEST message is set to the reserved value "All NBCC".
If the Node B Communication Context ID IE in the DEDICATED MEASUREMENT INITIATION REQUEST message is set to the reserved value "All NBCC", the Dedicated Measurement Initiation procedure may be initiated by the CRNC at any time when the Node B Communication Context exists.
8.3.8.2
Successful Operation
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Figure 38: Dedicated Measurement Initiation procedure, Successful Operation

The procedure is initiated with a DEDICATED MEASUREMENT INITIATION REQUEST message sent from the CRNC to the Node B using the Communication Control Port assigned to the Node B Communication Context.

Upon reception, the Node B shall initiate the requested measurement according to the parameters given in the DEDICATED MEASUREMENT INITIATION REQUEST message. Unless specified below the meaning of the parameters are given in other specifications.

If the Node B Communication Context ID IE equals the reserved value "All NBCC", this measurement request shall apply for all current and future Node B Communication Contexts controlled via the Communication Control Port on which the DEDICATED MEASUREMENT INITIATION REQUEST message was received. Otherwise, this measurement request shall apply for the requested Node B Communication Context ID only.

If the Node B Communication Context ID IE equals the reserved value "All NBCC", the measurement request shall be treated as a single measurement, despite applying to multiple contexts. This means that it may only be terminated or failed on "All NBCC".
If the Node B Communication Context ID IE equals the reserved value "All NBCC", the measurement shall be initiated only for those Node B Communication Contexts handling a mode (FDD, 3.84Mcps TDD or 1.28Mcps TDD) for which the concerned measurement is specified in [4] and [5].
<not affected part is omitted>

8.3.10
Dedicated Measurement Termination

8.3.10.1
General

This procedure is used by the CRNC to terminate a measurement previously requested by the Dedicated Measurement Initiation procedure.

The Dedicated Measurement Termination procedure shall not be initiated if a Prepared Reconfiguration exists, as defined in subclause 3.1 except that the measurement was initiated by the Dedicated Measurement Initiation procedure using the reserved value "All NBCC".
If the measurement was initiated by the Dedicated Measurement Initiation procedure using the reserved value "All NBCC", the Dedicated Measurement Termination procedure may be initiated by the CRNC at any time.
8.3.10.2
Successful Operation
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Figure 41: Dedicated Measurement Termination procedure, Successful Operation

This procedure is initiated with a DEDICATED MEASUREMENT TERMINATION REQUEST message, sent from the CRNC to the Node B using the Communication Control Port assigned to the Node B Communication Context.

Upon reception, the Node B shall terminate reporting of dedicated measurements corresponding to the received Measurement ID IE.
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