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8.21
Data Volume Report

8.21.1
General

The Data Volume Report procedure is used by CN to request the unsuccessfully transmitted DL data volume for specific RABs. This procedure only applies to PS domain. The procedure uses connection oriented signalling.

8.21.2
Successful Operation
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Figure 23: Data Volume Report procedure. Successful operation.

The procedure is initiated by CN by sending DATA VOLUME REPORT REQUEST message to UTRAN. This message shall contain the list of RAB ID IEs to identify the RABs for which the unsuccessfully transmitted DL data volume shall be reported.

At reception of a DATA VOLUME REPORT REQUEST message the UTRAN shall produce a DATA VOLUME REPORT message. For each RAB successfully addressed within the RAB Data Volume Report List IE of the DATA VOLUME REPORT REQUEST message, the DATA VOLUME REPORT message shall include in the Unsuccessfully Transmitted DL Data Volume IE the amount of unsuccessfully transmitted DL data  since the last data volume reported to the CN for the RAB and with the same data volume reference, if present. The message may also contain the Data Volume Reference IE.
The message may contain for each RAB successfully addressed a maximum of two RAB Data Volume Report Item IEs within the RAB Data Volume Report List IE for the case when there is a need to report two different data volumes since the last data volume indication to CN.UTRAN shall also reset the data volume counter for the reported RABs. UTRAN shall send the DATA VOLUME REPORT message to CN. Transmission and reception of DATA VOLUME REPORT message terminates the procedure in UTRAN and CN respectively.

The Data Volume Reference IE, if included, indicates the time when the data volume is counted.

>>>>>>>>>>>>> Next change <<<<<<<<<<<<<<<<

9.2.1.17
Data Volume Reporting Indication

This information element indicates whether or not the RNC has to report the amount of unsuccessfully transmitted NAS data for a given RAB when the RAB is released.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Data Volume Reporting Indication
	M
	
	ENUMERATED (do report, do not report)
	


>>>>>>>>>>>>> Next change <<<<<<<<<<<<<<<<

9.2.3.12
Unsuccessfully Transmitted Data Volume

This information element indicates the data volume (octets) that is unsuccessfully transmitted over the radio interface in the DL direction for a given RAB and for the time given in the associated Data Volume Reference, if any.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Unsuccessfully Transmitted Data Volume
	M
	
	INTEGER (0..232-1)
	Unit is octet.


9.2.3.13
Data Volume Reference

This information element indicates the time when the data volume is counted. It is an operator/vendor specific issue to assign meanings for the different integer values.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Data Volume Reference
	M
	
	INTEGER (0..255)
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