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9.1.24
CELL SETUP REQUEST
<<<<< FDD message removed  >>>>>>>
9.1.24.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Local Cell ID
	M
	
	9.2.1.38
	
	YES
	reject

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation Id
	M
	
	9.2.1.16
	
	YES
	reject

	UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
	YES
	reject

	Cell Parameter ID
	M
	
	9.2.3.4
	
	YES
	reject

	Maximum Transmission Power
	M
	
	9.2.1.40
	
	YES
	reject

	Transmission Diversity Applied
	M
	
	9.2.3.26
	 
	YES
	reject

	Sync Case
	M
	
	9.2.3.18
	
	YES
	reject

	Synchronisation Configuration
	
	1
	
	
	YES
	reject

	>N_INSYNC_IND
	M
	
	9.2.1.47A
	
	–
	

	>N_OUTSYNC_IND
	M
	
	9.2.1.47B
	
	–
	

	>T_RLFAILURE
	M
	
	9.2.1.56A
	
	–
	

	DPCH Constant Value
	M
	
	Constant Value 9.2.3.4A
	This IE shall be ignored by the Node B.
	YES
	reject

	PUSCH Constant Value
	M
	
	Constant Value 9.2.3.4A
	This IE shall be ignored by the Node B.
	YES
	reject

	PRACH Constant Value
	M
	
	Constant Value 9.2.3.4A
	This IE shall be ignored by the Node B.
	YES
	reject

	Timing Advance Applied
	M
	
	9.2.3.22A
	
	YES
	reject

	SCH Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD.
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>CHOICE Sync Case
	M
	
	
	
	YES
	reject

	>>Case 1
	
	
	
	
	–
	

	>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>Case 2
	
	
	
	
	–
	

	>>>SCH Time Slot 
	M
	
	9.2.3.17
	
	–
	

	>SCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	PCCPCH Information
	
	0..1
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD.
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>PCCPCH Power
	M
	
	9.2.3.9
	
	–
	

	>SCTD Indicator
	M
	
	9.2.3.30
	
	–
	

	Time Slot Configuration
	
	0..15
	
	Mandatory for 3.84Mcps TDD. Not Applicable to 1.28Mcps TDD.
	GLOBAL
	reject

	>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>Time Slot Status
	M
	
	9.2.3.25
	
	–
	

	>Time Slot Direction
	M
	
	9.2.3.24
	
	–
	

	Time Slot Configuration LCR
	
	0..7
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	GLOBAL
	reject

	>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>Time Slot Status
	M
	
	9.2.3.25
	
	–
	

	>Time Slot Direction
	M
	
	9.2.3.24
	
	–
	

	PCCPCH Information LCR
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>PCCPCH Power
	M
	
	9.2.3.9
	
	–
	

	>SCTD Indicator
	M
	
	9.2.3.30
	
	–
	

	>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	DwPCH Information
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>DwPCH Power
	M
	
	9.2.3.5B
	
	–
	

	Reference SFN Offset
	O
	
	9.2.3.14B
	
	YES
	ignore

	IPDL Parameter Information
	
	0..1
	
	Applicable to 3.84 Mcps TDD only
	YES
	reject

	>IPDL TDD Parameters
	M
	
	9.2.3.5D
	
	–
	

	>IPDL Indicator
	M
	
	9.2.1.36F
	
	–
	

	IPDL Parameter Information LCR
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>IPDL TDD Parameters LCR
	M
	
	9.2.3.5H
	
	–
	

	>IPDL Indicator
	M
	
	9.2.1.36F
	
	–
	


9.2.3.26
Transmission Diversity Applied
Defines if Transmission Diversity on  physical channels that may use closed loop transmit diversity

 is to be applied in a cell (see ref. [19]).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Transmission Diversity Applied
	
	
	BOOLEAN
	True: Transmission Diversity shall be applied in this Cell.

False: Transmission Diversity shall not be applied in this Cell.


9.2.3.30
SCTD Indicator

Indicates if SCTD antenna diversity is applied or not to beacon channels (see ref.  [19]).

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SCTD Indicator
	
	
	ENUMERATED (

active, 

inactive)
	


9.3.3
PDU Definitions

CellSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-ID








CRITICALITY reject
TYPE Local-Cell-ID




PRESENCE mandatory }|


{ ID id-C-ID










CRITICALITY reject
TYPE C-ID






PRESENCE mandatory }|


{ ID id-ConfigurationGenerationID





CRITICALITY reject
TYPE ConfigurationGenerationID




PRESENCE mandatory }|


{ ID id-UARFCNforNt









CRITICALITY reject
TYPE UARFCN






PRESENCE mandatory }|


{ ID id-CellParameterID








CRITICALITY reject
TYPE CellParameterID




PRESENCE mandatory }|


{ ID id-MaximumTransmissionPower





CRITICALITY reject
TYPE MaximumTransmissionPower




PRESENCE mandatory }|


{ ID id-TransmissionDiversityApplied




CRITICALITY reject
TYPE TransmissionDiversityApplied




PRESENCE mandatory }|

{ ID id-SyncCase









CRITICALITY reject
TYPE SyncCase





PRESENCE mandatory }|


{ ID id-Synchronisation-Configuration-Cell-SetupRqst
CRITICALITY reject
TYPE Synchronisation-Configuration-Cell-SetupRqst
PRESENCE mandatory }|

{ ID id-DPCHConstant








CRITICALITY reject
TYPE ConstantValue




PRESENCE mandatory }|
-- This IE shall be ignored by the Node B.


{ ID id-PUSCHConstant








CRITICALITY reject
TYPE ConstantValue




PRESENCE mandatory }|
-- This IE shall be ignored by the Node B.


{ ID id-PRACHConstant








CRITICALITY reject
TYPE ConstantValue




PRESENCE mandatory }|
-- This IE shall be ignored by the Node B.

{ ID id-TimingAdvanceApplied






CRITICALITY reject
TYPE TimingAdvanceApplied




PRESENCE mandatory }|

{ ID id-SCH-Information-Cell-SetupRqstTDD



CRITICALITY reject
TYPE SCH-Information-Cell-SetupRqstTDD



PRESENCE optional }|
-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD

{ ID id-PCCPCH-Information-Cell-SetupRqstTDD


CRITICALITY reject
TYPE PCCPCH-Information-Cell-SetupRqstTDD


PRESENCE optional }|
-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD

{ ID id-TimeSlotConfigurationList-Cell-SetupRqstTDD

CRITICALITY reject
TYPE TimeSlotConfigurationList-Cell-SetupRqstTDD
PRESENCE optional },
-- Mandatory for 3.84Mcps TDD, Not Applicable to 1.28Mcps TDD

...

}
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