3GPP TS 25.420 V6.1.0 (2004-03)

6
Release  6 


3GPP TSG-RAN WG3 Meeting #42
R3-040680

Montreal, Canada, May 10th- 14th, 2004
	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.420
	CR
	40
	(

rev
	
	(

Current version:
	6.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Inclusion of Information Transfer as an Iur function

	
	

	Source:
(

	Vodafone Group

	
	

	Work item code:
(

	RANimp-NACC
	
	Date: (

	04/05/2004

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Bringing up-to-date the list of functions of the Iur.

	
	

	Summary of change:
(

	Although the introduction of the NACC feature has no real impact upon this specification, an addition is made to the list of functions of the Iur.   

Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has no impact under a functional point of view.

The impact can be considered isolated as it is only bring up to date the list of functions already present in previous releases.

	
	

	Consequences if 
(

not approved:
	Information Transfer will not be listed as a function of the Iur.

	
	

	Clauses affected:
(

	

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	5.1


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TS 25.427: "UTRAN Iub/Iur Interface User Plane Protocol for DCH Data Streams".

[2]
3GPP TS 25.425: "UTRAN Iur Interface: User Plane Protocols for Common Transport Channel Data Streams".

[3]
3GPP TS 25.421: "UTRAN Iur Interface: Layer 1".

[4]
3GPP TS 25.422: "UTRAN Iur Interface: Signalling Transport".

[5]
3GPP TS 25.423: "UTRAN Iur Interface: RNSAP Signalling ".

[6]
3GPP TS 25.424: "UTRAN Iur Interface: Data Transport & Transport Signalling ".

[7]
3GPP TS 25.401: "UTRAN Overall Description".

[8]
3GPP TS 25.426: "UTRAN Iur & Iub Interface: Data Transport & Transport Signalling for DCH Data Streams".

[9]
ITU-T Recommendation Q.711 (7/96): "Functional description of the signalling connection control part".

[10]
ITU-T Recommendation Q.712 (7/96): "Definition and function of signalling connection control part messages".

[11]
ITU-T Recommendation Q.713 (7/96): "Signalling connection control part formats and codes".

[12]
ITU-T Recommendation Q.714 (7/96): "Signalling connection control part procedures".

[13]
3GPP TS 23.003: "Numbering, Addressing and Identification".

[14]
ITU-T Recommendation Q.2630.1 (12/99): "AAL type 2 Signalling Protocol (Capability Set 1)".

[15]
3GPP TS 25.426: "UTRAN Iur and Iub Interface Data Transport & Transport Signalling for DCH Data Streams ".

[16]
3GPP TS 25.414: "UTRAN Iu Interface Data Transport and Transport Signalling".

[17]
3GPP TR 43.930: "Iur-g interface; Stage 2".

3
Definitions and abbreviations

3.1
Definitions

None

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

AAL2
ATM Adaptation Layer type 2

AAL5
ATM Adaptation Layer type 5

ALCAP
Access Link Control Application Part

ATM
Asynchronous Transfer Mode

BSS
Base Station Subsystem

CPCH
Common Packet Channel

CRNC
Controlling RNC

CTP
Common Transport Protocol

DCH
Dedicated Transport Channel

DL
Downlink

DRNC
Drift Radio Network Controller

DRNS
Drift Radio Network Subsystem

DSCH
Downlink Shared Channel

EDGE
Enhanced Data rates for GSM Evolution

FACH
Forward Access Channel

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GSM
Global System for Mobile communications

GT
Global Title

HS-DSCH
High Speed Downlink Shared Channel

IP
Internet Protocol

MAC
Medium Access Control

MTP3-B
Message Transfer Part level 3 (for Q.2140)

PLMN
Public Land Mobile Network

QoS
Quality of Service

RACH
Random Access Channel

RF
Radio Frequency 

RNC
Radio Network Controller

RNS
Radio Network Subsystem

RNSAP
Radio Network Subsystem Application Part

RRC
Radio Resource Control

SCCP
Signalling Connection Control Part

SPC
Signalling Point Code

SRNC
Serving Radio Network Controller

SRNS
Serving Radio Network Subsystem

SS7
Signalling System No 7

SSCF-NNI
Service Specific Co-ordination Function – Network Node Interface

SSCOP
Service Specific Connection Oriented Protocol 

SSN
Sub-System Number

STC
Signalling Transport Converter

UDP
User Datagram Protocol

UE
User Equipment

UL
Up-link

UMTS
Universal Mobile Telecommunication System

URA
UTRAN Registration Area

USCH
Uplink Shared Channel

UTRAN
UMTS Terrestrial Radio Access Network

5
Functions of the Iur Interface Protocols

5.1
Functional List

The list of functions on the Iur interface is the following:

1.
Transport Network Management.

2.
Traffic management of Common Transport Channels:

-
Preparation of Common Transport Channel resources;

-
Paging.

3.
Traffic Management of Dedicated Transport Channels:

-
Radio Link Setup/ Addition/ Deletion;

· Measurement Reporting.

4.
Traffic Management of Downlink Shared Transport Channels and [TDD - Uplink Shared Transport Channels]:

-
Radio Link Setup/ Addition/ Deletion;

-
Capacity Allocation.

5. Measurement reporting for common and dedicated measurement objects.
6. Information exchange of UTRAN and GERAN information. 
END of CHANGES
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