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Reason for change:
(

The definition of the information element Availability Status has values like ‘in test’, ‘failed’, ‘power off’, ‘off line’, etc. . For the definition of the meaning of these values the text refers to a reference [6], which is TS 25.430 “UTRAN Iub General Aspects and Principle”. However in this reference these values are not mentioned at all. Rather a definition of this values is found in reference [3], which is CCITT Recommendation X.731 (01/92) “Information Technology – Open Systems Interconnection – Systems Management: State Management function”. Note that this reference is currently nowhere used in the specification.




Summary of change:
(

The incorrect references to [6] have been replaced by the correct reference [3].

Impact assessment towards the previous version of the specification (same release):

This CR has isolated impact towards the previous version of the specification (same release).

This CR is a correction to a functional definition, where an editioral error yielded an invalid reference. The change would not affect implementations behaving like intended by the TS and indicated in the CR. It would affect implementations supporting the corrected functionality otherwise.




Consequences if 
(

not approved:
The missing correct reference means that currently the meaning of the values are not unambigously specified. This implies that potential interoperability issues still exist, if the error isn’t corrected.
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9.2.1.2
Availability Status
The availability status is used to indicate more detailed information of the availability of the resource. In accordance with ref. [3], following values are defined. If the value of this IE is "empty", this implies that none of the status conditions described in ref. [3] are present.

IE/Group Name
Presence
Range
IE Type and Reference
Semantics Description

Availability Status


ENUMERATED (

empty, 

in test, 

failed, 

power off, 

off line, 

off duty, 

dependency, 

degraded, 

not installed, 

log full, 

…)
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