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8.36
MBMS Session Start
The purpose of the MBMS Session Start procedure is to request the UTRAN to notify UEs about an upcoming MBMS Session of a given MBMS Bearer Service and to establish a MBMS RAB and MBMS Iu signalling connection for this MBMS Session.

The procedure uses connection oriented signalling.
8.36.2
Successful Operation
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Figure 46: MBMS Session Start procedure. Successful operation.

The CN initiates the procedure by sending a MBMS SESSION START message.

The MBMS SESSION START message shall contain:

-
TMGI;

-
MBMS Bearer Service Type;

-
MBMS Session Identity, if available;

-
Iu Signalling Connection Identifier IE;

-
RAB parameters (including e.g. Allocation/Retention Priority);

-
PDP Type Information, if available;

-
MBMS Session Duration, if available;

-
MBMS Service Area;

-
Frequency Layer Convergence Flag, if available;

-
RA List of Idle Mode UEs, if available.

-
Global CN-ID IE, only when the MBMS SESSION START message is sent from a CN node towards an RNC for which the sending CN node is not the default CN node;

-
MBMS Session Repetition Number, if available.
Upon reception of the MBMS SESSION START message, the RNC shall store the Iu Signalling Connection Identifier IE for the duration of the MBMS Iu signalling connection. The Iu Signalling Connection Identifier IE contains an Iu signalling connection identifier which is allocated by the CN. The value for the Iu Signalling Connection Identifier IE shall be allocated so as to uniquely identify an Iu signalling connection for the involved CN node. 

The Global CN-ID IE contains the identity of the CN node that sent the MBMS SESSION START message, and it shall, if included, be stored together with the Iu signalling connection identifier. If the Global CN-ID IE is not included, the MBMS SESSION START message shall be considered as coming from the default CN node.

Upon reception of the MBMS SESSION START message, the RNC shall store, if not already, and remember the TMGI IE, the RAB parameters IE and the other attributes of the session as part of the MBMS Service Context. The TMGI IE contains the TMGI identifier which uniquely identifies the MBMS Bearer Service. 

Upon reception of the MBMS SESSION START message, the RNC shall initiate allocation of requested resources for the MBMS RAB if at least one of the following two conditions is fulfilled:

-
the RNC controls at least one cell contained in the indicated MBMS Service Area and, if the RA List of Idle Mode UEs IE is included in MBMS SESSION START message, at least one RNC´s RA is contained in this list, or if Empty/Full RA List of Idle Mode UEs IE included in MBMS SESSION START message is set to fulllist,
-
the RNC serves UEs consuming radio resources from cells contained in the indicated MBMS Service Area.

In case the RA List of Idle Mode UEs IE is included in MBMS SESSION START message but none of above conditions is fulfilled, the RNC may decide to wait for either an update of the RA List of Idle Mode UEs or a UE linking to finally establish the MBMS RAB. If  the RNC decides so, it shall report it immediately to the CN in the MBMS SESSION START RESPONSE message with the cause value "Successful MBMS Session Start - No Data Bearer Necessary".
If the Empty/Full RA List of Idle Mode UEs IE included in MBMS SESSION START message is set to fulllist, the RNC shall initiate the MBMS Notification over Uu in all its cells.
9.2.3.42
RA List of Idle Mode UEs

Indicates the list of RAs where idle-mode UEs interested in a given Multicast Service are.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice RA List of Idle Mode UEs
	
	
	
	

	> Not Empty RA List of Idle Mode UEs
	
	
	
	The same Routing Area Code must only be present once.

	>> RA of Idle Mode UEs
	
	1 to <maxMBMSRA>
	
	

	>> RAC
	M
	
	9.2.3.7
	

	> Empty/Full RA List of Idle Mode UEs
	
	
	ENUMERATED (emptylist, fulllist…)
	


	Range bound
	Explanation

	maxMBMSRA
	Maximum no. of Routing Areas where idle-mode UEs interested in a given Multicast Service are. The value for maxMBMSRA is 65536.


9.3.3
PDU Definitions

RAListofIdleModeUEs ::= CHOICE {


notEmptyRAListofIdleModeUEs


NotEmptyRAListofIdleModeUEs,


emptyFullRAListofIdleModeUEs


ENUMERATED {emptylist,fulllist},


...

}
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