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1

Introduction

This document provides procedure text for an S1 HO Cancel procedure for which stage 2 content is already available in 36.300.

2 
Text Proposal for TS 36413

8.4.5
Handover Cancel

8.4.5.1
General

The purpose of the Handover Cancel procedure is to enable a source eNB to cancel an ongoing handover. The Handover Cancel procedure may be initiated by the source eNB during and after the Handover Preparation procedure if either of the following conditions is fulfilled: 
· the source eNB has not yet initiated the execution of the handover via the Uu interface
· after having initiated the execution of the handover, the UE has returned to the source eNB by transmitting an RRC message which indicates that the UE considers the source eNB as its serving eNB
The procedure uses UE individual signalling connection. 

8.4.5.2
Successful Operation
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Figure 8.x.5.2: Handover Cancel procedure. Successful operation.

The source eNB initiates the procedure by sending a HANDOVER CANCEL message to the EPC. 

The HANDOVER CANCEL message 
shall indicate the reason for cancelling the handover by the appropriate value of the Cause IE 

Upon reception of a HANDOVER CANCEL message, the EPC shall send a HANDOVER CANCEL ACKNOWLEDGE message to the source eNB.

Transmission and reception of a HANDOVER CANCEL ACKNOWLEDGE message terminate the procedure in the EPC and in the source eNB. After this, the source eNB does not have a prepared handover for that UE individual signalling connection.

8.4.5.3
Unsuccessful Operation

Not applicable.

8.4.5.4
Abnormal Conditions

Not applicable.

9.1.5.xx
HANDOVER CANCEL

This message is sent by the source eNodeB to the MME to request the cancellation of an ongoing handover.

Direction: eNodeB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	MME S1-AP UE Identity
	M
	
	
	
	
	

	Cause
	M
	
	
	
	
	


9.1.5.xy
HANDOVER CANCEL ACKNOWLEDGE

This message is sent by the MME to the source eNodeB to confirm that the ongoing handover was cancelled.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	
	

	MME S1-AP UE Identity
	M
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