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------- Start of change------

8.1
Elementary Procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 2: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER PREPARATION FAILURE

	Release Resource
	
	
	

	Handover Cancel
	HANDOVER CANCEL
	
	


Table 3: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Load Indication
	LOAD INFORMATION

	Error Indication
	ERROR INDICATION


------- End of change------

------- Start of change------

8.3.3
Error Indication

8.3.3.1
General

The Error Indication procedure is initiated by a node to report detected errors in one incoming message, provided they cannot be reported by an appropriate failure message.

If the error situation arises due to reception of a message utilising UE associated signalling, then the Error Indication procedure uses UE associated signalling. Otherwise the procedure uses non UE associated signalling.

8.3.3.2
Successful Operation
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Figure XX: Error Indication procedure, Successful operation.

When the conditions defined in clause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR INDICATION message sent from the receiving node.

The ERROR INDICATION message shall contain at least either the Cause IE or the Criticality Diagnostics IE.

In case the Error Indication procedure was triggered by UE associated signalling the Old eNB UE X2AP ID IE and New eNB UE X2AP ID IE shall be included in the ERROR INDICATION message. If one or both of Old eNB UE X2AP ID IE and New eNB UE X2AP ID IE are not correct, the cause shall be set to appropriate value e.g. “unknown Old eNB UE X2AP ID”, “unknown New eNB UE X2AP ID” or “unknown the pair of UE X2AP ID ” FFS.
8.3.3.3
Unsuccessful Operation

Not applicable.
8.3.3.4
Abnormal Conditions

Not applicable.

------- End of change------

------- Start of change------

9.1.Y
ERROR INDICATION



This message is used to indicate that some error has been detected in the node.

Direction: eNodeB ( eNodeB

.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	ignore

	Cause
	O
	
	
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	
	
	YES
	ignore

	Old eNB UE X2AP ID
	O
	
	
	
	YES
	ignore

	New eNB UE X2AP ID
	O
	
	
	
	YES
	ignore

	
	
	
	
	
	
	

	
	
	
	
	
	
	


------- End of change------

------- Start of change------

9.2.Y
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified,

...

)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,
...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,
Unspecified,
Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,
O&M Intervention,
Not enough User Plane Processing Resources,
Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3)

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3)

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see subclause 10.3)

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4)

	Semantic Error
	The received message included a semantic error (see subclause 10.4)

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2)

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNodeB control processing overload

	Hardware Failure
	eNodeB hardware failure

	Not enough User Plane Processing Resources
	eNodeB has insufficient user plane processing resources available

	O&M Intervention
	Operation and Maintenance intervention related to eNodeB equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


------- End of change------

------- Start of change------

9.2.Z
Criticality Diagnostics
The Criticality Diagnostics IE is sent by the RNC or the CN when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs were not comprehended or were missing.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Criticality Diagnostics
	
	
	
	

	>Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error

	>Triggering Message 
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome, outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure. 

	>Procedure Criticality 
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure).

	Information Element Criticality Diagnostics
	
	0 to <maxnoof errors>
	
	

	>IE Criticality 
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality  is used for reporting the criticality of the triggering IE. The value 'ignore' shall  not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of the not understood or missing IE 

	
	
	
	
	
· 
· 


	
	
	
	
	


	>Type of Error
	M
	
	ENUMERATED(not understood, missing, …)
	


	Range bound
	Explanation

	maxnooferrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnooferrors is 256.


------- End of change------

------- Start of change------

9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.1
General

Subclause 9.3 presents the Abstract Syntax of the X2AP protocol with ASN.1. In case there is contradiction between the ASN.1 definition in this subclause and the tabular format in subclause 9.1 and 9.2, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, in which the tabular format shall take precedence.

The ASN.1 definition specifies the structure and content of X2AP messages. X2AP messages can contain any IEs specified in the object set definitions for that message without the order or number of occurrence being restricted by ASN.1. However, for this version of the standard, a sending entity shall construct a X2AP message according to the PDU definitions module and with the following additional rules (Note that in the following IE means an IE in the object set with an explicit id. If one IE needed to appear more than once in one object set, then the different occurrences have different IE ids):
· IEs shall be ordered (in an IE container) in the order they appear in object set definitions.
· Object set definitions specify how many times IEs may appear. An IE shall appear exactly once if the presence field in an object has value "mandatory". An IE may appear at most once if the presence field in an object has value "optional" or "conditional". If in a tabular format there is multiplicity specified for an IE (i.e. an IE list) then in the corresponding ASN.1 definition the list definition is separated into two parts. The first part defines an IE container list in which the list elements reside. The second part defines list elements. The IE container list appears as an IE of its own. For this version of the standard an IE container list may contain only one kind of list elements.

If a X2AP message that is not constructed as defined above is received, this shall be considered as Abstract Syntax Error, and the message shall be handled as defined for Abstract Syntax Error in subclause 10.3.6.

Editors Note: Yellow highlight indicate text that has been proposed to be removed (further checking needed)

9.3.2
Usage of Private Message Mechanism for Non-standard Use

The private message mechanism for non-standard use may be used:

-
for special operator (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality specification in order to guarantee multivendor inter-operability.

-
by vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation.

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised.
9.3.3
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

X2AP-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) x2ap (1) version1 (1) x2ap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM X2AP-CommonDataTypes


ErrorIndication,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverCancel,


LoadInformation
FROM X2AP-PDU-Contents


id-errorIndication,


id-handoverPreparation,


id-handoverCancel,


id-loadIndication

FROM X2AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE


&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

X2AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality
X2AP-ELEMENTARY-PROCEDURE.&criticality

({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

X2AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality
X2AP-ELEMENTARY-PROCEDURE.&criticality

({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

X2AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
X2AP-ELEMENTARY-PROCEDURE.&procedureCode

({X2AP-ELEMENTARY-PROCEDURES}),


criticality
X2AP-ELEMENTARY-PROCEDURE.&criticality

({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

X2AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({X2AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

X2AP-ELEMENTARY-PROCEDURES X2AP-ELEMENTARY-PROCEDURE ::= {


X2AP-ELEMENTARY-PROCEDURES-CLASS-1


|


X2AP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

X2AP-ELEMENTARY-PROCEDURES-CLASS-1 X2AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation









,


...
}

X2AP-ELEMENTARY-PROCEDURES-CLASS-2 X2AP-ELEMENTARY-PROCEDURE ::= {


handoverCancel






|


loadIndication






|


errorIndication






,

,


...
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverRequest


SUCCESSFUL OUTCOME

HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-handoverPreparation


CRITICALITY



reject

}

handoverCancel X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

HandoverCancel

PROCEDURE CODE


id-handoverCancel


CRITICALITY



ignore

}

loadIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

LoadInformation

PROCEDURE CODE


id-loadIndication


CRITICALITY



ignore

}

errorIndication X2AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

ErrorIndication

PROCEDURE CODE


id-errorIndication


CRITICALITY



ignore

}

END
9.3.4
PDU Definitions

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) x2ap (1) version1 (1) x2ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Bearer-ID,

Cause,

CGI,


CriticalityDiagnostics,

GTP-TEI,


InterferenceOverloadIndication,


UE-S1AP-ID,


RB-type,

RRC-Context,


TraceActivation,


TargeteNBtoSource-eNBTransparentContainer,

TraceDepth,


TraceReference,


TransportLayerAddress,

UE-HistoryInformation,


UL-GTPtunnelEndpoint,

UE-X2AP-ID

FROM X2AP-IEs

PrivateIE-Container{},

ProtocolExtensionContainer{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-Container{},


ProtocolIE-Single-Container{},


X2AP-PRIVATE-IES,


X2AP-PROTOCOL-EXTENSION,


X2AP-PROTOCOL-IES,


X2AP-PROTOCOL-IES-PAIR

FROM X2AP-Containers


id-Bearers-Admitted-Item,

id-Bearers-Admitted-List,


id-Bearers-NotAdmitted-Item,


id-Bearers-NotAdmitted-List,

id-Cause,


id-CellInformation,


id-CellInformation-Item,


id-CriticalityDiagnostics,


id-UE-ContextInformation,


id-Bearers-ToBeSetup-Item,


id-New-eNB-UE-X2AP-ID,


id-Old-eNB-UE-X2AP-ID,


id-TargetCell-ID,


id-TargeteNBtoSource-eNBTransparentContainer,


id-TraceActivation,


id-UE-HistoryInformation,

id-UE-X2AP-ID,

maxnoofBearers,


maxCellineNB
FROM X2AP-Constants;

-- **************************************************************

--

-- HANDOVER REQUEST
--

-- **************************************************************

HandoverRequest ::= SEQUENCE {

protocolIEs                     ProtocolIE-Container       {{HandoverRequest-IEs}},


...

}

HandoverRequest-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID



CRITICALITY reject
TYPE UE-X2AP-ID 



PRESENCE mandatory } |

{ ID id-TargetCell-ID




CRITICALITY reject
TYPE CGI 





PRESENCE mandatory } |


{ ID id-UE-ContextInformation


CRITICALITY reject
TYPE UE-ContextInformation 

PRESENCE mandatory } |


{ ID id-UE-HistoryInformation


CRITICALITY reject
TYPE UE-HistoryInformation 

PRESENCE mandatory } |


{ ID id-TraceActivation




CRITICALITY ignore
TYPE TraceActivation 


PRESENCE optional } ,

...

}

UE-ContextInformation ::= SEQUENCE {


mME-UE-S1AP-ID





UE-S1AP-ID,


bearers-ToBeSetup-List



Bearers-ToBeSetup-List,


rRC-Context






RRC-Context,


iE-Extensions





ProtocolExtensionContainer { {UE-ContextInformation-ExtIEs} } OPTIONAL,


...

}

UE-ContextInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

Bearers-ToBeSetup-List ::= SEQUENCE (SIZE(0..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-ToBeSetup-ItemIEs} }

Bearers-ToBeSetup-ItemIEs 
X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-ToBeSetup-Item
 CRITICALITY ignore 
TYPE Bearers-ToBeSetup-Item 
PRESENCE mandatory },


...

}

Bearers-ToBeSetup-Item ::= SEQUENCE {


sAE-Bearer-ID




Bearer-ID,


uL-GTPtunnelEndpoint


UL-GTPtunnelEndpoint,


rB-type 





RB-type,


iE-Extensions




ProtocolExtensionContainer { {Bearers-ToBeSetup-ItemExtIEs} } OPTIONAL,


...

}
Bearers-ToBeSetup-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- HANDOVER REQUEST ACKNOWLEDGE
--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverRequestAcknowledge-IEs}},


...

}

HandoverRequestAcknowledge-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID






CRITICALITY reject
TYPE UE-X2AP-ID






PRESENCE mandatory} |

{ ID id-New-eNB-UE-X2AP-ID






CRITICALITY reject
TYPE UE-X2AP-ID






PRESENCE mandatory} |

{ ID id-Bearers-Admitted-List





CRITICALITY ignore
TYPE Bearers-Admitted-List


PRESENCE optional
} |


{ ID id-Bearers-NotAdmitted-List




CRITICALITY ignore
TYPE Bearers-NotAdmitted-List

PRESENCE optional
} |


{ ID id-TargeteNBtoSource-eNBTransparentContainer
CRITICALITY ignore
TYPE TargeteNBtoSource-eNBTransparentContainer


PRESENCE optional },


...

}

Bearers-Admitted-List 

::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-Admitted-ItemIEs} }

Bearers-Admitted-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-Admitted-Item
CRITICALITY ignore
TYPE Bearers-Admitted-Item 
PRESENCE mandatory
}
}

Bearers-Admitted-Item ::= SEQUENCE {


bearer-ID





Bearer-ID,


dL-GTP-TunnelEndpoint


GTP-TEI
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {Bearers-Admitted-Item-ExtIEs} } OPTIONAL,


...

}

Bearers-Admitted-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

Bearers-NotAdmitted-List 

::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { {Bearers-NotAdmitted-ItemIEs} }

Bearers-NotAdmitted-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-Bearers-NotAdmitted-Item
CRITICALITY ignore
TYPE Bearers-NotAdmitted-Item 
PRESENCE mandatory
}
}

Bearers-NotAdmitted-Item ::= SEQUENCE {


bearer-ID





Bearer-ID,


cause






Cause,


iE-Extensions




ProtocolExtensionContainer { {Bearers-NotAdmitted-Item-ExtIEs} } OPTIONAL,


...

}

Bearers-NotAdmitted-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- HANDOVER PREPARATION FAILURE
--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverPreparationFailure-IEs}},


...

}

HandoverPreparationFailure-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- HANDOVER CANCEL
--

-- **************************************************************

HandoverCancel ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{HandoverCancel-IEs}},


...

}

HandoverCancel-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY reject
TYPE UE-X2AP-ID



PRESENCE mandatory} |

{ ID id-Cause





CRITICALITY ignore
TYPE Cause




PRESENCE mandatory} ,


...

}
-- **************************************************************

--

-- LOAD INFORMATION
--

-- **************************************************************

LoadInformation ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{LoadInformation-IEs}},


...

}

LoadInformation-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation



CRITICALITY ignore
TYPE CellInformation-List

PRESENCE mandatory} ,


...

}

CellInformation-List 

::= SEQUENCE (SIZE (1..maxCellineNB)) OF ProtocolIE-Single-Container { {CellInformation-ItemIEs} }

CellInformation-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellInformation-Item
CRITICALITY ignore
TYPE CellInformation-Item 
PRESENCE mandatory
}
}

CellInformation-Item ::= SEQUENCE {


global-Cell-ID






CGI,


interferenceOverloadIndication


InterferenceOverloadIndication

OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { {CellInformation-Item-ExtIEs} } OPTIONAL,


...

}

CellInformation-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- ERROR INDICATION
--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{ErrorIndication-IEs}},


...

}

ErrorIndication-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID




PRESENCE optional} |

{ ID id-New-eNB-UE-X2AP-ID


CRITICALITY ignore
TYPE UE-X2AP-ID




PRESENCE optional} |

{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE optional} |

{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional} ,


...

}

-- **************************************************************

--

-- PRIVATE MESSAGE

--

-- **************************************************************

PrivateMessage ::= SEQUENCE {


privateIEs

PrivateIE-Container  {{PrivateMessage-IEs}},


...

}
PrivateMessage-IEs X2AP-PRIVATE-IES ::= {


...

}

END
9.3.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) x2ap (1) version1 (1) x2ap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-InterfacesToTrace-Item,

maxInterfaces,


maxNrOfErrors,

maxnoofCells
FROM X2AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM X2AP-CommonDataTypes


ProtocolIE-Single-Container{},

ProtocolExtensionContainer{},


X2AP-PROTOCOL-IES,

X2AP-PROTOCOL-EXTENSION

FROM X2AP-Containers;

-- A

-- B

Bearer-ID ::= BIT STRING (SIZE (8))  -- To be checked, FFS

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


om-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,

...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,

unspecified,


...

}
CellType ::= ENUMERATED{ 


macro, 

micro, 

pico, 

femto,


...

}
CGI ::= SEQUENCE {


pLMN-Identity


PLMN-Identity,


lAC





LAC,


cI





CI,


iE-Extensions


ProtocolExtensionContainer { {CGI-ExtIEs} } OPTIONAL

}

CGI-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
CI




::= OCTET STRING (SIZE (2))

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} } OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError



TypeOfError,



iE-Extensions


ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- D

DL-data-received ::= INTEGER
-- E

ENB-ID






::= INTEGER (0..65535)  -- Value to be checked FFS

-- F

-- G

GTP-TEI




::= OCTET STRING (SIZE (4))

-- H

-- I

InterfacesToTrace ::= SEQUENCE (SIZE(0..maxInterfaces)) OF ProtocolIE-Single-Container {{InterfacesToTrace-ItemIEs} }

InterfacesToTrace-ItemIEs X2AP-PROTOCOL-IES ::= {

{ ID id-InterfacesToTrace-Item
CRITICALITY ignore
TYPE InterfacesToTrace-Item 
PRESENCE mandatory
}
}

InterfacesToTrace-Item ::= SEQUENCE {


traceInterface




TraceInterface,


traceDepth





TraceDepth,


iE-Extensions




ProtocolExtensionContainer { {InterfacesToTrace-Item-ExtIEs} } OPTIONAL,


...

}

InterfacesToTrace-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

InterferenceOverloadIndication ::= OCTET STRING  -- FFS

-- J

-- K

-- L

LAC




::= OCTET STRING (SIZE (2)) --(EXCEPT ('0000'H|'FFFE'H))

LastVisitedCell-Item ::= SEQUENCE {


global-Cell-ID




CGI,


cellType





CellType,


time-UE-StayedInCell


Time-UE-StayedInCell,


iE-Extensions




ProtocolExtensionContainer { {LastVisitedCell-Item-ExtIEs} } OPTIONAL,


...

}

LastVisitedCell-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

-- M

-- N

-- O

-- P

PLMN-Identity ::= OCTET STRING (SIZE(3))
-- Q

-- R

RB-type ::= INTEGER
-- Editors note: FFS To be replaced by other QCI definition, ENUMERATED??

RRC-Context ::= OCTET STRING

-- S

-- T

TargeteNBtoSource-eNBTransparentContainer
::= OCTET STRING
Time-UE-StayedInCell ::= INTEGER
TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTrace



InterfacesToTrace,


iE-Extensions




ProtocolExtensionContainer { {TraceActivation-ExtIEs} } OPTIONAL,


...

}

TraceActivation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth 

::= ENUMERATED { 


minimum,


medium,


maximum,


...

}
TraceInterface

::= ENUMERATED { 


s1,


x2, 


uu,

...

}
TraceReference




::= OCTET STRING (SIZE (3))

TransportLayerAddress


::= BIT STRING (SIZE(1..160, ...))
TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}
-- U

UE-HistoryInformation ::= SEQUENCE (SIZE(0..maxnoofCells)) OF LastVisitedCell-Item
UE-S1AP-ID




::= INTEGER (0..4095) –- Value FFS

UE-X2AP-ID




::= INTEGER (0..4095) –- Value FFS

UL-GTPtunnelEndpoint ::= SEQUENCE {


transportLayerAddress


TransportLayerAddress,


gTP-TEID





GTP-TEI,

iE-Extensions




ProtocolExtensionContainer { {UL-GTPtunnelEndpoint-ExtIEs} } OPTIONAL,


...

}

UL-GTPtunnelEndpoint-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}
-- V

-- W

-- X

-- Y

-- Z

END
9.3.6
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

X2AP-CommonDataTypes {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) x2ap (1) version1 (1) x2ap-CommonDataTypes (3)  }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 








INTEGER ::= 65535

maxProtocolExtensions 






INTEGER ::= 65535

maxProtocolIEs








INTEGER ::= 65535

-- **************************************************************

--

-- Common Data Types

--

-- **************************************************************
Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0.. maxPrivateIEs),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProtocolIE-ID

::= INTEGER (0..maxProtocolIEs)

TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessful-outcome}

END
9.3.7
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

X2AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) x2ap (1) version1 (1) x2ap-Constants (4) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM X2AP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-handoverPreparation










ProcedureCode ::= 0

id-handoverCancel











ProcedureCode ::= 1

id-loadIndication











ProcedureCode ::= 2
id-errorIndication











ProcedureCode ::= 3
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxInterfaces







INTEGER ::= 16

-- FFS Value to be checked

maxCellineNB







INTEGER ::= 256

-- FFS Value to be checked

maxnoofCells







INTEGER ::= 16

-- FFS Value to be checked
maxnoofBearers







INTEGER ::= 16

-- FFS Value to be checked
maxNrOfErrors







INTEGER ::= 256

-- FFS Value to be checked
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Bearers-Admitted-Item












ProtocolIE-ID ::= 0
id-Bearers-Admitted-List












ProtocolIE-ID ::= 1

id-Bearers-NotAdmitted-Item












ProtocolIE-ID ::= 2
id-Bearers-NotAdmitted-List












ProtocolIE-ID ::= 3
id-Bearers-ToBeSetup-Item












ProtocolIE-ID ::= 4

id-Cause
















ProtocolIE-ID ::= 5

id-CellInformation














ProtocolIE-ID ::= 6

id-CellInformation-Item













ProtocolIE-ID ::= 7

id-InterfacesToTrace-Item












ProtocolIE-ID ::= 8

id-New-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 9
id-Old-eNB-UE-X2AP-ID













ProtocolIE-ID ::= 10

id-TargetCell-ID














ProtocolIE-ID ::= 11

id-TargeteNBtoSource-eNBTransparentContainer







ProtocolIE-ID ::= 12

id-TraceActivation














ProtocolIE-ID ::= 13

id-UE-ContextInformation












ProtocolIE-ID ::= 14

id-UE-HistoryInformation












ProtocolIE-ID ::= 15

id-UE-X2AP-ID















ProtocolIE-ID ::= 16
id-CriticalityDiagnostics












ProtocolIE-ID ::= 17

END
9.3.8
Container Definitions
-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

X2AP-Containers {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) x2ap (1) version1 (1) x2ap-Containers (5)  }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


maxPrivateIEs,


maxProtocolExtensions,


maxProtocolIEs,

Criticality,


Presence,


PrivateIE-ID,


ProtocolIE-ID


FROM X2AP-CommonDataTypes;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

X2AP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 


UNIQUE,


&criticality
Criticality,


&Value,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY

&criticality


TYPE


&Value


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

X2AP-PROTOCOL-IES-PAIR ::= CLASS {


&id





ProtocolIE-ID 

UNIQUE,


&firstCriticality

Criticality,


&FirstValue,


&secondCriticality

Criticality,


&SecondValue,


&presence



Presence

}

WITH SYNTAX {


ID





&id


FIRST CRITICALITY 

&firstCriticality


FIRST TYPE



&FirstValue


SECOND CRITICALITY 

&secondCriticality


SECOND TYPE



&SecondValue


PRESENCE



&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

X2AP-PROTOCOL-EXTENSION ::= CLASS {


&id




ProtocolIE-ID 

UNIQUE,


&criticality

Criticality,


&Extension,


&presence


Presence

}

WITH SYNTAX {


ID




&id


CRITICALITY


&criticality


EXTENSION


&Extension


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Private IEs

--

-- **************************************************************

X2AP-PRIVATE-IES ::= CLASS {


&id




PrivateIE-ID,


&criticality

Criticality,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID




&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {X2AP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Single-Container {X2AP-PROTOCOL-IES : IEsSetParam} ::= 


ProtocolIE-Field {{IEsSetParam}}
ProtocolIE-Field {X2AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



X2AP-PROTOCOL-IES.&id




({IEsSetParam}),


criticality

X2AP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value


X2AP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {X2AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {X2AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id




X2AP-PROTOCOL-IES-PAIR.&id




({IEsSetParam}),


firstCriticality
X2AP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


X2AP-PROTOCOL-IES-PAIR.&FirstValue
        ({IEsSetParam}{@id}),


secondCriticality
X2AP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


X2AP-PROTOCOL-IES-PAIR.&SecondValue
        ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, X2AP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-Container {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, X2AP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {X2AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {X2AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id




X2AP-PROTOCOL-EXTENSION.&id



({ExtensionSetParam}),


criticality


X2AP-PROTOCOL-EXTENSION.&criticality
({ExtensionSetParam}{@id}),


extensionValue

X2AP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs

--

-- **************************************************************

PrivateIE-Container {X2AP-PRIVATE-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (1..maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {X2AP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id



X2AP-PRIVATE-IES.&id


({IEsSetParam}),


criticality

X2AP-PRIVATE-IES.&criticality
({IEsSetParam}{@id}),


value


X2AP-PRIVATE-IES.&Value


({IEsSetParam}{@id})

}

END
9.4
Message Transfer Syntax

X2AP shall use the ASN.1 Basic Packed Encoding Rules (BASIC-PER) Aligned Variant as transfer syntax as specified in ref. [5].

------- End of change------
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