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8.2.3
SAE Bearer Release

8.2.3.1
General

The purpose of the SAE Bearer Release procedure is to enable the release of already established SAE Bearers for a given UE. The procedure uses UE-associated signalling.
8.2.3.2
Successful Operation

8.2.3.2.1
SAE Bearer Release - MME initiated
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Figure 8.2.3.2.1-1: SAE Bearer Releae procedure. Successful operation.

The MME initiates the procedure by sending an SAE BEARER RELEASE COMMAND message. When sending the SAE BEARER RELEASE COMMAND message, the MME shall start the T SAEBEAERERRELEASE timer.

The SAE BEARER RELEASE COMMAND message shall contain the information required by the eNB to release at least one SAE bearer in the SAE Bearer To Be Released List IE. 

Upon reception of the SAE BEARER RELEASE COMMAND message the eNB shall execute the release of the requested SAE Bearers. For each SAE bearer to be released the eNB shall release the corresponding SAE Radio Bearer and release the allocated resources on Uu. The eNB shall pass the value contained in the SAE bearer identity IE received for the SAE bearer to the radio interface protocol for each SAE Radio Bearer to be released. eNB shall release the allocated resources on S1 for the SAE bearers requested to be released.
The eNB shall report to the MME, in the SAE BEARER RELEASE COMPLETE message, the result for all the SAE bearers to be released.

A list of SAE bearers which are released successfully shall be included in the SAE Bearer Release List IE.

A list of SAE bearers which failed to be released shall be included in the SAE Bearer Failed to Release List IE., 

The eNB shall be prepared to receive an SAE BEARER RELEASE COMMAND message on an established UE-associated logical S1-connection containing an SAE Bearer Release List IE at any time and shall always reply to it with an SAE BEARER RELEASE COMPLETE message.

After sending an SAE BEARER RELEASE COMPLETE message containing an SAE Bearer identity within the SAE Bearer Released List IE , the eNB shall be prepared to receive an SAE BEARER SETUP REQUEST message requesting establishment of an SAE bearer with this SAE bearer identity.
Interaction with other procedures
If a handover becomes necessary during SAE bearer release, the eNB shall first complete the release before triggering the handover.


· 
· 


9.1.3.5
SAE BEARER RELEASE COMMAND

This message is sent by the MME and is used to request the eNB to release allocated resources on Uu and S1 for one or several SAE bearers..
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer To Be Released List 
	M
	
	
	
	YES
	ignore

	>SAE Bearer To Be Released Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer To Be Released List IE
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS)


9.1.3.6
SAE BEARER RELEASE COMPLETE

This message is sent by the eNB and is used to report the outcome of the request from the SAE BEARER RELEASE COMMAND message.
Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	SAE Bearer Release List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Release Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Release List IE + SAE Bearer Failed to Release List IE
	-
	

	SAE Bearer Failed to Release List 
	O
	
	
	
	YES
	ignore

	>SAE Bearer Failed To Release Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>> SAE bearer ID
	M
	
	9.2.1.2
	a value for SAE bearer identity shall only be present once in SAE Bearer Release List IE + SAE Bearer Failed to Release List IE
	-
	

	>> Cause
	M
	
	9.2.1.3
	
	-
	


	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE bearer allowed towards one UE, the maximum value is 256. (FFS) 
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