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//-----------------------the first change begin------------
9.1.1
Messages for Basic Mobility Procedures

9.1.1.1
HANDOVER REQUEST

This message is sent by the source eNodeB to the target eNodeB to request the preparation of resources for a handover.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	INTEGER (0..4095)
	eNB UE X2AP ID allocated at the old eNB


	YES
	reject

	Target Cell ID
	M
	
	9.2.17
	
	YES
	reject

	UE Context Information
	M
	
	
	
	YES
	reject

	> MME UE S1AP ID
	M
	
	INTEGER (0..4095)
	MME UE S1AP ID allocated at the MME


	–
	–

	> Aggregate Maximum Bit Rate
	O
	
	9.2.14
	
	YES
	reject

	> SAE Bearers To Be Setup List
	M
	
	
	
	–
	–

	>> SAE Bearer Info
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	ignore

	>>> SAE Bearer ID
	M
	
	BIT STRING (SIZE (8))
	
	–
	–

	>>> SAE Bearer Level QoS Parameters
	M
	
	9.2.11
	Inlcudes necessary QoS parameters 
	–
	–

	>>> DL Forwarding 
	O
	
	9.2.7
	
	–
	–

	>>> UL GTP Tunnel Endpoint
	M
	
	9.2.1
	SGW tunnel endpoint. For delivery of UL PDUs
	–
	–

	>>> RB type (QCI)
	M
	
	INTEGER
	
	–
	–

	> RRC Context
	M
	
	OCTET STRING
	to transfer UE RAN context, details are FFS
	–
	–

	>Serving PLMN
	O
	
	9.2.6
	
	–
	–

	>Handover Restriction List
	O
	
	9.2.5
	
	–
	–

	UE History Information
	O
	
	9.2.3
	
	YES
	reject

	Trace activation
	O
	
	9.2.2
	
	YES
	ignore


Editors Note: The details of required IEs to transfer RRC context, security information, roaming restriction information, potentially some user plane related context, etc., are left FFS.

Editors Note: It has been identified that this message also needs to include information on how target eNB should contact MME.

//-----------------------the first change end------------
//-----------------------the second change begin------------
9.1.2
Messages for Global Procedures

9.1.2.1
LOAD INFORMATION

This message is sent by an eNodeB to neighbouring eNodeBs to transfer the Interference Overload Indication. Additional load information might be added to this message FFS.

Direction: eNodeB ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.15
	
	YES
	reject

	Cell Information
	
	1 to maxCellineNB
	
	
	EACH
	ignore

	>Cell ID
	M
	
	9.2.17
	
	-
	

	>Interference Overload Indication
	O
	
	OCTET STRING  
	Intercell interference indicator for each resource block (coding is FFS)
	-
	


//-----------------------the second change end------------
//-----------------------the third change begin------------
9.2.17
Cell Identifier (C-ID)
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	C-ID
	
	
	INTEGER (1.. 65535)
	
	-
	


The C-ID (Cell Identifier) is the identifier of a cell in one eNB.
//-----------------------the third change begin------------
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