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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

Introduction

Reduction of operational efforts and complexity are key drivers for RAN Long Term Evolution. One of the important aspects to this is that the system operability is improved under multi vendor environment. It is of importance that measurements and performance data of different vendors share the same “language.” Such alignment is easing ease network performance analyses and problem finding, and reduces efforts in maintaining the network at a properly working state.

It is also of interest to minimise operational effort by introducing self configuring and self optimising mechanisms. A self optimising function shall increase network performance and quality reacting to dynamic processes in the network.
 Especially in the early deployment phase, the efforts to set up and optimise are significant and traditionally lead to lengthy periods of getting an optimum and stable system setup. It is thus essential to have the necessary set of self configuration and self optimisation mechanisms already available when initial deployment starts.

As such, standardisation is asked to define the necessary measurements, procedures and open interfaces to support better operability under multi vendor environment. Such standardised functions shall also facilitate self configuration and self optimisation under multi vendor environment. Especially the interaction between self configuring/optimizing networks and O&M has to be considered.

1
Scope

The present document shall provide descriptions (use cases) about the envisioned functionalities with regards to self configuring and self optimizing networks. Furthermore parameters, common for all implementations (e.g. addresses, network identifiers, and broadcast parameters) to be configured in the eNodeB shall be gathered including identified measurements, and performance data necessary to achieve the described functionality.

The scope of the self configuring and self optimizing functionality should be to allow autonomous configuration and optimization of network entities across different vendors, in macro cellular network deployments as well in home eNodeB deployments.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

 [1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

3.2
Symbols

For the purposes of the present document, the following symbols apply:

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

<ACRONYM>
<Explanation>

4
Description of envisioned self configuring and self optimizing functionality, Use cases

4.1
< first topic >

4.1.1
Use Case description

4.1.2
Solution Description

4.1.2.1 Input data, definition of Measurements or Performance data

4.1.2.2 Output, influenced entities and parameter

4.1.2.3 Impacted specifications, procedure interactions and interfaces
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