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8.4.5

Handover Cancellation

8.4.5.1
General

The purpose of the Handover Cancel procedure is to enable a source eNB to cancel an ongoing handover. The Handover Cancel procedure may be initiated by the source eNB during and after the Handover Preparation procedure if either of the following conditions is fulfilled: 

· the source eNB has not yet initiated the execution of the handover via the Uu interface

· after having initiated the execution of the handover, the UE has returned to the source eNB by transmitting an RRC message which indicates that the UE considers the source eNB as its serving eNB
· the source eNB decides to perform handover of a UE to a target eNB different with the one which a Handover Preparation procedure for the same UE has already started or not finalised yet
The procedure uses UE-associated logical S1-connection. 


********** NEXT CHANGE ***********
9.1.4.6
UE CONTEXT RELEASE COMMAND

This message is sent by the MME to request the release of the UE-associated S1-logical connection over the S1 interface.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	O
	
	9.2.3.4
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore



********** NEXT CHANGE ***********
9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

ASN.1 not affected

-- **************************************************************

--

-- UE Context Release Command
--

-- **************************************************************

UEContextReleaseCommand ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextReleaseCommand-IEs}},


...

}

UEContextReleaseCommand-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE optional} |

{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |

{ ID id-Cause




CRITICALITY ignore
TYPE Cause





PRESENCE mandatory} ,


...

}
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