Page 1



3GPP TSG-RAN3 Meeting #60 
(
R3-081232
Kansas City, Missouri, US, 5th – 9th May 2008
	CR-Form-v9.3

	CHANGE REQUEST

	

	(

	36.413
	CR
	0085
	(

rev
	-
	(

Current version:
	8.1.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:
(

	The Message Structure IE is Strike Back

	
	

	Source to WG:
(

	Nortel

	Source to TSG:
(

	R3

	
	

	Work item code:
(

	LTE-Interface
	
	Date: (

	04/05/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)

	
	

	Reason for change:
(

	During last RAN3 it was agreed to remove the repetition number IE and message structure IE for the Error Indication according some additional checking. 
The Message Structure IE describes the structure where the not understood or missing IE was detected. It seems beneficial for a automat detection of the missing IE to known where the IE are missing to better analyse the message failed.
From common understanding it always better to known something missing and where instead of investigate if something missing and investigate where …

	
	

	Summary of change:
(

	Introduction back of the message structure IE.

	
	

	Consequences if 
(

not approved:
	Lack of information on not understood or missing IE was detected.

	
	

	Clauses affected:
(

	9.2.1.21, 9.2.x.d, 9.3.4,  10.3.4,10.3.5 

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	36.423

	affected:
	
	x
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	


9.2.1.21
Criticality Diagnostics
The Criticality Diagnostics IE is sent by the eNB or the MME when parts of a received message have not been comprehended or were missing, or if the message contained logical errors. When applicable, it contains information about which IEs were not comprehended or were missing.
For further details on how to use the Criticality Diagnostics IE, (see Annex A.2 – FFS). 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Criticality Diagnostics
	
	
	
	

	>Procedure Code
	O
	
	INTEGER (0..255)
	Procedure Code is to be used if Criticality Diagnostics is part of Error Indication procedure, and not within the response message of the same procedure that caused the error

	>Triggering Message 
	O
	
	ENUMERATED(initiating message, successful outcome, unsuccessful outcome, outcome)
	The Triggering Message is used only if the Criticality Diagnostics is part of Error Indication procedure. 

	>Procedure Criticality 
	O
	
	ENUMERATED(reject, ignore, notify)
	This Procedure Criticality is used for reporting the Criticality of the Triggering message (Procedure).

	Information Element Criticality Diagnostics
	
	0 to <maxnoof errors>
	
	

	>IE Criticality 
	M
	
	ENUMERATED(reject, ignore, notify)
	The IE Criticality is used for reporting the criticality of the triggering IE. The value 'ignore' shall  not be used.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of the not understood or missing IE 

	>Type of Error
	M
	
	ENUMERATED(not understood, missing, …)
	

	>Message Structure
	O
	
	9.2.x.d
	The Message Structure IE describes the structure where the not understood or missing IE was detected.

This IE is included if the not understood IE is not the top level of the message.


	Range bound
	Explanation

	maxnooferrors
	Maximum no. of IE errors allowed to be reported with a single message. The value for maxnooferrors is 256.


	***************** Partially Omitted *****************


9.2.x.d  Message Structure
The Message Structure IE gives information for each level with assigned criticality in a hierarchical message structure from top level down to the lowest level above the reported level for the occurred error (reported in the Information Element Criticality Diagnostics IE).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Message structure
	
	1 to <maxnooflevels>
	
	The first repetition of the Message Structure IE corresponds to the top level of the message. The last repetition of the Message Structure IE corresponds to the level above the reported level for the occurred error of the message.

	>IE ID
	M
	
	INTEGER (0..65535)
	The IE ID of this level’s IE containing the not understood or missing IE.


	Range bound
	Explanation

	maxnooflevels
	Maximum no. of message levels to report.  The value for maxnooflevels is 256.


	***************** Partially Omitted *****************


9.3
Message and Information Element Abstract Syntax (with ASN.1)

9.3.0
General

S1AP ASN.1 definition conforms with [4] and [5].
The ASN.1 definition specifies the structure and content of S1AP messages. S1AP messages can contain any IEs specified in the object set definitions for that message without the order or number of occurrence being restricted by ASN.1. However, for this version of the standard, a sending entity shall construct a S1AP message according to the PDU definitions module and with the following additional rules (Note that in the following IE means an IE in the object set with an explicit id. If one IE needed to appear more than once in one object set, then the different occurrences have different IE ids):

· IEs shall be ordered (in an IE container) in the order they appear in object set definitions..

· Object set definitions specify how many times IEs may appear. An IE shall appear exactly once if the presence field in an object has value "mandatory". An IE may appear at most once if the presence field in an object has value "optional" or "conditional". If in a tabular format there is multiplicity specified for an IE (i.e. an IE list) then in the corresponding ASN.1 definition the list definition is separated into two parts. The first part defines an IE container list where the list elements reside. The second part defines list elements. The IE container list appears as an IE of its own. For this version of the standard an IE container list may contain only one kind of list elements.

If a S1AP message that is not constructed as defined above is received, this shall be considered as Abstract Syntax Error, and the message shall be handled as defined for Abstract Syntax Error in subclause 10.3.6.

Subclause 9.3 presents the Abstract Syntax of S1AP protocol with ASN.1. In case there is contradiction between the ASN.1 definition in this subclause and the tabular format in subclause 9.1 and 9.2, the ASN.1 shall take precedence, except for the definition of conditions for the presence of conditional elements, where the tabular format shall take precedence.

9.3.1
Usage of private message mechanism for non-standard use

The private message mechanism for non-standard use may be used:

-
for special operator- (and/or vendor) specific features considered not to be part of the basic functionality, i.e. the functionality required for a complete and high-quality specification in order to guarantee multivendor interoperability;

-
by vendors for research purposes, e.g. to implement and evaluate new algorithms/features before such features are proposed for standardisation.

The private message mechanism shall not be used for basic functionality. Such functionality shall be standardised.
9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

S1AP-PDU-Descriptions  { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Descriptions (0)}

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureCode

FROM S1AP-CommonDataTypes


HandoverRequired,


HandoverCommand,


HandoverPreparationFailure,


HandoverRequest,


HandoverRequestAcknowledge,


HandoverFailure,


HandoverNotify,


PathSwitchRequest,


PathSwitchRequestAcknowledge,


PathSwitchRequestFailure,



SAEBearerSetupRequest,


SAEBearerSetupResponse,


SAEBearerModifyRequest,


SAEBearerModifyResponse,


SAEBearerReleaseCommand,


SAEBearerReleaseComplete,


SAEBearerReleaseRequest,


InitialContextSetupRequest,


InitialContextSetupResponse,


InitialContextSetupFailure,


Paging,


DownlinkNASTransport,


InitialUEMessage,


UplinkNASTransport,


HandoverCancel,


HandoverCancelAcknowledge,


Reset,


ResetAcknowledge,


ErrorIndication,


NASNonDeliveryIndication,


S1SetupRequest,


S1SetupResponse,


S1SetupFailure,


UEContextReleaseRequest

FROM S1AP-PDU-Contents


id-HandoverPreparation,


id-HandoverResourceAllocation,


id-HandoverNotification,


id-PathSwitchRequest,


id-SAEBearerSetup,


id-SAEBearerModify,


id-SAEBearerRelease,


id-SAEBearerReleaseRequest,


id-InitialContextSetup,


id-Paging,


id-downlinkNASTransport,


id-initialUEMessage,


id-uplinkNASTransport,


id-HandoverCancel,


id-Reset,


id-ErrorIndication,


id-NASNonDeliveryIndication,


id-S1Setup,


id-UEContextReleaseRequest

FROM S1AP-Constants;

-- **************************************************************

--

-- Interface Elementary Procedure Class

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURE ::= CLASS {


&InitiatingMessage



,


&SuccessfulOutcome



OPTIONAL,


&UnsuccessfulOutcome



OPTIONAL,


&procedureCode


ProcedureCode 
UNIQUE,


&criticality


Criticality 
DEFAULT ignore

}

WITH SYNTAX {


INITIATING MESSAGE

&InitiatingMessage


[SUCCESSFUL OUTCOME

&SuccessfulOutcome]


[UNSUCCESSFUL OUTCOME

&UnsuccessfulOutcome]


PROCEDURE CODE



&procedureCode


[CRITICALITY


&criticality]

}

-- **************************************************************

--

-- Interface PDU Definition

--

-- **************************************************************

S1AP-PDU ::= CHOICE {


initiatingMessage
InitiatingMessage,


successfulOutcome
SuccessfulOutcome,


unsuccessfulOutcome
UnsuccessfulOutcome,


...

}

InitiatingMessage ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&InitiatingMessage
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

SuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&SuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

UnsuccessfulOutcome ::= SEQUENCE {


procedureCode
S1AP-ELEMENTARY-PROCEDURE.&procedureCode
({S1AP-ELEMENTARY-PROCEDURES}),


criticality
S1AP-ELEMENTARY-PROCEDURE.&criticality

({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode}),


value

S1AP-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome
({S1AP-ELEMENTARY-PROCEDURES}{@procedureCode})

}

-- **************************************************************

--

-- Interface Elementary Procedure List

--

-- **************************************************************

S1AP-ELEMENTARY-PROCEDURES S1AP-ELEMENTARY-PROCEDURE ::= {


S1AP-ELEMENTARY-PROCEDURES-CLASS-1

|


S1AP-ELEMENTARY-PROCEDURES-CLASS-2,



...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-1 S1AP-ELEMENTARY-PROCEDURE ::= {


handoverPreparation



|


handoverResourceAllocation

|


pathSwitchRequest 



|


sAEbearerSetup




|


sAEbearerModify




|


sAEbearerRelease



|


initialContextSetup



|


handoverCancel




|


reset






|


s1Setup,


...

}

S1AP-ELEMENTARY-PROCEDURES-CLASS-2 S1AP-ELEMENTARY-PROCEDURE ::= {



handoverNotification


|


sAEbearerReleaseRequest


|


paging 






|


downlinkNASTransport





|


initialUEMessage






|


uplinkNASTransport



|


errorIndication




|

nASNonDeliveryIndication

|


uEContextReleaseRequest


,


...

}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

handoverPreparation S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverRequired


SUCCESSFUL OUTCOME
HandoverCommand


UNSUCCESSFUL OUTCOME
HandoverPreparationFailure


PROCEDURE CODE


id-HandoverPreparation


CRITICALITY

reject
}

handoverResourceAllocation S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverRequest


SUCCESSFUL OUTCOME
HandoverRequestAcknowledge


UNSUCCESSFUL OUTCOME
HandoverFailure


PROCEDURE CODE


id-HandoverResourceAllocation


CRITICALITY

reject
}

handoverNotification S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverNotify


PROCEDURE CODE


id-HandoverNotification


CRITICALITY

reject
}

pathSwitchRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
PathSwitchRequest


SUCCESSFUL OUTCOME
PathSwitchRequestAcknowledge


UNSUCCESSFUL OUTCOME
PathSwitchRequestFailure


PROCEDURE CODE


id-PathSwitchRequest


CRITICALITY

reject
}

sAEbearerSetup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerSetupRequest


SUCCESSFUL OUTCOME
SAEBearerSetupResponse


PROCEDURE CODE

id-SAEBearerSetup


CRITICALITY

reject
}

sAEbearerModify S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerModifyRequest


SUCCESSFUL OUTCOME
SAEBearerModifyResponse


PROCEDURE CODE

id-SAEBearerModify


CRITICALITY

reject
}

sAEbearerRelease S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerReleaseCommand


SUCCESSFUL OUTCOME
SAEBearerReleaseComplete


PROCEDURE CODE

id-SAEBearerRelease


CRITICALITY

reject
}

sAEbearerReleaseRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
SAEBearerReleaseRequest


PROCEDURE CODE

id-SAEBearerReleaseRequest


CRITICALITY

ignore

}

initialContextSetup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
InitialContextSetupRequest


SUCCESSFUL OUTCOME
InitialContextSetupResponse


UNSUCCESSFUL OUTCOME InitialContextSetupFailure


PROCEDURE CODE

id-InitialContextSetup


CRITICALITY

reject
}

uEContextReleaseRequest S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UEContextReleaseRequest


PROCEDURE CODE


id-UEContextReleaseRequest


CRITICALITY



ignore

}

paging S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Paging


PROCEDURE CODE

id-Paging


CRITICALITY


ignore

}

downlinkNASTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

DownlinkNASTransport


PROCEDURE CODE


id-downlinkNASTransport


CRITICALITY



ignore

}

initialUEMessage S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

InitialUEMessage


PROCEDURE CODE


id-initialUEMessage


CRITICALITY



ignore

}

uplinkNASTransport S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

UplinkNASTransport


PROCEDURE CODE


id-uplinkNASTransport


CRITICALITY



ignore

}

nASNonDeliveryIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

NASNonDeliveryIndication


PROCEDURE CODE


id-NASNonDeliveryIndication


CRITICALITY



ignore

}

handoverCancel S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
HandoverCancel


SUCCESSFUL OUTCOME
HandoverCancelAcknowledge


PROCEDURE CODE


id-HandoverCancel


CRITICALITY

reject
}

reset S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
Reset


SUCCESSFUL OUTCOME
ResetAcknowledge


PROCEDURE CODE

id-Reset


CRITICALITY


reject
}

errorIndication S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE
ErrorIndication


PROCEDURE CODE

id-ErrorIndication


CRITICALITY

ignore

}

s1Setup S1AP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

S1SetupRequest


SUCCESSFUL OUTCOME

S1SetupResponse


UNSUCCESSFUL OUTCOME 
S1SetupFailure


PROCEDURE CODE


id-S1Setup


CRITICALITY



reject
}

END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AggregateMaximumBitrate,


MME-UE-S1AP-ID,


ENB-UE-S1AP-ID,


HandoverType,


Cause,


SourceID,


TargetID,


SourceeNodeB-ToTargeteNodeB-TransparentContainer,


SourceRNC-ToTargetRNC-TransparentContainer,


SourceBSS-ToTargetBSS-TransparentContainer,


TargeteNodeB-ToSourceeNodeB-TransparentContainer,


TargetRNC-ToSourceRNC-TransparentContainer,


TargetBSS-ToSourceBSS-TransparentContainer,



SAE-Bearer-ID,


TransportLayerAddress,


GTP-TEID,


SAE-BearerLevelQoSParameters,


SAEBearerList,


Cause,


TraceActivation,


NAS-PDU,


UserDataType,


SecurityInformation,


S-TMSI,


PagingDRX,


PagingCause,


TAId,


CriticalityDiagnostics,


ENB-ID,


ENBname,


MMEname,


NRIs,


ServedPLMNs,


SupportedTAIs,


TimeToWait,


HandoverRestrictionList,


PLMNidentity

FROM S1AP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


S1AP-PRIVATE-IES,


S1AP-PROTOCOL-EXTENSION,


S1AP-PROTOCOL-IES,


S1AP-PROTOCOL-IES-PAIR

FROM S1AP-Containers


id-aggregateMaximumBitrate,


id-Cause,


id-CriticalityDiagnostics,


id-ENB-ID,


id-eNBname,


id-eNB-UE-S1AP-ID, 


id-GERANtoLTEHOInformationReq,


id-GERANtoLTEHOInformationRes,


id-HandoverRestrictionList,


id-HandoverType,


id-InitialContextSetup,


id-Intra-LTEHOInformationReq,


id-Intra-LTEHOInformationRes,


id-LTEtoGERANHOInformationReq,


id-LTEtoGERANHOInformationRes,


id-LTEtoUTRANHOInformationReq,


id-LTEtoUTRANHOInformationRes,


id-MMEname,


id-MME-UE-S1AP-ID,


id-NAS-PDU,


id-NRIs,


id-pagingCause,


id-pagingDRX,


id-ServingPLMN,


id-SAEBearerAdmittedItem,


id-SAEBearerAdmittedList,


id-SAEBearerDataForwardingItem,


id-SAEBearerFailedToModifyList,


id-SAEBearerFailedToReleaseList,


id-SAEBearerFailedtoSetupItemHOReqAck,


id-SAEBearerFailedToSetupListBearerSURes,


id-SAEBearerFailedToSetupListCtxtSURes,


id-SAEBearerFailedToSetupListHOReqAck,


id-SAEBearerModify,


id-SAEBearerModifyItemBearerModRes,


id-SAEBearerModifyListBearerModRes,


id-SAEBearerRelease,


id-SAEBearerReleaseItemBearerRelComp,


id-SAEBearerReleaseItemHOCmd,


id-SAEBearerReleaseListBearerRelComp,


id-SAEBearerReleaseRequest,


id-SAEBearerSetup,


id-SAEBearerSetupItemBearerSURes,


id-SAEBearerSetupItemCtxtSURes,

id-SAEBearerSetupListBearerSURes,

id-SAEBearerSetupListCtxtSURes,


id-SAEBearerSubjecttoDataForwardingList,


id-SAEBearerToBeModifiedItemBearerModReq,


id-SAEBearerToBeModifiedListBearerModReq,


id-SAEBearerToBeReleasedList,


id-SAEBearerToBeSetupItemBearerSUReq,


id-SAEBearerToBeSetupItemCtxtSUReq,


id-SAEBearerToBeSetupItemHOReq,


id-SAEBearerToBeSetupListBearerSUReq,


id-SAEBearerToBeSetupListCtxtSUReq,


id-SAEBearerToBeSetupListHOReq,


id-SAEBearerToBeSwitchedDLItem,


id-SAEBearerToBeSwitchedDLList,


id-SAEBearertoReleaseListHOCmd,


id-Security-Information,


id-ServedPLMNs,

id-SourceID,


id-s-TMSI,


id-SupportedTAIs,


id-TAId,


id-TAIdItem,


id-TAIdList,


id-TargetID,


id-TimeToWait,


id-TraceActivation,


id-UTRANtoLTEHOInformationReq,


id-UTRANtoLTEHOInformationRes,


maxnoofTAI,


maxNrOfErrors,


maxNrOfSAEBs

FROM S1AP-Constants;

-- **************************************************************

--

-- Common Container Lists

--

-- **************************************************************

SAEB-IE-ContainerList                  { S1AP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfSAEBs,   {IEsSetParam} }

SAEB-IE-ContainerPairList              { S1AP-PROTOCOL-IES-PAIR : IEsSetParam }
::= ProtocolIE-ContainerPairList { 1, maxNrOfSAEBs,   {IEsSetParam} }

ProtocolError-IE-ContainerList        { S1AP-PROTOCOL-IES      : IEsSetParam }
::= ProtocolIE-ContainerList     { 1, maxNrOfSAEBs,   {IEsSetParam} }

-- **************************************************************

--

-- HANDOVER PREPARATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Required

--

-- **************************************************************

HandoverRequired ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverRequiredIEs} },


...

}

HandoverRequiredIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SourceID



CRITICALITY ignore
TYPE SourceID
 



PRESENCE mandatory
} |


{ ID id-TargetID



CRITICALITY reject
TYPE TargetID
 



PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationReq


CRITICALITY reject
TYPE Intra-LTEHOInformationReq

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-LTEtoUTRANHOInformationReq


CRITICALITY reject
TYPE LTEtoUTRANHOInformationReq


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoUTRAN” --

} |


{ ID id-LTEtoGERANHOInformationReq









CRITICALITY reject
TYPE LTEtoGERANHOInformationReq PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoGERAN” --











},


...

}

Intra-LTEHOInformationReq ::= SEQUENCE {


sourceeNodeB-ToTargeteNodeB-TransparentContainer




SourceeNodeB-ToTargeteNodeB-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {Intra-LTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

Intra-LTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoUTRANHOInformationReq ::= SEQUENCE {


sourceRNC-ToTargetRNC-TransparentContainer




SourceRNC-ToTargetRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoUTRANHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

LTEtoUTRANHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoGERANHOInformationReq ::= SEQUENCE {


sourceBSS-ToTargetBSS-TransparentContainer




SourceBSS-ToTargetBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoGERANHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

LTEtoGERANHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Command

--

-- **************************************************************

HandoverCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container { { HandoverCommandIEs} },


...

}

HandoverCommandIEs S1AP-PROTOCOL-IES ::= {



{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-SAEBearerSubjecttoDataForwardingList




CRITICALITY ignore
TYPE SAEBearerSubjecttoDataForwardingList

 


PRESENCE mandatory
} |


{ ID id-SAEBearertoReleaseListHOCmd




CRITICALITY ignore
TYPE SAEBearertoReleaseListHOCmd

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationRes


CRITICALITY reject
TYPE Intra-LTEHOInformationRes

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-LTEtoUTRANHOInformationRes


CRITICALITY reject
TYPE LTEtoUTRANHOInformationRes


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoUTRAN” --

} |


{ ID id-LTEtoGERANHOInformationRes









CRITICALITY reject
TYPE LTEtoGERANHOInformationRes PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “LTEtoGERAN” --











},


...

}

SAEBearerSubjecttoDataForwardingList ::= SAEB-IE-ContainerList { {SAEBearerDataForwardingItemIEs} }

SAEBearerDataForwardingItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerDataForwardingItem


CRITICALITY ignore
TYPE SAEBearerDataForwardingItem


PRESENCE mandatory
},


...

}

SAEBearerDataForwardingItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerDataForwardingItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerDataForwardingItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearertoReleaseListHOCmd




::= SAEB-IE-ContainerList { {SAEBearerReleaseItemHOCmdIEs} }

SAEBearerReleaseItemHOCmdIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerReleaseItemHOCmd


CRITICALITY ignore
TYPE SAEBearerReleaseItemHOCmd


PRESENCE mandatory
},


...

}

SAEBearerReleaseItemHOCmd ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerReleaseItemHOCmd-ExtIEs} }


OPTIONAL,


...

}

SAEBearerReleaseItemHOCmd-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

Intra-LTEHOInformationRes ::= SEQUENCE {


targeteNodeB-ToSourceeNodeB-TransparentContainer




TargeteNodeB-ToSourceeNodeB-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {Intra-LTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

Intra-LTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoUTRANHOInformationRes ::= SEQUENCE {


targetRNC-ToSourceRNC-TransparentContainer




TargetRNC-ToSourceRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoUTRANHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

LTEtoUTRANHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

LTEtoGERANHOInformationRes ::= SEQUENCE {


targetBSS-ToSourceBSS-TransparentContainer




TargetBSS-ToSourceBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {LTEtoGERANHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

LTEtoGERANHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Preparation Failure

--

-- **************************************************************

HandoverPreparationFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverPreparationFailureIEs} },


...

}

HandoverPreparationFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- HANDOVER RESOURCE ALLOCATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Request

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestIEs} },


...

}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SAEBearerToBeSetupListHOReq




CRITICALITY reject
TYPE SAEBearerToBeSetupListHOReq

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationReq


CRITICALITY reject
TYPE Intra-LTEHOInformationReq

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationReq


CRITICALITY reject
TYPE UTRANtoLTEHOInformationReq


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationReq









CRITICALITY reject
TYPE GERANtoLTEHOInformationReq PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











} |


{ ID id-ServingPLMN

CRITICALITY reject
TYPE PLMNidentity
PRESENCE optional } |


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
},


...

}

SAEBearerToBeSetupListHOReq 




::= SAEB-IE-ContainerList { {SAEBearerToBeSetupItemHOReqIEs} }

SAEBearerToBeSetupItemHOReqIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemHOReq


CRITICALITY ignore
TYPE SAEBearerToBeSetupItemHOReq


PRESENCE mandatory
},


...

}

SAEBearerToBeSetupItemHOReq ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,


sAE-BearerlevelQosParameters



SAE-BearerLevelQoSParameters,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemHOReq-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSetupItemHOReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationReq ::= SEQUENCE {


sourceRNC-ToTargetRNC-TransparentContainer




SourceRNC-ToTargetRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationReq ::= SEQUENCE {


sourceBSS-ToTargetBSS-TransparentContainer




SourceBSS-ToTargetBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Request Acknowledge

--

-- **************************************************************

HandoverRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestAcknowledgeIEs} },


...

}

HandoverRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-SAEBearerAdmittedList




CRITICALITY reject
TYPE SAEBearerAdmittedList

 


PRESENCE mandatory
} |


{ ID id-SAEBearerFailedToSetupListHOReqAck




CRITICALITY ignore
TYPE SAEBearerFailedtoSetupListHOReqAck

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationRes


CRITICALITY reject
TYPE Intra-LTEHOInformationRes

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationRes


CRITICALITY reject
TYPE LTEtoUTRANHOInformationRes


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationRes









CRITICALITY reject
TYPE LTEtoGERANHOInformationRes PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











},


...

}

SAEBearerAdmittedList 




::= SAEB-IE-ContainerList { {SAEBearerAdmittedItemIEs} }

SAEBearerAdmittedItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerAdmittedItem


CRITICALITY ignore
TYPE SAEBearerAdmittedItem


PRESENCE mandatory
},


...

}

SAEBearerAdmittedItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerAdmittedItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerAdmittedItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearerFailedtoSetupListHOReqAck 




::= SAEB-IE-ContainerList { {SAEBearerFailedtoSetupItemHOReqAckIEs} }

SAEBearerFailedtoSetupItemHOReqAckIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerFailedtoSetupItemHOReqAck


CRITICALITY ignore
TYPE SAEBearerFailedToSetupItemHOReqAck


PRESENCE mandatory
},


...

}

SAEBearerFailedToSetupItemHOReqAck ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


cause



Cause,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerFailedToSetupItemHOReqAckExtIEs} }


OPTIONAL,


...

}

SAEBearerFailedToSetupItemHOReqAckExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationRes ::= SEQUENCE {


targetRNC-ToSourceRNC-TransparentContainer




TargetRNC-ToSourceRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationRes ::= SEQUENCE {


targetBSS-ToSourceBSS-TransparentContainer




TargetBSS-ToSourceBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationRes-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationRes-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Handover Failure

--

-- **************************************************************

HandoverFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverFailureIEs} },


...

}

HandoverFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- HANDOVER NOTIFICATION ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Notify

--

-- **************************************************************

HandoverNotify ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverNotifyIEs} },


...

}

HandoverNotifyIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- PATH SWITCH REQUEST ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Path Switch Request

--

-- **************************************************************

PathSwitchRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestIEs} },


...

}

PathSwitchRequestIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-SAEBearerToBeSwitchedDLList




CRITICALITY reject
TYPE SAEBearerToBeSwitchedDLList

 


PRESENCE mandatory
},


...

}

SAEBearerToBeSwitchedDLList 




::= SAEB-IE-ContainerList { {SAEBearerToBeSwitchedDLItemIEs} }

SAEBearerToBeSwitchedDLItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSwitchedDLItem


CRITICALITY ignore
TYPE SAEBearerToBeSwitchedDLItem


PRESENCE mandatory
},


...

}

SAEBearerToBeSwitchedDLItem ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { { SAEBearerToBeSwitchedDLItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSwitchedDLItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Path Switch Request Acknowledge

--

-- **************************************************************

PathSwitchRequestAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestAcknowledgeIEs} },


...

}

PathSwitchRequestAcknowledgeIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Path Switch Request Failure

--

-- **************************************************************

PathSwitchRequestFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { PathSwitchRequestFailureIEs} },


...

}

PathSwitchRequestFailureIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY reject
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- HANDOVER CANCEL ELEMTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Handover Cancel

--

-- **************************************************************

HandoverCancel ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverCancelIEs} },


...

}

HandoverCancelIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Handover Cancel Request Acknowledge

--

-- **************************************************************

HandoverCancelAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { HandoverCancelAcknowledgeIEs} },


...

}

HandoverCancelAcknowledgeIEs S1AP-PROTOCOL-IES ::= {



{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-eNB-UE-S1AP-ID




CRITICALITY reject
TYPE ENB-UE-S1AP-ID

 


PRESENCE mandatory
},


...

}
-- **************************************************************

--

-- SAE BEARER SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Setup Request

--

-- **************************************************************

SAEBearerSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerSetupRequestIEs} },


...

}

SAEBearerSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeSetupListBearerSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListBearerSUReq
 
PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerToBeSetupListBearerSUReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeSetupItemBearerSUReqIEs} }

SAEBearerToBeSetupItemBearerSUReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemBearerSUReq
 CRITICALITY reject 
TYPE SAEBearerToBeSetupItemBearerSUReq 
PRESENCE mandatory },


...

}

SAEBearerToBeSetupItemBearerSUReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


sAE-BearerlevelQoSParameters




SAE-BearerLevelQoSParameters,




transportLayerAddress 


TransportLayerAddress,


gTP-TEID




GTP-TEID,


userDataType 




UserDataType,
-- FFS


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemBearerSUReqExtIEs} } OPTIONAL,


...

}

SAEBearerToBeSetupItemBearerSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE Bearer Setup Response

--

-- **************************************************************

SAEBearerSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerSetupResponseIEs} },


...

}

SAEBearerSetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerSetupListBearerSURes



CRITICALITY reject
TYPE SAEBearerSetupListBearerSURes


PRESENCE optional
}|


{ ID id-SAEBearerFailedToSetupListBearerSURes

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerSetupListBearerSURes ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerSetupItemBearerSUResIEs} }

SAEBearerSetupItemBearerSUResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerSetupItemBearerSURes
 CRITICALITY reject 
TYPE SAEBearerSetupItemBearerSURes 
PRESENCE mandatory },


...

}

SAEBearerSetupItemBearerSURes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


transportLayerAddress 


TransportLayerAddress,


gTP-TEID




GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerSetupItemBearerSUResExtIEs} } OPTIONAL,


...

}

SAEBearerSetupItemBearerSUResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE BEARER MODIFY ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Modify Request

--

-- **************************************************************

SAEBearerModifyRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerModifyRequestIEs} },


...

}

SAEBearerModifyRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeModifiedListBearerModReq

CRITICALITY reject
TYPE SAEBearerToBeModifiedListBearerModReq
 
PRESENCE mandatory
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerToBeModifiedListBearerModReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeModifiedItemBearerModReqIEs} }

SAEBearerToBeModifiedItemBearerModReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeModifiedItemBearerModReq
 CRITICALITY reject 
TYPE SAEBearerToBeModifiedItemBearerModReq 
PRESENCE mandatory },


...

}

SAEBearerToBeModifiedItemBearerModReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


sAE-BearerLevelQoSParameters




SAE-BearerLevelQoSParameters,




iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeModifyItemBearerModReqExtIEs} } OPTIONAL,


...

}

SAEBearerToBeModifyItemBearerModReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE Bearer Modify Response

--

-- **************************************************************

SAEBearerModifyResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerModifyResponseIEs} },


...

}

SAEBearerModifyResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerModifyListBearerModRes



CRITICALITY ignore
TYPE SAEBearerModifyListBearerModRes

PRESENCE optional
}|


{ ID id-SAEBearerFailedToModifyList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE mandatory},


...

}

SAEBearerModifyListBearerModRes ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerModifyItemBearerModResIEs} }

SAEBearerModifyItemBearerModResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerModifyItemBearerModRes
 CRITICALITY reject 
TYPE SAEBearerModifyItemBearerModRes 
PRESENCE mandatory },


...

}

SAEBearerModifyItemBearerModRes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerModifyItemBearerModResExtIEs} } OPTIONAL,


...

}

SAEBearerModifyItemBearerModResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE BEARER RELEASE ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Release Command

--

-- **************************************************************

SAEBearerReleaseCommand ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerReleaseCommandIEs} },


...

}

SAEBearerReleaseCommandIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeReleasedList

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
},


...

}

-- **************************************************************

--

-- SAE Bearer Release Complete

--

-- **************************************************************

SAEBearerReleaseComplete ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { { SAEBearerReleaseCompleteIEs } },


...

}

SAEBearerReleaseCompleteIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerReleaseListBearerRelComp



CRITICALITY ignore
TYPE SAEBearerReleaseListBearerRelComp

PRESENCE optional
}|


{ ID id-SAEBearerFailedToReleaseList

CRITICALITY ignore
TYPE SAEBearerList



PRESENCE optional
},


...

}

SAEBearerReleaseListBearerRelComp ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerReleaseItemBearerRelCompIEs} }

SAEBearerReleaseItemBearerRelCompIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerReleaseItemBearerRelComp
 CRITICALITY reject 
TYPE SAEBearerReleaseItemBearerRelComp 
PRESENCE mandatory },


...

}

SAEBearerReleaseItemBearerRelComp ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerReleaseItemBearerRelCompExtIEs} } OPTIONAL,


...

}

SAEBearerReleaseItemBearerRelCompExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- SAE BEARER RELEASE REQUEST ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- SAE Bearer Release Request

--

-- **************************************************************

SAEBearerReleaseRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {SAEBearerReleaseRequestIEs} },


...

}

SAEBearerReleaseRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY ignore
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY ignore
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerToBeReleasedList

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
},


...

}

-- **************************************************************

--

-- INITIAL CONTEXT SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial Context Setup Request

--

-- **************************************************************

InitialContextSetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupRequestIEs} },


...

}

InitialContextSetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-aggregateMaximumBitrate

CRITICALITY reject
TYPE AggregateMaximumBitrate

PRESENCE optional
}|


{ ID id-SAEBearerToBeSetupListCtxtSUReq


CRITICALITY reject
TYPE SAEBearerToBeSetupListCtxtSUReq
 
PRESENCE mandatory
}|


{ ID id-Security-Information

CRITICALITY ignore
TYPE SecurityInformation

PRESENCE mandatory
}|


{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
}|


{ ID id-ServingPLMN




CRITICALITY reject
TYPE PLMNidentity
PRESENCE optional } |


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
}|


{ ID id-NAS-PDU



CRITICALITY ignore
TYPE NAS-PDU
 

PRESENCE optional},


...

}

-- **************************************************************

--

-- UE CONTEXT RELEASE REQUEST

--

-- **************************************************************

UEContextReleaseRequest ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UEContextReleaseRequest-IEs}},


...

}

UEContextReleaseRequest-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause



PRESENCE mandatory} ,


...

}

SAEBearerToBeSetupListCtxtSUReq ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerToBeSetupItemCtxtSUReqIEs} }

SAEBearerToBeSetupItemCtxtSUReqIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemCtxtSUReq
 CRITICALITY reject 
TYPE SAEBearerToBeSetupItemCtxtSUReq 
PRESENCE mandatory },


...

}

SAEBearerToBeSetupItemCtxtSUReq ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


sAE-BearerlevelQoSParameters




SAE-BearerLevelQoSParameters,




transportLayerAddress 


TransportLayerAddress,


gTP-TEID


GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemCtxtSUReqExtIEs} } OPTIONAL,


...

}

SAEBearerToBeSetupItemCtxtSUReqExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Initial Context Setup Response

--

-- **************************************************************

InitialContextSetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupResponseIEs} },


...

}

InitialContextSetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-SAEBearerSetupListCtxtSURes



CRITICALITY reject
TYPE SAEBearerSetupListCtxtSURes


PRESENCE optional
}|


{ ID id-SAEBearerFailedToSetupListCtxtSURes

CRITICALITY ignore
TYPE SAEBearerList




PRESENCE optional
},


...

}

SAEBearerSetupListCtxtSURes ::= SEQUENCE (SIZE(1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerSetupItemCtxtSUResIEs} }

SAEBearerSetupItemCtxtSUResIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerSetupItemCtxtSURes
 CRITICALITY reject 
TYPE SAEBearerSetupItemCtxtSURes 
PRESENCE mandatory },


...

}

SAEBearerSetupItemCtxtSURes ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


transportLayerAddress 


TransportLayerAddress,


gTP-TEID


GTP-TEID,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerSetupItemCtxtSUResExtIEs} } OPTIONAL,


...

}

SAEBearerSetupItemCtxtSUResExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Initial Context Setup Failure

--

-- **************************************************************

InitialContextSetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {InitialContextSetupFailureIEs} },


...

}

InitialContextSetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY reject
TYPE MME-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-eNB-UE-S1AP-ID



CRITICALITY reject
TYPE ENB-UE-S1AP-ID
 



PRESENCE mandatory
}|


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Paging

--

-- **************************************************************

Paging ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{PagingIEs}},


...

}

PagingIEs S1AP-PROTOCOL-IES ::= {


{ ID id-s-TMSI





CRITICALITY ignore
TYPE S-TMSI



PRESENCE mandatory
} |


{ ID id-pagingDRX




CRITICALITY ignore
TYPE PagingDRX


PRESENCE mandatory
} |


{ ID id-pagingCause




CRITICALITY ignore
TYPE PagingCause

PRESENCE mandatory
} |


{ ID id-TAIdList




CRITICALITY ignore
TYPE TAIdList

 
PRESENCE mandatory
},


...

}

TAIdList::= SEQUENCE (SIZE(1.. maxnoofTAI)) OF ProtocolIE-SingleContainer {{TAIdItemIEs}}

TAIdItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-TAIdItem
 CRITICALITY ignore

TYPE TAIdItem
PRESENCE mandatory },


...

}

TAIdItem ::= SEQUENCE {


tAId 






TAId, -- FFS


iE-Extensions




ProtocolExtensionContainer { {TAIdItemExtIEs} } OPTIONAL,


...

}

TAIdItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- DOWNLINK NAS TRANSPORT

--

-- **************************************************************

DownlinkNASTransport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{DownlinkNASTransport-IEs}},


...

}

DownlinkNASTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-NAS-PDU




CRITICALITY reject
TYPE NAS-PDU



PRESENCE mandatory} |


{ ID id-ServingPLMN




CRITICALITY reject
TYPE PLMNidentity
PRESENCE optional } |


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
},


...

}

-- **************************************************************

--

-- INITIAL UE MESSAGE

--

-- **************************************************************

InitialUEMessage ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{InitialUEMessage-IEs}},


...

}

InitialUEMessage-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-NAS-PDU




CRITICALITY reject
TYPE NAS-PDU



PRESENCE mandatory} |


{ ID id-TAId




CRITICALITY reject
TYPE TAId





PRESENCE mandatory},


...

}

-- **************************************************************

--

-- UPLINK NAS TRANSPORT

--

-- **************************************************************

UplinkNASTransport ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{UplinkNASTransport-IEs}},


...

}

UplinkNASTransport-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-NAS-PDU




CRITICALITY reject
TYPE NAS-PDU



PRESENCE mandatory} ,


...

}

-- **************************************************************

--

-- NAS NON DELIVERY INDICATION

--

-- **************************************************************

NASNonDeliveryIndication ::= SEQUENCE {


protocolIEs                     ProtocolIE-Container       {{NASNonDeliveryIndication-IEs}},


...

}

NASNonDeliveryIndication-IEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID


CRITICALITY reject
TYPE MME-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-eNB-UE-S1AP-ID


CRITICALITY reject
TYPE ENB-UE-S1AP-ID



PRESENCE mandatory} |


{ ID id-NAS-PDU




CRITICALITY ignore
TYPE NAS-PDU



PRESENCE mandatory} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause



PRESENCE mandatory} ,


...

}

-- **************************************************************

--

-- RESET ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Reset

--

-- **************************************************************

Reset ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetIEs} },


...

}

ResetIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- Reset Acknowledge

--

-- **************************************************************

ResetAcknowledge ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {ResetAcknowledgeIEs} },


...

}

ResetAcknowledgeIEs S1AP-PROTOCOL-IES ::= {


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics


PRESENCE optional
},


...

}

-- **************************************************************

--

-- ERROR INDICATION ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Error Indication

--

-- **************************************************************

ErrorIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ErrorIndicationIEs}},


...

}

ErrorIndicationIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID



CRITICALITY ignore
TYPE MME-UE-S1AP-ID



PRESENCE optional
} |


{ ID id-eNB-UE-S1AP-ID



CRITICALITY ignore
TYPE ENB-UE-S1AP-ID



PRESENCE optional
} |


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE optional
} |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional
} ,


...

}

-- **************************************************************

--

-- S1 SETUP ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- S1 Setup Request

--

-- **************************************************************

S1SetupRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupRequestIEs} },


...

}

S1SetupRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-ENB-ID



CRITICALITY reject
TYPE ENB-ID
 


PRESENCE mandatory
}|


{ ID id-eNBname



CRITICALITY ignore
TYPE ENBname


PRESENCE mandatory
}|


{ ID id-SupportedTAIs

CRITICALITY reject
TYPE SupportedTAIs
 
PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- S1 Setup Response

--

-- **************************************************************

S1SetupResponse ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupResponseIEs} },


...

}

S1SetupResponseIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MMEname



CRITICALITY ignore
TYPE MMEname
 

PRESENCE mandatory
}|


{ ID id-ServedPLMNs


CRITICALITY reject
TYPE ServedPLMNs

PRESENCE mandatory
}|


{ ID id-NRIs



CRITICALITY reject
TYPE NRIs



PRESENCE mandatory
},


...

}

-- **************************************************************

--

-- S1 Setup Failure

--

-- **************************************************************

S1SetupFailure ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {S1SetupFailureIEs} },


...

}

S1SetupFailureIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory
}|


{ ID id-TimeToWait




CRITICALITY ignore
TYPE TimeToWait




PRESENCE optional
},


...

}

END

9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-SAEBearerItem,


maxNrOfSAEBs,


maxNrOfInterfaces,


maxNrOfErrors,


maxnoofBPLMNs,


maxnoofNRIs,


maxnoofPLMNsPerMME,


maxnoofTAIs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTAIs
FROM S1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM S1AP-CommonDataTypes


ProtocolExtensionContainer{},


S1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


S1AP-PROTOCOL-IES

FROM S1AP-Containers;


-- A

AllocationRetentionPriority ::= SEQUENCE {


priorityLevel


PriorityLevel, 


iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationRetentionPriority-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

AggregateMaximumBitrate ::= SEQUENCE {


aggregateMaximumBitRateDL



SAE-Bearer-BitRate,


aggregateMaximumBitRateUL



SAE-Bearer-BitRate,


iE-Extensions






ProtocolExtensionContainer { {Aggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

Aggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- B

BPLMNs ::= SEQUENCE (SIZE(1.. maxnoofBPLMNs)) OF PLMNidentity

-- C

Cause ::= CHOICE {


radioNetwork

CauseRadioNetwork,


transport


CauseTransport,


protocol


CauseProtocol,


misc



CauseMisc,


...

}

CauseMisc ::= ENUMERATED {


control-processing-overload,


not-enough-user-plane-processing-resources,


hardware-failure,


om-intervention,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


abstract-syntax-error-falsely-constructed-message,


unspecified,


...

}

CauseRadioNetwork ::= ENUMERATED {


unspecified,


handover-triggered,


tx2relocoverall-expiry,


...

}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CGI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


cI



CI


}

CI




::= OCTET STRING (SIZE (2))

CriticalityDiagnostics ::= SEQUENCE {


procedureCode




ProcedureCode




OPTIONAL,


triggeringMessage



TriggeringMessage



OPTIONAL,


procedureCriticality


Criticality





OPTIONAL,


iEsCriticalityDiagnostics

CriticalityDiagnostics-IE-List 
OPTIONAL,


iE-Extensions




ProtocolExtensionContainer {{CriticalityDiagnostics-ExtIEs}} OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality


Criticality,



iE-ID




ProtocolIE-ID,



typeOfError 


TypeOfError



OPTIONAL,


MessageStructure

MessageStructure

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer {{CriticalityDiagnostics-IE-List-ExtIEs}} OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 



iE-ID




ProtocolIE-ID,



iE-Extensions


ProtocolExtensionContainer {{MessageStructure-ExtIEs}} OPTIONAL,



...


}

MessageStructure-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- D

-- E

ENB-UE-S1AP-ID



::= TBCD-STRING (SIZE (3))

ENB-ID






::= INTEGER (0..65535)

ENBname ::= OCTET STRING
EPLMNs ::= SEQUENCE (SIZE(1..maxnoofEPLMNs)) OF PLMNidentity
ExtendedRNC-ID




::= INTEGER (4096..65535)

-- F

ForbiddenInterRATs ::= ENUMERATED {


all,


geran,


utran,


...

}

ForbiddenTAs ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF ForbiddenTAs-Item

ForbiddenTAs-Item ::= SEQUENCE {


pLMN-Identity

PLMNidentity,


forbiddenTAIs

ForbiddenTAIs

}

ForbiddenTAIs ::= SEQUENCE (SIZE(1..maxnoofForbTAIs)) OF TAI
ForbiddenLAs ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF ForbiddenLAs-Item

ForbiddenLAs-Item ::= SEQUENCE {


pLMN-Identity

PLMNidentity,


forbiddenLACs

ForbiddenLACs

}

ForbiddenLACs ::= SEQUENCE (SIZE(1..maxnoofForbLACs)) OF LAC
-- G

GTP-TEID




::= OCTET STRING (SIZE (4))

-- H

HandoverRestrictionList ::= SEQUENCE {


equivalentPLMNs



EPLMNs




OPTIONAL,


forbiddenTAs



ForbiddenTAs


OPTIONAL,


forbiddenLAs



ForbiddenLAs


OPTIONAL,


forbiddenInterRATs



ForbiddenInterRATs


OPTIONAL, 

iE-Extensions



ProtocolExtensionContainer { {HandoverRestrictionList-ExtIEs} } OPTIONAL,

...

}

HandoverRestrictionList-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

HandoverType ::= ENUMERATED {


intralte,


ltetoutran,


ltetogeran,


utrantolte,


gerantolte,


...

}

-- I

InterfacesToTraceList ::= SEQUENCE (SIZE (1..maxNrOfInterfaces)) OF InterfacesToTraceItem

InterfacesToTraceItem ::= SEQUENCE {


interfaceType


InterfaceType,


traceDepth



TraceDepth,


iE-Extensions


ProtocolExtensionContainer { {InterfacesToTraceItem-ExtIEs} }
OPTIONAL,


...

}

InterfacesToTraceItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

InterfaceType ::= ENUMERATED {


s1,


x2,


uu,

...

}

-- J

-- K

-- L

Label





::= INTEGER (1..256)

LAC
::= OCTET STRING (SIZE (2))

LAI ::= SEQUENCE {


pLMNidentity



PLMNidentity,


lAC



LAC,


iE-Extensions


ProtocolExtensionContainer { {LAI-ExtIEs} } OPTIONAL

}

LAI-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- M

MMEname ::= OCTET STRING
MME-UE-S1AP-ID



::= TBCD-STRING (SIZE (3))

-- N

NAS-PDU ::=  OCTET STRING

NRIs ::= SEQUENCE (SIZE(1..maxnoofNRIs)) OF NRI

NRI ::= OCTET STRING

-- O

-- P

PagingDRX ::= INTEGER (0..4095)
PagingCause ::= ENUMERATED { 


terminating-conversational-call, 


terminating-streaming-call, 


terminating-interactive-call, 


terminating-background-call, 


terminating-low-priority-signalling,


..., 


terminating-high-priority-signalling

}

PLMNidentity 



::= TBCD-STRING (SIZE (3))

PriorityLevel



::= INTEGER (0..15)

-- Q

-- R

RAC




::= OCTET STRING (SIZE (1))

RNC-ID




::= INTEGER (0..4095)

-- S

SAE-Bearer-ID

::= OCTET STRING

SAEBearerList ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerItemIEs} }

SAEBearerItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerItem
 CRITICALITY reject 
TYPE SAEBearerItem 
PRESENCE mandatory },


...

}

SAEBearerItem ::= SEQUENCE {


sAE-Bearer-ID



SAE-Bearer-ID,


cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {SAEBearerItem-ExtIEs} } OPTIONAL,


...

}

SAEBearerItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-Bearer-BitRate
::= INTEGER (0..10000000) 

SAE-BearerLevelQoSParameters ::= SEQUENCE {


label


Label,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


sAE-BearerType





SAE-Bearer-Type,



iE-Extensions





ProtocolExtensionContainer { {SAE-Bearer-QoSParameters-ExtIEs} } OPTIONAL,


...

}

SAE-Bearer-QoSParameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-Bearer-Type ::= CHOICE {


sAE-GBR-Bearer


SAE-GBR-Bearer,


sAE-non-GBR-Bearer

SAE-non-GBR-Bearer,


...

}

SAE-GBR-Bearer ::= SEQUENCE {


sAE-Bearer-MaximumBitrateDL


SAE-Bearer-BitRate,


sAE-Bearer-MaximumBitrateUL


SAE-Bearer-BitRate,


sAE-Bearer-GuaranteedBitrateDL

SAE-Bearer-BitRate,


sAE-Bearer-GuaranteedBitrateUL

SAE-Bearer-BitRate,


iE-Extensions





ProtocolExtensionContainer { {SAE-GBR-Bearer-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-GBR-Bearer-Parameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-non-GBR-Bearer ::= SEQUENCE {


sAE-non-GBR-Bearer-Type


ENUMERATED {non-GBR-Bearer,...},


iE-Extensions





ProtocolExtensionContainer { {SAE-non-GBR-Bearer-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-non-GBR-Bearer-Parameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

...

}
SecurityInformation ::= SEQUENCE {


securityPlaceHolder

ENUMERATED {whatever},


iE-Extensions


ProtocolExtensionContainer { { SecurityInformation-ExtIEs} } OPTIONAL

}

SecurityInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

SourceID ::= SEQUENCE {


sourceeNB-ID


SourceeNB-ID,


...

}

SourceeNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-ID



ENB-ID

}

SourceeNodeB-ToTargeteNodeB-TransparentContainer

::= OCTET STRING

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SupportedTAIs ::= SEQUENCE (SIZE(1.. maxnoofTAIs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAI




TAId,


broadcastPLMNs

BPLMNs,


...

}

S-TMSI ::= OCTET STRING

-- T

TAI ::= OCTET STRING

TAId ::= OCTET STRING

TBCD-STRING 



::= OCTET STRING

TargetID ::= CHOICE {


targeteNB-ID


TargeteNB-ID,


targetRNC-ID


TargetRNC-ID,


cGI



CGI,


...

}

TargeteNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-ID



ENB-ID

}

TargetRNC-ID ::= SEQUENCE {


lAI



LAI,


rAC



RAC 

OPTIONAL,


rNC-ID



RNC-ID


}

TargeteNodeB-ToSourceeNodeB-TransparentContainer

::= OCTET STRING

TargetRNC-ToSourceRNC-TransparentContainer

::= OCTET STRING

TargetBSS-ToSourceBSS-TransparentContainer

::= OCTET STRING

TimeToWait ::= OCTET STRING
TransportLayerAddress

::= OCTET STRING

TraceActivation ::= SEQUENCE {


traceReference




TraceReference,


interfacesToTraceList


InterfacesToTraceList,


iE-Extensions




ProtocolExtensionContainer { { TraceActivation-ExtIEs} }

OPTIONAL

}

TraceActivation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

TraceDepth ::= ENUMERATED { 


minimum,


medium,


maximum,


...

}
TraceReference ::=  OCTET STRING (SIZE (3))

TypeOfError ::= ENUMERATED {


not-understood,


missing,


...

}

-- U

UserDataType ::= INTEGER
-- Editors note: FFS (ENUMERATED?)

-- V

-- W

-- X

-- Y
-- Z

END

9.3.5
Common Definitions

-- **************************************************************

--

-- Common definitions

--

-- **************************************************************

S1AP-CommonDataTypes {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-CommonDataTypes (3) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Criticality

::= ENUMERATED { reject, ignore, notify }

Presence

::= ENUMERATED { optional, conditional, mandatory }

PrivateIE-ID
::= CHOICE {


local



INTEGER (0..65535),


global



OBJECT IDENTIFIER

}

ProcedureCode

::= INTEGER (0..255)

ProtocolExtensionID
::= INTEGER (0..65535)

ProtocolIE-ID

::= INTEGER (0..65535)

TriggeringMessage
::= ENUMERATED { initiating-message, successful-outcome, unsuccessfull-outcome }

END

9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-HandoverPreparation 



INTEGER ::= 0

id-HandoverResourceAllocation 

INTEGER ::= 1

id-HandoverNotification 


INTEGER ::= 2

id-PathSwitchRequest 



INTEGER ::= 3

id-HandoverCancel 




INTEGER ::= 4

id-SAEBearerSetup





INTEGER ::= 5

id-SAEBearerModify 




INTEGER ::= 6

id-SAEBearerRelease




INTEGER ::= 7

id-SAEBearerReleaseRequest



INTEGER ::= 8

id-InitialContextSetup





INTEGER ::= 9

id-Paging






INTEGER ::= 10

id-downlinkNASTransport



INTEGER ::= 11

id-initialUEMessage




INTEGER ::= 12

id-uplinkNASTransport



INTEGER ::= 13

id-Reset






INTEGER ::= 14

id-ErrorIndication




INTEGER ::= 15

id-NASNonDeliveryIndication


INTEGER ::= 16

id-S1Setup






INTEGER ::= 17

id-UEContextReleaseRequest


INTEGER ::= 18

-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs 





INTEGER ::= 65535

maxProtocolExtensions 



INTEGER ::= 65535

maxProtocolIEs





INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfSAEBs






INTEGER ::= 256

maxNrOfInterfaces





INTEGER ::= 3   --FFS

maxnoofTAI







INTEGER ::= 256 --FFS

maxNrOfErrors






INTEGER ::= 256
maxnoofBPLMNs






INTEGER ::= 6

maxnoofNRIs







INTEGER ::= 512 -- FFS

maxnoofPLMNsPerMME





INTEGER ::= 32 -- FFS
maxnoofTAIs







INTEGER ::= 256  -- FFS 

maxnoofEPLMNs






INTEGER ::= 15
maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 256

-- FFS Value to be checked

maxnoofForbTAIs






INTEGER ::= 256

-- FFS Value to be checked

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-MME-UE-S1AP-ID








INTEGER ::= 0

id-HandoverType








INTEGER ::= 1

id-Cause









INTEGER ::= 2

id-SourceID









INTEGER ::= 3

id-TargetID









INTEGER ::= 4

id-Intra-LTEHOInformationReq




INTEGER ::= 5

id-LTEtoUTRANHOInformationReq




INTEGER ::= 6

id-LTEtoGERANHOInformationReq




INTEGER ::= 7

id-eNB-UE-S1AP-ID







INTEGER ::= 8

id-Intra-LTEHOInformationRes




INTEGER ::= 9

id-LTEtoUTRANHOInformationRes




INTEGER ::= 10

id-LTEtoGERANHOInformationRes




INTEGER ::= 11

id-SAEBearerSubjecttoDataForwardingList

INTEGER ::= 12

id-SAEBearertoReleaseListHOCmd



INTEGER ::= 13

id-SAEBearerDataForwardingItem



INTEGER ::= 14

id-SAEBearerReleaseItemBearerRelComp


INTEGER ::= 15

id-SAEBearerToBeSetupListBearerSUReq


INTEGER ::= 16

id-SAEBearerToBeSetupItemBearerSUReq


INTEGER ::= 17

id-SAEBearerAdmittedList





INTEGER ::= 18

id-SAEBearerFailedToSetupListHOReqAck

INTEGER ::= 19

id-SAEBearerAdmittedItem





INTEGER ::= 20

id-SAEBearerFailedtoSetupItemHOReqAck



INTEGER ::= 21

id-SAEBearerToBeSwitchedDLList




INTEGER ::= 22

id-SAEBearerToBeSwitchedDLItem



INTEGER ::= 23

id-SAEBearerToBeSetupListCtxtSUReq



INTEGER::= 24

id-TraceActivation







INTEGER::= 25

id-NAS-PDU







INTEGER ::= 26

id-SAEBearerToBeSetupItemHOReq





INTEGER ::= 27

id-SAEBearerSetupListBearerSURes




INTEGER ::= 28

id-SAEBearerFailedToSetupListBearerSURes


INTEGER ::= 29

id-SAEBearerToBeModifiedListBearerModReq


INTEGER ::= 30
id-SAEBearerModifyListBearerModRes




INTEGER ::= 31
id-SAEBearerFailedToModifyList





INTEGER ::= 32
id-SAEBearerToBeReleasedList





INTEGER ::= 33
id-SAEBearerReleaseListBearerRelComp



INTEGER ::= 33
id-SAEBearerFailedToReleaseList




INTEGER ::= 34

id-SAEBearerItem








INTEGER ::= 35

id-SAEBearerToBeModifiedItemBearerModReq

INTEGER ::= 36

id-SAEBearerModifyItemBearerModRes



INTEGER ::= 37

id-SAEBearerReleaseItem






INTEGER ::= 38

id-SAEBearerSetupItemBearerSURes




INTEGER ::= 39

id-Security-Information






INTEGER ::= 40

id-HandoverRestrictionList





INTEGER ::= 41

id-s-TMSI 









INTEGER ::= 43

id-pagingDRX 








INTEGER ::= 44

id-pagingCause








INTEGER ::= 45

id-TAIdList









INTEGER ::= 46

id-TAIdItem









INTEGER ::= 47

id-SAEBearerFailedToSetupListCtxtSURes


INTEGER ::= 48

id-SAEBearerReleaseItemHOCmd




INTEGER ::= 49

id-SAEBearerSetupItemCtxtSURes




INTEGER ::= 50

id-SAEBearerSetupListCtxtSURes




INTEGER ::= 51

id-SAEBearerToBeSetupItemCtxtSUReq



INTEGER ::= 52

id-SAEBearerToBeSetupListHOReq



INTEGER ::= 53

id-GERANtoLTEHOInformationReq



INTEGER ::= 54

id-GERANtoLTEHOInformationRes



INTEGER ::= 55

id-UTRANtoLTEHOInformationReq



INTEGER ::= 56

id-UTRANtoLTEHOInformationRes



INTEGER ::= 57

id-CriticalityDiagnostics 




INTEGER ::= 58

id-ENB-ID








INTEGER ::= 59

id-eNBname








INTEGER ::= 60

id-MMEname








INTEGER ::= 61

id-NRIs









INTEGER ::= 62

id-ServedPLMNs







INTEGER ::= 63
id-SupportedTAIs






INTEGER ::= 64

id-TimeToWait







INTEGER ::= 65

id-aggregateMaximumBitrate




INTEGER ::= 66

id-TAId









INTEGER ::= 67

id-ServingPLMN







INTEGER ::= 68

END

9.3.7
Container Definitions

-- **************************************************************

--

-- Container definitions

--

-- **************************************************************

S1AP-Containers {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-Containers (5) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


Presence,


PrivateIE-ID,


ProtocolExtensionID,


ProtocolIE-ID

FROM S1AP-CommonDataTypes


maxPrivateIEs,


maxProtocolExtensions,


maxProtocolIEs

FROM S1AP-Constants;

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

S1AP-PROTOCOL-IES ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&criticality


Criticality,


&Value,


&presence


Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE



&Value


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol IEs

--

-- **************************************************************

S1AP-PROTOCOL-IES-PAIR ::= CLASS {


&id



ProtocolIE-ID 




UNIQUE,


&firstCriticality

Criticality,


&FirstValue,


&secondCriticality

Criticality,


&SecondValue,


&presence


Presence

}

WITH SYNTAX {


ID



&id


FIRST CRITICALITY 

&firstCriticality


FIRST TYPE


&FirstValue


SECOND CRITICALITY 

&secondCriticality


SECOND TYPE


&SecondValue


PRESENCE


&presence

}

-- **************************************************************

--

-- Class Definition for Protocol Extensions

--

-- **************************************************************

S1AP-PROTOCOL-EXTENSION ::= CLASS {


&id



ProtocolExtensionID 



UNIQUE,


&criticality


Criticality,


&Extension,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


EXTENSION


&Extension


PRESENCE

&presence

}

-- **************************************************************

--

-- Class Definition for Private IEs

--

-- **************************************************************

S1AP-PRIVATE-IES ::= CLASS {


&id



PrivateIE-ID,


&criticality


Criticality,


&Value,


&presence

Presence

}

WITH SYNTAX {


ID



&id


CRITICALITY


&criticality


TYPE


&Value


PRESENCE

&presence

}

-- **************************************************************

--

-- Container for Protocol IEs

--

-- **************************************************************

ProtocolIE-Container {S1AP-PROTOCOL-IES : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-SingleContainer {S1AP-PROTOCOL-IES : IEsSetParam} ::= 


ProtocolIE-Field {{IEsSetParam}}

ProtocolIE-Field {S1AP-PROTOCOL-IES : IEsSetParam} ::= SEQUENCE {


id



S1AP-PROTOCOL-IES.&id



({IEsSetParam}),


criticality


S1AP-PROTOCOL-IES.&criticality


({IEsSetParam}{@id}),


value



S1AP-PROTOCOL-IES.&Value
        
({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container for Protocol IE Pairs

--

-- **************************************************************

ProtocolIE-ContainerPair {S1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= 


SEQUENCE (SIZE (0..maxProtocolIEs)) OF


ProtocolIE-FieldPair {{IEsSetParam}}

ProtocolIE-FieldPair {S1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::= SEQUENCE {


id



S1AP-PROTOCOL-IES-PAIR.&id


({IEsSetParam}),


firstCriticality

S1AP-PROTOCOL-IES-PAIR.&firstCriticality
({IEsSetParam}{@id}),


firstValue


S1AP-PROTOCOL-IES-PAIR.&FirstValue
        ({IEsSetParam}{@id}),


secondCriticality

S1AP-PROTOCOL-IES-PAIR.&secondCriticality
({IEsSetParam}{@id}),


secondValue


S1AP-PROTOCOL-IES-PAIR.&SecondValue
        ({IEsSetParam}{@id})

}

-- **************************************************************

--

-- Container Lists for Protocol IE Containers

--

-- **************************************************************

ProtocolIE-ContainerList {INTEGER : lowerBound, INTEGER : upperBound, S1AP-PROTOCOL-IES : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-SingleContainer {{IEsSetParam}}

ProtocolIE-ContainerPairList {INTEGER : lowerBound, INTEGER : upperBound, S1AP-PROTOCOL-IES-PAIR : IEsSetParam} ::=


SEQUENCE (SIZE (lowerBound..upperBound)) OF


ProtocolIE-ContainerPair {{IEsSetParam}}

-- **************************************************************

--

-- Container for Protocol Extensions

--

-- **************************************************************

ProtocolExtensionContainer {S1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= 


SEQUENCE (SIZE (1..maxProtocolExtensions)) OF


ProtocolExtensionField {{ExtensionSetParam}}

ProtocolExtensionField {S1AP-PROTOCOL-EXTENSION : ExtensionSetParam} ::= SEQUENCE {


id



S1AP-PROTOCOL-EXTENSION.&id


({ExtensionSetParam}),


criticality


S1AP-PROTOCOL-EXTENSION.&criticality

({ExtensionSetParam}{@id}),


extensionValue


S1AP-PROTOCOL-EXTENSION.&Extension

({ExtensionSetParam}{@id})

}

-- **************************************************************

--

-- Container for Private IEs

--

-- **************************************************************

PrivateIE-Container {S1AP-PRIVATE-IES : IEsSetParam } ::= 


SEQUENCE (SIZE (1.. maxPrivateIEs)) OF


PrivateIE-Field {{IEsSetParam}}

PrivateIE-Field {S1AP-PRIVATE-IES : IEsSetParam} ::= SEQUENCE {


id



S1AP-PRIVATE-IES.&id


({IEsSetParam}),


criticality


S1AP-PRIVATE-IES.&criticality

({IEsSetParam}{@id}),


value


S1AP-PRIVATE-IES.&Value

({IEsSetParam}{@id})

}

END
9.4
Message Transfer Syntax

S1AP shall use the ASN.1 Basic Packed Encoding Rules (BASIC-PER) Aligned Variant as transfer syntax as specified in ref. [3].

9.5
Timers

TRafC
-
Specifies the maximum time for Reset procedure in the eNB.

TRatC
-
Specifies a guard period in the eNB before sending a RESET ACKNOWLEDGE message.

TRafR
-
Specifies the maximum time for Reset procedure in the MME.

TRatR
-
Specifies a guard period in the CN before sending a RESET ACKNOWLEDGE message.

10
Handling of Unknown, Unforeseen and Erroneous Protocol Data

10.1
General

Protocol Error cases can be divided into three classes:

-
Transfer Syntax Error.

-
Abstract Syntax Error.

· Logical Error.

Protocol errors can occur in the following functions within a receiving node:
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Figure 10.1: Protocol Errors in S1AP.

The information stated in subclauses 10.2, 10.3 and 10.4, to be included in the message used when reporting an error, is what at minimum shall be included. Other optional information elements within the message may also be included, if available. This is also valid for the case when the reporting is done with a response message. The latter is an exception to what is stated in subclause 4.1.
10.2
Transfer Syntax Error

A Transfer Syntax Error occurs when the receiver is not able to decode the received physical message. Transfer syntax errors are always detected in the process of ASN.1 decoding. If a Transfer Syntax Error occurs, the receiver should initiate Error Indication procedure with appropriate cause value for the Transfer Syntax protocol error.
Examples for Transfer Syntax Errors are:

-
Violation of value ranges in ASN.1 definition of messages. E.g.: If an IE has a defined value range of 0 to 10 (ASN.1: INTEGER (0..10)), and 12 will be received, then this will be treated as a transfer syntax error.

-
Violation in list element constraints. E.g.: If a list is defined as containing 1 to 10 elements, and 12 elements will be received, than this case will be handled as a transfer syntax error.

-
Missing mandatory elements in ASN.1 SEQUENCE definitions (as sent by the originator of the message).

-
Wrong order of elements in ASN.1 SEQUENCE definitions (as sent by the originator of the message).

10.3
Abstract Syntax Error

10.3.1
General

An Abstract Syntax Error occurs when the receiving functional S1AP entity:

1. receives IEs or IE groups that cannot be understood (unknown IE ID);

2. receives IEs for which the logical range is violated (e.g.: ASN.1 definition: 0 to 15, the logical range is 0 to 10 (values 11 to 15 are undefined), and 12 will be received; this case will be handled as an abstract syntax error using criticality information sent by the originator of the message);

3. does not receive IEs or IE groups but according to the specified presence of the concerning object, the IEs or IE groups should have been present in the received message.

4. receives IEs or IE groups that are defined to be part of that message in wrong order or with too many occurrences of the same IE or IE group;

5. receives IEs or IE groups but according to the conditional presence of the concerning object and the specified condition, the IEs or IE groups should not have been present in the received message.

Cases 1 and 2 (not comprehended IE/IE group) are handled based on received Criticality information. Case 3 (missing IE/IE group) is handled based on Criticality information and Presence information for the missing IE/IE group specified in the version of the specification used by the receiver. Case 4 (IEs or IE groups in wrong order or with too many occurrences) and Case 5 (erroneously present conditional IEs or IE groups) result in rejecting the procedure.

If an Abstract Syntax Error occurs, the receiver shall read the remaining message and shall then for each detected Abstract Syntax Error that belong to cases 1-3 act according to the Criticality Information and Presence Information for the IE/IE group due to which Abstract Syntax Error occurred in accordance with subclauses 10.3.4 and 10.3.5. The handling of cases 4 and 5 is specified in subclause 10.3.6.

10.3.2
Criticality Information

In the S1AP messages there is criticality information set for individual IEs and/or IE groups. This criticality information instructs the receiver how to act when receiving an IE or an IE group that is not comprehended, i.e. the entire item (IE or IE group) which is not (fully or partially) comprehended shall be treated in accordance with its own criticality information as specified in subclause 10.3.4.

In addition, the criticality information is used in case of the missing IE/IE group abstract syntax error (see subclause 10.3.5).

The receiving node shall take different actions depending on the value of the Criticality Information. The three possible values of the Criticality Information for an IE/IE group are:

-
Reject IE.

-
Ignore IE and Notify Sender.

-
Ignore IE.
The following rules restrict when a receiving entity may consider an IE, an IE group, or an EP not comprehended (not implemented), and when action based on criticality information is applicable:

1.
IE or IE group: When one new or modified IE or IE group is implemented for one EP from a standard version, then other new or modified IEs or IE groups specified for that EP in that standard version shall be considered comprehended by a receiving entity (some may still remain unsupported).

2.
EP: The comprehension of different Eps within a standard version or between different standard versions is not mandated. Any EP that is not supported may be considered not comprehended, even if another EP from that standard version is comprehended, and action based on criticality shall be applied.

10.3.3
Presence Information

For many IEs/IE groups which are optional according to the ASN.1 transfer syntax, S1AP specifies separately if the presence of these IEs/IE groups is optional or mandatory with respect to RNS application by means of the presence field of the concerning object of class S1AP-PROTOCOL-IES, S1AP-PROTOCOL-IES-PAIR, S1AP-PROTOCOL-EXTENSION or S1AP-PRIVATE-IES.

The presence field of the indicated classes supports three values:

1. Optional;

2. Conditional;

3. Mandatory.

If an IE/IE group is not included in a received message and the presence of the IE/IE group is mandatory or the presence is conditional and the condition is true according to the version of the specification used by the receiver, an abstract syntax error occurs due to a missing IE/IE group.

If an IE/IE group is included in a received message and the presence of the IE/IE group is conditional and the condition is false according to the version of the specification used by the receiver, an abstract syntax error occurs due to this erroneously present conditional IE/IE group.

10.3.4
Not comprehended IE/IE group

10.3.4.1
Procedure Code

The receiving node shall treat the different types of received criticality information of the Procedure Code IE according to the following:

Reject IE:

-
If a message is received with a Procedure Code IE marked with "Reject IE" which the receiving node does not comprehend, the receiving node shall reject the procedure using the Error Indication procedure.

Ignore IE and Notify Sender:

-
If a message is received with a Procedure Code IE marked with "Ignore IE and Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the procedure and initiate the Error Indication procedure.

Ignore IE:

-
If a message is received with a Procedure Code IE marked with "Ignore IE" which the receiving node does not comprehend, the receiving node shall ignore the procedure.
When using the Error Indication procedure to reject a procedure or to report an ignored procedure it shall include the Procedure Code IE, the Triggering Message IE, and the Procedure Criticality IE in the Criticality Diagnostics IE.
10.3.4.1A
Type of Message

When the receiving node cannot decode the Type of Message IE, the Error Indication procedure shall be initiated with an appropriate cause value.
10.3.4.2
IEs other than the Procedure Code and Type of Message

The receiving node shall treat the different types of received criticality information of an IE/IE group other than the Procedure Code IE and Type of Message IE according to the following:

Reject IE:

-
If a message initiating a procedure is received containing one or more IEs/IE group marked with "Reject IE" which the receiving node does not comprehend; none of the functional requests of the message shall be executed. The receiving node shall reject the procedure and report the rejection of one or more IEs/IE group using the message normally used to report unsuccessful outcome of the procedure. In case the information received in the initiating message was insufficient to determine a value for all IEs that are required to be present in the message used to report the unsuccessful outcome of the procedure, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure.

-
If a message initiating a procedure that does not have a message to report unsuccessful outcome is received containing one or more IEs/IE groups marked with "Reject IE" which the receiving node does not comprehend, the receiving node shall terminate the procedure and initiate the Error Indication procedure.

-
If a response message is received containing one or more IEs marked with "Reject IE", that the receiving node does not comprehend, the receiving node shall consider the procedure as unsuccessfully terminated and initiate local error handling.

Ignore IE and Notify Sender:

-
If a message initiating a procedure is received containing one or more IEs/IE groups marked with "Ignore IE and Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE groups, continue with the procedure as if the not comprehended IEs/IE groups were not received (except for the reporting) using the understood IEs/IE groups, and report in the response message of the procedure that one or more IEs/IE groups have been ignored. In case the information received in the initiating message was insufficient to determine a value for all IEs that are required to be present in the response message, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure.

-
if a message initiating a procedure that does not have a message to report the outcome of the procedure is received containing one or more IEs/IE groups marked with "Ignore IE and Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE groups, continue with the procedure as if the not comprehended IEs/IE groups were not received (except for the reporting) using the understood IEs/IE groups, and initiate the Error Indication procedure to report that one or more IEs/IE groups have been ignored.

-
If a response message is received containing one or more IEs/IE groups marked with "Ignore IE and Notify Sender" which the receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE groups, continue with the procedure as if the not comprehended IEs/IE groups were not received (except for the reporting) using the understood IEs/IE groups and initiate the Error Indication procedure.

Ignore IE:

-
If a message initiating a procedure is received containing one or more IEs/IE groups marked with "Ignore IE" which the receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE groups and continue with the procedure as if the not comprehended IEs/IE groups were not received using the understood IEs/IE groups.
-
If a response message is received containing one or more IEs/IE groups marked with "Ignore IE" which the receiving node does not comprehend, the receiving node shall ignore the content of the not comprehended IEs/IE groups and continue with the procedure as if the not comprehended IEs/IE groups were not received using the understood IEs/IE groups.

When reporting not comprehended IEs/IE groups marked with "Reject IE" or "Ignore IE and Notify Sender" using a response message defined for the procedure, the Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the Message Structure IE shall be included.
When reporting not comprehended IEs/IE groups marked with "Reject IE" or "Ignore IE and Notify Sender" using the Error Indication procedure, the Procedure Code IE, the Triggering Message IE, Procedure Criticality IE, and the Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the Message Structure IE shall be included.
10.3.5
Missing IE or IE group

The receiving node shall treat the missing IE/IE group according to the criticality information for the missing IE/IE group in the received message specified in the version of this specification used by the receiver:

Reject IE:

· if a received message initiating a procedure is missing one or more IEs/IE groups with specified criticality "Reject IE"; none of the functional requests of the message shall be executed. The receiving node shall reject the procedure and report the missing IEs/IE groups using the message normally used to report unsuccessful outcome of the procedure. In case the information received in the initiating message was insufficient to determine a value for all IEs that are required to be present in the message used to report the unsuccessful outcome of the procedure, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure.

-
if a received message initiating a procedure that does not have a message to report unsuccessful outcome is missing one or more IEs/IE groups with specified criticality "Reject IE", the receiving node shall terminate the procedure and initiate the Error Indication procedure.

-
if a received response message is missing one or more IEs/IE groups with specified criticality "Reject IE, the receiving node shall consider the procedure as unsuccessfully terminated and initiate local error handling.

Ignore IE and Notify Sender:

-
if a received message initiating a procedure is missing one or more IEs/IE groups with specified criticality "Ignore IE and Notify Sender”, the receiving node shall ignore that those IEs are missing and continue with the procedure based on the other IEs/IE groups present in the message and report in the response message of the procedure that one or more IEs/IE groups were missing. In case the information received in the initiating message was insufficient to determine a value for all IEs that are required to be present in the response message, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure.

-
if a received message initiating a procedure that does not have a message to report the outcome of the procedure is missing one or more IEs/IE groups with specified criticality "Ignore IE and Notify Sender”, the receiving node shall ignore that those IEs are missing and continue with the procedure based on the other IEs/IE groups present in the message and initiate the Error Indication procedure to report that one or more IEs/IE groups were missing.

-
if a received response message is missing one or more IEs/IE groups with specified criticality "Ignore IE and Notify Sender", the receiving node shall ignore that those IEs are missing and continue with the procedure based on the other IEs/IE groups present in the message and initiate the Error Indication procedure to report that one or more IEs/IE groups were missing.

Ignore IE:

· if a received message initiating a procedure is missing one or more IEs/IE groups with specified criticality “Ignore IE”, the receiving node shall ignore that those IEs are missing and continue with the procedure based on the other IEs/IE groups present in the message.

· if a received response message is missing one or more IEs/IE groups with specified criticality “Ignore IE”, the receiving node shall ignore that those IEs/IE groups are missing and continue with the procedure based on the other IEs/IE groups present in the message.

When reporting missing IEs/IE groups with specified criticality “Reject IE” or “Ignore IE and Notify Sender” using a response message defined for the procedure, the Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the Message Structure IE shall be included.
When reporting missing IEs/IE groups with specified criticality “Reject IE” or “Ignore IE and Notify Sender” using the Error Indication procedure, the Procedure Code IE, the Triggering Message IE, Procedure Criticality IE, and the Information Element Criticality Diagnostics IE shall be included in the Criticality Diagnostics IE for each reported IE/IE group. In the Information Element Criticality Diagnostics IE the Message Structure IE shall be included.
10.3.6
IEs or IE groups received in wrong order or with too many occurrences or erroneously present

If a message with IEs or IE groups in wrong order or with too many occurrences is received or if IEs or IE groups with a conditional presence are present when the condition is not met (i.e. erroneously present), the receiving node shall behave according to the following:

-
If a message initiating a procedure is received containing IEs or IE groups in wrong order or with too many occurrences or erroneously present, none of the functional requests of the message shall be executed. The receiving node shall reject the procedure and report the cause value "Abstract Syntax Error (Falsely Constructed Message)" using the message normally used to report unsuccessful outcome of the procedure. In case the information received in the initiating message was insufficient to determine a value for all IEs that are required to be present in the message used to report the unsuccessful outcome of the procedure, the receiving node shall instead terminate the procedure and initiate the Error Indication procedure.

-
If a message initiating a procedure that does not have a message to report unsuccessful outcome is received containing IEs or IE groups in wrong order or with too many occurrences or erroneously present, the receiving node shall terminate the procedure and initiate the Error Indication procedure, and use cause value "Abstract Syntax Error (Falsely Constructed Message)".

-
If a response message is received containing IEs or IE groups in wrong order or with too many occurrences or erroneously present, the receiving node shall consider the procedure as unsuccessfully terminated and initiate local error handling.
When determining the correct order only the IEs specified in the specification version used by the receiver shall be considered.

10.4
Logical Error

Logical error situations occur when a message is comprehended correctly, but the information contained within the message is not valid (i.e. semantic error), or describes a procedure which is not compatible with the state of the receiver. In these conditions, the following behaviour shall be performed (unless otherwise specified) as defined by the class of the elementary procedure, irrespective of the criticality information of the IEs/IE groups containing the erroneous values.

Class 1:

Where the logical error occurs in a request message of a class 1 procedure, and the procedure has a message to report this unsuccessful outcome, this message shall be sent with an appropriate cause value. Typical cause values are:

-
Semantic Error.

-
Message not compatible with receiver state.

Where the logical error is contained in a request message of a class 1 procedure, and the procedure does not have a message to report this unsuccessful outcome, the procedure shall be terminated and the Error Indication procedure shall be initiated with an appropriate cause value. The Procedure Code IE and the Triggering Message IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error.

Where the logical error exists in a response message of a class 1 procedure, the procedure shall be considered as unsuccessfully terminated and local error handling shall be initiated.

Class 2:

Where the logical error occurs in a message of a class 2 procedure, the procedure shall be terminated and the Error Indication procedure shall be initiated with an appropriate cause value. The Procedure Code IE and the Triggering Message IE within the Criticality Diagnostics IE shall then be included in order to identify the message containing the logical error.

10.5
Exceptions

The error handling for all the cases described hereafter shall take precedence over any other error handling described in the other subclauses of clause 10.

· If any type of error (Transfer Syntax Error, Abstract Syntax Error or Logical Error) is detected in the ERROR INDICATION message, it shall not trigger the Error Indication procedure in the receiving Node but local error handling.

· In case a response message or Error Indication message needs to be returned, but the information necessary to determine the receiver of that message is missing, the procedure shall be considered as unsuccessfully terminated and local error handling shall be initiated.

· If an error that terminates a procedure occurs, the returned cause value shall reflect the error that caused the termination of the procedure even if one or more abstract syntax errors with criticality “ignore and notify” have earlier occurred within the same procedure.

10.6
Handling of AP ID

Note:
The “first message” and the “first returned message” as shown below correspond to the message for a UE-associated logical connection. The “first message” has a new AP ID from the sending node and the “first returned message” is the first response message, which have a new APID from the node sending the “first returned message”. Thereafter the two APIDs are included in all messages over the UE-associated logical connection.

If a subsequent message followed by the first message is to be sent before receiving a first returned message from the peer node, the subsequent message shall include the previously sent AP ID. The node which receives such a subsequent message shall not initiate an Error Indication procedure. If such subsequent message is the last message for this UE-associated logical connection, the node which receives such a subsequent message initiates a local release of any established UE-associated logical connection having the received AP ID as remote node identifier. 
If a node detects a first message that includes an AP ID which is erroneous e.g. an AP ID for the same peer node which have been stored previously for another UE-associated logical connection, the receiving node shall return an ERROR INDICATION message with inclusion of only the previously received AP ID from the peer node and an appropriate cause value. In this case, both nodes shall initiate a local release of any established UE-associated logical connection having the erroneous AP ID as local or remote identifier. 

If a node receives a message other than the first message that include an AP ID which is unknown to the node, the node shall initiate an Error Indication procedure with inclusion of only the previously received AP ID from the peer node and an appropriate cause value. The peer node shall initiate a local release of any established UE-associated logical connection having the AP ID as identifier.

If a node receives an unrecognized message the node shall initiate an Error Indication procedure with inclusion of only the previously received AP ID from the peer node and an appropriate cause value.

Editor’s Note: How to retrieve the APID of the peer node from the unrecognized message is FFS
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