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1
Introduction
This contribution discuss about impact on RNSAP/NBAP spec for eDRX
2
RNSAP/NBAP Impact for eDRX
RRC CR for eDRX in [1] has proposed the following parameters. 
10.3.6.xx
HS-DSCH DRX in CELL_FACH information

These parameters configure the UE in CELL_FACH state to discontinuously receive HS-DSCH.

NOTE:
Only for FDD.
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	T321
	MP
	
	Enumerated (100, 200, 300, 400, 500, 600, 700 or 800)
	Determines the time the UE waits until initiating DRX operation, in ms.
	REL-8

	HS-DSCH DRX cyclefach
	MP
	
	Enumerated (6, 8, 10, 12, 14, 16)
	Determines the length of the DRX Cycle during DRX operation, in frames
	REL-8

	HS-DSCH Rx burstfach
	MP
	
	Enumerated (10, 20, 30, 40)
	Determines the period within the DRX Cycle that the UE continuously receives HS-DSCH, in frames
	REL-8


The three all parameters are cell specific and necessary to be known in Node B and they are configured by CRNC. 
It is FFS the RRC parameters are in SIB or Dedicated RRC message. 
In case the RRC parameter are in SIB. 

Again, some problem is assumed to be generated in case SRNC is not capable of eDRX but DRNC is capable/operating eDRX. 
Since the DRNC does not know the capability of the UE on eDRX, it can not contain the eDRX Support Indicator into Iub DATA FRAME. 

RRC Connection Release solution may be applied for this. 

In case the RRC parameter are in SIB. 

In case of dedicated RRC message, the UE’s capability is inform to DRNC from SRNC. If the SRNC does not support eDRX, the capability is not signalled to DRNC and DRNC does not inform the SRNC the eDRX parameters. 

And the SRNC does not inform the eDRX information to UE by the RRC message. 

UE does not activate eDRX, thus there are no issue on the case. 

The issue should be discussed after RAN2 decides the message contains the parameters. 
As for the other changes to RNSAP/NBAP, as usual, Node B’s capability is beneficial to be reported to CRNC. 

And currently there are no other identified parameters for eDRX. 
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Conclusion
It is proposed to discuss section 2 and agreed 
- to introduce the three parameters into NBAP: Physical Shared Channel Reconfiguration Request
- to introduce UE’s capability on eDRX to RNSAP: CTCH Resource Request message.  

- to introduce eDRX Capability in NBAP RSI/Audit message
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