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1. Overall Description:

RAN2 would like to thank SA2 for the LS on SRVCC from E-UTRAN to 1xRTT which was reviewed during RAN2#62.

In LS R2-082082 (S2-083147), SA WG2 notified RAN  WG2 of refinements to the call flow for SRVCC from E-UTRAN to 1xRTT in TS 23.216 (refer to the approved document S2-082919) and ask that RAN2 review the options that SA2 identified on triggering the S1 release procedure and provide feedback. The following possibilities were briefly mentioned by SA2:
1. eNodeB initiates the S1 release procedure based on timer expiry, similar to the case where the UE goes out of E-UTRAN coverage. SA2 recall the agreement from an earlier joint meeting between RAN2 and SA2 that in order to limit CN signalling load the UE would be kept in ECM-CONNECTED state for long period of time even when not sending data;

2. given that eNodeB has issued the Mobility from E-UTRA Command itself (step 11 in the attached call flow), the eNodeB is aware that the UE has left E-UTRAN coverage because of mobility to 1xRTT and should therefore trigger the S1 release procedure as soon as the UE disappears from E-UTRAN coverage. SA2's assumption is that for this alternative a new Cause value should be specified (e.g. Mobility from E-UTRA).

RAN2 reviewed the two options provided for triggering the S1 release procedure suggested by SA2. Please note that RAN2 has not yet addressed error scenarios like UE failing to access the target system after the UE receives the MobilityFromEUTRACommand during handover from E-UTRAN to 1xRTT. However, RAN2 has decided to adopt option 2 suggested by SA2 where eNB triggers the S1 release procedure and provides the network with sufficient information on the reason for the release. The exact time when eNB initiates the S1 release and the specific cause value to use are yet to be decided.
2. Actions:

RAN2 kindly asks SA2 to take note of the above agreements.
RAN2 kindly asks RAN3 to take note of this agreement and the need for a new cause value.
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