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1. Introduction:
During RAN1#52bis and RAN1#53 meeting RAN1 discussed the definition of “Relative Narrowband TX Power Indicator for DL ICIC” (aka Maximum Tx power per PRB normalized indicator).
Relative Narrowband TX Power Indicator (RNTP)
During RAN1#53 meeting RAN1 agreed on a definition of the indicator captured in the attached Way Forward document. During the discussion on the case definition made in the attached document:
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It was clarified in the meeting that the intention of the case Bitmap bit = 1 is, “no promise is made” for a low interference power in this PRB. So the formulation 
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 seems more appropriate.
Regarding the message aspect, it is especially described that the threshold values and further information are transmitted as part of the X2-message in order to make the X2 message self explanatory.
Moreover, it is described that also the two parameters, reference symbol power boosting, described by 
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 and/or number of cell-specific antenna ports 
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, are part of the X2-message. 
Only in the case that the two parameters for each neighbour cell are already available at the eNodeB by other means, those two parameters could be removed from the RNTP X2 message by RAN3. 
RAN1 would like further to inform RAN3 that the physical meaning of the indicator and the possible levels of the threshold will be specified by RAN1 in the specification TS36.213 section 5.2.x. “eNodeB Relative Narrowband TX Power restrictions”.
2. Actions:

RAN1 kindly asks RAN3 to take the RAN1 information above into account for their specification work of the Intercell Interference Coordination. RAN1 kindly asks RAN3 to capture the RAN1 decision in 36.423.
3. Date of Next TSG-RAN WG1 Meetings:

TSG-RAN WG1 Meeting #53bis
June 30- July 4, 2008
Warsaw, Poland
TSG-RAN WG1 Meeting #54
18 – 22 Aug, 2008
Jeju Island, South Korea
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