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	Reason for change:
(

	The “maximum bit rate” may reach 28.8 Mbps in DL and 11.52 Mbps in UL.

So, 

CR 25.413-0906r3 (Introduction of MIMO in RANAP) has introduced the Extended Guaranteed Bit Rate IE (INTEGER (16,000,001..256,000,000)) for both UL and DL; 
CR 24.008-1142r1 (Support of higher maximum bitrate and guaranteed bit rate in the QoS IE) has extended the range of the guaranteed bit rate up to 256 Mbps for both UL and DL;and, 

CR 25.433-1394 has extended the range of the NBAP MAC-hs Guaranteed Bit Rate and MAC-es Guaranteed Bit Rate IEs up to 256,000,000.
The HS-DSCH / E-DCH Provided Bit Rate Value  IEs are the total number of MAC-d PDU bits whose transmission over the radio interface has been considered successful during the last measurement period, divided by the duration of the measurement period. 
The “logical” ranges of the NBAP HS-DSCH / E-DCH Provided Bit Rate Value IEs are limited to 16,777,215 bit/s in current specification.
For the same reason, the HS-DSCH / E-DCH Provided Bit Rate Value  IEs shall be extended in the same way.
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	It is proposed to allow the Node B to measure the transmission of more than 16,777,215 bit/s over the air interface
The “logical” ranges of the NBAP HS-DSCH / E-DCH Provided Bit Rate Value IEs are extended up to 256,000,000.
Impact assessment towards the previous version of the specification (same release): 


This CR has isolated impact towards the previous version of the specification (same release).

This CR has an impact under functional and protocol point of view.

The impact can be considered isolated because it only affects the Higher Order Modulation and MIMO support.
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9.2.1.31Iaa
HS-DSCH Provided Bit Rate Value

The HS-DSCH Provided Bit Rate Value IE indicates the HS-DSCH Provided Bit Rate as defined in [32].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	HS-DSCH Provided Bit Rate Value
	
	
	INTEGER 

(0..2^24-1, …, 2^24..256,000,000)
	Expressed in bit/s for FDD, 1.28Mcps TDD and 3.84Mcps TDD.

For 7.68Mcps TDD the value shall be doubled to give the value in bit/s.


9.2.1.77
E-DCH Provided Bit Rate Value

The E-DCH Provided Bit Rate Value IE indicates the E-DCH Provided Bit Rate as defined in [32].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Provided Bit Rate Value
	
	
	INTEGER 

(0..2^24-1, …, 2^24..256,000,000)
	Expressed in bit/s.


9.3.4
Information Element Definitions
Unchanged code ommitted.
-- ==========================================

--
E

-- ==========================================

Unchanged code ommitted.
E-DCHProvidedBitRateValue ::= INTEGER(0..16777215,...,16777216..256000000)

-- Unit bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1 bit

Unchanged code ommitted.
-- ==========================================

--
H

-- ==========================================

Unchanged code ommitted.
HS-DSCHProvidedBitRateValue ::= INTEGER(0..16777215,...,16777216..256000000)

-- except for 7.68Mcps TDD Unit bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1 bit

-- 7.68Mcps TDD Unit 2bit/s, Range 0..2^24-1..2^24..256,000,000, Step 1

Unchanged code ommitted.
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