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9.1.5.4
HANDOVER REQUEST

This message is sent by the MME to the target eNodeB to request the preparation of resources.

Direction: MME ( eNodeB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	Handover Type
	M
	<IntraLTE, UTRANtoLTE, GERANtoLTE>
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Aggregate Maximum Bit Rate
	M
	
	9.2.1.20
	
	YES
	reject

	Security Information
	C- if
UTRANGERAN
toLTE
	
	9.2.1.26
	
	YES
	reject

	SAE Bearers To Be Setup List
	M
	
	
	
	YES
	ignore

	>SAE Bearers To Be Setup Item IEs
	
	1 to <maxnoof SAEbearers>
	
	
	EACH
	reject

	>> SAE Bearer ID 
	M
	
	9.2.1.2
	
	-
	

	>> Transport Layer Address
	M
	
	9.2.2.1
	
	-
	

	>> GTP TEID
	M
	
	9.2.2.2
	To deliver UL PDUs
	-
	

	>> SAE Bearer Level QoS Parameters
	M
	
	9.2.1.15
	Includes necessary QoS parameters
	-
	

	Intra-LTE HO Information ListRequest
	C- ifIntraLTE
	
	
	
	YES
	reject

	> Source eNodeB to Target eNodeB Transparent Container
	M
	
	9.2.1.7
	
	
	

	UTRAN to LTE HO Information ListRequest
	C- if
UTRAN
toLTE
	
	
	
	YES
	reject

	> Source RNC to Target RNC Transparent Container
	M
	
	9.2.1.9
	FFS if this is mandatory and needed
	
	

	to GERAN to LTE HO Information ListRequest
	C- if
GERAN
toLTE
	
	
	
	YES
	reject

	> Source BSS to Target BSS Transparent Container
	M
	
	9.2.1.11
	FFS if this is mandatory and needed
	
	

	Handover Restriction List
	O
	
	9.2.1.22
	
	YES
	ignore

	Trace Activation
	O
	
	9.2.1.4
	
	YES
	ignore


Editor’s Note: The details of required IEs to indicate security parameters in the message (e.g., encryption and integrity protection information) are FFS.
	Condition
	Explanation

	IfIntraLTE
	This IE shall be present if the Handover Type IE is set to the “Value” IntraLTE.

	ifUTRANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” UTRANtoLTE.

	ifGERANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” GERANtoLTE.

	ifUTRANGERANtoLTE
	This IE shall be present if the Handover Type IE is set to the “Value” GERANtoLTE or to the “value” UTRANtoLTE.

	Range bound
	Explanation

	maxnoofSAEbearers
	Maximum no. of SAE Bearers for one UE. Value is 256.


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for S1AP.

--

-- **************************************************************

S1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (20) modules (3) s1ap (1) version1 (1) s1ap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AggregateMaximumBitrate,

Cause,


Cdma2000HORequiredIndication,


Cdma2000HOStatus,


Cdma2000OneXMEID,


Cdma2000OneXRAND,

Cdma2000PDU,


Cdma2000RATType,


Cdma2000SectorID,


CriticalityDiagnostics,

Direct-Forwarding-Path-Availability,


ENB-Global-ID,

EUTRAN-CGI-ID,
ENBname,


ENB-StatusTransfer-TransparentContainer,

ENB-UE-S1AP-ID,


GTP-TEID,


GUMMEI,


HandoverRestrictionList,


HandoverType,


MMEname,


MME-UE-S1AP-ID,


NAS-PDU,
PagingCause,


PagingDRX,


PLMNidentity,


RelativeMMECapacity,
RequestType,


SAE-Bearer-ID,


SAE-BearerLevelQoSParameters,


SAEBearerList,


SecurityInfo,


SecurityInformation,


ServedPLMNs,


SourceBSS-ToTargetBSS-TransparentContainer,


SourceeNodeB-ToTargeteNodeB-TransparentContainer,


SourceID,


SourceRNC-ToTargetRNC-TransparentContainer,


SupportedTAs,


TAI,


TargetBSS-ToSourceBSS-TransparentContainer,



TargeteNodeB-ToSourceeNodeB-TransparentContainer,


TargetID,


TargetRNC-ToSourceRNC-TransparentContainer,


TimeToWait,


TraceActivation,


TraceReference,


TransportLayerAddress,


UEIdentityIndexValue,


UEPagingID,


UERadioCapability,


UE-S1AP-IDs,


UE-associatedLogicalS1-ConnectionItem,


S-TMSI
FROM S1AP-IEs
Asn1 not modified

-- **************************************************************

--

-- Handover Request

--

-- **************************************************************

HandoverRequest ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HandoverRequestIEs} },


...

}

HandoverRequestIEs S1AP-PROTOCOL-IES ::= {


{ ID id-MME-UE-S1AP-ID




CRITICALITY reject
TYPE MME-UE-S1AP-ID

 


PRESENCE mandatory
} |


{ ID id-HandoverType




CRITICALITY reject
TYPE HandoverType

 


PRESENCE mandatory
} |


{ ID id-Cause




CRITICALITY ignore
TYPE Cause

 


PRESENCE mandatory
} |


{ ID id-aggregateMaximumBitrate

CRITICALITY reject
TYPE AggregateMaximumBitrate

PRESENCE mandatory
}|

{ ID id-SecurityInfo



CRITICALITY reject
TYPE SecurityInfo

 


PRESENCE conditional

-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” or to value “GERANtoLTE”  --

} |

{ ID id-SAEBearerToBeSetupListHOReq




CRITICALITY reject
TYPE SAEBearerToBeSetupListHOReq

 


PRESENCE mandatory
} |


{ ID id-Intra-LTEHOInformationReq


CRITICALITY reject
TYPE Intra-LTEHOInformationReq

PRESENCE conditional


-- This IE shall be present if Handover Type IE is set to value “IntraLTE” --

} |


{ ID id-UTRANtoLTEHOInformationReq


CRITICALITY reject
TYPE UTRANtoLTEHOInformationReq


PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “UTRANtoLTE” --

} |


{ ID id-GERANtoLTEHOInformationReq









CRITICALITY reject
TYPE GERANtoLTEHOInformationReq PRESENCE conditional


-- This IE shall be present if the Handover Type IE is set to value “GERANtoLTE” --











} |


{ ID id-HandoverRestrictionList

CRITICALITY ignore
TYPE HandoverRestrictionList
PRESENCE optional
}|

{ ID id-TraceActivation



CRITICALITY ignore
TYPE TraceActivation
 

PRESENCE optional
},


...
}
SAEBearerToBeSetupListHOReq 




::= SAEB-IE-ContainerList { {SAEBearerToBeSetupItemHOReqIEs} }

SAEBearerToBeSetupItemHOReqIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerToBeSetupItemHOReq


CRITICALITY ignore
TYPE SAEBearerToBeSetupItemHOReq


PRESENCE mandatory
},


...

}

SAEBearerToBeSetupItemHOReq ::= SEQUENCE {


sAE-Bearer-ID





SAE-Bearer-ID,


transportLayerAddress



TransportLayerAddress,


gTP-TEID




GTP-TEID,

sAE-BearerlevelQosParameters



SAE-BearerLevelQoSParameters,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerToBeSetupItemHOReq-ExtIEs} }


OPTIONAL,


...

}

SAEBearerToBeSetupItemHOReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

UTRANtoLTEHOInformationReq ::= SEQUENCE {


sourceRNC-ToTargetRNC-TransparentContainer




SourceRNC-ToTargetRNC-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {UTRANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

UTRANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

GERANtoLTEHOInformationReq ::= SEQUENCE {


sourceBSS-ToTargetBSS-TransparentContainer




SourceBSS-ToTargetBSS-TransparentContainer,


iE-Extensions




ProtocolExtensionContainer { {GERANtoLTEHOInformationReq-ExtIEs} }


OPTIONAL,


...

}

GERANtoLTEHOInformationReq-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
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