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Start of the first modification

19.2.2.5
Handover signalling procedures

Handover signalling procedures support both, inter-eNB handover and inter-RAT handover. 

Inter-RAT handovers shall be initiated via the S1 interface. 

Inter-eNB handovers shall be initiated via the X2 interface except if any of the following conditions are true:

-
there is no X2 between source and target eNB.

-
the source eNB has been configured to initiate handover to the particular target eNB via S1 interface in order to enable the change of an EPC node (MME and/or Serving GW).

-
the source eNB has attempted to start the inter-eNB HO via X2 but receives a negative reply from the target eNB with a specific cause value.
NOTE:
Handling of cases where the target eNB does not reply is FFS. 

Inter-eNB handovers shall be initiated via the S1 interface, if one of the above conditions applies.
The source eNB may initiate concurrent Handover Preparations towards multiple target candidate nodes/systems provided that the source eNB initiates the Handover Cancel procedure towards the target candidate nodes/systems that were not the chosen target nodes/systems. However, the target node/system may reject concurrent handover preparations.
NOTE:
Affects on Home eNBs should be looked at.  

It is foreseen to re-use Handover principles from the Iu interface for inter-eNB handovers which are initiated via the S1 interface.
End of the first modification

Start of the second modification

20.2.2.1
Handover Preparation procedure

The Handover preparation procedure is initiated by the source eNB if it determines the necessity to initiate the handover via the X2 interface. 

[image: image1]
Figure 20.2.2.1-1: Handover Preparation procedure

The source eNB sends a HANDOVER REQUEST to the target eNB including the bearers to be setup by the target ENB.

The handover preparation phase is finished upon the reception of the HANDOVER REQUEST ACKNOWLEDGE in the source eNB, which includes at least radio interface related information (HO Command for the UE), successfully established EPS Bearer(s) and failed established EPS Bearer(s).
In case the handover resource allocation is not successful (e.g. no resources are available on the target side) the target eNB responds with the HANDOVER PREPARATION FAILURE message instead of the HANDOVER REQUEST ACKNOWLEDGE message.
If eNB received NAS message from MME during X2 handover procedure, it shall be acted as specified in subclause 19.2.2.6.
The source eNB may initiate concurrent Handover Preparations towards multiple target candidate eNB-s provided that the source eNB initiates the Handover Cancel procedure towards the target candidate eNB-s that were not the chosen target eNB-s. However, there may only be one handover preparation per Ue towards each target candidate eNB at any given time.
End of the second modification
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