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Discussion and Approval

1
Introduction

RAN3 has received Reply LS regarding UE Historical Inforamtion in HSPA evolution from RAN2 in [1] with one question to RAN3 below. 
· provide comments to the proposed parameters for mobility and RRM support and propose other parameters if deemed beneficial.

RAN2 answer: RAN2 also shares the view that UE Historical Information of the following IEs is benefitial: 

· Last visited cell info list:

· Cell ID

· Cell Type(macro, micro etc)

· Time UE Stayed in cell
· UL/DL data volume per RB: this indicates how much data was transmitted over an observed time (amount of time spent in RRC connected) or Activity Indicator per RB (RAN3 to decide between the two, both are fine from RAN2 point of view)

· UE Mobility State indicator

· Amount of time the UE was inactive.

This contribution considers identified two alternatives as a throughput related parameter useful for scheduling and propose way forward.
2 Proposal
In both alternatives since the RNC needs to calculate the data volume for each RB, i.e. in the alternative to send Activity Indicator(2nd alternative) after calculation the RNC finds out the corresponding value for Activity indicator to the calculated data volume, there are not major difference between the two alternatives. 
However, in the 2nd alternative, mapping table between data volume and Activity Indicator needs to be stored in each RNC/NB+ by O&M etc and the exact same mapping information needs to be stored in multiple vendor RNC/NB+ configuration in principle.  

This is considered to require extra effort in implementation and deployment phase so that it is proposed to take the first alternative which signals calculated data volume to Target RNC during the relocation. 
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Conclusion

It is proposed RAN3 to discuss section 2 and agree the proposal to signal UL/DL data volume per RB to Target RNC. 
Reference: 

[1] R3-081751: Reply LS on Introduction of UE History Information in HSPA evolution: RAN2 LS






