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9.2.1.14
Extended RNC-ID

The Extended RNC-ID is used to identify an RNC.
 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Extended RNC-ID
	M
	
	INTEGER (4096..65535)
	The Extended RNC-ID IE shall be used if the RNC identity has a value larger than 4095. 

Note: Application of the Extended RNC-ID IE to very large networks is FFS.


************ NEXT CHANGES ***************
9.2.1.18 
SAE Bearer Type

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice SAE Bearer Type
	
	
	
	

	> GBR bearer
	
	
	
	

	>> SAE Bearer Maximum Bit Rate Downlink
	M
	
	SAE Bearer Bit Rate

SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>> SAE Bearer Maximum Bit Rate Uplink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>> SAE Bearer Guaranteed Bit Rate Downlink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>> SAE Bearer Guaranteed Bit Rate Uplink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	> Non-GBR bearer
	
	
	
	

	>> Non GBR bearer
	
	
	ENUMERATED (Non GBR bearer,…)
	


9.2.1.19 
Bit Rate
 This IE indicates the number of bits delivered by E-UTRAN in UL or to E-UTRAN in DL within a period of time, divided by the duration of the period. It is used, for example, to indicate the maximum or guaranteed bit rate for a SAE GBR bearer, or an aggregated maximum bit rate.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Bit Rate
	
	
	INTEGER (0..10,000,000,000)
	
The unit is: bit/s 


9.2.1.20
Aggregate Maximum Bit Rate
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Aggregate Maximum Bit Rate
	
	
	
	Desc.:

Applicable for non-GBR SAE Bearers,provided at initial context setup

	>Aggregate Maximum Bit Rate Downlink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added

	>Aggregate Maximum Bit Rate Uplink
	M
	
	SAE Bearer Bit Rate 9.2.1.19
	Desc.: to be added


************ NEXT CHANGES ***************
9.2.2.1
Transport Layer Address

This information element is an IP address to be used for the user plane transport. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Layer Address
	M
	
	BIT STRING (1..160, …)
	The Radio Network Layer is not supposed to interpret the address information. It should pass it to the transport layer for interpretation.

For details on the Transport Layer Address, see ref.  [12].



************ NEXT CHANGES ***************
9.2.3.9
GUMMEI
This information element indicates the globally unique MME identity.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	GUMMEI
	
	
	
	

	>PLMN identity
	M
	
	OCTET STRING (SIZE (3))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bits 4 to 1 of octet n encoding digit 2n-1

- bits 8 to 5 of octet n encoding digit 2n

-The Selected PLMN identity consists of 3 digits from MCC followed by either 
-a filler digit plus 2 digits from MNC (in case of 2 digit MNC) or 
-3 digits from MNC (in case of a 3 digit MNC).

	>MME Group ID
	M
	
	OCTET STRING (2)
	FFS

	>MME code
	M
	
	9.2.3.12
	


9.2.3.10
UE Identity Index value

The UE Identity Index value IE is used at paging.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE identity Index Value
	M
	
	OCTET STRING
	IMSI mod L as defined in FFS.


9.2.3.11
IMSI

This information element contains an International Mobile Subscriber Identity, which is commonly used to identify the UE in the CN.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	IMSI
	M
	
	OCTET STRING (SIZE (3..8))
	- digits 0 to 9, encoded 0000 to 1001,

- 1111 used as filler digit,

two digits per octet,

- bit 4 to 1 of octet n encoding digit 2n-1

- bit 8 to 5 of octet n encoding digit 2n

-Number of decimal digits shall be from 6 to 15 starting with the digits from the PLMN identity.

When the IMSI is made of an odd number of digits, the filler digit shall be added at the end to make an even number of digits of length 2N. The filler digit shall then be consequently encoded as bit 8 to 5 of octet N.


************ NEXT CHANGES ***************
9.2.3.18
UE S1 AP ID pair

This IE contains a pair of UE S1 AP identities.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	-
	-

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	-
	-


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions
--

-- **************************************************************

Unchanged text omitted
-- A

AllocationRetentionPriority ::= SEQUENCE {


priorityLevel


PriorityLevel, 


iE-Extensions


ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationRetentionPriority-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

AggregateMaximumBitrate ::= SEQUENCE {


aggregateMaximumBitRateDL



BitRate,


aggregateMaximumBitRateUL



BitRate,


iE-Extensions






ProtocolExtensionContainer { {Aggregate-MaximumBitrates-ExtIEs} } OPTIONAL,


...

}

Aggregate-MaximumBitrates-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

-- B

Bearers-SubjectToStatusTransferList ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { { Bearers-SubjectToStatusTransfer-ItemIEs } }

Bearers-SubjectToStatusTransfer-ItemIEs S1AP-PROTOCOL-IES ::= {


{ ID id-Bearers-SubjectToStatusTransfer-Item
CRITICALITY ignore
TYPE Bearers-SubjectToStatusTransfer-Item 
PRESENCE mandatory
},

...

}

Bearers-SubjectToStatusTransfer-Item ::= SEQUENCE {


sAE-Bearer-ID







SAE-Bearer-ID,

uL-COUNTvalue







COUNTvalue,

dL-COUNTvalue







COUNTvalue,

iE-Extensions






ProtocolExtensionContainer { {Bearers-SubjectToStatusTransfer-ItemExtIEs} } OPTIONAL,


...

}

Bearers-SubjectToStatusTransfer-ItemExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

BitRate
::= INTEGER (0..10000000000) 

BPLMNs ::= SEQUENCE (SIZE(1.. maxnoofBPLMNs)) OF PLMNidentity

Unchanged text omitted
-- S

SAE-Bearer-ID

::= OCTET STRING

SAEBearerInformationList
::= SEQUENCE (SIZE (1.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { { SAEBearerInformationListIEs } }

SAEBearerInformationListIEs S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerInformationListItem


CRITICALITY ignore
TYPE SAEBearerInformationListItem


PRESENCE mandatory
},


...

}

SAEBearerInformationListItem ::= SEQUENCE {


sAE-Bearer-ID




SAE-Bearer-ID,


dL-Forwarding




DL-Forwarding,


iE-Extensions




ProtocolExtensionContainer { {SAEBearerInformationListItem-ExtIEs} }


OPTIONAL,


...

}

SAEBearerInformationListItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAEBearerList ::= SEQUENCE (SIZE(0.. maxNrOfSAEBs)) OF ProtocolIE-SingleContainer { {SAEBearerItemIEs} }

SAEBearerItemIEs 
S1AP-PROTOCOL-IES ::= {


{ ID id-SAEBearerItem
 CRITICALITY reject 
TYPE SAEBearerItem 
PRESENCE mandatory },


...

}

SAEBearerItem ::= SEQUENCE {


sAE-Bearer-ID



SAE-Bearer-ID,

cause





Cause,


iE-Extensions



ProtocolExtensionContainer { {SAEBearerItem-ExtIEs} } OPTIONAL,


...

}
SAEBearerItem-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-Bearer-BitRate
::= INTEGER (0..10000000) 

SAE-BearerLevelQoSParameters ::= SEQUENCE {


qCI


QCI,


allocationRetentionPriority


AllocationRetentionPriority OPTIONAL,


sAE-BearerType





SAE-Bearer-Type,


iE-Extensions





ProtocolExtensionContainer { {SAE-Bearer-QoSParameters-ExtIEs} } OPTIONAL,


...

}

SAE-Bearer-QoSParameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SAE-Bearer-Type ::= CHOICE {


sAE-GBR-Bearer


SAE-GBR-Bearer,


sAE-non-GBR-Bearer

SAE-non-GBR-Bearer,


...

}

SAE-GBR-Bearer ::= SEQUENCE {


sAE-Bearer-MaximumBitrateDL


BitRate,


sAE-Bearer-MaximumBitrateUL


BitRate,


sAE-Bearer-GuaranteedBitrateDL

BitRate,


sAE-Bearer-GuaranteedBitrateUL

BitRate,


iE-Extensions





ProtocolExtensionContainer { {SAE-GBR-Bearer-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-GBR-Bearer-Parameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}
SAE-non-GBR-Bearer ::= SEQUENCE {


sAE-non-GBR-Bearer-Type


SAE-non-GBR-Bearer-Type,

iE-Extensions





ProtocolExtensionContainer { {SAE-non-GBR-Bearer-Parameters-ExtIEs} } OPTIONAL,


...

}

SAE-non-GBR-Bearer-Type
::= ENUMERATED {


non-GBR-Bearer,


...

}

SAE-non-GBR-Bearer-Parameters-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {

...

}
SecurityInfo ::= SEQUENCE {


securityKey

SecurityKey,


iE-Extensions


ProtocolExtensionContainer { { SecurityInfo-ExtIEs} } OPTIONAL,


...
}

SecurityKey
::= BIT STRING (SIZE(128))
SecurityInfo-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SecurityInformation ::= SEQUENCE {


securityPlaceHolder

SecurityPlaceHolder,


iE-Extensions


ProtocolExtensionContainer { { SecurityInformation-ExtIEs} } OPTIONAL,

...
}

SecurityPlaceHolder
::= ENUMERATED {


whatever,


...

}

SecurityInformation-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SourceBSS-ToTargetBSS-TransparentContainer

::= OCTET STRING

SourceID ::= SEQUENCE {


sourceeNB-ID


SourceeNB-ID,

...

}

SourceeNB-ID ::= SEQUENCE {


pLMNidentity



PLMNidentity,


eNB-Global-ID



ENB-Global-ID -- FFS
}

SourceeNodeB-ToTargeteNodeB-TransparentContainer

::= SEQUENCE {

rRC-Container




RRC-Container,


sAEBearerInformationList

SAEBearerInformationList

OPTIONAL,


iE-Extensions


ProtocolExtensionContainer { {SourceeNodeB-ToTargeteNodeB-TransparentContainer-ExtIEs} } OPTIONAL,


...

}

SourceeNodeB-ToTargeteNodeB-TransparentContainer-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


...

}

SourceRNC-ToTargetRNC-TransparentContainer

::= OCTET STRING

ServedPLMNs ::= SEQUENCE (SIZE(1.. maxnoofPLMNsPerMME)) OF PLMNidentity

SupportedTAs ::= SEQUENCE (SIZE(1.. maxnoofTACs)) OF SupportedTAs-Item

SupportedTAs-Item ::=
SEQUENCE  {


tAC




TAC,

broadcastPLMNs

BPLMNs,


...

}

S-TMSI ::= SEQUENCE {


mMEC
MME-Code,


m-TMSI
M-TMSI,


...

}
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