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1. Introduction

The document attempts to provide the text proposal for R3.020 related to the RUA topic based on the agreements during the main discussion.
2. Discussion
The offline discussion related to the RUA topic between various companies is captured in R3-082289 [1] and R3-082301[2]. In general, the following functionality is agreed to be provided by the RUA layer on the Iuh interface:
Connection Oriented Functionality:

1) Connect Request: Applicable in uplink direction

2) Disconnect message: Applicable in uplink direction

3) Direct Transfer: Applicable in uplink and downlink direction

Connection-less Functionality:

1) Connectionless Transfer: Applicable in uplink and downlink direction

Additionally, it was also agreed to provide functionality for indication of error conditions (e.g. congestion, Iu interface connection failure, etc). The exact procedure and details for indication of these error conditions (e.g. use of connection refuse with cause code or error indication with cause code) are left as FFS.

3. Conclusion

It is proposed to capture the following text proposal as agreement for RUA functionality in TR R3.020. 
======Text Proposal Begin=======

7
Agreements

7.1
3G HNB

….
 -RANAP User Adaptation (RUA) layer provides adaptation between RANAP and SCTP at the RNL layer as shown in Figure 6.1.2.2-1
Furthermore, it is agreed that the RUA layer shall provide the following:
- Connection Oriented Procedures:

1) Connect: Applicable in uplink direction. Downlink is FFS 
2) Disconnect: Applicable in uplink direction. Downlink is FFS 
3) Direct Transfer: Applicable in uplink and downlink direction

- Connection-less Procedures:

1) Connectionless Transfer: Applicable in uplink and downlink direction

· Abnormal Condition Handling Functionality (incl. congestion indication)
Note: The exact messages and details for indication of these error conditions (e.g. use of connection refuse with cause code or error indication message with cause code) are left as FFS.

======Text Proposal End=======

















































































































































































