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9.1.3
COMMON TRANSPORT CHANNEL SETUP REQUEST

9.1.3.2
TDD Message

	……
	
	
	
	
	
	

	>PLCCH
	
	
	
	1.28 Mcps TDD only
	YES
	ignore

	>>Max PLCCH Power
	M
	
	DL Power 

9.2.1.21
	
	–
	

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>E-RUCCH
	
	
	
	3.84Mcps TDD only
	YES
	ignore

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>Max E-RUCCH Midamble Shifts
	M
	
	9.2.3.44
	
	–
	

	>>E-RUCCH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>E-RUCCH 7.68Mcps
	
	
	
	7.68Mcps TDD only
	YES
	ignore

	>>Common Physical Channel ID 7.68Mcps
	M
	
	9.2.3.33
	
	–
	

	>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>TDD Channelisation Code 7.68Mcps
	M
	
	9.2.3.34
	
	–
	

	>>Max E-RUCCH Midamble Shifts
	M
	
	9.2.3.44
	
	–
	

	>>E-RUCCH Midamble 
	M
	
	9.2.3.14
	
	–
	


9.3.3
PDU Definitions

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************
-- Omitted for no change Part

...


id-MultipleFreq-E-HICH-TimeOffsetLCR,

id-PLCCH-parameters,


id-E-RUCCH-parameters,


id-E-RUCCH-768-parameters,

...

FROM NBAP-Constants;
-- Omitted for no change Part
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container

{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID










CRITICALITY reject
TYPE C-ID




PRESENCE mandatory
}|


{ ID
id-ConfigurationGenerationID




CRITICALITY reject
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD
CRITICALITY ignore
TYPE CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory
},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD,



























...,

extension-CommonPhysicalChannelType-CTCH-SetupRqstTDD
Extension-CommonPhysicalChannelType-CTCH-SetupRqstTDD
}

Extension-CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ Extension-CommonPhysicalChannelType-CTCH-SetupRqstTDDIE }}

Extension-CommonPhysicalChannelType-CTCH-SetupRqstTDDIE NBAP-PROTOCOL-IES ::= {


{ ID id-PLCCH-parameters


CRITICALITY ignore
TYPE PLCCH-parameters

PRESENCE mandatory }|


{ ID id-E-RUCCH-parameters

CRITICALITY ignore

TYPE E-RUCCH-parameters

PRESENCE mandatory }|


{ ID id-E-RUCCH-768-parameters
CRITICALITY ignore

TYPE E-RUCCH-768-parameters
PRESENCE mandatory },


...

}
-- Omitted for no change Part
...

id-PLCCH-parameters






ProtocolIE-ID ::= 981
id-E-RUCCH-parameters





ProtocolIE-ID ::= 982
id-E-RUCCH-768-parameters




ProtocolIE-ID ::= 983
END

