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	Reason for change:
(
	Before the 25.433 780 ASN.1 (including Rel-5 and Rel-6), the “cause”  IE in the “Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD” IE is madatory. However, in 25.433 780, the “cause”  IE was changed to optional  which is not compatible with the previous NBAP ASN.1 version. And the cause in ASN.1 is just used to indicate the cause of HSDPA configuration failure.

	
	

	Summary of change:
(
	The “cause”  IE in the “Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD” IE is changed to madatory. And the description “Used to indicate the cause of HSDPA configuration failure” in ASN.1 is deleted. The ASN.1 and message table are also aligned on the cause for HSDPA and E-DCH.
Impact analysis

The 25.433 7a0 ASN.1 is not compatibility with the 25.433 780 and 790.
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9.1.64
PHYSICAL SHARED CHANNEL RECONFIGURATION FAILURE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID 
	M
	
	9.2.1.62
	
	–
	

	CHOICE Cause Level
	M
	
	
	
	YES
	ignore

	>General
	
	
	
	
	
	

	>>Cause
	M
	
	9.2.1.6
	
	–
	

	>Set Specific
	
	
	
	TDD Only
	
	

	>>Unsuccessful DL Shared Channel Set
	
	0..<maxnoofPDSCHSets>
	
	
	EACH
	ignore

	>>>PDSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>>>Cause 
	M
	
	9.2.1.6
	
	–
	

	>>Unsuccessful UL Shared Channel Set
	
	0..<maxnoofPUSCHSets>
	
	
	EACH
	ignore

	>>>PUSCH Set ID
	M
	
	9.2.3.13
	
	–
	

	>>>Cause
	M
	
	9.2.1.6
	
	–
	

	>Extension Cause Level
	
	
	
	
	
	

	>>UARFCN Specific
	
	1
	
	Applicable to 1.28Mcps TDD only when using multiple frequencies
	YES
	ignore

	>>>Unsuccessful UARFCN
	
	0.. <maxFrequencyinCell>
	
	
	EACH
	ignore

	>>>>UARFCN
	M
	
	9.2.1.65
	Corresponds to Nt [15]
Used to indicate the carrier on which HSDPA or E-DCH related resources configuration failure occurs. 
	–
	

	>>>>Cause 
	M
	
	9.2.1.6
	
	–
	

	>>>>HS-Cause 
	O
	
	9.2.1.6
	Used to indicate the cause of HSDPA configuration failure
	YES
	ignore

	>>>>E-Cause 
	O
	
	9.2.1.6
	Used to indicate the cause of E-DCH related configuration failure.
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore


	Range Bound
	Explanation

	maxnoofPDSCHSets
	Maximum number of PDSCH Sets in a cell

	maxnoofPUSCHSets
	Maximum number of PUSCH Sets in a cell

	maxFrequencyinCell
	Maximum number of Frequencies that can be defined in a Cell


9.3.3
PDU Definitions
-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************
-- Omitted for no change Part

...


id-MultipleFreq-E-HICH-TimeOffsetLCR,

id-HS-Cause,

id-E-Cause,

...
FROM NBAP-Constants;
-- Omitted for no change Part
UARFCNSpecificCauseList-PSCH-ReconfFailureTDD ::= SEQUENCE (SIZE (0.. maxFrequencyinCell)) OF ProtocolIE-Single-Container {{ Unsuccessful-UARFCNItemIE-PSCH-ReconfFailureTDD }}

Unsuccessful-UARFCNItemIE-PSCH-ReconfFailureTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD
CRITICALITY ignore
TYPE Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD
PRESENCE mandatory }

}
Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD ::= SEQUENCE {


uARFCN




UARFCN,

-- Used for 1.28 Mcps TDD to indicate the carrier on which HSDPA or HSUPA resources configuration failure occurs.

cause




Cause,


iE-Extensions


ProtocolExtensionContainer { {Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD-ExtIEs} }

OPTIONAL,


...

}

Unsuccessful-UARFCNItem-PSCH-ReconfFailureTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-HS-Cause
CRITICALITY
ignore

EXTENSION
Cause

PRESENCE
optional}|

-- Used to indicate the cause of HSDPA related configuration failure.

{ ID
id-E-Cause
CRITICALITY
ignore

EXTENSION
Cause

PRESENCE
optional},

-- Used to indicate the cause of E-DCH related configuration failure.

...

}
-- Omitted for no change Part
id-HS-Cause






ProtocolIE-ID ::= 984
id-E-Cause






ProtocolIE-ID ::= 985
END

