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*** First change ***

8.5
Paging

8.5.1
General

The purpose of the Paging procedure is to enable the MME to page a UE in the specific eNB.
8.5.2
Successful Operation
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Figure 8.5.2-1: Paging procedure
The MME initiates the paging procedure by sending the PAGING message to the eNB.

At the reception of the PAGING message, the eNB shall perform paging of the UE in cells which belong to tracking areas as indicated in the List of TAIs IE. The Paging Domain IE is used to tell the UE the network domain which initiated the paging request. The Paging Cause IE shall be transferred transparently to the UE.

The Paging DRX IE may be included in the PAGING message, and if present the eNB shall use it for calculating the paging occasions for the UE.

For each cell that belongs to any of the TA indicated in the List of TAIs IE, the eNodeB shall generate one page on the radio interface.

8.5.3
Unsuccessful Operation
Not applicable.

8.5.4
Abnormal Conditions

Not applicable.

*** Next change ***

9.1.6
PAGING

This message is sent by the MME and is used to page a UE in one or several tracking areas.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging ID
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging Domain
	M
	
	9.2.3.y
	
	
	

	Paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore

	Paging Cause
	M
	
	9.2.1.17
	
	YES
	ignore

	List of TAIs
	
	
	
	
	YES
	ignore

	>TAI List Item 
	
	1 to < maxnoofTAI >
	
	
	EACH
	ignore

	>>TAI 
	M
	
	9.2.3.16
	
	-
	


	Range bound
	Explanation

	maxnoofTAI
	Maximum no. of TAI Identity for one UE. Value is FFS.


*** Next change ***

9.2.1.17
Paging Cause 

This element indicates the cause for paging a UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Paging Cause
	M
	
	ENUMERATED( Terminating Conversational Call,  Terminating Streaming Call,  Terminating Interactive Call, Terminating Background Call, 
Terminating Low Priority Signalling, 
...,

Terminating High Priority Signalling,

Terminating CS call from UTRAN/GERAN,

Terminating CS call from 1xRTT,
Terminating SMS)
	
	
	


*** Next change ***

9.2.3.y
Paging Domain

The Paging Domain IE is used at paging to indicate the origin of the paging.  
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Domain
	M
	
	ENUMERATED( PS, CS)
	


*** Next change ***

9.3.3
PDU Definitions

(Snip)

PagingIEs S1AP-PROTOCOL-IES ::= {


{ ID id-UEIdentityIndexValue

CRITICALITY ignore
TYPE UEIdentityIndexValue
PRESENCE mandatory
} |

{ ID id-UEPagingID





CRITICALITY ignore
TYPE UEPagingID



PRESENCE mandatory
} |


{ ID id-PagingDomain




CRITICALITY ignore
TYPE PagingDomain


PRESENCE mandatory
} |


{ ID id-pagingDRX




CRITICALITY ignore
TYPE PagingDRX


PRESENCE optional
} |


{ ID id-pagingCause




CRITICALITY ignore
TYPE PagingCause

PRESENCE mandatory
} |


{ ID id-TAIList




CRITICALITY ignore
TYPE TAIList

 
PRESENCE mandatory
},


...

}

*** Next change ***

9.3.4
Information Element Definitions

(Snip)

PagingCause ::= ENUMERATED { 


terminating-conversational-call, 


terminating-streaming-call, 


terminating-interactive-call, 


terminating-background-call, 


terminating-low-priority-signalling,


..., 


terminating-high-priority-signalling,


terminating-CS-call-from-UTRAN-GERAN,


terminating-CS-call-from-1xRTT,


terminating-SMS
}
PagingDomain ::= ENUMERATED {


PS,


CS

}

PDCP-SN ::= INTEGER (0..4095) 
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