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1.
Overall description:

In SA3#52 adhoc meeting, S3-080964 and S3-080965 were discussed for the problem of SIM access in inter-RAT handover case. The problem is described as following,

-It has been decided by SA3 that it shall not be allowed to grant SIM access to E-UTRAN system. The initial access to eUTRAN by a SIM can be prohibited by mandating USIM-based AKA mechanism. However, such mechanism does not exclude the possibility that a SIM user moves from GERAN/UTRAN to eUTRAN. The SIM user may be active in E-UTRAN until the next run of AKA, which is determined by the network and may, but does not have to immediately follow the handover.  To avoid potential service interruption after such an AKA run, the UE may avoid handovers to LTE if SIM is inserted.
For example, when a user moves to an area covered by both GERAN/UTRAN and eUTRAN coverage, source network (BSS or RNC) may select eUTRAN cell as preferential target cell either because of the better signal quality or the requirement of the ongoing service. Generally, RNC/BSS does not know the SIM type of the UE, so RNC/BSS may handover a SIM user to eUTRAN. 

So measures have to be taken to prevent that users gain access to E-UTRAN through a handover procedure, 
SA3 had some discussions on this problem and some solutions were proposed,

· SIM type comes from core network (SGSN) i.e., carried in RANAP Security Mode Command message. SGSN indicates in information to RNC, and RNC can store this information along with other UE context. When mobility happens, RNC can decide whether to select an eUTRAN cell as a target cell. 

· “Handover service” IE carried in RAB assignment request or relocation request is extended and reused to indicate whether HO to eUTRAN is allowed for this user. In current 25.413 Specification, this IE is used to indicate whether HO to GSM is allowed or not.

· MME can control the handover decision for SIM access based on the subscriber profile transferred from the SGSN, or on the type of security context transferred from the SGSN. 

SA3 would like to ask RAN3 whether there is already a solution for such problem in the related specification. If there is no such solution, SA3 would like to ask RAN3 to indicate their preferences for a solution for this problem.

2. Actions:

To RAN3:

· SA3 kindly asks RAN3 to take the above information into account. And SA3 would like to know whether there are already solutions for the problem and would like to ask RAN3 to indicate their preferences for a solution to this problem.
3.
Dates of Next TSG SA WG3 Meetings:

3GPP SA3#53

10 - 14 Nov 2008           Kyoto
Japan 

3GPP SA3#54

19 - 23 Jan 2009  
TBD
