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/** Unchanged Omitted**/
9.1.6
PAGING

This message is sent by the MME and is used to page a UE in one or several tracking areas.
Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	UE Identity Index value
	M
	
	9.2.3.10
	
	YES
	ignore

	UE Paging ID
	M
	
	9.2.3.13
	
	YES
	ignore

	Paging DRX
	O
	
	9.2.1.16
	
	YES
	ignore

	Paging Cause
	M
	
	9.2.1.17
	
	YES
	ignore

	List of TAIs
	
	
	
	
	YES
	ignore

	>TAI List Item 
	
	1 to < maxnoofTAI >
	
	
	EACH
	ignore

	>>TAI 
	M
	
	9.2.3.16
	
	-
	


	Range bound
	Explanation

	maxnoofTAI
	Maximum no. of TAI Identity for one UE. Value is16.


/** Unchanged Omitted**/
9.3.6
Constant definitions
/** Unchanged Omitted**/
**************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfSAEBs






INTEGER ::= 256

maxNrOfInterfaces





INTEGER ::= 3   --FFS

maxnoofTAI







INTEGER ::= 16
maxnoofTACs







INTEGER ::= 256 --FFS

maxNrOfErrors






INTEGER ::= 256

maxnoofBPLMNs






INTEGER ::= 6

maxnoofPLMNsPerMME





INTEGER ::= 32 -- FFS
maxnoofEPLMNs






INTEGER ::= 15

maxnoofEPLMNsPlusOne




INTEGER ::= 16

maxnoofForbLACs






INTEGER ::= 4096



maxnoofForbTACs






INTEGER ::= 4096



maxNrOfIndividualS1ConnectionsToReset
INTEGER ::= 256

maxnoofGUMMEIs






INTEGER ::= 256 -- FFS
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