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Start of the 1st modification
8.2.3
Unsuccessful Operation
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Figure 2: HNB Register Procedure: Un-Successful Operation

If the HNB-GW cannot register the HNB, the HNB-GW will respond with a HNB REGISTER REJECT message.

Typical cause values are:

Radio Network Layer Cause:
· Unauthorised Location

· Unauthorised HNB

· Overload

· HNB Parameter Mismatch
· Unspecified
If the HNB receives the “overload” cause code in the HNB REGISTER REJECT message, the HNB shall not retry registration to the same HNB-GW for at least the duration indicated in the Backoff Timer IE.
End of the 1st modification
Start of the 2nd modification
8.3.2
Successful Operation (HNB-GW Originated)
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Figure 4: HNB De-register Procedure: Successful Operation

The HNB-GW will initiate this procedure whenever it needs to terminate operations with a HNB.

The HNB-GW shall clear all related resources associated with the HNB.

If the HNB receives the “overload” cause code in the HNB DE-REGISTER message, the HNB shall not retry registration to the same HNB-GW for at least the duration indicated in the Backoff Timer IE.
End of the 2nd modification
Start of the 3rd modification
9.1.5
HNB REGISTER REJECT

This message is sent by the HNB-GW to the HNB as unsuccessful response to a HNB REGISTER REQUEST message.

Direction: HNB-GW ( HNB
	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	Cause
	M
	
	9.2.15
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.16
	
	YES
	ignore

	Backoff Timer
	C-ifOverload
	
	9.2.xx
	
	YES
	reject


	Condition
	Explanation

	IfOverload
	This IE shall be present if the Cause IE is set to "Overload".


End of the 3rd modification
Start of the 4th modification
9.1.9
HNB DE-REGISTER 

This message is sent by the HNB to the HNB-GW or HNB-GW to HNB to deregister the HNB,

Direction: HNB ( HNB-GW or HNB-GW ( HNB

	PARAMETER
	PRESENCE
	RANGE 
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1
	
	YES
	reject

	Cause
	M
	
	9.2.15
	
	YES
	ignore

	Backoff Timer
	C-ifOverload
	
	9.2.xx
	
	YES
	reject


	Condition
	Explanation

	IfOverload
	This IE shall be present if the Cause IE is set to "Overload".


End of the 4th modification
Start of the 5th modification
9.2.27
CSG-ID
Indicates the CSG-ID of a particular HNB.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CSG-ID
	
	
	BIT STRING (SIZE(28))
	Length FFS


9.2.xx
Backoff Timer
The Backoff Timer IE indicates in seconds the minimum duration for which the HNB registration shall not be retried.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Backoff Timer
	
	
	INTEGER (0..3600)
	Value ‘0’ indicates no specified time.


9.3
Message and Information Element Abstract Syntax (with ASN.1)

End of the 5th modification
Start of the 6th modification
BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,


CriticalityDiagnostics,


HNB-Location-Information,


HNB-Identity,


Context-ID,


UE-Identity,


LAC,


RAC,


SAC,


CN-DomainIndicator,


IP-Address,


Registration-Cause,


UE-Capabilities,


PLMNidentity,


CellIdentity,


RNC-ID,


CSG-ID,

Backoff Timer

FROM HNBAP-IEs

End of the 6th modification
Start of the 7th modification
FROM HNBAP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-HNB-Location-Information,


id-HNB-Identity,


id-Context-ID,


id-PLMNidentity,


id-UE-Identity,


id-LAC,


id-RAC,


id-SAC,


id-UE-Capabilities,


id-Registration-Cause,


id-CellIdentity,


id-RNC-ID,


id-CSG-ID,

id-Backoff-Timer

FROM HNBAP-Constants;

End of the 7th modification
Start of the 8th modification
-- **************************************************************

--

-- HNB Register REJECT

--

-- **************************************************************

HNBRegisterReject ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBRegisterRejectIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBRegisterRejectExtensions} } 
OPTIONAL,


...

}

HNBRegisterRejectIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Cause





CRITICALITY ignore
TYPE Cause





PRESENCE mandatory} |


{ ID id-CriticalityDiagnostics

CRITICALITY ignore
TYPE CriticalityDiagnostics

PRESENCE optional },


{ ID id-BackoffTimer



CRITICALITY reject
TYPE BackoffTimer



PRESENCE conditional },


...

}

HNBRegisterRejectExtensions HNBAP-PROTOCOL-EXTENSION ::= {


...

}

End of the 8th modification
Start of the 9th modification
-- **************************************************************

--

-- HNB De- Register

--

-- **************************************************************

HNBDe-Register ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       { {HNBDe-RegisterIEs} },


protocolExtensions
ProtocolExtensionContainer { {HNBDe-RegisterExtensions} } 
OPTIONAL,


...

}

HNBDe-RegisterIEs HNBAP-PROTOCOL-IES ::= {


{ ID id-Cause



CRITICALITY ignore
TYPE Cause


PRESENCE mandatory },


{ ID id-BackoffTimer



CRITICALITY reject
TYPE BackoffTimer



PRESENCE conditional },


...

}

End of the 9th modification
Start of the 10th modification
--A

Access-stratum-release-indicator ::=
ENUMERATED {r99,










rel-4, rel-5, rel-6, rel-7, rel-8,











...}
AltitudeAndDirection ::= SEQUENCE {


directionOfAltitude

ENUMERATED {height, depth},


altitude

INTEGER (0..32767),


...

}

--B
BackoffTimer ::= INTEGER(0..3600)
--C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport



CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
End of the 10th modification
Start of the 11th modification
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1

id-CriticalityDiagnostics





ProtocolIE-ID ::= 2

id-HNB-Identity








ProtocolIE-ID ::= 3

id-Context-ID








ProtocolIE-ID ::= 4

id-UE-Identity








ProtocolIE-ID ::= 5

id-LAC










ProtocolIE-ID ::= 6

id-RAC










ProtocolIE-ID ::= 7

id-HNB-Location-Information





ProtocolIE-ID ::= 8

id-PLMNidentity








ProtocolIE-ID ::= 9

id-SAC










ProtocolIE-ID ::= 10

id-CellIdentity








ProtocolIE-ID ::= 11

id-Registration-Cause






ProtocolIE-ID ::= 12

id-UE-Capabilities







ProtocolIE-ID ::= 13

id-RNC-ID









ProtocolIE-ID ::= 14

id-CSG-ID









ProtocolIE-ID ::= 15

id-BackoffTimer








ProtocolIE-ID ::= xx
END
9.3.7
Container Definitions

End of the 11th modification
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